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This catalog features a new layout

PRODUCT TYPE NAVIGATION TABS

The product type contains info These will let you know where
such as series, lighting tech, you are in the catalog.
shape, and mount type.

STOP LIGHYS

SUPER 44, LED, 6 DIODES, 4" ROUND,
FLANGE MOUNT, HARDWIRED

« Faster illumination offers significant safety
— benefit for following drivers to react more quickly,
T resulting in an average distance of 3’ reaction
time advantage for every 10 mph
+ Hardwired design results in decreased depth
compared to integral plug versions, allowing for

7= 1

+ Less current draw, resulting in increased battery
& alternator life while allowing more power for
other vehicle requirements

Part Lamp i " Lens Mount Amps Diamond
Pugsicet | _Pugsis2 o
PC 12 No

failure for lamps with incandescent bulbs |

44356R Hardwired Hardwired Stripped End White 0.3/0.03

44357R Hardwired Hardwired Straight Female PL-3  PC White 12 0.3/0.03 No
44360R Hardwired Hardwired Packard Connector | PC White 12 0.3/0.03 No
44361R Hardwired Hardwired Male Pin PC White 12 0.3/0.03 No
44362R Hardwired Hardwired Stripped End PC Gray 12 0.3/0.03 No
44363R Hardwired Hardwired Straight Female PL-3  PC Gray 12 0.3/0.03 No
44365R Hardwired Hardwired Fit 'N Forget S.S. PC Gray 12 0.3/0.03 No
44366R Hardwired Hardwired Packard Connector = PC Gray 12 0.3/0.03 No
44367R Hardwired Hardwired Male Pin PC Gray 12 0.3/0.03 No
44953R Hardwired Hardwired Stripped End PC Gray 12 0.3/0.03 Yes
44954R Hardwired Hardwired Straight Female PL-3 = PC Gray 12 0.3/0.03 Yes
44956R Hardwired Hardwired Fit 'N Forget S.S. PC Gray 12 0.3/0.03 Yes
44975R Hardwired Hardwired Stripped End PC White 12 0.3/0.03 Yes
44980R Hardwired Hardwired Male Pin PC White 12 0.3/0.03 Yes

— PRODUCT ICONS

These icons include
information such as
warranty and kit call-outs.

FYl: Common Abbreviations

S.S = SURE SEAL
PC = POLYCARBONATE
AC = ACRYLIC

FEATURES & BENEFITS

The features & benefits contain
important information pertaining
to the product type.

— PAGE TABS

These are quick-info tabs that
are meant to help navigate
while flipping through.

mounting in confined spaces
+ LEDs have no filament, therefore are extremely
resistant to shock & vibration, a major cause of

PRODUCT IMAGE

The product image is usually
a representation of the
product type. Color and
connection options are listed
in the product matrix.

——— PRODUCT DRAWING

The product drawing displays
its dimensions.

PRODUCT MATRIX

The product matrix contains
part numbers and important
technical specifications.



Lamp Connector, Plug Side 1 and Plug Side 2

. Lamp Connector - : LAMP
Connection :
. The connector type :
Information located on the back ~ :.....]
of a lamp
When it comes to choosing
the correct lamps for your Plug Side 1 LAMP PLUG
truck or trailer, it’s important .
) The connection ('} ... O——=
to know the connection type
o between a plug and
on your vehicle’s harness. :
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Product Attribute

Definitions

ATTRIBUTE

Beacon Frequency (FPM)

Beam Pattern
Breakout

Bulb Wattage (W)
Center Distance (in)

Common Size (in)

Compatible Conductor Size

Range — Max

Compatible Conductor Size

Range — Min
Current Major (AMP)

Current Minor (AMP)

Current (AMP)
DB Level

DB Level — Max
DB Level — Min

Diamond Shell (Y/N)
Flasher Mechanism

Flashing Patterns

Lamp Connection

Light Intensity (CP)

These terms are used throughout this
catalog. Here is what they all mean.

DEFINITION

The number of times a beacon flashes per minute
Light pattern type (spot, work, flood)

Plug types that branch off from the primary harness
The specific wattage of a bulb

Distance between plugs in inches

The general size of a product in inches

The largest compatible wire size

The smallest compatible wire size

Current used for a light’s “high” function measured in amps
Current used for a light’s “low” function measured in amps
Electric current measured in amps

Sound level of a back-up alarm measured in decibels

The maximum sound level of a back-up alarm measured in
decibels

The minimum sound level of a back-up alarm measured in
decibels

Durable, protective lens coating

Type of flasher: electro-mechanical, heavy duty solid state,
thermal or solid-state

The number of times a strobe flashes in a series (dual or quad)

A light’s integral electrical connection type —identifying the plug
type required

The power emitted by a light source, measured in candelas



ATTRIBUTE

Lighting Technology

Mount Type
Number of Plugs

Open/Close

Plug Side One

Plug Side Two

Series

Sound Regulation

Split/Solid Pin
Standards Met

Strobe Frequency — Max FPM
Strobe Frequency — Min FPM
Strobe Frequency (FPM)
Warning Class

Lumens_LM

Maximum Reflective
Intensity_CP

Metalized/Non-Metalized

Mirror Connection

DEFINITION

The method by which light is produced (LED, halogen,
incandescent)

Method by which a lamp is mounted
The number of terminations on a harness

Open or closed-back grommet

The side of a plug that usually mates directly with the
light

The side of a plug that usually mates directly with the
harness

Product line, usually distinguished by product shape,
size, function or technology

Single or self-adjusting sound volume

Pin construction

The regulations/certifications with which a product is
designed to comply

A strobe lamp's maximum number of flashes per minute
A strobe lamp's minimum number of flashes per minute
A strobe lamp's number of flashes per minute

The SAE classification system for warning lights

Light intensity measure in lumens
Reflective intensity measured in candela power

Metalized reflector is brighter

A plug that fits a type of Mirror
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STOP
LIGHTS

STOP / TURN /TAIL

LED

SERIES COMMON SIZE
449 Series

Super 44®

45@ Series

60® Series

Super 66

Signal-Stat Round

Signal-Stat Oval

Signal-Stat Rectangular

INCANDESCENT

SERIES COMMON SIZE
40© Series 4"

40®© Economy

Super 40®

41 Series

Super 45®

60® Series

60® Economy
Super 60®

80 Series

90 Series

91® Series

4 Screw




HIGH-MOUNTED STOP LIGHTS

LED

SERIES COMMON SIZE
21® Series 2" x 6"
60® Series 2" x 6"
Adhesive Mount 1" x 9"

INCANDESCENT

SERIES | COMMON SIZE
40® Series 4"

45® Series 3" x 5"

60® Series 2" x 6"

Super 60°© 2" x 6"

COMBINATION BOX LIGHTS

LED

SERIES
2 Stud Mount
3 Stud Mount

INCANDESCENT

SERIES

Ford

Ford/Dodge

Freightliner
Freightliner/Peterbilt/ GM

Freightliner/Peterbilt/GM/Oshkosh

Navistar

Volvo
2 Stud Mount
3 Stud Mount




STOP LIGHTS

Trucklite

Stop Lights

Whether your vehicle calls for a classic stop/turn/tail
lamp or a combination box lamp, Truck-Lite has the
right size, shape, material, mount and connection type

for any application.

Shapes Round, Oval, Rectangular, Square
Mount Types Grommet, Flange, 2 Screw, 4 Screw
. Lamp Connector - : LAMP
Connection H :
) e connector type :
Information located on the back

When it comes to choosing
the correct lamps for your
truck or trailer, it’s important
to know the connection type
on your vehicle’s harness.

If the harness connector type
does not match your desired
light (lamp connector), you
will need a plug to complete
the connection.

of a lamp

Plug Side 1 LAMP PLUG
The connecton ([ '\ ...

between a plug and

afamp o

Plug Side 2

The connection PLUG TRAILER
between a plug and a CO—

trailer’s harness

OO




STOP LIGHTS

‘2 Manufacturing H—l Testing
A & Quality [hill & safety

Truck-Lite’s LED stop/turn/tail All Truck-Lite lamps are

lighting is built using premium subjected to rigorous

materials and backed by industry- environmental, electrical and
leading warranties. mechanical testing before they are

validated and released to the market.
Designed to last the life of your

vehicle, Truck-Lite’s solid-state All lamps comply with
construction and sealed circuitry FMVSS/CMVSS-108, SAE and DOT
mean that you can depend on standards when properly mounted.

your lighting to withstand shock,
vibration, moisture and debris.

Performance L Customer
& Maintenance g‘% Support

|2

* Lower energy consumption

* Impact-resistant, non-yellowing
lenses and rugged housing
protect against damage from
even the toughest applications

* Robust, cost-effective design




Looking for even
more product
information?

/O Powerful Search

LQ')G_% 360° Product Images

Easy-To-Find Replacement Parts




STOP/TURN/TAIL STOP LIGHTS

44® SERIES, LED, 1 DIODE, 4" ROUND,
GROMMET MOUNT, HARDWIRED

« Electronics completely
22\ . /
LIFETIME sealed in epoxy to resist

7 moisture & corrosion
w + Lamp hardwired - wire
leads incorporate .180
jacketed bullet terminals
» Sealed polycarbonate
lens & housing
» Voltage 10V to 30V

-
m

Part Plug Plug Lens ; .
44932R Hardwired Hardwired .180 Bullet PC 12|24 0.23/0.02

44° SERIES, LED, 1 DIODE, 4" ROUND,
GROMMET MOUNT, HARDWIRED, KIT

« Electronics completely
sealed in epoxy to resist

W moisture & corrosion

leads incorporate .180
jacketed bullet terminals
Sealed polycarbonate
lens & housing

Voltage 10V to 30V

Lamp hardwired - wire

Part Lamp Lens Amps Kit Includes/
Number Connector Material Major/Minor Replacement Parts
) . 44932R lamp,
44121R Hardwired Hardwired  .180 Bullet PC Black 12124 0.23/0.02

40700 grommet

44® SERIES, LED, 1 DIODE, 4" ROUND,
FLANGE MOUNT, HARDWIRED

aan

+ Electronics completely
sealed in epoxy to resist

W moisture & corrosion

Lamp hardwired - wire
leads incorporate .180
jacketed bullet terminals
+ Sealed polycarbonate
lens & housing
+ Voltage 10V to 30V

Part Lens ) .

44936R Hardwired Hardwired .180 Bullet PC Black 12|24 0.23/0.02




STOP LIGHTS STOP/TURN/TAIL

SUPER 44°, LED, 6 DIODES, 4"

[a]
w
= ROUND, GROMMET MOUNT
3
+ Faster illumination offers significant safety
E benefit for following drivers to react more quickly,
% resulting in an average distance of 3’ reaction time
(7] advantage for every 10 mph =
» LEDs have no filament, therefore are extremely
resistant to shock & vibration
« Less current draw, resulting in increased battery &
alternator life while allowing more power for other
vehicle requirements
Part Lens Amps Diamond
Number Lamp Connector Material Major/Minor Shell
44302R Fit 'N Forget S.S. PC 12 0.24/0.03 No
44982R Fit 'N Forget S.S. AC 12 0.24/0.03 Yes
n
a SUPER 44°, LED, 6 DIODES, 4
w
= ROUND, GROMMET MOUNT, KIT
3
+ Faster illumination offers significant safety
E benefit for following drivers to react more quickly,
% resulting in an average distance of 3’ reaction time oS
RRAY
(7} advantage for every 10 mph

+ LEDs have no filament, therefore are extremely
resistant to shock & vibration
ﬁ » Less current draw, resulting in increased battery &
%, alternator life while allowing more power for other

vehicle requirements Light includes 94706 Stop/
Turn/Tail adapter plug

Part Lamp Lens Amps Diamond Kit Includes/
Number Connector Material Major/Minor Shell Replacement Parts
) . Straight
Fit 'N Forget Fit'N 4700 grommet,
44030R ss. Forget S.S. EeLr_réale PC Black 12 0.24/0.03 No 94706 plug
o e Straight
44092R Fit ‘N Forget| Fit ‘N Female AC Black 12  0.24/003  Yes T IR,
S.S. Forget S.S. PL-3 94706 plug

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




STOP/TURN/TAIL STOP LIGHTS

SUPER 44°, LED, 6 DIODES, 4" ROUND,
GROMMET MOUNT, HARDWIRED

aIi

m - Faster illumination offers significant safety benefit for %
LIFME following drivers to react more quickly, resulting in an m
W average distance of 3’ reaction time advantage for every 10 i

mph S

+ design results in decreased depth compared to integral plug
versions, allowing for mounting in confined spaces

+ LEDs have no filament, therefore are extremely resistant to
shock & vibration, a major cause of failure for lamps with
incandescent bulbs

» Less current draw, resulting in increased battery & alternator
life while allowing more power for other vehicle requirements

Part Lamp Lens Amps Diamond
Number Connector Material Major/Minor Shell

44350R Hardwired Hardwired Stripped End PC 12 0.24/0.03 No
44351R Hardwired Hardwired Straight Female PL-3 PC 12 0.24/0.03 No
44353R Hardwired Hardwired Fit 'N Forget S.S. PC 12 0.24/0.03 No
44354R Hardwired Hardwired Packard Connector PC 12 0.24/0.03 No
44355R Hardwired Hardwired Male Pin PC 12 0.24/0.03 No
44959R Hardwired Hardwired Stripped End PC 12 0.24/0.03 Yes
44960R Hardwired Hardwired Straight Female PL-3 PC 12 0.24/0.03 Yes
44972R Hardwired Hardwired Fit 'N Forget S.S. PC 12 0.24/0.03 Yes
44973R Hardwired Hardwired Packard Connector PC 12 0.24/0.03 Yes
44974R Hardwired Hardwired Male Pin PC 12 0.24/0.03 Yes

Stop/Turn/Tail

Need some back-up?
Super 44° Combo Lights
now available.

Receive the same safety and low-maintenance benefits of existing
LED stop/turn/tail and back-up lights— now in one package.

You can find our Super 44® combo lights on page 18

Back-Up




STOP LIGHTS STOP/TURN/TAIL

SUPER 44°, LED, 6 DIODES, 4" ROUND,

[a]
w
sl FLANGE MOUNT
3
+ Faster illumination offers significant safety
2 2SI
E benef.it fo.r following drivgrs to react more q.uicklly,
=] resulting in an average distance of 3’ reaction time
2 advantage for every 10 mph
+ Flange mounts are permanently affixed to lamp
+ LEDs have no filament, therefore are extremely
resistant to shock & vibration
+ Less current draw, resulting in increased battery &
alternator life while allowing more power for other
vehicle requirements
Part Lens Amps Diamond
Number Lamp Connector | \y-ierial Major / Minor Shell
44322R Fit 'N Forget S.S. PC Gray 12 0.24/0.03 No
44326R Fit ‘N Forget S.S. PC Black 12 0.24/0.03 No
44328R Fit ‘N Forget S.S. PC White 12 0.24/0.03 No
44334R Fit ‘N Forget S.S. PC Silver 12 0.24/0.03 No
44983R Fit ‘N Forget S.S. AC Gray 12 0.24/0.03 Yes
44986R Fit 'N Forget S.S. AC Black 12 0.24/0.03 Yes
44988R Fit 'N Forget S.S. AC White 12 0.24/0.03 Yes
1]
a SUPER 44°®, LED, 6 DIODES, 4
w
= ROUND, FLANGE MOUNT, KIT
3
+ Faster illumination offers significant safety
2
= benef.it fo.r following drivgrs to react more quicklly,
3 resulting in an average distance of 3’ reaction time W

advantage for every 10 mph

+ Flange mounts are permanently affixed to lamp

« LEDs have no filament, therefore are extremely
resistant to shock & vibration

+ Less current draw, resulting in increased battery &
alternator life while allowing more power for other
vehicle requirements

Part Lamp Plug Side Plug Lens Mount Volts Amps Diamond Kit Includes/
Number Connector 1 Side 2 Material | Color Major/Minor Shell Replacement Parts

44032R Fit ‘N Fit'N Foadle PC Gray 12 024/003 No 94706 plug
Forget S.S. Forget S.S. PL-3 : :

44034R i 1 o Egr?:ggt PC Siver 12  024/003  No 94706 plug
Forget S.S. Forget S.S. PL-3 ’ ’
Fit ‘N Fit ‘N Straight

44036R Female PC Black 12 0.24/0.03 No 94706 plug
Forget S.S. Forget S.S. PL-3

o oy Straight
44038R s 1 G Female PC White 12 024/003 No 94706 plug

Forget S.S. Forget S.S. PL-3




STOP/TURN/TAIL STOP LIGHTS

SUPER 44°, LED, 6 DIODES, 4" ROUND,

=
m

FLANGE MOUNT, HARDWIRED o
(7]

 Faster illumination offers significant safety %

benefit for following drivers to react more quickly, g
W resulting in an average distance of 3’ reaction £

time advantage for every 10 mph

+ Hardwired design results in decreased depth
compared to integral plug versions, allowing for
mounting in confined spaces

+ LEDs have no filament, therefore are extremely
resistant to shock & vibration, a major cause of
failure for lamps with incandescent bulbs

+ Less current draw, resulting in increased battery
& alternator life while allowing more power for
other vehicle requirements

44356R Hardwired Hardwired Stripped End PC White 12 0.24/0.03 No
44357R Hardwired Hardwired Straight Female PL-3 PC White 12 0.24/0.03 No
44360R Hardwired Hardwired Packard Connector ~ PC White 12 0.24/0.03 No
44361R Hardwired Hardwired Male Pin PC White 12 0.24/0.03 No
44362R Hardwired Hardwired Stripped End PC Gray 12 0.24/0.03 No
44363R Hardwired Hardwired Straight Female PL-3 PC Gray 12 0.24/0.03 No
44365R Hardwired Hardwired Fit 'N Forget S.S. PC Gray 12 0.24/0.03 No
44366R Hardwired Hardwired Packard Connector PC Gray 12 0.24/0.03 No
44367R Hardwired Hardwired Male Pin PC Gray 12 0.24/0.03 No
44953R Hardwired Hardwired Stripped End AC Gray 12 0.24/0.03 Yes
44954R Hardwired Hardwired Straight Female PL-3 AC Gray 12 0.24/0.03 Yes
44956R Hardwired Hardwired Fit 'N Forget S.S. AC Gray 12 0.24/0.03 Yes
44975R Hardwired Hardwired Stripped End AC White 12 0.24/0.03 Yes
44980R Hardwired Hardwired Male Pin AC White 12 0.24/0.03 Yes

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




STOP LIGHTS STOP/TURN/TAIL

SUPER 44°, LED, 8 DIODES, 4" ROUND, GROMMET MOUNT,

[a]
w
= S/T/T + BACK-UP COMBO, HARDWIRED
3
+ Offers the same safety and low-
E maintenance benefits of existing
g LED S/T/T and BU lights now in
(2] one package Ll
+ Complies with FMVSS
requirement for minimum of 75
cm2 of luminous red area
« Saves space in inventory when
stocking a two-in-one product
+ New combination lamps are the
same size as existing Truck-Lite
Model 44 lights, so they fit into
existing mounting holes
+ Lower-cost system when replacing
other hardwired 44 products
L. q ] L Al Di d
Con?’lrggtor Plug Side 1 Plug Side 2 Ma?glﬁal Majowlr\J/ISinor %Wé)”n
44353R Hardwired Hardwired Fit 'N Forget S.S. PC Red | Clear 12 0.24/0.03 No
a SUPER 44°, LED, 8 DIODES, 4" ROUND, FLANGE MOUNT,
w
- S/T/T + BACK-UP COMBO, HARDWIRED
3 Offers th fet dl
. ers the same safety and low-
ﬁ maintenance benefits of existing
LED S/T/T and BU lights now in N
8 one package w

+ Complies with FMVSS
requirement for minimum of 75
cm2 of luminous red area

- Saves space in inventory when
stocking a two-in-one product

+ New combination lamps are the
same size as existing Truck-Lite
Model 44 lights, so they fit into
existing mounting holes

+ Lower-cost system when replacing
other hardwired 44 products

Part Lamp : ; Lens Amps Diamond
Number Connector Plug Side 1| Plug Side 2 W EACIE Major/Minor Shell
44550R Hardwired  Hardwired g 09" PG Red |Clear Black 12  024/0.03  No
44551R Hardwired Hardwired LN Forget oo Red | Clear Gray 12 0.24/0.03 No

S.S




STOP/TURN/TAIL STOP LIGHTS

SUPER 44°, LED, 17 DIODES, 4" ROUND, GROMMET MOUNT

-
m
O
/‘\BI! + Faster illumination offers significant safety benefit for following drivers to
LIFME react more quickly, resulting in an average distance of 3’ reaction time
7 advantage for every 10 mph ¢£
» LEDs have no filament, therefore are extremely resistant to shock & vibration o
Less current draw, resulting in increased battery & alternator life while g
allowing more power for other vehicle requirements 'S
H
Part Lens Amps Diamond
Number Lamp Connector Material Volts Major/Minor Shell
44253R Fit 'N Forget S.S. PC 24 0.13/0.04 No
n
SUPER 44%®, LED, 17 DIODES, 4" ROUND, FLANGE MOUNT -
(]
m - Faster illumination offers significant safety benefit for following drivers to
LIFME react more quickly, resulting in an average distance of 3’ reaction time
N advantage for every 10 mph ‘é’
Flange mounts are permanently affixed to lamp o
» LEDs have no filament, therefore are extremely resistant to shock & vibration g
Less current draw, resulting in increased battery & alternator life while 'S
allowing more power for other vehicle requirements -
Lens Amps Diamond
Lamp Connector Material Major / Minor Shell
44266R Fit 'N Forget S.S. PC Black 24 0.13/0.04 No
n
SUPER 44°, LED, 42 DIODES, 4" ROUND, GROMMET MOUNT -
(]
/—\ + Faster illumination offers significant safety benefit for following drivers to
LIFME react more quickly, resulting in an average distance of 3’ reaction time
W advantage for every 10 mph (é
» LEDs have no filament, therefore are extremely resistant to shock & vibration o
+ Less current draw, resulting in increased battery & alternator life while g
allowing more power for other vehicle requirements g
Part Lens Amps Diamond
Number Lamp Connector Material Volts Major/Minor Shell
44202R Fit 'N Forget S.S. PC 12 0.5/0.1 No
44882R Fit 'N Forget S.S. AC 12 0.5/0.1 Yes
n
SUPER 44°%, LED, 42 DIODES, 4' ROUND, GROMMET MOUNT, KIT r
(]
m + Faster illumination offers significant safety
_— benefit for following drivers to react more
LIFETIME . N .
@ quickly, resulting in an average distance of 3’ ‘é’
reaction time advantage for every 10 mph )
Flange mounts are permanently affixed to lamp g
+ LEDs have no filament, therefore are extremely g

resistant to shock & vibration

+ Less current draw, resulting in increased
battery & alternator life while allowing more
power for other vehicle requirements

Lens Amps Diamond Kit Includes/

Lamp ' pugside 1 | Plug Side 2

Connector Material Major/Minor Shell Replacement Parts

Fit 'N Forget Fit 'N Forget Straight 4700 grommet,
44002R | g o S.S. Female PL-3 ©C Black |12 | 0.5/041 No 94706 plug

Fit 'N Forget Fit 'N Forget Straight 4700 grommet,
44082R | g, s.S. Female PL-3 AC Black |12 | 05/01 ves 94706 plug




STOP LIGHTS STOP/TURN/TAIL

SUPER 44°, LED, 42 DIODES, 4" ROUND, FLANGE MOUNT

[a]
w
-
Faster illumination offers significant safety benefit
g for following drivers to react more quickly, resulting
o in an average distance of 3’ reaction time advantage W
E for every 10 mph
2 Flange mounts are permanently affixed to lamp
= LEDs have no filament, therefore are extremely
resistant to shock & vibration
Less current draw, resulting in increased battery &
alternator life while allowing more power for other
vehicle requirements
Part Lens Mount Amps Diamond
Lamp Connector | pjaterial | Color | V'S | Major/Minor | Shell
44226R Fit ‘N Forget S.S. PC Black 12 0.5/0.1 No
44222R Fit 'N Forget S.S. PC Gray 12 0.5/0.1 No
44883R Fit 'N Forget S.S. AC Gray 12 0.5/0.1 Yes
n
a SUPER 44°, LED, 42 DIODES, 4" ROUND, FLANGE MOUNT, KIT
-
Faster illumination offers significant safety benefit
g for following drivers to react more quickly, resulting
o in an average distance of 3’ reaction time advantage
= for every 10 mph &
8 » Flange mounts are permanently affixed to lamp

LEDs have no filament, therefore are extremely

*‘f ? resistant to shock & vibration
F TR 4 + Less current draw, resulting in increased battery &
alternator life while allowing more power for other
vehicle requirements

44026r L NForoet Tt NForget Straight |~ pg Black 12  05/0.1 No 94706 plug
44022R g'tSN FEEER g‘_tS'_N g ﬁ;ﬁ‘gl’;tpl__s PC Gray 12 05/01 No 94706 plug
a4083R i N Forget Tt N Forget ?éﬁiﬁ’l?pL-s AC Gray 12 05/0.1 Yes 94706 plug

5 45® SERIES, LED, 15 DIODES, 3"X 5", GROMMET MOUNT
Lamp Connector Plug Side 1 Plug Side 2 Mljgﬁal Volts Amps Major/Minor

45258R Hardwired Hardwired Straight Female PL-3 AC 1224 0.25/0.01

Mount horizontally or vertically
+ Specifically designed for use
in trailer & body applications
RRAY.




STOP/TURN/TAIL STOP LIGHTS

45® SERIES, LED, 15 DIODES, 3"X 5", GROMMET MOUNT, KIT

-
m
(]
+ Mount horizontally or vertically
+ Specifically designed for use in
trailer & body applications
=
Part L ; ; L A Kit Includes/
Nuniber Con?]rggtor Plug Side 1 Plug Side 2 Ma(tegrsial MajortT)ll\o/ISinor Repléogﬁqgnfgans
45058R  Hardwired Hardwired Siraight Female ac Black 12|24 025001  40/00 gommet
45° SERIES, LED, 15 DIODES, 3"X 5", FLANGE MOUNT ~
m
(]
* Mount horizontally or vertically.
m + Specifically designed for use
W in trailer & body applications D
)
Co%irggtor Plug Side 1 Plug Side 2 Mljgﬁal Mount Color Amps Major/Minor
45259R Hardwired Hardwired Straight Female PL-3 AC Gray 12|24 0.25/0.01
45® SERIES, LED, 19 DIODES, 3"X 5", GROMMET MOUNT, KIT -
(w]
+ Direct pin-to-circuit board
solders assure vibration
istant contacts
W ) resis 134.9mm

ECE approved for rear
position/stop direction
indicator and rear fog functions e

Part Lamp ] f Lens p Kit Includes/
Number Connector Plug Side 1 Plug Side 2 Material Major/Minor | Replacement Parts
45042R  Hardwired  Hardwired 1180 Bullet PC Black  12]24 028/003 42700 grommet,
45932R lamp

45® SERIES, LED, 24 DIODES, 3"X 5", GROMMET MOUNT

/‘-\ + Direct pin-to-circuit board solders assure vibration resistant contacts 1
LIFETIME ECE approved for rear position/stop direction indicator and rear fog

-
m

W functions
» Electronics completely sealed in epoxy to resist corrosion & moisture 1349 mm
» Lamps are hardwired with standard 0.180 molded bullet connectors

+ LEDs are less susceptible to shock & vibration N

+ Low current draw, leaving more power for other vehicle universal l— 86.4mm—-|

lighting products %
36.1mm

.

Part
Number

45932R Hardwired Hardwired .180 Bullet PC 12|24 0.28/0.03

Lamp Connector Plug Side 1 Plug Side 2 M';‘fgrsial Amps Major/Minor




STOP LIGHTS STOP/TURN/TAIL

60® SERIES, LED, 8 DIODES, 2"X 6" OVAL, GROMMET MOUNT,
S/T/T + BACK-UP COMBO

L
-
+ Offers the same safety and low maintenance
E - benefits of existing LED S/T/T and BU lights
now in one package W

Not orientation dependent; complies with
FMVSS 108 vertically or horizontally

+ Save space in inventory

» Lower-cost system

» The new combination lamps are the same size
as existing Truck-Lite Model 60 lights, which
means they fit into existing mounting holes

Lens Amps Diamond

Lamp Connector Material Major/Minor Shell

60557R Fit 'N Forget 4 Pin S.S. PC Red | Clear 12 0.24/0.02 No

60® SERIES, LED, 8 DIODES, 2"X 6" OVAL, GROMMET MOUNT,
S/T/T + BACK-UP COMBO, HARDWIRED

+ Offers the same safety and low maintenance
- benefits of existing LED S/T/T and BU lights
now in one package W

» Not orientation dependent; complies with
FMVSS 108 vertically or horizontally

+ Save space in inventory

» Lower-cost system

» The new combination lamps are the same size
as existing Truck-Lite Model 60 lights, which
means they fit into existing mounting holes

LED

Part Lamp Plug Plug Lens Lens Volts Amps Diamond
Number Connector Side 1 Side 2 Material Color Major/Minor Shell
60556R Hardwired  Hardwired = Fit 'N Forget S.S. PC Red | Clear 12 0.24/0.02 No

60® SERIES, LED, 8 DIODES, 2"X 6" OVAL, SURFACE MOUNT,
S/T/T + BACK-UP COMBO

LED

now in one package
» Not orientation dependent; complies with
FMVSS 108 vertically or horizontally
+ Save space in inventory
» Lower-cost system
« The new combination lamps are the same size
as existing Truck-Lite Model 60 lights, which
means they fit into existing mounting holes

+ Offers the same safety and low maintenance
E benefits of existing LED S/T/T and BU lights m

Part Lens Amps Diamond
Number Material Major/Minor Shell

60555R Fit 'N Forget 4 Pin S.S. PC Red | Clear Black 12 0.24/0.02 No

Lamp Connector




STOP/TURN/TAIL STOP LIGHTS

60® SERIES, LED, 8 DIODES, 2"X 6" OVAL, SURFACE MOUNT,
S/T/T + BACK-UP COMBO, HARDWIRED O

/"\m « Offers the same safety and low maintenance benefits of
= existing LED S/T/T and BU lights now in one package

LIFETIME| ; . ) .

W » Not orientation dependent; complies with FMVSS 108

vertically or horizontally

+ Save space in inventory

» Lower-cost system

« The new combination lamps are the same size as
existing Truck-Lite Model 60 lights, which means they fit
into existing mounting holes

Part Lamp Lens Amps Diamond

Number Connector i i Material Major/Minor
60554R Hardwired = Hardwired Fit'N ForgetS.S. PC Red | Clear Black 12 0.24/0.02 No

60® SERIES, LED, 8 DIODES, 2"X 6" OVAL, FLUSH MOUNT,
S/T/T + BACK-UP COMBO S

m + Offers the same safety and low maintenance benefits of
— existing LED S/T/T and BU lights now in one package
LIFETIME ; . . .
W » Not orientation dependent; complies with FMVSS 108 = v
vertically or horizontally e
» Save space in inventory

» Lower-cost system

« The new combination lamps are the same size as
existing Truck-Lite Model 60 lights, which means they fit
into existing mounting holes

Part Lens Amps Diamond
Number Lamp Connector Material Major/Minor Shell
60552R Fit 'N Forget 4 Pin S.S. PC Red | Clear Black 12 0.24/0.02 No
60553R Fit 'N Forget 4 Pin S.S. PC Red | Clear Gray 12 0.24/0.02 No

60® SERIES, LED, 8 DIODES, 2"X 6" OVAL, FLUSH MOUNT,
S/T/T + BACK-UP COMBO, HARDWIRED

« Offers the same safety and low maintenance benefits of
oo heb e . E

existing LED S/T/T and BU lights now in one package
LIFETIME| ; ; ) .
W . Not.orlentatlon erendent; complies with FMVSS 108 3
vertically or horizontally
» Save space in inventory
» Lower-cost system
« The new combination lamps are the same size as
existing Truck-Lite Model 60 lights, which means they fit
into existing mounting holes

Part Lamp Lens Amps Diamond

Number Connector i i Material Major/Minor Shell
60550R Hardwired Hardwired .180 Bullet PC Red | Clear Black 12 0.24/0.02 No

60551R Hardwired Hardwired Fit 'N Forget S.S. PC Red | Clear Gray 12 0.24/0.02 No




STOP LIGHTS STOP/TURN/TAIL

60® SERIES, LED, 18 DIODES, 2"X 6" OVAL, FLANGE MOUNT

+ Shallow curved lens profile allows for W

flush mounting in applications where

+ Features a PL-3 connector /‘\
Ideal for vehicles featuring liftgates LIFETIME
space is at a premium

Part Lamp Lens Mount Amps :
Number Connector | Material | Color Volts Major / Minor Diamond Shell
60356R PL-3 PC Black 12 0.36/0.07 No

w
-l

= + Faster illumination offers significant
3 2
safety benefit for following drivers to
- react quicker, resulting in average 3’ W

60® SERIES, LED, 26 DIODES, 2"X 6" OVAL, GROMMET MOUNT

reaction time advantage for every 10 mph

Lens Amps

Lamp Connector

Material Major / Minor
60250R Fit 'N Forget S.S. PC 12 0.34/0.04 No
60253R Fit 'N Forget S.S. PC 24 0.34/0.04 No
60264R Fit 'N Forget S.S. AC 24 0.34/0.04 Yes
60885R Fit ‘N Forget S.S. AC 12 0.34/0.04 Yes

60® SERIES, LED, 26 DIODES, 2"X 6" OVAL,
GROMMET MOUNT, KIT

LED

+ Faster illumination offers significant
safety benefit for following drivers to
react quicker, resulting in average 3’
reaction time advantage for every 10 mph

L2
LIFETIME]
=

Part Lamp : . Lens Amps Diamond Kit Includes/
Connector Radisidey Pl e 2 Material Major/Minor Shell Replacement Parts
Fit 'N Forget Fit 'N Forget Straight Female 4700 grommet,
60050R Ss. ss. PL-3 PC Black 12 0.34/0.04 No 94706 plug
Fit 'N Forget Fit 'N Forget Straight Female 4700 grommet,
60085R ss. ss. PL-3 AC Black 12 0.34/0.04 Yes 94706 plug



STOP/TURN/TAIL STOP LIGHTS

60® SERIES, LED, 26 DIODES, 2"X 6" OVAL, FLANGE MOUNT -

O

« Faster illumination offers significant safet
o ¥ /

LIFETIME benefit for following drivers to react more
W quickly, resulting in average 3’ reaction time
advantage for every 10 mph

Lens Amps Diamond

Lamp Connector | \;atarial Major / Minor Shell
60252R Fit 'N Forget S.S. PC Gray 12 0.34/0.04 No
60256R Fit 'N Forget S.S. PC Black 12 0.34/0.04 No

60® SERIES, LED, 26 DIODES, 2"X 6" OVAL, FLANGE MOUNT, KIT
O

+ Faster illumination offers significant safety

\FETIME bepeﬂt for follpwmg drivers to, react ‘morcla
quickly, resulting in average 3’ reaction time

advantage for every 10 mph

T 00

Part Lamp . ; Lens Amps Diamond Kit Includes/
Number | Connector Plug Side 1 Plug Side 2 Material Major/Minor Shell Replacement Parts
Fit 'N Forget Fit 'N Forget Straight Female 4700 grommet,
60052R SS. ss. PL-3 PC Gray 12 0.34/0.04 No 94706 plug
Fit ‘N Forget Fit 'N Forget Straight Female 4700 grommet,
60056R SS. ss. PL-3 PC Black 12 0.34/0.04 No 94706 plug

SUPER 66, LED, 1 DIODE, 2"X 6" OVAL, GROMMET MOUNT

-
m

O

+ Designed to look more like a standard .

incandescent lamp but has more light output @ N (7))
W » Less current draw, resulting in increased %
battery & alternator life while allowing more g

power for other vehicle requirements P

o

« World’s first single diode LED stop, turn &
tail lamp

Part Lens Amps Diamond
Number Material Major / Minor Shell

66250R Fit 'N Forget S.S. PC 12 0.47/0.03 No

Lamp Connector Volts




STOP LIGHTS STOP/TURN/TAIL

SUPER 66, LED, 1 DIODE, 2"X 6" OVAL, GROMMET MOUNT, KIT

[a]
w
-
» Designed to look more like a standard
8 incandescent lamp but has more light output
o + Less current draw, resulting in increased
E battery & alternator life while allowing more 2
oo | power for other vehicle requirements
] « World’s first single siode LED stop, turn &
tail lamp
Part Lamp q ; Lens Amps Diamond Kit Includes/
Connector Plug Side 1 Plug Side 2 Material Major/Minor Shell Replacement Parts
Fit 'N Forget Fit 'N Forget Straight Female 4700 grommet,
66885R ss. ss. PL-3 AC Black 12 0.47/0.08 Yes 94706 plug
Fit 'N Forget Fit 'N Forget Straight Female 4700 grommet,
66050R ss. ss. PL-3 PC Black 12 0.47/0.03 No 94706 plug
Fit 'N Forget Fit 'N Forget Straight Female 4700 grommet,
66085R ss. ss. PL-3 AC Black 12 0.47/0.08 Yes 94706 plug
1 1
a SUPER 66, LED, 1 DIODE, 2"X 6" OVAL, FLANGE MOUNT
-
» Designed to look more like a standard
8 incandescent lamp but has more light output
o + Less current draw, resulting in increased S
E battery & alternator life while allowing more \“/
=) power for other vehicle requirements
e » World’s first single siode LED stop, turn &
tail lamp
Part Lens Mount Amps Diamond
Number Lamp Connector Material | Color Volts Major / Minor Shell
66252R Fit 'N Forget S.S. PC Gray 12 0.47/0.03 No
66254R Fit 'N Forget S.S. PC White 12 0.47/0.03 No
66256R Fit 'N Forget S.S. PC Black 12 0.47/0.03 No
66882R Fit 'N Forget S.S. AC Gray 12 0.47/0.03 Yes
11 1
a SUPER 66, LED, 1 DIODE, 2"X 6" OVAL, FLANGE MOUNT, KIT
4
» Designed to look more like a standard
8 incandescent lamp but has more light output
o * Less current draw, resulting in increased
H_J battery & alternator life while allowing more 2
=) power for other vehicle requirements
n » World’s first single siode LED stop, turn &
tail lamp
Part Lamp q ; Lens Amps Diamond Kit Includes/
Connector Plug Side 1 Plug Side 2 Material Major/Minor Shell Replacement Parts
Fit 'N Forget Fit 'N Forget Straight Female 66252R lamp,
66052R ss. ss. PL-3 PC Gray 12 0.47/0.083 No 97406 plug
Fit 'N Forget Fit 'N Forget Straight Female n 66254R lamp,
66054R Ss. ss. PL-3 PC White 12 0.47/0.03 No 97406 plug
Fit 'N Forget Fit 'N Forget Straight Female 66256R lamp,
66056R ss. ss. PL-3 PC Black 12 0.47/0.03 No 97406 plug
Fit 'N Forget Fit 'N Forget Straight Female 66882R lamp,
66082R ss. ss. PL-3 AC Gray 12 0.47/0.03 Yes 97406 plug




STOP/TURN/TAIL

STOP LIGHTS

SIGNAL-STAT, LED, 10 DIODES, 4" ROUND, GROMMET MOUNT

+ Uses standard PL-3 connector When

SlgnaI'Stat properly mounted, exceeds FMVSS-P2
DOT requirements for marker/clearance
m performance
Designed with impact-resistant acrylic
material
+ Sealed lens and housing locks moisture out
+ Snap fit grommet requires no screws for
installation LEDs do not have a filament,
therefore are not susceptible to shock and
vibration damage major cause of failure for
lamps with an incandescent bulb.
» Epoxy encapsulated electronics prevents
damage from moisture and corrosion.
Part Lamp Connector Lens Volts Amps Major/Minor
Number Material
4058 PL-3 AC 12 0.12/0.02

aai

@
o)
z
>
-
]
5

SIGNAL-STAT, LED, 24 DIODES, 4" ROUND, GROMMET MOUNT

Epoxy encapsulated electronics

Slgnal'Stat prevents damage from moisture &
corrosion
PN + Unique LED array displays a full
2 YEAR pattern light output design
S + Uses standard right angle
connection
Part Lamp Lens
Number Connector Material Lens Color Volts
4050 PL-3 PC Red 12
4051 PL-3 PC Red | Clear 12

Amps Major/Minor

0.14/0.01
0.14/0.01

aIi

@
(@)
Z
s
-
4
5

SIGNAL-STAT, LED, 24 DIODES, 4" ROUND, FLANGE MOUNT

Connector Material

4053 PL-3

+ Uses standard right angle PL-3 connection

Designed with impact-resistant
polycarbonate material

LEDs do not have a filament, therefore are
not susceptible to damage from shock
and vibration

Epoxy encapsulated electronics prevents
damage from moisture and corrosion

+ When properly mounted, exceeds FMVSS

Lamp

DOT requirements for S/T/T and F/P/T

Lens Mount Color

PC Gray 12

Amps Major/Minor

0.14/0.01

a3l
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STOP LIGHTS STOP/TURN/TAIL

SIGNAL-STAT, LED, 10 DIODES, 2"X 6" OVAL, GROMMET MOUNT

LED

=
=
e
-
<
=z
S
(2]

Part

Number
6058

‘ Lamp Connector ‘

PL-3

AC

Lens
Material

‘ Volts ‘

12

* When properly mounted, exceeds FMVSS-P2 DOT

requirements for marker/clearance performance S|gnaI'Stat
+ Designed with impact-resistant acrylic material

Sealed lens and housing locks moisture out m
+ Snap fit grommet requires no screws for installation
» LEDs do not have a filament, therefore are not

susceptible to damage from shock and vibration

+ Epoxy encapsulated electronics prevents damage

from moisture and corrosion
Popular on owner/operator and show trucks

Amps Major / Minor

0.17/0.02

LED

SIGNAL-STAT

SIGNAL-STAT, LED, 24 DIODES, 2"X 6" OVAL, GROMMET MOUNT

Part
Number

6050
6051

Lamp Connector

PL-3
PL-3

Lens
Material

PC
PC

Lens
Color

Red

Red | Clear

+ Uses standard right angle plug

+ Epoxy encapsulated electronics prevents

damage from moisture & corrosion SlgnaI'Stat

+ Unique LED array displays full pattern

light output design

b

N

YEA

X

@

Amps
el Major / Minor
12 0.26/0.02
12 0.26/0.02

LED

SIGNAL-STAT

SIGNAL-STAT, LED, 24 DIODES, 2"X 6" OVAL, FLANGE MOUNT

Part
Number

6053

Lamp Connector

PL-3

Lens
Material

PC

Mount
Color

Gray

» Housing and flange are molded together to

form one piece Signal-Stat
+ Uses standard right angle PL-3 connection
Designed with impact-resistant P
polycarbonate material 2 YEAR
+ LEDs do not have a filament, therefore R

are not susceptible to shock and vibration
damage - a major cause of failure for lamps
with an incandescent bulb

Epoxy encapsulated electronics prevents
damage from moisture and corrosion

» When properly mounted, exceeds FMVSS

DOT requirements for S/T/T and F/P/T

Volts Amps Major / Minor

12

0.26/0.02



STOP/TURN/TAIL STOP LIGHTS

SIGNAL-STAT, LED, 10 DIODES, 3"X 5" REC.,
GROMMET MOUNT

-
m
o)

(/7]

. o » Uses standard right angle PL-3 (@)
Signal-Stat connection §

» Unique LED array displays full pattern r

m light output Epoxy encapsulated ‘ﬁ
electronics 2

Part L . .
Lamp Connector ‘Ma(tagﬁal Volts ‘ Amps Major/Minor

4558 PL-3 AC 12 0.28/0.03

SIGNAL-STAT, LED, 24 DIODES, 3"X 5" REC.,
GROMMET MOUNT

-
m
O

(7]

. o + 24 diode pattern (o)
Signal-Stat + Unique LED array displays full §
pattern light output r

m » Uses standard right angle PL-3 g|>
connection >

Lamp Connector Mlﬁgﬁal Volts Amps Major/Minor

4550 PL-3 AC 12 0.38/0.03

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




STOP LIGHTS STOP/TURN/TAIL

40® SERIES, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT

=
=
w
(&)
(7]
unJ
+ Shock mount absorbs road shock & vibration
2 3
g extending lamp life
2 + Welded connections eliminate failures caused by arcing Bl
- » Heavy-duty bulb offers long-lasting life 2
» Features clear back housing
+ Grommet kit features flush mounting in a 4-1/2" hole
» Not recommended for clearance marker applications
» Welded connections eliminate failures caused by arcing
Nfriger Lamp Connector M;(tagrsial Volts Amps Major/Minor
40202R PL-3 PC 12 2.1/0.48
40209R PL-3 PC 24 0.93/0.34
49202R Male Pin PC 12 2.1/0.48
1
W 40° SERIES, INCANDESCENT, 1 BULB, 4" ROUND,
) GROMMET MOUNT, KIT
g
* Flush-mount grommets are designed
4
< for mounting in a 4-1/2" hole
g » Heavy-duty bulb last longer O
= » Shock mount absorbs road shock & <
vibration, extending lamp life
+ Welded connections eliminate
failures caused by arcing

Lamp Plug1Side Plug Side 2 Lens Amps Kit Includes/

Connector Material Major/Minor Replacement Parts

Right Angle = Stripped End/ 40700 grommet,

Guo0Cehl PL-3 PL-3 Ring Terminal | ' C Black 112 ) 2.1/0.48 94993 plug, 40202R lamp
_ Right Angle = Stripped End/ 40700 grommet
40009R PL-3 PL-3 Ring Terminal " C Black 24 0.93/034 94993 plug, 40209R lamp
49002R Male Pin  MalePin  Stipped End/ o Black 12 2.1/0.48 40700 grommet,
Ring Terminal 96107 plug

8| | s0series Wl INcANDESCENT

40® SERIES, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT, SNAP FIT, KIT

» Replaces 40302R/Y and
[—2e0 40318R/Y m
_ ) 2 YEAR
» Polycarbonate lens and housing
+ Grommet features flush 2
5500 mounting in a 4-1/2" hole
Heo
Part Lamp q q Lens Mount Amps Kit Includes/
Connector Pl etz 1 Fllug Sidle 2 Material Color Wl Major/Minor Replacement Parts
) . Stripped End/ 40700 grommet, 94938
40302R Twist Socket Twist Socket Ring Terminal PC Black 12 2.1/0.48 bulb/plug, 99010R housing




STOP/TURN/TAIL STOP LIGHTS

40°® SERIES, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT, CLEAR BACK

m + Features clear back housing
5 R » Shock mount absorbs road shock &

[ew
ool vibration, extending lamp life 4}
N + Welded connections eliminate failures
caused by arcing 5500

» Heavy-duty bulb offers long-lasting life
+ Uniquely designed shock-mount
extends lamp life F J
* Not recommended for clearance '
marker applications
» Welded connections eliminate failures
caused by arcing

m 1N3IOS3ANVONI

Lens
Material

40206R PL-3 PC 12 2.1/0.48

Lamp Connector

Amps Major/Minor

40® SERIES, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT, CLEAR BACK, KIT

» Features clear back housing
+ Not recommended for l"‘”j

clearance marker applications
» Grommet kit features flush
mounting in a 4-1/2" hole I

Lamp Plug Side Plug Side 2 Lens Amps Kit Includes/
Connector 1 9 Material Major/Minor Replacement Parts

Right Angle = Stripped End/ 40700 grommet,
PL-3 Ring Terminal | " C Black |12 ) 2.1/0.48 94993 plug, 40206R lamp

1NIOS3ANVONI

YEA

®@

40006R PL-3

40® SERIES, INCANDESCENT, 1 BULB, GROMMET MOUNT,
REFLECTORIZED

m * Flush mount grommets are designed
T for mounting in a 4-1/2" hole
» Heavy-duty bulb offers long-lasting life
&  Reflectorized lens
+ Uniquely designed shock-mount

extends lamp life

1LNIOS3IANVONI

Part Lens - '
Lamp Connector Material Volts Amps Major/Minor

40215R PL-3 PC 12 2.1/0.48
40232R PL-3 PC 24 0.93/0.34




STOP LIGHTS STOP/TURN/TAIL

40® SERIES, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT, REFLECTORIZED, KIT

» Flush-mount grommets are designed
for mounting in a 4-1/2" hole

» Heavy-duty bulb offers long-lasting life DS

» Reflectorized lens

+ Uniquely designed shock-mount
extends lamp life @

=
Z
w
O
(7}
w
(=]
Z
<
o
=

Lamp Plug1Side Plug Side 2 Lens Amps Kit Includes/

Connector

Material Major/Minor Replacement Parts

40700 grommet,
94993 plug, 40215R lamp

Right Angle = Stripped End/

40015R PL-3 PL-3 Ring Terminal

PC Black 12 2.1/0.48

40® SERIES, INCANDESCENT, 1 BULB, 4"
ROUND, FLANGE MOUNT

* Flush-mount grommets are
designed for mounting in a
4-1/2" hole DN

+ Gray flange mounts are
permanently affixed to housing

W INCANDESCENT

Part Lens
Number Material

40222R PL-3 PC Gray 12 2.1/0.48

Lamp Connector Amps Major/Minor

40® SERIES, INCANDESCENT, 1 BULB, 4" ROUND,

-
=
- FLANGE MOUNT, KIT
(7]
w
g *+ Flush-mount grommets are /—\
g designed for mounting in a 2
=z 4-1/2" hole Bl
+ Heavy-duty bulb offers long-
lasting life

+ Uniquely designed shock-mount
extends lamp life

Part Lamp Lens Mount Amps

Major/Minor

‘ Volts

Number Connector ‘ ‘ Material Color

40233R PL-3 Right Angle PL-3 Stripped End/Ring Terminal  PC Black 12 2.1/0.48




STOP/TURN/TAIL STOP LIGHTS

40® ECONOMY, INCANDESCENT, 1 BULB, 4"
ROUND, GROMMET MOUNT

z
0
>
Z
O
m
(/2]
(¢
m
<
-

+ Flange kits feature a high impact
plastic affixed to lamp
+ Grommet kit features flush
T mounting in a 4-1/2" hole
'S
’ o
2,090 4300 o
4
o
Lamp Connector Mlé(tagrsial Volts Amps Major/Minor 5
40282R PL-3 PC 12 2.1/0.48
40° ECONOMY, INCANDESCENT, 1 BULB, 4" ROUND, S
GROMMET MOUNT, KIT EZZ
(=)
@
» Flange kits feature a high-impact (@)
plastic affixed to lamp E
» Grommet kit features flush =
RRR mounting in a 4-1/2" hole
'S
o
C) ~ Y & §
4300 2090 ——— 8
5
Lamp Lens Amps Kit Includes/ 2
Number Connector Material Major/Minor Replacement Parts <

Right Angle Stripped End/ PC Black 12 2.1/0.48 40700 grommet, 94993

40028R PL3 PL-3 Ring Terminal plug, 40282R lamp

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




STOP LIGHTS STOP/TURN/TAIL

40® ECONOMY, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT, REFLECTORIZED

+ Flange kits feature a high impact
plastic affixed to lamp —
+ Grommet kit features flush 1R

mounting in a 4-1/2" hole N

I

Part Lens
Number Material

40285R PL-3 PC 12 2.16/0.47

‘ Lamp Connector ‘ ‘ Volts ‘ Amps Major/Minor

40 ECONOMY INCANDESCENT

40® ECONOMY, INCANDESCENT, 1 BULB, 4" ROUND,
FLANGE MOUNT

'—
4
11}
(8]
(2]
1T}
2
< — 2‘10j - Flange kits feature a high impact
1) plastic affixed to lamp =
=z ) 1 YEAR
+ Grommet kit features flush
mounting in a 4-1/2" hole &
550 445
>=
=
(o}
4
o
8 Part L Mount
oun . .
8 Nuniber Lamp Connector Ma?gﬁal Color Volts Amps Major/Minor
40229R PL-3 PC Red 12 2.16/0.47

40® ECONOMY, INCANDESCENT, 1 BULB, 4" ROUND,
FLANGE MOUNT, KIT

= 241o~| » Flange kits feature a high impact
plastic affixed to lamp
‘ « Grommet kit features flush
mounting in a 4-1/2" hole

550 445
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Part Lamp : q Lens Mount Amps Kit Includes/
Connector | "1U9 Side 1 Plug Side 2 Material Color Heli Major/Minor Replacement Parts
Stripped End/ PC Red 12 2.16/0.47 40229R lamp,

40029R PL-3 Straight PL-3 Ring Terminal 94993 plug




STOP/TURN/TAIL STOP LIGHTS

SUPER 40°%, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT

+ Uniquely designed shock-mount
m extgndsylamp%ife
3 YEAR

&

(km

Part Lens ] '
Lamp Connector Material Volts Amps Major/Minor

40242R PL-3 PC 12 2.16/0.47

ov H3dNS 1N3IOS3ANVONI

SUPER 40®, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT, KIT

z
0
>
Z
O
m
(/2]
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m
Z
-

m + 8 square inch (illuminating) stop/turn lens area for
vehicles under 80 inches wide
+ Meets reflex, tail or clearance function for vehicles
over 80 inches wide (Use part# 40248R)
» Flush-mount grommets are designed for mounting in
a4 1/2" hole
» Uniquely designed shock-mount extends lamp life

» Upgrade to LED Ighting systems using Truck-Lite’s
Super 44 series

o¥ H3dNS

Part Lamp : q Lens Amps Kit Includes/
Connector | 71U9 Side 1 Plug Sids 2 Material Major/Minor Replacement Parts
_ Right Angle  Stripped End/ 40700 grommet, 94993
40042R PL-3 PL-3 Ring Terminal PC Black 12 2.16/0.47 plug, 40242R lamp

SUPER 40®, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT, REFLECTORIZED

+ Uniquely designed shock-mount
extends lamp life
L

JRRAY

Oov H3dNS 1N3IOS3ANVONI

Part Lens . )
Lamp Connector Material Volts Amps Major/Minor

40248R PL-3 PC 12 2.16/0.47



STOP LIGHTS STOP/TURN/TAIL

SUPER 40®, INCANDESCENT, 1 BULB, 4" ROUND,
GROMMET MOUNT, REFLECTORIZED, KIT

+ Flush mount grommets are designed for
mounting in a 4-1/2" hole
* Reflectorized lens O

£
>
Z,

=4

Part Lamp Plug1Side Plug Side 2 Lens Amps Kit Includes/

SUPER 40 INCANDESCENT

Number Connector

Material Major/Minor Replacement Parts

40700 grommet, 94993
plug, 40248R lamp

Right Angle = Stripped End/

40048R PL-3 PL-3 Ring Terminal

PC Black 12 2.16/0.47

£ SUPER 40®, INCANDESCENT, 1 BULB, 4" ROUND,
g FLANGE MOUNT
8
§> " cxtonastamp e £
" =7
7
Nllfr%rger Lamp Connector Mlﬁglﬁal Amps Major/Minor

40258R PL-3 PC Gray 12 2.16/0.47

40259R PL-3 PC Black 12 2.16/0.47
£ SUPER 40%®, INCANDESCENT, 1 BULB, 4" ROUND,
g FLANGE MOUNT, KIT
% + Uniquely designed shock-mount m
2 extends lamp life

(=]
<
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w
o
2
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Part Lamp - - Lens Amps Kit Includes/
Plug Side 1 Plug Side 2 Material Major/Minor Replacement Parts

Number Connector

Right Angle | Stripped End/

40058R PL-3 PL-3 Ring Terminal

PC Gray 12 2.16/0.47 94993 plug, 40258R lamp



STOP/TURN/TAIL

41 SERIES, INCANDESCENT, 1 BULB, 3"X 5",
FLANGE MOUNT

* Mounts in 7.83" x 4.43" hole

[0 + Requires separate reflector to meet ' 4@_0.309 ' r
1 YEAR .
A legal requirements |

- Lamp Lens Amps
il Connector Material Major/Minor
41202R LH PL-3 PC White 12 2.1/0.48
41203R RH PL-3 PC White 12 2.1/0.48

STOP LIGHTS

Z
o
>
Z
O
m
(/2]
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m
Z
-

41 SERIES, INCANDESCENT, 1 BULB, 3"X 5",
FLANGE MOUNT, KIT

* Mounts in 7.83" x 4.43" hole ) ) 800
+ Requires separate reflector to meet 4400— ‘ r
legal requirements [
5.400 ‘ D\ 44375
- | oy

e

Position | o -amP Plug Side 2 Mane

41005R  LH PL-3 Sraight Ring ferminal/Molded  pg White 12
41006R RH PL-3 Syraant | Aing ferminaliolded | pg White 12
41007R  Universal PL-3 Sraight gmg%ﬂrﬁzg{ PC White 12
41008R  Universal PL-3 Sl (g el PC White 12

PL-3 2-Position Plug

Amps

Maj/Min
2.1/0.48

2.1/0.48

2.1/0.48

2.1/0.48

b
Q—f

Kit Includes/
Replacement Parts

94948 plug, 41202R lamp,

41203R lamp

94949 plug, 41202R lamp,

41203R lamp

94926 plug, 41202R lamp,

41203R lamp

41202R, 41203R lamp

SUPER 45®, INCANDESCENT, 1 BULB, 3"X 5",
GROMMET MOUNT

* Heavy-duty dual filament cartridge bulb

2 * Mount horizontally or vertically
+ Unique shock mount absorbs shock & vibration

Nfrﬁger Lamp Connector Mljgrsial Volts Amps Major/Minor
45202R PL-3 PC 12 2.16/0.47

m 1N3IOS3ANVONI

E
~J



STOP LIGHTS STOP/TURN/TAIL

SUPER 45®, INCANDESCENT, 1 BULB, 3"X 5"
REC., GROMMET MOUNT, KIT

+ Heavy-duty dual filament cartridge bulb

* Mount horizontally or vertically

» Unique shock mount absorbs shock & vibration O
GL

m INCANDESCENT

Part ] Lens Amps Kit Includes/
i Plug Side 2 Material Major/Minor Replacement Parts

94993 plug, 45700 grommet,
PC Black 12 2.16/0.47 45202R lamp

Number Connector
45002R PL-3 Hardwired

Stripped End/
Ring Terminal

60® SERIES, INCANDESCENT, 1 BULB, 2"X 6" OVAL,
GROMMET MOUNT, HARDWIRED, KIT

* Lamp may be either grommet
5 L or screw-mounted
| l » Mounts horizontally or vertically
6.53

w INCANDESCENT

Lens Amps Kit Includes/

Part Plug Side
1

Plug Side 2

Number | Connector Material Major/Minor Replacement Parts
60302R | Hardwired = Hardwired E‘F”pped End/ po Gray 12 2.1/0.48 99011R lamp
ing Terminal
60340R | Hardwired | Hardwired =otiPpedEnd/ oo Black 12  2.1/0.48 95407 bulb, 99184R lamp

Ring Terminal

60® ECONOMY, INCANDESCENT, 1 BULB, 2"X 6"
OVAL, GROMMET MOUNT

+ Contains a heavy-duty dual

p—— B, 7.584 2.160-
: il flament bulb
" 3344 . .
s &, » Mounts horizontally or vertically

.667
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Part Lens . .
Lamp Connector Material Volts Amps Major/Minor

60283R PL-3 PC 12 2.1/0.48

60 ECONOMY



STOP/TURN/TAIL STOP LIGHTS

60® ECONOMY, INCANDESCENT, 1 BULB, 2"X 6" OVAL,
GROMMET MOUNT, KIT

+ Contains a heavy-duty dual [—
filament bulb e 1
* Mounts horizontally or vertically )

1N3IOS3ANVONI

Part
Number

T O

AWONOO3 09

Lamp Plug1Side Plug Side 2 Lens Amps Kit Includes/

Connector Material Major/Minor Replacement Parts

Stripped End/ PC Black 12 21/0.48 94993 plug, 60700 grommet,

60083R  PL-3 PL-3 Ring Terminal 60283R lamp

SUPER 60®, INCANDESCENT, 1 BULB, 2"X 6"

=

OVAL, GROMMET MOUNT §z>’

m

7]

« Mounts horizontally or vertically e S, Q

» Right angle plug assembly g
.

09 H3dNS

Part L . .
Lamp Connector Ma?grsial Volts Amps Major/Minor

60202R PL-3 PC 12 2.1/0.48
60207R PL-3 PC 24 0.93/0.34

SUPER 60®, INCANDESCENT, 1 BULB, 2"X 6"
OVAL, GROMMET MOUNT, KIT

m » Mounts horizontally or vertically
» Right angle plug assembly

Q)

(km

Part Lamp Plug Side 2 Lens Amps Kit Includes/
Number Connector 9 Material Major/Minor Replacement Parts
Stripped End/ 60700 grommet,
Ring Terminal 60202R lens, 94993 plug

Stripped End/ 60083R grommet,
Ring Terminal 60207R lens

1NIOS3IANVONI

.
3
43

(7]
c
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m
o)
(2]
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60002R PL-3 PL-3 PC Black 12 2.1/0.48

60007R PL-3 PL-3 PC Black 24 0.93/0.34
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80 SERIES

STOP LIGHTS STOP/TURN/TAIL

80 SERIES, INCANDESCENT, 1 BULB, 4" ROUND,
FLANGE MOUNT, HARDWIRED

+ Mounts flush to vehicle with
I—l.szo recessed lens
1 + Features rubber housing for shock Bl
absorbency =

le’niger Colﬁrggtor Mlﬁgrsial Maj%rr?l’\)/lsinor Housing Material
80302R Hardwired Hardwired = Blunt Cut AC Black 12 2.25/1.44 Stainless Steel
80335R Hardwired Hardwired = Blunt Cut PC Silver 12 2.25/1.44 Unpolished Steel
80336R Hardwired Hardwired = Blunt Cut PC Silver 12 2.25/1.44 Polished Steel
80339R Hardwired Hardwired = Blunt Cut PC Black 12 2.25/1.44

=
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80 SERIES

80 SERIES, INCANDESCENT, 1 BULB, 4" ROUND,
FLANGE MOUNT, HARDWIRED, KIT

* Mounts flush to vehicle

O1ll: @

A
8
;‘
Z,

<G

Part Lamp Lens Amps Kit Includes/

Number Connector Material Major/Minor Replacement Parts

. . 94993 plug, 60700 grommet,
80334R Hardwired Hardwired Blunt Cut PC Black 12 2.25/1.44 60283R lamp

INCANDESCENT

%)
=
o
i
7]
(=]
©

80 SERIES, INCANDESCENT, 1 BULB, 4" ROUND, STUD
MOUNT, HARDWIRED

« Universal or 2 bolt mount 1/4" - 20
2.80 o 0.65
+ Dual screws secure lens
=
1 ¥
200
k =

T

AT Plug Side 1 Plug Side 2 Lens Amps

Connector Material Major/Minor
80461R Hardwired Hardwired Stripped End AC Red/Clear Black Bracket 12 2.25/1.44
80462R Hardwired Hardwired Stripped End AC Red Black Bracket 12 2.25/1.44
80463R Hardwired Hardwired Stripped End AC Red/Clear Black 12 2.25/1.44




STOP/TURN/TAIL STOP LIGHTS

90 SERIES, INCANDESCENT, 1 BULB, 7" ROUND,
4 SCREW

» Popular lamp on many school

N :
buses and emergency vehicles
L= + Recess mounts in a 5.25" diameter

1NIOS3IANVONI

G
hole, 2.37" deep and uses four
bolts on a 6.25" bolt circle
NEr?lrtt\er Lamp Connector Mlgl?grsial Volts Amps Major/Minor
90326R Two Screw Terminal AC 12 2.1/0.59

90 SERIES, INCANDESCENT, 1 BULB, 7" ROUND,
4 SCREW, HARDWIRED

» Popular lamp on many school
o

z
0
>
Z
O
m
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m
Z
—

buses and emergency vehicles
» Recess mounts in a 5.25" diameter
hole, 2.37" deep and uses four

bolts on a 6.25" bolt circle

Neraber Lamp Connector Plug Side 1 Plug Side 2 VSIS | Volts | Amps Major/Minor
90327R Hardwired Hardwired Stripped End AC 12 2.1/0.59

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




STOP LIGHTS STOP/TURN/TAIL

91® SERIES, INCANDESCENT, 1 BULB, 7" ROUND, 4 SCREW

+ Contains a heavy-duty shock mount

Eovsannanate] —r 12 volt dual filament bulb P>
¥ 1520 ) . " 1 YEAR
. » Mounting gasket provides additional
I | 1700 protection between lamp & body &
— L« Mountsinab5.375" hole

Ntlfrﬁrt-)ter Lamp Connector Ml;ﬁgrsial Amps Major/Minor
91202R PL-3 PC 12 2.1/0.48
91205R PL-3 PC 24 0.93/0.34

W INCANDESCENT W INCANDESCENT

91® SERIES, INCANDESCENT, 1 BULB, 7" ROUND, 4 SCREW, KIT

-+ Contains a heavy-duty shock mount

12 volt dual filament bulb m
+ Mounting gasket provides additional

protection between lamp & body

’ . } * Mounts in a 5.375" hole
WY, i < D
".H||.|||.,||||'ilr”': 2 .

TR —

Part Lamp Plug Side f Lens Amps Kit Includes/
Number | Connector ‘ 1 ‘ Plug Side 2 ‘ Material ‘ el Major/Minor Replacement Parts

91002R PL-3 PL-3 Stripped End/Ring Terminal PC 12 2.1/0.48 94993 plug, 91202R lamp

=
Z
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w
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91® SERIES, INCANDESCENT, 1 BULB, 7"
ROUND, 4 SCREW, HARDWIRED

1.8504— 53 * Mounting gasket provides additional
LLLAALAAERED protection between lamp & body =
1 A IIITEERRER o + Mounts in a 3.84" hole 1R
Tl LY JRRAY
T_n_'l\? 3840

Lens
Material

91315R Hardwired Hardwired Stripped End/Ring Terminal PC 12 2.1/0.48

Lamp Connector Plug Side 1 Plug Side 2

Amps Major/Minor




STOP/TURN/TAIL STOP LIGHTS

INCANDESCENT, RECTANGULAR, 4 SCREW, 4"X 6",

=

SOCKET ASSEMBLY £

Z

(=)

/-\ » Recess mounts using two 5

éh screws at 3.0" centers and two %

DAY screws at 4.2" centers -4

S

Part Lens
Number Lamp Connector Material

07098 Socket Assembly PC

INCANDESCENT, 1 BULB, RECTANGULAR,

Z

n I 0

4 SCREW, 4"X 6 X

Z

m

m * Recess mounts using two screws at 3.0" centers and 8

— two screws at 4.2" centers m

» Watertight lamp mates with Packard connector 5
2 » 12v lamps mate with P.E. Connector 6288471

M3HOS ¥

an?]ger Lamp Connector Mljgrsial Volts Amps Major/Minor
07081 Blade Terminal PC 12 2.1/0.48
07092 Blade Terminal PC 12 2.1/0.48

07093 Blade Terminal PC 24 3.1/1.48




STOP LIGHTS HIGH-MOUNTED STOP LIGHTS

21® SERIES, LED, 16 DIODES, 2"X6", BRACKET MOUNT, KIT

+ Optional gaskets available to improve seal
between lamp and body

+ Electronics completely sealed in epoxy to resist
corrosion and moisture

» Hardwired design eliminates pin corrosion

+ Recommended for use in center high mounted
stop lamp applications only

LED

Part ; ; Lens Amps Kit Includes/
Connector Plug Side 1 | Plug Sids 2 Material Major/Minor | Replacement Parts

21271R Hardwired Hardwired .180 Bullet Red PC 12 0.14/0.04

60® SERIES, LED, 26 DIODES, 2"X6", GROMMET MOUNT

[a]
w
-
» Recommended for auxiliary brake
light appllcatlons only . LIFETIME
+ Electronics completely sealed in
- epoxy to resist corrosion and moisture 2

Part Lens Amps
Number Material Major/Minor

60260R Fit ‘N Forget S.S. Red PC 12 0.21/0.04

Lamp Connector

a 60® SERIES, LED, 26 DIODES, 2"X6", GROMMET MOUNT, KIT

w
-
» Recommended for auxiliary brake
light applications only
» Electronics completely sealed in
RAY

(km

epoxy to resist corrosion and moisture

Part Lamp ] q Lens Amps Kit Includes/
Connector | P19 see | Pligsiee2 Material Major/Minor | Replacement Parts
o e 60260R lens,
60061R N Forget Bt NForgel syraight PL-2 Red PC Black 12  0.21/0.04 60700 grommet,
"~ e 94789 plug
. . Packard
Fit ‘N Forget Fit 'N Forget 45701 grommet,
60060R ss. S.S. ?;g;gggt’%r Red PC Black 12 0.21/0.04 60701 grommet




HIGH-MOUNTED STOP LIGHTS STOP LIGHTS

60® SERIES, LED, 26 DIODES, 2"X6", FLANGE MOUNT

+ Recommended for auxiliary brake light
oo Y 9

-
m
LIFETIME applications only E

W « Electronics completely sealed in epoxy to resist
corrosion and moisture

Part Lens Amps
Number Lamp Connector Material Major/Minor
60266R Fit 'N Forget S.S. Red PC Black 12 0.21/0.04
60262R Fit 'N Forget S.S. Red PC Gray 12 0.21/0.04

60® SERIES, LED, 26 DIODES, 2"X6", FLANGE MOUNT, KIT

aan

m » Recommended for auxiliary
brake light applications only
W + Electronics completely
sealed in epoxy to resist
corrosion and moisture ‘

|

Part Lamp ; ; Lens Amps Kit Includes/
Number | Connector Plug Side 1 | Plug Side 2 Material Major/Minor Replacement Parts
Fit 'N Forget Fit 'N Forget . _ 60262R lens,
60062R ss. SS. Straight PL-2 Red PC Gray 12 0.21/0.04 94789 plug

LED, 9 DIODES, 1"X9", ADHESIVE MOUNT, KIT

+ Slim lamp welcomes applications
R

aIl

where space is at a premium
2R » Adhesive back adheres to

JRRAY . .
mounting surface without the

need for installation screws or
brackets
+ Peel-and-stick design makes for
a tight, unbreakable seal
+ DOT/SAE compliant
» 96" wire lead makes wiring easier
» Recommended for use in
center high-mounted stop lamp
applications only

—h
Z
x
=
z

Part Lamp Plug Side 1 Plug Side 2 s T

Number Connector Material Major/Minor
92101 Hardwired Hardwired Packard Connector Red PC 12 0.23

92100 Hardwired Hardwired Stripped End Red PC 12 0.23




m INCANDESCENT

STOP LIGHTS HIGH-MOUNTED STOP LIGHTS

40® SERIES, INCANDESCENT, 1 BULB, 4", GROMMET MOUNT

+ Features high-mount stop function when 253\
center mounted on the top rear of the vehicle 5 R

* Heavy-duty, shock-mounted bulb Y

+ Recommended for use in center high mount
stop lamp applications only

Lens Amps
Material Major/Minor

40247R PL-3 Red PC 12 1.44

Lamp Connector

=
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45® SERIES, INCANDESCENT, 1 BULB, 3"X5", GROMMET MOUNT

+ Features high mount stop function
when center mounted on the top rear
of the vehicle

+ Heavy-duty, shock-mounted bulb

+ Recommended for use in center high-
mounted stop lamp applications

Lens Amps
Material Major/Minor

45207R PL-3 Red PC Black 12 1.44

Lamp Connector

INCANDESCENT

45® SERIES, INCANDESCENT, 1 BULB, 3"X5",
GROMMET MOUNT, KIT

+ Features high mount stop function when center
\ mounted on the top rear of the vehicle m
1 YEAR
* Heavy-duty, shock-mounted bulb Dol
4.420 * Recommended for use in center high-mounted &
j stop lamp applications
. 6290 70 b J
1.930
Part Lamp ; ; Lens Amps Kit Includes/
Connector Flugiside 17 Flug Sidei2 Material Major/Minor | Replacement Parts
Stripped 45207R lens,
45007R PL-2 PL-2 End/Ring Red PC Black 12 1.44 45700 grommet,
Terminal 94992 plug

0 ||| [LEEE

60® SERIES, INCANDESCENT, 1 BULB, 2"X6", GROMMET MOUNT

2950 i » Lamp may be either grommet or
T—h T 2126 ‘ screw-mounted
2310 5_ _<1) * Mounts horizontally or vertically
J_ + .250 Internal Knockout hole / 1.620 &
L5704 l—aDDO—J clearance hole

» Upgrade to Truck-Lite LED lighting
systems using 60 Series LED products

Part q ; Lens Lens Amps
NS Lamp Connector Plug Side 1 Plug Side 2 Color Material Volts Major/Minor
60303R Hardwired Hardwired Stripped End/Ring Terminal Red PC 12 1.44




HIGH-MOUNTED STOP LIGHTS STOP LIGHTS

60® SERIES, INCANDESCENT, 1 BULB, 2"X6",
GROMMET MOUNT, KIT

+ Features high-mount stop function 2650 | 6.450 ‘
when center mounted on the top ‘[—Li T 3125
rear of the vehicle 2310 @ 5_ ' % @©)
-+ Single filament bayonet-base bulb L
+ Uses standard mounting holes & L—'.s?nJ l_a{m_J

accessories
+ Welded lamp grommet mounts

Part Lamp ] ; Lens Lens Mount Amps ;
Connector | PU9 Side || FlugSide 2 Color Material | Color | Volts Major/Minor et

Stripped 99011R lens.
60324R Hardwired Hardwired End|Ring Red PC Black 12 1.44 60700 grommet,
Terminal 60789 housing

SUPER 60®, INCANDESCENT, 1 BULB, 2"X6", GROMMET MOUNT

+ Recommended for auxiliary brake light (\‘_

applications only p
+ Upgrade to Truck-Lite LED Systems using

part #60061R or 60260R

Part Lens Amps
CampiConnscton Material Major/Minor

60213R PL-2 Red PC 12 1.44

m - Features high-mount stop function when 2550 F
2 R center mounted on the top rear of the vehicle ’@]

7.600 1 _— =
|
+ Heavy-duty, shock-mounted bulb 3_140

.920

m 1N3OS3IANVONI m 1N3IOS3IANVONI

SUPER 60®, INCANDESCENT, 1 BULB, 2"X6",
GROMMET MOUNT, KIT

+ Features high-mount stop function when 2550 F 7600 1

@ center mounted on the top rear of the vehicle ’» <] ‘ — | ]

* Heavy-duty shock-mounted bulb D 3340
* Recommended for auxiliary brake light @ |

applications only p
+ Upgrade to Truck-Lite LED Systems using

Z
o
>
<
O
m
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m
Z
—

.920

part #60061R or 60260R 2
)
m
o)
[}
(=}
Part Lamp - q Lens Lens Mount Amps f
Number Connector Plug Side 1 | Plug Side 2 Color Material | Color Volts Major/Minor Kit Includes
. Stripped 60213R lens,
60013R PL-2 ROMANGle  EngRing  Red PC Black 12  1.44 60700 grommet,

Terminal 94992 plug




STOP LIGHTS COMBINATION BOX LIGHTS

SIGNAL-STAT, LED, 2 STUD MOUNT

+ Kit provides all legal lamps &

LED

reflective products for trailers SlgnaI'Stat
E less than 80" wide
= » Popular on camping
w 3
. mqtorcycle, horse & utility
<zt trailers s
O
7}

Part EBSiion License Lamp Lens Amps
Number Lamp | Connection Material Major/Minor
5055D RH No Hardwired Hardwired = Stripped End AC 12 0.16/0.05
5056D LH No Hardwired Hardwired = Stripped End AC 12 0.16/0.05

SIGNAL-STAT, LED, 3 STUD MOUNT

+ Kit provides all legal lamps &

LED

reflective products for trailers SIgnaI'Stat
|<-t less than 80" wide
| - Popular on camping
) )

: motorcycle, horse & utility m
:tl trailers = lEa
Z s
o
»n

Part Eeshiien License Lamp Lens Amps
Number Lamp | Connection Material Major/Minor
5070 LH Yes Hardwired Hardwired = Stripped End AC 12 0.14/0.06
5071 RH No Hardwired Hardwired = Stripped End AC 12 0.14/0.06
. . Packard Connector/
5072 LH Yes Hardwired Hardwired Ring Terminal AC 12 0.14/0.06
. . Packard Connector/
5073 RH No Hardwired Hardwired Ring Terminal AC 12 0.14/0.06
£ SIGNAL-STAT, LED, 3 STUD MOUNT, FORD
3]
N + Ford #D9HZ13405A and B (curbside) . o
= e - Ford #D9HZ13404A and B (roadside) Signal-Stat
<Zt |—_ _1 « Fits 1979 and later Ford models
‘ + Freightliner #A06-13581-001 (curbside)
(&)
Z + Freightliner #A06-13581-000 (roadside) m
= 63 Includes junction box cover L
J

Rear lamp assembly combining stop,
tail, turn, back-up and reflex reflector

Part License Lamp Lens Amps

Position | | Jmp Connection Material Major/Minor

Number
4023 RH Yes Stud Terminal PC 12 2.25/0.59

4024 LH Yes Stud Terminal PC 12 2.25/0.59




COMBINATION BOX LIGHTS STOP LIGHTS

SIGNAL-STAT, LED, 2 STUD MOUNT, FORD/DODGE

=
2
. o + Dodge Truck #3895020 and 3895021 7/8" 27/8" . 2
Signal-Stat » . £oq'sD0TZ13404A, D3KZ13404A, M o
D3TZ13403B, E2TB13404A and i“‘ﬁ'ﬁffm‘fm 8
E2TB13405A s 2 T il o m
1 * Gombination stop, tail, turn, back-up s g gt § =
O lamp with reflex reflector replaces Dodge
& and Ford truck models
+ Universal rear pigtail connection >CS -n
+ Dual-optic lens and housing molded from %
tough polycarbonate with high heat and ()
impact resistance oS
o
=)
(@)
m
Part Position | License Lamp Lens Amps
Number Lamp Connection Material Major/Minor
4028 Yes Hardwired Hardwired Stripped End PC 12 2.1/0.59

SIGNAL-STAT, LED, 3 STUD MOUNT, FREIGHTLINER

Z

2

. o + Ford #D9HZ13405A and B (curbside) 534" zZ

Signal-Stat - Ford #D9HZ13404A and B (roadside) I~ e oA >

+ Fits 1979 and later Ford models | =/- STUDS 8

/.\ + Freightliner #A06-13581-001 (curbside) 634" 9 2‘_ m

SR - Freightliner #A06-13581-000 (roadside) J, 1 z
1 + Includes junction box cover |

= * Rear lamp assembly combining stop,

tail, turn, back-up and reflex reflector 7/8" -

27/8" o

m

(@)

I

=

Part Position | License Lamp Lens Amps >

Number Lamp Connection Material Major/Minor m

Pl
4023Y106 RH Yes Stud Terminal Acrylic 12 2.25/0.59
4024Y106 LH Yes Stud Terminal Acrylic 12 2.25/0.59

SIGNAL-STAT, LED, 3 STUD MOUNT,

Z
FREIGHTLINER/PETERBILT/GM c:zi
o
m
. o + 5024: Freightliner #681-544-0503 . n
Signal-Stat Peterbilt #16-06291 Volvo GM [~ Q
#8067855 | =

- 5023: Freightliner #681-544-0503 )

Peterbilt #16-06291 Volvo GM 634

Tl #8067855 |
213/16"

3

1/4" DIA = ] o)
STUDS

License Lamp Lens Amps

Lamp Connection Material Major/Minor

Packard Connector 12020116/
Packard Connector 12066271

Packard Connector 12066271/
Packard Connector 12020116

5023 LH Yes PC 12 2.1/0.59

5024 RH Yes PC 12 2.1/0.59

IND / 117194313d / H3NITLHOI34d




INCANDESCENT
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STOP LIGHTS COMBINATION BOX LIGHTS

SIGNAL-STAT, LED, 3 STUD MOUNT,
FREIGHTLINER/PETERBILT/GM/OSHKOSH

. - 5013, 5013K: GM #15565731, 15574697, . ;
I—s ¥ —I 15613943, 15684994 Oshkosh #2078210 Signal-Stat
B— Peterbilt #16-06160L
- 5014: GM #15565732, 15574696, 15613944,
6 .al4" 15684995 Freightliner #681-544-04-03
Oshkosh #2078200 Peterbilt #16-06160R, Tl
16-06292
—t - 5023Y102: Navistar #1661281C91
t

213/1¢6"

3
1/4" DIA =~ ] vl
STUDS

Position Lli_c;emn;e Cohﬁrencp’zion Plug Side 1 Plug Side 2 M;?Qrsial Maﬁ)?)lr\)/lsinor
5013 LH Yes Packard Connector PC 12 2.1/0.59
5013K LH Yes Packarg Packard Connector ~ Stripped End  PC 12 2.1/0.59
5014 RH No Packarg PC 12 2.1/0.59
5014K RH No Packard Packard Connector ~ Stripped End  PC 12 2.1/0.59

INCANDESCENT

NAVISTAR

SIGNAL-STAT, LED, 3 STUD MOUNT, NAVISTAR

. - 5023Y102: Navistar #1661281C91
o3¢ Signal-Stat
]
saw A2\
1 YEAR
D
213M16"
:ﬁ}]s

3
1/4" DIA —~ -] v |
STUDS

Part . License Lamp Lens Amps
Number ‘ sl Lamp ‘ Connection ‘ Material ‘ B Major/Minor

5014Y102 RH No Packard Connector 12034047 PC 12 2.1/0.59

5023Y102  LH Yes PEEEIE GEmiEeer IZUENIE | o 12 2.1/0.59

Packard Connector 12034047




SIGNAL-STAT, LED, 3 STUD MOUNT, NAVISTAR

. . + Navistar #1661281C91
Signal-Stat - Navistar #1661282C91
+ RH lamp popular replacement for GM/IH OE

/—\ #56139474, #15565732
/&2 « Combination stop, tail, turn, back-up and reflex
1R reflector

+ Dual-optic acrylic lens

+ Permastat body provides impact resistance

+ 5315Y101 has dual Metri-Pack connectors-one on
either side of the lamp

+ 5315Y101 uses #9470 main harness

+ 5316Y101 uses #9469 jumper harness

Part S License Lamp Lens Amps
Number Lamp Connection Material Major/Minor
5315Y101 LH Yes Packard Connector PC 12 2.1/0.59
5316Y101 RH Yes Packard Connector PC 12 2.1/0.59

COMBINATION BOX LIGHTS STOP LIGHTS

1N3IOS3ANVONI

HVLSIAVN

SIGNAL-STAT, LED, 3 STUD MOUNT, NAVISTAR

+ Navistar #467707C91 and 424538C91 (LH).

. o 53/4"
Signal-Stat - Navistar #467708C91 and 424539C91 (RH). I— _|
+ Includes junction box cover. [
Z__X 6 3/4°
1 YEAR
R

213M16"

:‘[5}33'

3
1/4" DIA —~ -] v |
STUDS

Part Position License Lamp Lens Amps
Number Lamp Connection Material Major/Minor
4015 LH Yes Blade Terminal PC 12 2.1/0.59
4016 RH Yes Blade Terminal PC 12 2.1/0.59

i
IR

HVLSIAVN 1N3OS3IANVONI

SIGNAL-STAT, LED, 3 STUD MOUNT, VOLVO

. o + 5014Y101: Volvo GM #8067856 .
Signal-Stat o3¢
2N o
1 YEAR
213/16"
&
3 :{&}j
1/4" DIA = ] oo |
STUDS
Part Position License Lamp Lens Amps
Number Lamp Connection Material Major/Minor

5014Y101 Volvo No Packard Connector 12066271 PC 12 2.1/0.59

OATOA 1NIOS3ANVONI



STOP LIGHTS COMBINATION BOX LIGHTS

INCANDESCENT, 2 STUD MOUNT

+ Features reflectorized lens
* 2 bolt mounting
396 T » Available with or without license window O
ﬂFa_m j JRRAY
’ \ . = _T
- 200
-1
L J —

INCANDESCENT

£

=
P
2
o
=
o
=)
-t
(7}
N

Part License Lamp - q Lens Amps
Lamp Connection Plug Side 1 Plug Side 2 Material | VOt Major/Minor
80322R No Hardwired Hardwired Blunt Cut AC 12 2.1/0.27
80324R Yes Hardwired Hardwired Blunt Cut AC 12 2.1/0.27

SIGNAL-STAT, INCANDESCENT, 3 STUD MOUNT

=
4
3]
73] * Replaces all GM medium and heavy- . o
s duty 1972 to 1985 Signal-Stat
2 1x4'30m + Integral housing with 3 bolt mount
g f STUDS + Includes junction box cover @
= E@ 2*_ 1 YEAR
L RAES
= | L
8 PR e
=
[a] :
=) Part Flesiian License Lamp Lens Amps
I‘B Number Lamp Connection Material Major/Minor
® 4017 LH No Screw Terminal PC 12 2.1/0.59
4018 RH Yes Screw Terminal PC 12 2.1/0.59
= SIGNAL-STAT, INCANDESCENT, 3 STUD MOUNT, HARDWIRED
4
o
7] + Combination stop/turn/tail, back-up . o
g and reflex reflector Signal-Stat
Z + Three bolt on 2" triangle
i) - Upgrade to LED Truck-Lite LED DN
2 Products using #5070-#5073 1 YEAR
=
Z
2
o
=
[=] Part Packaging | License Lamp . : Lens Amps
F_’ Type Lamp Connection Flug Side 1 Plug Side 2| \aterial Major/Minor
g 4027 Standard No Hardwired Hardwired Stripped End  AC 12 2.1/0.59
4027D Display No Hardwired Hardwired Stripped End  AC 12 2.1/0.59
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SIGNAL
LIGHTING

TURN SIGNAL LIGHTS

Super 44®
45@ Series 3" x 5"

60® Series 2" x 6"
Super 60® 2" x 6"

INCANDESCENT

SERIES COMMON SIZE
20 Series 2"

22® Series 2" x 6"
40® Series 7" x13"
Super 400 4"

45® Series 3" x 5"
Super 45@ 3" x 5"
60® Series 2" x 6"
Super 60 2" x 6"
Signal Stat Round 6"
Signal-Stat Oval 2" x 6"

Signal-Stat Square 7" x7"
Round 1 Bulb 4"

Oval 1 Bulb 2" x 6"
Rectangular 1 Bulb 4" x 6"




FRONT / PARK / TURN

LED

SERIES COMMON SIZE
Super 44© 4"
60® Series 2" x 6"
91@ Series 7"
Signal-Stat Round 4"
Signal-Stat Oval 2" x 6"

INCANDESCENT

SERIES | COMMON SIZE
40® Series 4"

40® Economy 4"
Super 45 3" x 5"
60® Series 2" x 6"
Super 60 2" x 6"
60® Economy 2" x 6"
91® Series 7"

7in 1 Bulb 7"

4in x 6in 1 Bulb 4" x 6"
6in x 10in 1 Bulb 6" x 10"
4in 1 Bulb 4"

LONG LIFE VEHICLE LIGHTING (LLV)

LED INCANDESCENT

SERIES | PAGES SERIES | PAGES
45® Series 93 60® Series 93

PEDESTAL LIGHTS

LED INCANDESCENT

SERIES SERIES PAGES
Single Face Signal Face Round 96-98
Dual Face Round 98-101
Signal Face Square 102
Dual Face Square 102-105

Dual Face




SIGNAL LIGHTING

Signal Lighting

Truck-Lite’s LED turn signal lighting is designed to
exceed legal requirements and increase conspicuity
when correctly mounted. With faster illumination time,
other drivers on the road are able to react more quickly.

Shapes Round, Oval, Rectangular
Grommet, Flange, Bracket, 2 Screw, 4 Screw, Adhesive,
Mount Types 2 Bolt, 1 Stud, 2 Stud
. Lamp Connector - : LAMP
Connection :
. The connector type :
Information located on the back ~ ©.......|
of alamp
When it comes to choosing
the correct lamps for your Plug Side 1 LAMP PLUG
truck or trailer, it’s important The connection
to know the connection type R e B
. between a plug and :
on your vehicle’s harness. : :
alamp i
If the harness connector type
does not match your desired
light (lamp connector), you Plug Side 2
will need a plug to complete The connection pPLUG TRAILER
the connection. between a plug and a O—T1

trailer’s harness OO




SIGNAL LIGHTING

oY Manufacturing ”—I Testing
£ & Quality [hll] & Safety

Truck-Lite’s LED All Truck-Lite lamps are
marker/clearance lighting is subjected to rigorous

built using premium materials environmental, electrical and
and backed by industry-leading mechanical testing before they
warranties. Designed to last the are validated and released to the
life of your vehicle, Truck-Lite’s market.

solid-state construction and

sealed circuitry mean that you All lamps comply with

can depend on your lighting FMVSS/CMVSS-108, SAE and
to withstand shock, vibration, DOT standards when properly
moisture and debris. mounted.

& Maintenance

(<) Performance

* Lower energy consumption,
allowing more power for other
vehicle requirements

* Impact-resistant lenses and
rugged housing protect against
damage from even the toughest
applications

+ Sealed electronics resist damage
caused by moisture and corrosion

* Reduced lighting costs associated
with physical damage and heat
entrapment




SIGNAL LIGHTING

SUPER 44°, LED, 42 DIODES, 4" ROUND, GROMMET MOUNT

[a]
w
-

+ Less current draw, resulting in increased battery and
3 alternator life while allowing more power for other vehicle
o requirements =Y
E + Faster illumination offers significant safety benefit for
=) following drivers to react more quickly, resulting in an
) average of 3’ reaction time advantage for every 10 m.p.h.

* LEDs do not have a filament, therefore are not

susceptible to damage from shock and vibration
Part Lens . .
Number Lamp Connector Material Volts Amps Major/Minor
44201Y Fit 'N Forget S.S. PC 12 0.65/0.42
44881Y Fit 'N Forget S.S. AC 12 0.65/0.42
1

a SUPER 44%, LED, 42 DIODES, 4" ROUND, GROMMET MOUNT, KIT
4

+ Less current draw, resulting in increased battery and /\m
g alternator life while allowing more power for other vehicle LIFME
o requirements
H._‘ + Faster illumination offers significant safety benefit for
a following drivers to react more quickly, resulting in an

average of 3’ reaction time advantage for every 10
m.p.h.

+ LEDs do not have a filament, therefore are not
susceptible to damage from shock and vibration

Part ; - Lens Amps Kit Includes/
Number Lamp Connector | Plug Side 1 Plug Side 2 Material Major/Minor | Replacement Parts
o Fit 'N Forget Straight Female 40700 grommet,
44001Y Fit 'N Forget S.S. ss. PL-3 PC Black 12 0.65/0.42 44201 lamp

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




SIGNAL LIGHTING

SUPER 44°, LED, 42 DIODES, 4" ROUND, FLANGE MOUNT

-
m
O
m » Less current draw, resulting in increased battery and
LIFME alternator life while allowing more power for other vehicle (é)
S requirements o
S » Faster illumination offers significant safety benefit for g
following drivers to react more quickly, resulting in an k
average of 3’ reaction time advantage for every 10 m.p.h.
« LEDs do not have a filament, therefore are not susceptible
to damage from shock and vibration
Part L Mount . .
Lamp Connector Ma?grsial Cg?c?r Volts Amps Major / Minor
44221Y Fit 'N Forget S.S. PC Gray 12 0.65/0.42
44227Y Fit 'N Forget S.S. PC Black 12 0.65/0.42
44231Y Fit 'N Forget S.S. PC White 12 0.65/0.42
44276Y Fit 'N Forget S.S. PC Black 24 0.26/0.02
44887Y Fit 'N Forget S.S. AC Gray 12 0.65/0.42
44888Y Fit 'N Forget S.S. AC Black 12 0.65/0.42
n
SUPER 44°%, LED, 42 DIODES, 4" ROUND, FLANGE MOUNT, KIT -
(v]
m » Less current draw, resulting in increased battery and
LIFME alternator life while allowing more power for other vehicle (7]
O requirements %
2 + Faster illumination offers significant safety benefit for g
following drivers to react more quickly, resulting in an ﬁ

average of 3’ reaction time advantage for every 10 m.p.h.
» LEDs do not have a filament, therefore are not susceptible
to damage from shock and vibration

Part - ; Lens Mount Amps Kit Includes/
FampiCennscionfiBElugisicicoN fligieidore Material Color VEll Major/Minor | Replacement Parts

o Fit ‘N Forget Straight Female 94789 plug, 44221Y
44021Y Fit 'N Forget S.S. s.s. PL-3 PC Gray 12 0.65/0.42 lamp

o Fit ‘N Forget Straight Female 94789 plug, 44221Y
44027Y Fit 'N Forget S.S. s.s. PL-3 PC Black 12 0.65/0.42 lamp




SIGNAL LIGHTING -illiiiﬁ‘ainll‘aii_

45® SERIES, LED, 19 DIODES, 3"X 5" RECTANGU-
LAR, GROMMET MOUNT

LED

. « OmniVolt® universal lighting products address
increasing vehicle power demands by operating equally m

in electrical systems that range from 10 to 30 volts 7

1349 mm » Lamps are hardwired with standard .180 molded bullet W
connectors

* Module receptacle wires with ring terminals available

[Dyryr— for retrofitting LED lamps to existing modules

- + Direct pin-to-circuit board solders assure vibration
i resistant contacts

» Electronics completely sealed in epoxy to resist
corrosion and moisture

» Low current draw, leaving more power for other vehicle
requirements

» Sonically sealed lens and housing

» LEDs are less susceptible to shock and vibration

+ Available in three versions - high intensity fog (red),
direction indicator (yellow) and rear position (red)

» Approved to comply with ECE regulations for rear
position/stop, direction indicator and rear fog functions

Part
Number

45934Y Hardwired Hardwired .180 Bullet PC 12|24 0.31/0.03

Lens

Lamp Connector Plug Side 1 Plug Side 2 Material

Volts Amps Major/Minor

45® SERIES, LED, 70 DIODES, 3"X 5" RECTANGU-
LAR, GROMMET MOUNT

LED

» Hardwired design
* Mounts horizontally or vertically

» Permanently affixed flange-mount version O
N\
» Standard connector makes retrofitting easy i

Lens
Material

Lamp Connector Plug Side 1 Plug Side 2

Amps Major/Minor

45251Y Hardwired Hardwired Straight PL-3 PC 12 0.36/0.03

45263Y Hardwired Hardwired Straight PL-3 PC 24 0.28/0.03




-WEHEEEHIIEH_ SIGNAL LIGHTING

45® SERIES, LED, 70 DIODES, 3"X 5" RECTANGULAR,
GROMMET MOUNT, KIT S

» Hardwired design

» Mounts horizontally or vertically

+ Permanently affixed flange-mount version

» Standard connector makes retrofitting easy

IFETIM

1 @0

Number | |amp Connector | PlugSide 1 | PlugSide2 | 0% Majorinor | Replacemont parts

45051Y Hardwired Hardwired  Straight PL-3  PC Black 12 0.28/0.03 ig;g?\?[gn”:g"et’

45063Y Hardwired Hardwired  Straight PL-3  PC Black 24  0.28/0.03 z“nfgg sl wE2EEY
45® SERIES, LED, 70 DIODES, 3"X 5" RECTANGULAR, r
FLANGE MOUNT =

» Hardwired design

* Mounts horizontally or vertically : .

» Permanently affixed flange-mount version :

2 + Standard connector makes retrofitting easy

NE;Eer Lamp Connector Plug Side 1 Plug Side 2 Mlé?glﬁal Amps Major / Minor

45256Y Hardwired Hardwired Straight PL-3 PC Yellow 12 0.36/0.03

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




SIGNAL LIGHTING -HIEHEEEHIIEH_

60® SERIES, LED, 25 DIODES, 2"X 6" OVAL, GROMMET MOUNT

LED

» 26 Diode for auxiliary turn lamps and 25 diode for

sequential arrow lamps LE
+ Auxiliary turn is a two-function lamp and complies W
with SAE 592E and 2042 on both functions

+ Use part #60315Y for LED side turn applications
SAE J2039

+ Sequential arrow is to be used as an auxiliary lamp
only and requires a 50% on time flasher, part #97231

» Not suitable for “stand alone” front or rear turn
applications

« Electronics completely sealed in epoxy to resist
corrosion and moisture

Lens
Material

60280Y Fit 'N Forget S.S. PC 12 0.12/0.08

Part

N SR Volts Amps Major/Minor

Lamp Connector

60® SERIES, LED, 25 DIODES, 2"X 6" OVAL, GROMMET MOUNT, KIT

LED

+ 26 Diode for Auxiliary Turn Lamps and 25 Diode for m
Z__ X

Sequential Arrow Lamps
. . ) ) LIFETIME]
» Auxiliary turn is a two-function lamp and complies
RA

with SAE 592E and 2042 on both functions

.* " ! "
i} — S A '¢
g + Use part #60315Y for LED side turn applications
L SAE J2039
- .

e
m

Sequential arrow is to be used as an auxiliary lamp
only and requires a 50% on time flasher, part #97231
» Not suitable for “stand alone” front or rear turn

applications
+ Electronics completely sealed in epoxy to resist
corrosion and moisture

Part Lamp ; : Lens Amps Kit Includes/
Connector Fllug Slee T Pl Siee 2 Material Major/Minor Replacement Parts
Fit 'N Forget  Fit 'N Forget Straight 60700 grommet, 94706 plug,
60080Y ss. ss. Female PL-3 PC Black 12 0.12/0.08 60280Y lamp

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




-EEHEEEHIIE“_ SIGNAL LIGHTING

60® SERIES, LED, 25 DIODES, 2"X 6" OVAL, FLANGE MOUNT

-
m
O

/—\ + 26 Diode for Auxiliary Turn Lamps and 25

LIFME Diode for Sequential Arrow Lamps

» Auxiliary turn is a two-function lamp and
2 complies with SAE 592E and 2042 on both
functions

« Use part #60315Y for LED side turn
applications SAE J2039

» Sequential arrow is to be used as an auxiliary
lamp only and requires a 50% on time flasher,
part #97231

» Not suitable for “stand alone” front or rear
turn applications

« Electronics completely sealed in epoxy to
resist corrosion and moisture

Nﬁgger Lamp Connector Mlé?;ﬁal '\é‘(’,ﬂt Volts Amps Major / Minor
60282Y Fit 'N Forget S.S. PC Gray 12 0.12/0.08
60286Y Fit 'N Forget S.S. PC Black 12 0.12/0.08

60® SERIES, LED, 25 DIODES, 2"X 6" OVAL, FLANGE MOUNT, KIT
O

m » 26 Diode for Auxiliary Turn Lamps and 25 7
LIFME Diode for Sequential Arrow Lamps T T AR
 Auxiliary turn is a two-function lamp and éiiiii £ %
= complies with SAE 592E and 2042 on both ‘ qu‘
functions s
» Use part #60315Y for LED side turn @

applications SAE J2039

» Sequential arrow is to be used as an auxiliary
lamp only and requires a 50% on time flasher,
part #97231

» Not suitable for “stand alone” front or rear
turn applications

» Electronics completely sealed in epoxy to
resist corrosion and moisture

Part - f Lens Mount Amps Kit Includes/
Number Lamp Connector | Plug Side 1 Plug Side 2 Material Color Volts Major/Minor | Replacement Parts
o Fit ‘N Forget Straight Female 94706 plug, 60282Y
60082Y Fit 'N Forget S.S. SS. PL-3 PC Gray 12 0.12/0.08 lamp




SIGNAL LIGHTING -illiiiﬁ‘ainll‘a““

60® SERIES, LED, 26 DIODES, 2"X 6" OVAL, GROMMET MOUNT

[a]
w
|
+ Auxiliary turn is a two-function lamp and complies
with SAE 592E and 2042 on both functions
+ Use part #60315Y for LED side turn applications NS
SAE J2039
+ Sequential arrow is to be used as an auxiliary lamp
only and requires a 50% on time flasher, part #97231
Not suitable for “stand alone” front or rear turn
applications
Electronics completely sealed in epoxy to resist
corrosion and moisture
ana]r;er Lamp Connector M;?gﬁal Volts Amps Major/Minor
60255Y Fit 'N Forget S.S. PC 24 0.18/0.06
60275Y Fit 'N Forget S.S. PC 12 0.42/0.1
60891Y Fit 'N Forget S.S. AC 12 0.42/0.1
n n
a 60® SERIES, LED, 26 DIODES, 2"X 6" OVAL, GROMMET MOUNT, KIT
2
+ Auxiliary turn is a two-function lamp and complies
with SAE 592E and 2042 on both functions
Use part #60315Y for LED side turn applications
SAE J2039 &

+ Sequential arrow is to be used as an auxiliary lamp
only and requires a 50% on time flasher, part #97231
Not suitable for “stand alone” front or rear turn
applications
Electronics completely sealed in epoxy to resist
corrosion and moisture

Lamp Plug Side 1 Plug Side 2 Lens Amps Kit Includes/

Connector Material Major/Minor | Replacement Parts
60700 grommet,
94706 plug,

Fit 'N Forget  Fit 'N Forget
60075Y S.S. 60275Y lamp,

SS Straight Female PL-3 PC Black 12 0.42/0.1




-EEHEEEHIIE“_ SIGNAL LIGHTING

60® SERIES, LED, 26 DIODES, 2"X 6" OVAL, FLANGE MOUNT

LIFETIME

functions
= + Not suitable for “stand alone” front or rear

-
m
m * Auxiliary turn is a two-function lamp and — =
_— complies with SAE 592E and 2042 on both [t J
turn applications
« Electronics completely sealed in epoxy to
resist corrosion and moisture

Part Lens Mount : ;
Lamp Connector Material Color Volts Amps Major / Minor

60272Y Fit 'N Forget S.S. PC Gray 12 0.42/0.1
60276Y Fit 'N Forget S.S. PC Black 12 0.42/0.1
60872Y Fit 'N Forget S.S. AC Gray 12 0.42/0.1

60® SERIES, LED, 26 DIODES, 2"X 6" OVAL, FLANGE MOUNT, KIT
o

/‘\@ + Auxiliary turn is a two-function lamp and
complies with SAE 592E and 2042 on both
o functions
+ Use part #60315Y for LED side turn
applications SAE J2039
» Sequential arrow is to be used as an auxiliary
lamp only and requires a 50% on time flasher,
part #97231

« Not suitable for “stand alone” front or rear
turn applications

+ Electronics completely sealed in epoxy to
resist corrosion and moisture

Part Lamp

. . Lens Amps Kit Includes/
Plug Side 1 | Plug Side 2 Material Major/Minor Replacement Parts

PC Gray 12 0.42/0.08 94706 plug, 60272Y lamp

Number Connector
Fit 'N Forget = Fit 'N Forget Straight
60072y S.s. S.S. Female PL-3

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




SIGNAL LIGHTING -illiiiﬁ‘ainll‘aii_

SUPER 60%, LED, 11 DIODES, 2"X 6" OVAL, GROMMET MOUNT

[a]
w
-
» U.S. Patent #7055996
8 + World’s first LED side turn to surpass SAE J2039
o standards in large vehicle applications S
g_" » Commonly mounted at “’mid-point” on trailers or “no \-/
=) zone” areas on tractors
n » LEDs do not have a filament, therefore are not
susceptible to damage from shock and vibration
» Less current draw, resulting in increased battery and
alternator life while allowing more power for other
vehicle requirements
+ Faster illumination offers significant safety benefit for
following drivers to react quickly, resulting in an average
of 3’ reaction time advantage for every 10 m.p.h.
le’nénger Lamp Connector Mlﬁgrsial Volts Amps Major/Minor
60315Y Fit 'N Forget S.S. PC 12 0.52/0.08
1] n
a SUPER 60®, LED, 11 DIODES, 2"X 6" OVAL, GROMMET MOUNT, KIT
4
+ U.S. Patent #7055996
8 « World’s first LED side turn to surpass SAE J2039
o standards in large vehicle applications W
g_l » Commonly mounted at “’mid-point” on trailers or “no
=) zone” areas on tractors
» » LEDs do not have a filament, therefore are not
susceptible to damage from shock and vibration

» Less current draw, resulting in increased battery and
alternator life while allowing more power for other
vehicle requirements

«+ Faster illumination offers significant safety benefit for
following drivers to react quickly, resulting in an average
of 3’ reaction time advantage for every 10 m.p.h.

Lamp | pyg Side 1 | Plug Side 2 | =1 Amps Kit Includes/

Connector Material Major/Minor Replacement Parts
Fit 'N Forget = Fit 'N Forget = Straight 60700 grommet,
aiiEy S.s ss. Female PL-3 FC Black 12 052/008 4,706 piug, 60315Y lamp




-EEHEEEHIIE“_ SIGNAL LIGHTING

SUPER 60°, LED, 11 DIODES, 2"X 6" OVAL, FLANGE MOUNT

-
m
(o)
m » U.S. Patent #7055996
Z » World’s first LED side turn to surpass SAE J2039 (2]
LIFETIME A . S C
- standards in large vehicle applications o
2 + Commonly mounted at “mid-point” on trailers or “no g
zone” areas on tractors o
» LEDs do not have a filament, therefore are not =
susceptible to damage from shock and vibration
+ Less current draw, resulting in increased battery and
alternator life while allowing more power for other
vehicle requirements
+ Faster illumination offers significant safety benefit for
following drivers to react quickly, resulting in an average
of 3’ reaction time advantage for every 10 m.p.h.
Part Lens Mount : :
Lamp Connector Material Color Volts Amps Major / Minor
60317Y Fit 'N Forget S.S. PC Yellow 12 0.52/0.08
I n
SUPER 60%, LED, 11 DIODES, 2"X 6" OVAL, FLANGE MOUNT, KIT -
O
m + U.S. Patent #7055996
Z__ . ’, i H
LIFETIME] World’s f|r§t LED side ’.curn to surpass SAE J2039 (é)
W standards in large vehicle applications o
» Commonly mounted at “’mid-point” on trailers or “no g
zone” areas on tractors o
» LEDs do not have a filament, therefore are not ©
susceptible to damage from shock and vibration

» Less current draw, resulting in increased battery and
alternator life while allowing more power for other
vehicle requirements

« Faster illumination offers significant safety benefit for
following drivers to react quickly, resulting in an average
of 3’ reaction time advantage for every 10 m.p.h.

Kit Includes/

Lamp Plug Side 1 | Plug Side2 | LS Amps

Connector Material Major/Minor Replacement Parts
Fit 'N Forget = Fit 'N Forget Straight Fe- 94706 plug, 60272Y
ATy S.S. S.S. male PL-3  "C Yellow 12 052/0.08 |0 60317Y lamp




SIGNAL LIGHTING -illiuﬁ‘aiﬂll‘aii_

20 SERIES, 1 BULB, SIDE TURN, 2" ROUND, Y
BRACKET MOUNT, HARDWIRED, KIT

+ Features snap-in lens with a 90° maximum edge visibility
» Features side turn function, with two versions also meeting
marker/clearance requirements

=
Z
w
O
n
L
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Z
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(®)
=

Cormebior | PgSde 1 PugSide2 | yitle | CS ML Vots yigerhiner | megcsnentpart
20301Y  Hardwired Hardwired Stripped End = PC Yellow = White 12 2.1/0.5 99005Y lens
20304Y Hardwired Hardwired Stripped End  PC Yellow = White 12 2.1/0.5 99005Y lens
20309Y Hardwired Hardwired .180 Bullet PC Yellow = Gray 12 2.1/0.5 20316Y
20310Y  Hardwired Hardwired Stripped End  PC Yellow  Black 12 2.1/0.5 80604 bulb
20316Y  Hardwired Hardwired .180 Bullet PC Yellow @ White 12 2.1/0.5 99005Y lens

22°® SERIES, 1 BULB, SIDE TURN, 2"X 6" RECTANGU- oY

LAR, 2 SCREW MOUNT o

» Features dual contact marker/clearance and side turn or auxiliary
turn functions

» Mounts on surface of vehicle or with "L" bracket

» Red lamp should be used for rear vehicle applications

» Yellow version exceeds SAEJ2039 side turn and marker standards

Lens Amps

@ INCANDESCENT

Lamp Connector Material Major/Minor Includes
22006R PL-3 PC Red 12 2.1/0.49 gasket
22006Y PL-3 PC Yellow 12 2.1/0.49 gasket
22016Y PL-3 PC Yellow | 12 2.1/0.49 black base
22202R PL-3 PC Red 12 2.1/0.49
22202Y PL-3 PC Yellow | 12 2.1/0.49

22® SERIES, 1 BULB, SIDE TURN, 2"X 6" RECTANGU-

=
4
u LAR, 2 SCREW MOUNT, KIT
()
(1T]
n .
» Features dual contact marker/clearance and side
E turn or auxiliary turn functions
=z « Mounts on surface of vehicle or with "L" bracket 52

Plug Side 1

Part Lamp
Number Connector

22002R PL-3 Right Angle PL-3
22002Y PL-3 Right Angle PL-3
22004R PL-3 Right Angle PL-3
22004Y PL-3 Right Angle PL-3

Plug Side2 | ,Lens
Stripped End/
Ring Terminal
Stripped End/
Ring Terminal
Stripped End/
Ring Terminal
Stripped End/
Ring Terminal

PC
PC

PC

Material

Lens
Color

Yellow

Red

Yellow

Volts

12

12

12

Amps
Major/Minor

2.1/0.49
2.1/0.49
2.1/0.49

2.1/0.49

Kit Includes/
Replacement Parts
22202R light,
94993 plug
22202Y light,
94993 plug
22006R light,
94993 plug
22006Y light,
94993 plug



SIGNAL LIGHTING

40® SERIES, 2 BULB, AUXILIARY, 7"X 13" RECTANGU-
LAR, BRACKET MOUNT

20N » Features large outer lens for greater visibility
1 R » Includes slotted bracket for ease of installation and
adjustment
» Available with enclosed housing for extra protection
+ Use part numbers 40812 and 40830 for LED
versions

Z
o
>
Z
O
m
(7
o
m
Z
—

Number™| P50 | Gonnegtor | Plug Side | PugSide? | tesy MelorMinor
40802 LH PL-3 Right Angle PL-3  Straight Female PL-3  PC Yellow  Black 12 2.1/0.5
40803 RH PL-3 Right Angle PL-3  Straight Female PL-3 PC Yellow Black 12 2.1/0.5
40804 LH PL-2 PL-2 Ring Terminal PC Yellow Black 12 2.1/0.5
40805 RH PL-2 PL-2 Ring Terminal PC Yellow Black 12 2.1/0.5

SUPER 40®, 1 BULB, REAR TURN, 4" ROUND, GROMMET MOUNT

m » Uses standard mounting holes and accessories
» Flush mount grommets are designed for mounting
in a 4-1/2” hole
» Uniquely designed shock-mount extends lamp life
+ Uses standard mounting holes and accessories
» Upgrade to Truck-Lite LED lighting systems using
Super 44 Products

Part Lamp Lens Lens Volts Amps
Number Connector Material Color Major/Minor
40241R PL-3 PC Red 12 2.1/0.5
40241Y PL-3 PC Yellow 12 2.1/0.5

o¥ H3dNS 1NIOS3ANVONI

SUPER 40°%, 1 BULB, REAR/FRONT TURN, 4" ROUND,
GROMMET MOUNT, KIT

m + Uses standard mounting holes and accessories
1 YEAR + Flush mount grommets are designed for mounting
ina 4-1/2” hole

RA

» Uniquely designed shock-mount extends lamp life

» Uses standard mounting holes and accessories

» Upgrade to Truck-Lite LED lighting systems using
Super 44 Products

0ov H3dNS 1N3OS3IANVONI

Part Lamp Lens Amps Kit Includes/
Numbers Connector | Material Major/Minor Replacement Parts

40041Y  PL-3 PC Yelow Black 12 2.1/0.5 40241Y lamp, 40700
grommet, 94992 plug




SIGNAL LIGHTING -illiiiﬁ‘ainll‘aii_
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45® SERIES, 1 BULB, REAR TURN, 3"X 5" RECTANGULAR,
GROMMET MOUNT, KIT

+ Direct replacement for approved lamps on United
States Postal Service L.L.V. (Long Life Vehicle)

+ Designed for mounting on a 7 - 11 degree
rollback from the vertical plane

+ Three versions, each features turn and hazard
functions, stop and tail functions, or back-up
functions

; . Lens Amps
Plug Side 1 Plug Side 2 Material Major/Minor

45021Y PL-3 Right Angle PL-3 Packard Connector PC Yellow  Black 12 2.1/0.58

SUPER 45®, 1 BULB, REAR TURN, 3"X 5" RECTANGULAR,
GROMMET MOUNT, KIT

—]‘ * Heavy duty bulb for longer life
@ a4 * Mount horizontally or vertically
+ Upgrade to Truck-Lite LED Lighting

. Systems using 45 Series Products

[

Part Lamp ; - Lens Lens Mount Amps
Number Connector Riug Side ‘ Plug Side 2 Material | Color Color i Major/Minor
45001R PL-2 Right Angle PL-2 = Stripped End/Ring Terminal PC Red Black 12 2.1/0.58
45001Y PL-2 Right Angle PL-2  Stripped End/Ring Terminal PC Yellow  Black 12 2.1/0.58
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60® SERIES, 1 BULB, SIDE TURN, 2"X 6" OVAL, GROMMET MOUNT

+ Features side indicator, marker/clearance and reflector

functions VTN
Narrow width facilitates horizontal mounting 1 YEAR

» Red lamp should be used only for rear vehicle
5 - applications

+ Meets SAE J2039 recommendation for side turn signal
» Upgrade to Truck-Lite LED lighting lystems using
Super 60 LED products

Part Lamp Lens Lens Volts Amps
Number Connector Material Color Major/Minor
60215Y PL-3 PC Yellow = 12 2.1/0.49

60217Y PL-3 PC Yellow 24 1/0.36




-EEHEEEHIIE“_ SIGNAL LIGHTING

60® SERIES, 1 BULB, SIDE TURN, 2"X 6"

4

OVAL, GROMMET MOUNT, KIT §z>’

=)

T m

« Features side indicator, marker/clearance and reflector (7]

functions f.'n’

» Narrow width facilitates horizontal mounting Z

S » Red lamp should be used only for rear vehicle ~
applications

+ Meets SAE J2039 recommendation for side turn signal
» Upgrade to Truck-Lite LED lighting systems using
Super 60 LED products

Lamp : q Lens Amps Kit Includes/
Connector Plug Side 1 Plug Side 2 Material Major/Minor Replacement Parts

60215R, 94993 plug,

Right Angle = Stripped End/

60015R  PL-3 PL-3 Ring Terminal PC Red Black 12 2.1/0.49 60700 grommet
_ Right Angle  Stripped End/ 60215Y, 94993 plug,
60015 PL-3 PL-3 Ring Terminal PC Yellow  Black 12 2.1/0.49 60700 grommet

1] 1]
60® SERIES, 1 BULB, REAR TURN, 2"X 6 S
OVAL, GROMMET MOUNT, KIT 2
) H =
g
+ Features side indicator, marker/clearance and reflector (7]
functions _\F f.;{
» Narrow width facilitates horizontal mounting 8 E'
= * Red lamp should be used only for rear vehicle 653
applications S
+ Meets SAE J2039 recommendation for side turn signal % 1.75 -
« Upgrade to Truck-Lite LED lighting systems using - -
Super 60 LED products
Part Lamp - ; Lens Lens Mount Amps
Number Connector Plug Side 1 Plug Side 2 Material | Color Color Volts Major/Minor
Socket Socket Stripped End/
60344R Assembly Assembly Ring Terminal PC Red Black 12 2.1/0.59
Socket Socket Stripped End/
60344Y Assembly Assembly Ring Terminal PC Yellow Black 12 2.1/0.59

SUPER 60°, 1 BULB, REAR TURN, 2"X 6"
OVAL, GROMMET MOUNT

» Mounts horizontally or vertically
1 R » Upgrade to Truck-Lite LED lighting systems
ek using 60 Series LED products

JRRAY

1NIOS3ANVONI

09 H3dNS

Part Lamp Lens Amps

Number Connector Material Major/Minor
60201R PL-3 PC Red 12 2.1/0.49

60201Y PL-3 PC Yellow 12 2.1/0.49
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SUPER 60

SIGNAL LIGHTING

SUPER 60°®, 1 BULB, AUXILIARY, 2"X 6"
OVAL, GROMMET MOUNT, KIT

+ Features side indicator, marker/clearance and reflector /‘\
’ 70N

functions (1 YEAR]
» Narrow width facilitates horizontal mounting 1¢R

+ Red lamp should be used only for rear vehicle =

applications
+ Meets SAE J2039 recommendation for side turn signal
* Upgrade to Truck-Lite LED lighting systems using

Super 60 LED products

Kit Includes/
Material Major/Minor Replacement Parts
60201R, 94992 plug,

Part Lamp Plug Side 1 | Plug Side2 | , NS Amps

Number Connector
Right Angle = Stripped End/

60001R  PL-2 PL.2 Ring Terminal PC Red Black 12 2.1/0.49 60700 grommet
_ Right Angle  Stripped End/ 60201Y, 94992 plug,
60001Y  PL-2 PL.2 Ring Terminal PC Yellow  Black 12 2.1/0.49 60700 grommet

SIGNAL-STAT, 1 BULB, REAR TURN, 6" ROUND,

SIGNAL-STAT

—|2,oo|—— —Iz.ool— + Yellow for side turn signal and marker lamp

[
4
] 4 SCREW MOUNT
(7]
L
a * Requires a 1" diameter hole, 1" deep . o
<zt + Popular lamp on buses and SlgnaI'Stat
% T emergency vehicles
d 7 - Replaces Signal-Stat 6505/A m
s
= o
<
=
e
3
4 B L. n - L L A
) Nur?]rt:er Conirggtor Plug Side 1 Plug Side 2 Ma?grsial Cg?osr Volts MajorrT}IE)/Isinor
@ 6503 Hardwired Hardwired Stripped End Acrylic Red 12 2.1/0.17
E SIGNAL-STAT, 1 BULB, AUXILIARY, 2"X 6" OVAL,
& 2 SCREW MOUNT
L
[a] . . .
<zt Red for supplementary stop light or turn signal SignaI-Stat”
(&)
4

» Exceeds requirements for mid-trailer turn signal lamps

———— O
_I- _l_ » For Navistar #1677711C91 replacement use Signal
- 600 461 Stat #4091A
1 =

_l_ z,:v-\
Part Lens Lens Amps
Number [-amp Connector Material | Color s Major/Minor
4091 Female TA-1415 PC Red 12 2.1/0.5
4091A Female TA-1415 PC Yellow 12 2.1/0.5
4093 Female TA-1415 PC Red 12 2.1/0.5

4093A Female TA-1415 PC Yellow 12 2.1/0.5




-EEHEEEHIIE“_ SIGNAL LIGHTING

SIGNAL-STAT, 1 BULB, AUXILIARY, 2"X 6" OVAL,

Z
2 SCREW MOUNT, KIT 2
H
S
» Red for supplementary stop light or turn signal g‘)
SlgnaI'Stat + Yellow for side turn signal and marker lamp —|2.oo|— —Iz.ool— f-'n’
» Exceeds requirements for mid-trailer turn signal lamps 5 n— E'
» For Navistar #1677711C91 replacement use Signal T
6.00

|
m Stat #4091A ! 481
1 YEAR i O__I_

DS

&
o)
p4
>
'.'
g|>
2

4094 Female TA-1415 [97tANSIe 109 Bulet] e Red 12 21/05 St
4094A Female TA-1415 071 Angle gﬁg%‘ﬁl\al PC Yelow 12 2.1/05 gfgg%]@ figi
4095 Female TA-1415 1071 Angle Qaﬁg Bulet]  pg Red 12 2.1/05 gfgg%?ugght’
4095A Female TA-1415  [9NtAndle 'Fliﬁg Bullel/ PG Yellow 12 2.1/0.5 Sfégi?ugght’

SIGNAL-STAT, 1 BULB, AUXILIARY, 7"'X 7" SQUARE,
2 SCREW MOUNT

Signal-Stat’

o
1 YEAR
Ll

RRANY

Z
o
>
Z
O
m
(2]
(9]
m
z
=

+ Popular school bus signal lamps
* Rimless lens construction

+ Positive seal prevents leaking and eliminates cracked lenses
+ Double-optic lens covers black enameled steel housing

1VIS-TVNDOIS

ARROW LENS

Part

Lens Amps

NyTrlBEr Lamp Connector | Plug Side 1 Plug Side 2 Material Major/Minor Arrow Lens
6500 Hardwired Hardwired Stripped End AC Red 12 2.1/0.5 No
6500A Hardwired Hardwired Stripped End AC Amber 12 2.1/0.5 No
6501 Hardwired Hardwired Stripped End AC Red 12 2.1/0.5 Yes
6501A Hardwired Hardwired Stripped End AC Amber 12 2.1/0.5 Yes

6503A Hardwired Hardwired Stripped End AC Amber 12 2.1/0.5 No




SIGNAL LIGHTING -HHHEEEHIIEH_

ROUND, 1 BULB, REAR TURN, 4" ROUND, FLANGE MOUNT

=
=z
(1]
3
g * Flush mount lamp with recessed lens
= + Stainless steel retaining ring holds 1 R
g lens in place o
z + Part #81301R shown above <
_ + Upgrade to Truck-Lite LED lighting
systems using Super 44 Rear Turn
o Products
|
2
(1]
—
[a]
4
=]
2
Part ; : Lens Amps
N Lamp Connector Plug Side 1 Plug Side 2 Material Major/Minor
81300R Hardwired Hardwired Blunt Cut PC Red Black 12 2.1/0.5
81300Y Hardwired Hardwired Blunt Cut PC Yellow  Black 12 2.1/0.5

OVAL, 1 BULB, SIDE TURN, 2"X 6" OVAL, GROMMET MOUNT

[
=
3]
7] 76 + Male pin connections
g 4‘1—[ + Features side indicator, marker/clearance and reflector
=z ‘ , 2308 functions A
< . L . . IRRRS
P » Narrow width facilitates horizontal mounting
z i + Meets SAE J2039 recommendation for side turn signal

' + Replaces Grote #52533

+ Upgrade to Truck-Lite LED lighting systems using Super 60

i LED lamps
5
(1] Part Lamp Lens Lens Volts Amps
- Number Connector Material | Color Major/Minor
< 69202Y PL-3 PC Yellow 12 2.1/05
>
o

OVAL, 1 BULB, SIDE TURN, 2"X 6" OVAL,
GROMMET MOUNT, KIT

* Male pin connections

6.476
ﬂ—[ « Features side indicator, marker/clearance and reflector
m, 2308 functions
/|

» Narrow width facilitates horizontal mounting

oo » Meets SAE J2039 recommendation for side turn signal
' - Replaces Grote #52533
« Upgrade to Truck-Lite LED lighting systems using Super 60

LED lamps

INCANDESCENT

‘}_L
@ %E@
X

OVAL 1 BULB

Part Lamp Plug Side 1 Plug Side 2 Lens Amps Kit Includes/

Number Connector
69002Y PL-3 Female PL-3

Material Major/Minor | Replacement Parts
69202Y lamp, 96107
plug, 60700 grommet

Stripped End/
Ring Terminal

PC Yellow Black 12 2.1/0.5




- INCANDESCENT TURN SIGNAL LIGHTS SIGNAL LIGHTING

RECTANGULAR, 1 BULB, REAR TURN, 4"X 6" RECTANGULAR,
4 SCREW MOUNT, SOCKET ASSEMBLY

m » Polycarbonate lens and housing are sealed
+ Bulb socket cams-in for ease of repair/
replacement (sold separately)
» Recess mounts using two screws at 3.0"
centers and two screws at 4.2" centers

1N3IOS3ANVONI

Part Lens Lens
Number Material Color

7097  Socket Assembly PG Yellow

Lamp Connector

D
m
a
=
z
o)
c
=
>
D
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@
c
=
w

Looking for even
more product
information?

O e,

Powerful Search 360° Product Easy-To-Find
Function Images Replacement
Parts

B



SIGNAL LIGHTING FRONT / PARK / TURN

SUPER 44°, LED, 6 DIODES, 4" ROUND, GROMMET MOUNT

[a]
w
-
+ Offers the same safety and low maintenance benefits
g of existing F/P/T lights with fewer diodes
o » Uses less current draw, resulting in increased battery B
I‘i-l & alternator life while allowing more power for other 2
=) vehicle requirements
(%) » LEDs do not have a filament, therefore are not
susceptible to damage from shock and vibration
- Flange mounts are permanently affixed to light
+ Designed to comply with FMVSS 108
Part f Lens Amps Diamond
Number Lamp Connection Material Major/Minor Shell
44294Y Fit 'N Forget S.S. PC Yellow 12 0.03/0.59 No
44291Y Fit ‘N Forget S.S. AC Yellow 12 0.03/0.59 Yes
1]
a SUPER 44°®, LED, 6 DIODES, 4" ROUND, GROMMET MOUNT, KIT
w
-
+ Offers the same safety and low maintenance benefits
g of existing F/P/T lights with fewer diodes
+ Uses less current draw, resulting in increased battery > 7
o N\
Id_-l & alternator life while allowing more power for other
=) vehicle requirements
(%) » LEDs do not have a filament, therefore are not

susceptible to damage from shock and vibration
» Flange mounts are permanently affixed to light
+ Designed to comply with FMVSS 108

Part Lamp Lens Mount/ Amps Diamond Kit Includes/
Number Connection Material Trim Color Major/Minor Shell Replacement Parts
o Fit 'N 44294Y light,
44004y GENFOrGEt porger Female pg Yellow Black 12 0.03/059  No 40700 gromret,
e S.S. 94706 plug
. Fit 'N 44291Y light,
a4091y  GENFOrGet poger Female ac Yellow Black 12 0.03/0.59  Yes 40700 gromrmet,
> S.S. 94760 plug

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




FRONT / PARK / TURN

SIGNAL LIGHTING

SUPER 44°, LED, 6 DIODES, 4" ROUND, FLANGE MOUNT

-
m
O
Offers the same safety and low
maintenance benefits of existing (7}
= F/P/T lights with fewer diodes S
Uses less current draw, resulting in g
increased battery & alternator life 'Y
while allowing more power for other »
vehicle requirements
LEDs do not have a filament,
therefore are not susceptible to
damage from shock and vibration
Flange mounts are permanently
affixed to light
Designed to comply with FMVSS 108
; Lens Mount/ Amps Diamond
AP e Material Trim Color Major/Minor Shell
44292Y Fit 'N Forget S.S. PC Yellow | Black 12 0.03/0.59 No
44293Y Fit 'N Forget S.S. PC Yellow = White 12 0.03/0.59 No
44295Y Fit 'N Forget S.S. PC Yellow Gray 12 0.03/0.59 No
1]
SUPER 44%®, LED, 6 DIODES, 4" ROUND, FLANGE MOUNT, KIT r
(]
m Offers the same safety and low
-_— maintenance benefits of existing (7]
"E F/P/T lights with fewer diodes 5
Uses less current draw, resulting in g
increased battery & alternator life 'S
N

44092Y

44093Y

44095Y

while allowing more power for other
vehicle requirements

LEDs do not have a filament,
therefore are not susceptible to
damage from shock and vibration
Flange mounts are permanently
affixed to light

Designed to comply with FMVSS 108

S.S.

Lamp Lens Mount/ Amps
Connection Material Trim Color Major/Minor
L Fit 'N
Fit NForget poget Female po Yellow Black 12 0.03/0.59
S.S. Pyl PL-3

- Fit 'N
Rit NForget| porqet | Female | po Yellow White 12 0.03/0.59
S.S. P PL-3

. Fit 'N
Fit 'N Forget Femal
sg 9% Forget ¢ PC Yellow Gray 12 0.03/0.59

Diamond Kit Includes/
Shell Replacement Parts

No 44292Y light,
94706 plug

No 44293Y light,
94706 plug

No 44295Y light,
94706 plug




SIGNAL LIGHTING FRONT / PARK / TURN

SUPER 44°, LED, 60 DIODES, 4" ROUND, GROMMET MOUNT

[a]
w
-

» LEDs do not have a filament, therefore are not
g susceptible to damage from shock and vibration

+ Less current draw, resulting in increased battery and N/
o o whilo allowi &=
E alternator life while allowing more power for other
=) vehicle requirements
] + Front, Park and Turn lamps meet stringent SAE and

NHTSA requirements
; Lens Mount/ Amps Diamond
Number Lamp Connection Material Trim Color Major/Minor Shell
44203Y Fit 'N Forget S.S. PC Yellow 12 0.1/0.75 No
44871Y Fit ‘N Forget S.S. AC Yellow 12 0.1/0.75 Yes
Il

a SUPER 44°, LED, 60 DIODES, 4" ROUND, GROMMET MOUNT, KIT
w
-

» LEDs do not have a filament, therefore are not
g susceptible to damage from shock and vibration
o + Less current draw, resulting in increased battery and
Id_-l alternator life while allowing more power for other 2
=) vehicle requirements
] + Front, Park and Turn lamps meet stringent SAE and

NHTSA requirements

Part Lamp Lens Mount/ Amps Diamond Kit Includes/
Number™y Connection Material Trim Color Major/Minor Shell Replacement Parts
o Fit'N  Straight .
Fit 'N Forget 44203Y light, 94706
44003Y s.S. gogget Eﬁr_%ale PC Yellow Black 12 0.1/0.75 No plug, 40700 grommet
o Fit 'N  Straight f
Fit 'N Forget 44871Y light, 94706
44071Y S.S. gosrget EeLr_rg;ale AC Yellow Black 12 0.1/0.75 Yes plug, 40700 grommet

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




FRONT / PARK / TURN SIGNAL LIGHTING

SUPER 44°, LED, 60 DIODES, 4" ROUND, FLANGE MOUNT

-
m
O
m + LEDs do not have a filament, therefore are
LIFME not susceptible to damage from shock and w
W vibration %
+ Less current draw, resulting in increased g
battery and alternator life while allowing 'Y
more power for other vehicle requirements »
» Front, Park and Turn lamps meet stringent
SAE and NHTSA requirements
; Lens Mount/ Amps Diamond
Lamp Connection Material Trim Color Major/Minor Shell
44223Y Fit 'N Forget S.S. PC Yellow Gray 12 0.1/0.75 No
44224Y Fit 'N Forget S.S. PC Yellow = Black 12 0.1/0.75 No
44233Y Fit 'N Forget S.S. PC Yellow = White 12 0.1/0.75 No
44877Y Fit 'N Forget S.S. AC Yellow Gray 12 0.1/0.75 Yes
44878Y Fit 'N Forget S.S. AC Yellow Black 12 0.1/0.75 Yes
n
SUPER 44°%, LED, 6 DIODES, 4" ROUND, FLANGE MOUNT, KIT r
(]
m + LEDs do not have a filament, therefore are
LIFME not susceptible to damage from shock and ()
W vibration %
+ Less current draw, resulting in increased g
battery and alternator life while allowing ~
more power for other vehicle requirements »
+ Front, Park and Turn lamps meet stringent
SAE and NHTSA requirements
Part Lamp Lens Mount/ Amps Diamond Kit Includes/
Number Connection Material Trim Color Major/Minor Shell Replacement Parts
o Fit'N  Straight .
44023y  FILNForget pooet Female PC Yellow Gray 12 0.1/0.75 No 44223Y light,
S.S. 94706 plug
S.S. PL-3
ey D Fit'N  Straight .
Fit 'N Forget 44224Y light,
44024Y S.S. Forget Female PC Yellow Black 12 0.1/0.75 No 94706 plug

S.S. PL-3




SIGNAL LIGHTING FRONT / PARK / TURN

60® SERIES, LED, 44 DIODES, 2" X 6" OVAL,
GROMMET MOUNT

LED

» Faster illumination offers significant safety benefit
for following drivers to react quickly, resulting in
an average of 3’ reaction time advantage for every DN
10 m.p.h.

Meets stringent Front, Park and Turn requirements
LEDs do not have a filament, therefore are not
susceptible to damage from shock and vibration
Less current draw, resulting in increased battery
and alternator life while allowing more power for
other vehicle requirements

: Lens Amps Diamond
Lamp Connection | \jareria) Major/Minor | Shell
60290Y Fit 'N Forget S.S. PC Yellow = 12 0.55/0.08  No
60892Y Fit 'N Forget S.S. AC Yellow 12 0.55/0.08 Yes

60® SERIES, LED, 44 DIODES, 2" X 6" OVAL,
GROMMET MOUNT, KIT

w
|
+ Faster illumination offers significant safety

benefit for following drivers to react more quickly,
resulting in an average of 3’ reaction time
advantage for every 10 m.p.h.
Meets stringent Front, Park and Turn requirements
LEDs do not have a filament, therefore are not
susceptible to damage from shock and vibration
Less current draw, resulting in increased battery
and alternator life while allowing more power for
other vehicle requirements

o

Part Lamp Lens Mount/ Amps Diamond Kit Includes/
Number™| Connection Material Trim Color Major/Minor Shell Replacement Parts
Fit 'N Forget Fit'N  Straight 60290Y light,
60094Y s.S 9 Forget Female PC Yellow Black 12 0.55/0.08 No 94706 plug,
"~ S.S. PL-3 60700 grommet

S Fit'N  Packard
g'tSN e Forget Connector PC Yellow = Black 12 0.55/0.08 No 60701 grommet
= S.S. 12015793

60074Y




FRONT / PARK / TURN SIGNAL LIGHTING

60® SERIES, LED, 44 DIODES, 2" X 6" OVAL,
FLANGE MOUNT

-
m
« Faster illumination offers significant safet
oo ¥ g E

benefit for following drivers to react more quickly,
W resulting in an average of 3’ reaction time
advantage for every 10 m.p.h.
« Meets stringent Front, Park and Turn requirements
» LEDs do not have a filament, therefore are not
susceptible to damage from shock and vibration
« Less current draw, resulting in increased battery
and alternator life while allowing more power for
other vehicle requirements

q Lens Mount/ Amps Diamond
Lamp Connection Material Trim Color Major/Minor Shell
60291Y Fit 'N Forget S.S. PC Yellow Gray 12 0.55/0.09 No
60292Y Fit 'N Forget S.S. PC Yellow Black 12 0.55/0.09 No

60® SERIES, LED, 44 DIODES, 2" X 6" OVAL,
FLANGE MOUNT, KIT

-
m
o)

/..\ + Faster illumination offers significant safety
/2N benefit for following drivers to react more quickly,
LIFETIME

w resulting in an average of 3’ reaction time
\-/ advantage for every 10 m.p.h.
» Meets stringent Front, Park and Turn requirements
+ LEDs do not have a filament, therefore are not
susceptible to damage from shock and vibration
+ Less current draw, resulting in increased battery
and alternator life while allowing more power for
other vehicle requirements

Part Lamp Lens Mount/ Amps Diamond Kit Includes/
Number Connection Material Trim Color Major/Minor Shell Replacement Parts
o Fit'N  Straight .
60096y Rt NForget pooet Female PC Yellow Gray 12 055/0.09 No 60291Y light,
S.S. 94706 plug
S.S. PL-3
. Fit'N  Straight .
60097Y L b Fee Forget Female PC Yellow Black 12 0.55/0.09 No Az gl
S.S. SS PL-3 94706 plug




SIGNAL LIGHTING FRONT / PARK / TURN

91® SERIES, LED, 47 DIODES, 7" ROUND, 4 SCREW MOUNT

SUPER 44

Part

. - q Lens ens
N Lamp Connection | Plug Side 1 Plug Side 2 At ot olts

r
91370Y Hardwired Hardwired Connector
12015792

Looking for even
more product
information?

O S5
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Parts
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FRONT / PARK / TURN SIGNAL LIGHTING

SIGNAL-STAT, LED, 10 DIODES, 4" ROUND, GROMMET MOUNT

" M + Uses standard PL-3 connector
(SlgnaI-Stat) .

When properly mounted, exceeds

-
m
O

RRAY . .
+ Sealed lens and housing locks moisture out

+ Snap fit grommet requires no screws for
installation

» LEDs do not have a filament, therefore are
not susceptible to damage from shock and
vibration

+ Epoxy-encapsulated electronics prevents
damage from moisture and corrosion
Popular on owner/operator and show trucks

FMVSS-P2 DOT requirements for marker/ (]
m clearance performance Gz)
o + Designed with impact-resistant acrylic >

2 YEAR
material :-;
-
5

Lens Mount/ Amps Diamond
Material Trim Color Major/Minor Shell

4058A PL-3 AC Yellow 12 0.02/0.12 No

Lamp Connection

SIGNAL-STAT, LED, 24 DIODES, 4" ROUND, GROMMET MOUNT

. o + Popular on owner/operator show trucks
(SlgnaI-Stat) Lo P

Uses standard right angle connection

a3l

+ Less current draw, resulting in increased
battery and alternator life while allowing
more power for other vehicle requirements

» LEDs do not have a filament, therefore are
not susceptible to damage from shock
and vibration

» Unique LED array displays a full pattern 2]

m light output design 2
p) R + Epoxy-encapsulated electronics prevents IJ:
damage from moisture and corrosion ‘2',
5

Lamp Lens Mount/ Amps Diamond
Connection Material Lens Color Trim Color Major/Minor Shell
4050A PL-3 PC Yellow 12 0.03/0.38 No
4051A PL-3 PC Clear|Yellow 12 0.03/0.38 No

SIGNAL-STAT, LED, 24 DIODES, 4" ROUND, FLANGE MOUNT

-
m
O

. o + Housing and flange are molded together
(SlgnaI-Stat) . 9 9

to form one piece (2}
+ Uses standard right angle PL-3 connection ﬁz'-'
m . Delsigne:ad with impact—lresistant I;:
polycarbonate materia ! )
» LEDs do not have a filament, therefore are (_I|’
not susceptible to damage from shock and J_’|
vibration

+ Epoxy-encapsulated electronics prevents
damage from moisture and corrosion

+ When properly mounted, exceeds FMVSS
DOT requirements for S/T/T and F/P/T

Part Lens Mount/ Amps Diamond
Number Material Trim Color Major/Minor Shell

4053A PL-3 PC Yellow Gray 12 0.01/0.14 No

Lamp Connection




SIGNAL LIGHTING FRONT / PARK / TURN

SIGNAL-STAT, LED, 10 DIODES, 2" X 6" OVAL,
GROMMET MOUNT

[a]
w
-

+ When properly mounted, exceeds FMVSS-P2 DOT

= . .
Is requirements for marker/clearance performance SIQnaI'Stat
2 + Designed with impact-resistant acrylic material
< + Sealed lens and housing locks moisture out m
% + Snap fit grommet requires no screws for installation 2 YEAR
7] + LEDs do not have a filament, therefore are not AT
susceptible to shock and vibration damage major
cause of failure for lamps with an incandescent bulb
+ Epoxy-encapsulated electronics prevents damage
from moisture and corrosion
+ Popular on owner/operator and show trucks
Part : Lens Amps Diamond
Number Lamp Connection | ;5;eri | Lens Color Major/Minor Shell
6058A PL-3 AC Yellow 12 0.17 /0.02 No
1] Il
a SIGNAL-STAT, LED, 24 DIODES, 2" X 6" OVAL,
w
& GROMMET MOUNT
= + Popular for owner/operator show trucks . o
ﬁ + Uses standard right angle plug Slgnal'Stat
2 + Unique LED array displays full pattern
< light output design P
5 + Epoxy-encapsulated electronics prevents 2 YEAR
7] damage from moisture and corrosion
q Lens Amps Diamond
Number Lamp Connection Material Lens Color Major/Minor Shell
6050A PL-3 PC Yellow 12 0.38/0.03 No
6051A PL-3 PC Clear|Yellow 12 0.38/0.03 No
n n
a SIGNAL-STAT, LED, 24 DIODES, 2" X 6" OVAL,
(1]
2 FLANGE MOUNT
= * Housing and flange are molded together to form . o
< one piece Signal-Stat
g + Uses standard right angle PL-3 connection
< + Designed with impact-resistant polycarbonate m
5 material 2 YEAR
7] + LEDs do not have a filament, therefore are not

susceptible to shock and vibration damage major
cause of failure for lamps with an incandescent bulb
+ Epoxy-encapsulated electronics prevents damage
from moisture and corrosion
» When properly mounted, exceeds FMVSS DOT
requirements for S/T/T and F/P/T

Mount/
Trim Color

Part Lens Lens
Number Material | Color

6053A PL-3 PC

Amps Diamond
Major/Minor Shell

0.26/0.02  No

‘ Volts

Lamp Connection

Yellow Gray 12
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SIGNAL LIGHTING FRONT / PARK / TURN

40® SERIES, INCANDESCENT, 1 BULB, 4"
ROUND, GROMMET MOUNT

+ Heavy-duty bulb for long-lasting life

+ Uniquely designed shock mount extends lamp life

+ Available with or without reflectorized lens

) + Flush-mount grommets are designed for mounting in a 4 1/2" hole

{ u.'.f.t' 4 ""'f'-'_u,rm” + 8 square inch (illuminating) stop/turn lens area for vehicles under 80

A i inches wide

+ Meets reflex, tail or clearance function for vehicles over 80 inches wide

+ Upgrade to LED lighting systems using Truck-Lite’s Super 44 series of
products

S

=
Z
w
O
n
L
(=]
Z
<
(®)
=

Part Lens Amps

Lamp Connection

Housing Color

Number Material Major/Minor
40202Y PL-3 PC Yellow 12 2.1/0.48 White
40206Y PL-3 PC Yellow 12 2.1/0.48 Clear
40209Y PL-3 PC Yellow 24 0.93/0.34 White

40® SERIES, INCANDESCENT, 1 BULB, 4"
ROUND, GROMMET MOUNT, KIT

Heavy-duty bulb for long-lasting life
Unique-designed shock mount extends lamp life

+ Available with or without reflectorized lens
Flush-mount grommets are designed for mounting in a 4 1/2" hole

+ 8 square inch (illuminating) stop/turn lens area for vehicles under 80
inches wide.
Meets reflex, tail or clearance function for vehicles over 80 inches wide
Upgrade to LED lighting systems using Truck-Lite’s Super 44 series of

S

products
Part Lamp Lens Mount/ Amps Kit Includes/
Number Connection Material Trim Color Major/Minor | Replacement Parts
Right Angle ~ Stripped End/ 40202 light,
40002Y PL-3 PL9_3 9 RinppTermineu PC Yellow Black 12 21/048 94993 plug,
9 40700 grommet
) . 40209Y light,
40009Y  PL-3 Right Angle  Stripped End/. g Yellow Black 24  093/034 94993 plug,
9 40700 grommet
40302y  Socket Socket Stripped End/| o Yellow Black 12 21/048  99010Y light

Assembly Assembly Ring Terminal

40® SERIES, INCANDESCENT, 1 BULB, 4" £\
ROUND, FLANGE MOUNT

+ Heavy-duty bulb for long-lasting life

+ Uniquely designed shock mount extends lamp life

+ Available with or without reflectorized lens

+ Flush-mount grommets are designed for mounting in a 4 1/2" hole

+ 8 square inch (illuminating) stop/turn lens area for vehicles under 80
inches wide

+ Meets reflex, tail or clearance function for vehicles over 80 inches wide

+ Upgrade to LED lighting systems using Truck-Lite’s Super 44 series of
products

Part Lens Mount/ Amps
Number Material Trim Color Major/Minor

40233Y PL-3 PC Yellow | Black 12 2.1/0.48

Lamp Connection




FRONT / PARK / TURN SIGNAL LIGHTING

40® ECONOMY, INCANDESCENT, 1 BULB, 4"
ROUND, GROMMET MOUNT

m » Grommet kit features flush mounting in a 4 1/2" hole
» Flange kits feature a high-impact plastic affixed to lamp
+ 8 square inch (illuminating) stop/turn lens area for
vehicles under 80 inches wide
» Meets reflex, tail or clearance function for vehicles over
80 inches wide
» Upgrade to LED lighting systemss using Truck-Lite’s
LED 44 Series lighting products

.

4.300 2,090

Lens Mount/ Amps

Lamp Connection Material Trim Color Major/Minor

40282Y PL-3 PC Yellow 12 2.1/0.48

40® ECONOMY, INCANDESCENT, 1 BULB, 4"
ROUND, GROMMET MOUNT, KIT

+ Grommet kit features flush mounting in a 4 1/2" hole

» Flange kits feature a high-impact plastic affixed to lamp
7 + 8 square inch (illuminating) stop/turn lens area for
IRRASS k . .
vehicles under 80 inches wide
« Meets reflex, tail or clearance function for vehicles over
80 inches wide
+ Upgrade to LED lighting systemss using Truck-Lite’s
4.300

LED 44 Series lighting products

Part Lamp Lens Mount/ ol Kit Includes/
Number Connection Material Trim Color Major/Minor | Replacement Parts
40028Y  PL-3 Right Angle  Stripped End/ o Yellow Black 12 21/048 04998 ity
PL-3 Ring Terminal A0 plug,

40700 grommet




SIGNAL LIGHTING FRONT / PARK / TURN

SUPER 45®, INCANDESCENT, 1 BULB, 3"X 5" RECTANGULAR,
GROMMET MOUNT

* Mount horizontally or vertically
» Heavy-duty, dual-filament cartridge bulb
« Unique shock mount absorbs shock and vibration D2

RRAY

+ Upgrade to LED lighting systems using Truck-Lite’s
Super 45 LED series product line

m INCANDESCENT

Amps
Number Trim Color Major/Minor

45202Y PL-3 PC Yellow Black 12 2.16/0.47

SUPER 45®, INCANDESCENT, 1 BULB, 3"X 5" RECTANGULAR,
GROMMET MOUNT, KIT

» Mount horizontally or vertically /\
RN

» Heavy-duty, dual-filament cartridge bulb

« Unique shock mount absorbs shock and vibration

» Upgrade to LED lighting systemss using Truck-Lite’s
Super 45 LED series product line

[
Z
L
(8]
(7}
Ll
[a]
Z
<
(&)
Zz

e

Lens Mount/ p Kit Includes/
Number Connection i Material Trim Color Major/Minor | Replacement Parts
Right Stripped 45202Y light,
45002Y PL-3 Angle End|Ring PC Yellow Black 12 2.16/0.47 94993 plug,
PL-3 Terminal 45700 grommet

60® SERIES, INCANDESCENT, 1 BULB, 2"x 6" OVAL,
GROMMET MOUNT, KIT

+ Direct replacement for approved lamps on the United
States Postal Service L.L.V (Long Life Vehicles)

» Features a heavy-duty shock-mounted bulb

» Four versions, each features center high mount stop
functions, park and turn functions, rear side marker
and turn functions, or front side marker and turn
signal functions

[
Z
Ll
(8]
(7]
1T}
[a]
Z
<
o
Zz

0@

Lamp Lens Mount/ Kit Includes/
Connection Material Trim Color Major/Minor | Replacement Parts
Right : 60202Y light,
60022Y PL-3 Angle Stripped End/ | g Yellow  Black 12 21/0.48 60701 grommet,

PL-3 Ring Terminal 94839 plug




FRONT / PARK / TURN SIGNAL LIGHTING

60® SERIES, INCANDESCENT, 1 BULB, 2"x 6" OVAL,
GROMMET MOUNT, KIT

Z
(¢
>
4
m
m » Lamp may be either grommet or screw mounted 8
= + Mounts horizontally or vertically ) ~ ) m
1 + 250 Internal Knockout hole / 1.620 Clearance hole | 64% | Z
= » Upgrade to Truck-Lite LED Lighting Systems using : 7 R
@ 60 Series LED products © 2 it il
Lamp Lens ol Kit Includes/ E
Connection Material Replacement Parts
) . Stripped End/ 60781 light,
60302Y Hardwired  Hardwired Ring Terminal PC Yellow Black 12 2.1/0.48 99011Y lens

60® SERIES, INCANDESCENT, 1 BULB, 2"x 6" OVAL,
GROMMET MOUNT, KIT

m » Socket assembly cams-out for ease in bulb
1 R replacement

DY » Mounts horizontally or vertically 231
: | i

Upgrade to Truck-Lite LED Lighting Systems using

@ Super 66 or 60 Series LED products | 6.53

Lamp Lens Kit Includes/
Connection Material Trim Color Major/Minor | Replacement Parts
Socket Socket Stripped End/ 99184Y light,
60340Y Assembly Assembly Ring Terminal PC Yellow | Black 12 2.1/0.48 95407 plug

SUPER 60®, INCANDESCENT, 1 BULB, 2"x 6" OVAL,
GROMMET MOUNT

m * Mount horizontally or vertically

2 R » Right angle plug assembly

+ Upgrade to Truck-Lite LED lighting systems using
RA

Super 66 or 60 Series LED products m

09 H3dNS 1N3OS3IANVONI m LNIOS3IANVONI

Part

Lens Mount/ Amps

Lamp Connection

Number Material Trim Color Major/Minor
60202Y PL-3 PC Yellow 12 2.1/0.48
60207Y PL-3 PC Yellow 24 0.93/0.34



SIGNAL LIGHTING FRONT / PARK / TURN

SUPER 60®, INCANDESCENT, 1 BULB, 2"x 6" OVAL,
GROMMET MOUNT

* Mount horizontally or vertically
* Right angle plug assembly
+ Upgrade to Truck-Lite LED lighting systems using

=
P4
1]
O
[72)
1]
[a)
4
<
()
=z
Super 66 or 60 Series LED products

N
57|=<
«"@
<k

(=]
©
o
L
o
>
(7]
Lamp Lens Mount/ Amps Kit Includes/
Connection Material Trim Color Major/Minor | Replacement Parts
Right . 60202Y light,
60002Y PL-3 Angle  pirpped End’ pg Yellow Black 12 21/048 94993 plug,
PL-3 9 60700 grommet

60® ECONOMY, INCANDESCENT, 1 BULB, 2"x 6"

=
Z
i OVAL, GROMMET MOUNT
(7]
L
[a] ) .
* Mount horizontally or vertically
<zt + Contains a heavy-duty, dual filament bulb
CZD [ 7.584 1 ”2'1601 - Upgrade to Truck-Lite LED lighting systems using o
= ®| I Iﬂ]ﬂ] Super 66 or 60 Series LED products 2
; 3344
= [ Jeor
4
3
Part ; Ly Mount/ A
|.|°.| Nur?lber Lamp Connection Ma?grsial Trimogcl)lor Majorrr)l‘\)/lsinor
= 60283Y PL-3 PC Yellow 12 2.1/0.48
60°® ECONOMY, INCANDESCENT, 1 BULB, 2"x 6"
OVAL, GROMMET MOUNT, KIT
+ Mount horizontally or vertically
- Contains a heavy-duty, dual-filament bulb

+ Upgrade to Truck-Lite LED lighting systems using

Ai
oy

[—7584—| -2A160A‘
<©>I I IU]H] Super 66 or 60 Series LED products S
3.344 @

—-|.667

60 ECONOMY INCANDESCENT

Part Lamp Lens Mount/ Amps Kit Includes/
Number Connection Material Trim Color Major/Minor | Replacement Parts
Right . 60283Y light,
60083Y PL-3 Angle  Stipped Endl pg Yellow Black 12 21/048 94993 plug,
PL-3 9 60700 grommet



FRONT / PARK / TURN SIGNAL LIGHTING

91® SERIES, INCANDESCENT, 1 BULB, 7" ROUND,
4 SCREW MOUNT

m + Contains a heavy-duty, shock-mount, 12 volt bulb =
1 R + Mounting gasket provides additional protection 5o / '.

between lamp and body
& * Mounts in a 5.375" hole

Z
(2]
>
Z
O
m
(2]
(@)
m
z
=

: Lens Mount/ Amps
Lamp Connection Material Trim Color Major/Minor
91202Y PL-3 PC Yellow Yellow 12 2.1/0.48
91205Y PL-3 PC Yellow Yellow 24 0.93/0.34

91® SERIES, INCANDESCENT, 1 BULB, 7" ROUND,
4 SCREW MOUNT, KIT

+ Contains a heavy-duty shock-mount 12 volt bulb e

+ Mounting gasket provides additional protection T

o between lamp and body B PN
* Mounts in a 5.375" hole

1NIOS3ANVONI

@@

Part Lamp Lens Mount/ Amps Kit Includes/
Number Connection Material Trim Color Major/Minor | Replacement Parts
Right ’ .
_ Stripped End/ 91202Y light,
91002Y PL-3 éﬂ%e Ring Terminal PC Yellow Yellow 12 2.1/0.48 94993 plug
91315y Socket Socket Stripped End/ PC Yellow  Yellow 12 21/0.59 99021Y light,

Assembly Assembly |Ring Terminal 95407 socket




SIGNAL LIGHTING FRONT / PARK / TURN

1 BULB, 7" ROUND, 4 SCREW MOUNT

« Surface mounts with four bolts on a 6.25" bolt circle
» Requires a 1" diameter hole, 1" deep =

. 1 YEAR
+ Popular lamp on buses and emergency vehicles OGP

. JRRAY
+ Replaces Signal-Stat 6504

Part Lens Mount/ Amps
Number Material Trim Color Major/Minor

90327Y Hardwired Hardwired Blunt Cut AC Yellow = Yellow 12 2.1/0.59

Lamp Connection Plug Side 1 Plug Side 2

1 BULB, 4"x 6" RECTANGULAR, 4 SCREW MOUNT

Part Amps

Number Trim Color Major/Minor
Packard Connector
7080 6088471 PC Yellow Yellow 12 2.1/0.48

1 BULB, 6"x 10" RECTANGULAR, 4 SCREW MOUNT

— 6.7~ » Navistar #1677715C91

+ Can be used as right or left hand housing

+ Accepts rear entry bulb socket and
harness assembly, not included

10.50

Part Lens Mount/ Amps
Number Material Trim Color Major/Minor

4097A Socket Assembly PC Yellow = Yellow 12 2.1/0.48

Lamp Connection

TRUCK-LITE, INCANDESCENT, 1 BULB, 4" ROUND, FLANGE MOUNT

» Mounts flush to vehicle
rz.oso » Retaining ring allows for easy bulb replacement
T % » Not intended for use as (P2) clearance
+ Upgrade to Truck-Lite LED lighting systems using
9 ° Super 44 products
5.500 3.950
21 s

Part Lens Mount/ Amps
Number Material Trim Color Major/Minor

80302Y Hardwired Hardwired Blunt Cut AC Yellow | Black 12 2.47/0.48

Lamp Connection Plug Side 1 Plug Side 2

E 4 IN ROUND INCANDESCENT m INCANDESCENT m INCANDESCENT 7 IN ROUND INCANDESCENT



45® SERIES, LED, 15 DIODES, 3"X5", GROMMET MOUNT, KIT

m + Direct replacement for approved lamps on

the United States Postal Service L.L.V.

+ Designed for mountingon a 7 - 11 degree
rollback from the vertical plane

+ Vertical-mount only

Part Lam . q Lens Lens Mount Amps
Number Connegtor Plug Side 1 | Plug Side 2 Color Material | Color Volts Major/IF\)/Iinor
Packard
45032R Hardwired Hardwired Connector Red PC Black 12 0.5/0.04
12015793

Kit Includes

45701 grommet,
60701 grommet

m:ianaliilsﬁllaiiﬂ SIGNAL LIGHTING

a3l

60® SERIES, INCANDESCENT, 1 BULB, 2"X6",
GROMMET MOUNT, KIT

m « Direct replacement for approved lamps on
— the United States Postal Service L.L.V (Long
LIFME Life Vehicles)

» Features a heavy-duty shock-mounted bulb

=
@ « Four versions, each features center high

mount stop functions, park and turn
functions, rear side marker and turn
functions, or front side marker and turn
signal functions

Part Lamp q ; Lens Lens Mount
Connector ‘ FlugSide 1 ‘ Flug/Side 2 Color ‘ Material | Color ‘ el
_ Right Angle  Packard Connector
60021R  PL-2 ) 12020398 Red PC Black 12

Amps
Major/Minor

1.66/1.22

Kit Includes/
Replacement Parts

45701 grommet,
60701 grommet

60® SERIES, INCANDESCENT, 1 BULB, 2"X6",
GROMMET MOUNT, KIT, REFLECTORIZED

RN « Direct replacement for approved lamps on
LIFME the United States Postal Service L.L.V (Long

W Life Vehicles)

_

Features a heavy-duty shock-mounted bulb
Four versions, each features center high
mount stop functions, park and turn
functions, rear side marker and turn
functions, or front side marker and turn
signal functions

Part Lamp ; : Lens
Connector | FU9 Sele | Pl sl Material
. Packard
60023R  PL-2 E:?_gtAng'e Connector  Red PC Black 12
12015793
. Weather
60024Y  PL-3 E;?_gtAng'e Connector  Yellow  PC Black 12
12015793

Amps

Major/Minor

2.1/0.48

2.1/0.48

Kit Includes/
Replacement Parts

45701 grommet,
60701 grommet

60215Y signal
60701 grommet,
94840 plug



SIGNAL LIGHTING PEDESTAL LIGHTS

SINGLE FACE, LED, 24 DIODE , 3 WIRES, ROUND, 1 STUD MOUNT

[a]
w
-
+ Chrome plated housing . o
Ideal for show trucks, highway, mowing, municipal S|gnal'3tat
3 and farm equipment
= o\
w 2 YEAR
3
<
(7]
Part - Housing Housing Amps
CampiConnscton Plug Side 2 Material Color Major/Minor
2751 Hardwired Hardwired = Stripped End|Ring Terminal = Red Zinc Chrome 12 0.24/0.01
2751A Hardwired Hardwired  Stripped End|Ring Terminal = Yellow Zinc Chrome 12 0.36/0.03
80867 Hardwired Hardwired = Packard Connector Yellow Zinc Black 12 0.36/0.03
a DUAL FACE, LED, 24 DIODE, 3 WIRES, ROUND, 1 STUD MOUNT
w
-

+ Ideal for show trucks, highway, mowing, municipal
and farm equipment
+ Chrome-plated housing

Signal-Stat’

w
2
T
-
<
=)
(a]

Part Lamp ; Housing Housing Amps
Number Connector Plug Side 2 Lens Color Material Color Major/Minor

2750 Hardwired = Hardwired Stripped End/Ring Terminal Red | Yellow Zinc Chrome 12 0.73/0.05

DUAL FACE, LED, 24 DIODE, 2 WIRES, SQUARE, 1 STUD MOUNT

[a]
w
-

» Ideal for show trucks, highway, mowing, municipal N S

and farm equipment Signal-Stat

3 + Unique LED array displays full pattern output
< « Side marker reflex reflector
5 » LEDs do not have a filament, therefore are not m
= . N 2 YEAR
< susceptible to damage from shock and vibration
8 LEDs have less current draw, resulting in increased S

battery and alternator life while allowing more power
for other vehicle requirements

+ Chrome-plated housing
Meets SAE J974 for agricultural warning devices

+ Epoxy encapsulated electronics protect the lamp
from damage caused by chemicals and moisture

Part Lamp q Housing Housing Amps
Plug Side 2 Material Color Major/Minor

Number Connector
2752 Hardwired = Hardwired Stripped End/Ring Terminal = Yellow ABS Chrome 12 0.45




PEDESTAL LIGHTS SIGNAL LIGHTING

DUAL FACE, LED, 24 DIODE, 3 WIRES, SQUARE,

-
m
1 STUD MOUNT =
. . Ideal for show trucks, highway, mowing, )
SIgnaI'Stat municipal and farm equipment g
Unique LED array displays full pattern output I
. m
m + Side marker reflex reflector B
LIFME + LEDs do not have a filament, therefore are not Cn',l’
W susceptible to damage from shock and vibration
LEDs have less current draw, resulting in
increased battery and alternator life while
allowing more power for other vehicle
requirements
+ Chrome plated housing
Meets SAE J974 for agricultural warning devices
Epoxy-encapsulated electronics protect the
lamp from damage caused by chemicals and
moisture
Part . Lamp ; . Housing | Housing Amps
Position |~ hector | Flug Side 1 Plug Side 2 Lens Color | \1oicrial ol Major/Minor
2753 LH Hardwired Hardwired ~ StPPEdENd/ o i vellow  Zine Chrome 12 0.38/0.04
Ring Terminal
2756 RH Hardwired Hardwired = StiPPEdEnd/ o vellow  Zine Chrome 12 0.38/0.04
Ring Terminal
DUAL FACE, LED, 24 DIODE, 3 WIRES, SQUARE, -
2 STUD MOUNT S
. . Ideal for show trucks, highway, mowing, municipal o)
Signal-Stat and farm equipment §
Unique LED array displays full pattern output r
m + Side marker reflex reflector ;
. i (@)
2 YEAR LEDs do not have a filament, therefore are not n

I A

Part -
e Position
2758 RH
2759 LH

Hardwired

Hardwired

susceptible to damage from shock and vibration
LEDs have less current draw, resulting in increased
battery and alternator life while allowing more power
for other vehicle requirements

Epoxy-encapsulated electronics protect the lamp
from damage caused by chemicals and moisture
Double-stud mount

Lamp
Connector

Housing Housing

Plug Side 2 Material Color

Stripped End/
Ring Terminal

Stripped End/
Ring Terminal

Red|Yellow Zinc

Hardwired Chrome

Hardwired Red|Yellow Zinc Chrome

12

12

Amps
Major/Minor

0.38/0.04

0.38/0.04




SIGNAL LIGHTING PEDESTAL LIGHTS

SINGLE FACE, INCANDESCENT, 1 WIRE, ROUND, 1 STUD MOUNT

| ol
Z
&
17 » For applications with vehicle . S
i o width under 80" wide Signal-Stat
2 ; I— + One-wire, signal lamp
5 » LED upgrade options available D
p 4.625" #2751, 2751A and 2750 1 YEAR
Ll
2
T
w
<3| Part L Housi Housi A
a amp : : ousing ousing mps
% Connector Flg Sl - Fllig s 2 Material Color Major/Minor
2701 Hardwired Hardwired Stripped End Red Zinc Black 12 2.1
2701A Hardwired Hardwired Stripped End Yellow Zinc Black 12 2.1
3701 Hardwired Hardwired Stripped End Red Zinc Gray 12 2.1
3711 Hardwired Hardwired Stripped End Red Zinc Chrome 12 2.1
3711B Hardwired Hardwired Stripped End Blue Zinc Chrome 12 2.1

SINGLE FACE, INCANDESCENT, 2 WIRE, ROUND,
1 STUD MOUNT, SHOCK MOUNT

» For vehicle application with . o
207 vehicle width under 80" wide SlgnaI'Stat

“ " « Two-wire, stop, tail, turn lamp
+ Zinc die-cast housing

SINGLE FACE INCANDESCENT

) Housing | Housing Amps
Plug Side 2 Material Color Major/Minor

3710 Hardwired Hardwired Stripped End Red Zinc Gray 12 2.1/0.59

Lamp Connector Plug Side 1

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




PEDESTAL LIGHTS SIGNAL LIGHTING

SINGLE FACE, INCANDESCENT, 2 WIRE, ROUND,1 STUD MOUNT

. o « Two-wire, stop, tail, turn lamp
Signal-Stat + Rubber O-ring seals out dirt and

2.0"’-

1IN3OS3IANVONI

moisture
N + Snap-on lens for easy bulb replacement ]_
1 YEAR » LED upgrade options available %E
#2751/2751A o
e
2}
4
(@)
-
m
! : Housing | Housing Amps Ry
Lamp Connector Plug Side 1 Plug Side 2 Material Color Major/Minor (J;
2702 Hardwired Hardwired Stripped End Red Zinc Black 12 2.1/0.59 i
2702A Hardwired Hardwired Stripped End Yellow Zinc Black 12 2.1/0.59
3702 Hardwired Hardwired Stripped End Red Zinc Gray 12 2.1/0.59
3712 Hardwired Hardwired Stripped End Red Zinc Chrome 12 2.1/0.59
3762 Hardwired Hardwired Stripped End Red Zinc Silver 12 2.1/0.59

SINGLE FACE, INCANDESCENT, 1 WIRE, ROUND, 1 STUD MOUNT

=

2

D\ + Available as single or dual-face lamps >
1 YEAR + Dual-face lamp mounts on a 3/8"-24 stud I.?.,
U + Single-face lamp mounts on a 7/16" -14 8
= stud 8

4

=

« Features snap-in lens
» LED upgrade options available #2751,
2751A and 2750

@

=z

(2]

-

m

Lamp Connector Plug Side 1 Plug Side 2 Housing Housing ;

P 9 9 Material Color Major/Minor [9)

3755A Hardwired Hardwired Stripped End Yellow PC Black 12 2.1 i
70330R Hardwired Hardwired Blunt Cut Red PC Gray 12 2.1
70330Y Hardwired Hardwired Blunt Cut Yellow PC Gray 12 2.1
BIL55) Hardwired Hardwired Stripped End Red PC Black 12 2.1

SINGLE FACE, INCANDESCENT, 1 WIRE, ROUND,
1 STUD MOUNT, SNAP ON LENS

» Available as single or dual-face lamps

1NIOS3ANVONI

S'QnaI'Stat » Dual-face lamp mounts on a 3/8"-24 stud
+ Single-face lamp mounts on a 7/16" -14
22\ stud
1 YEAR + Features snap-in lens
RS + LED upgrade options available #2751, "
2751A and 2750 >
[
-
m
m
>
2
Part . : Housing Housing Amps
Lamp Connector Plug Side 1 Plug Side 2 Material Color Major/Minor
3753 Hardwired Hardwired Stripped End Red PC White 12 2.1

3753A Hardwired Hardwired Stripped End Yellow PC White 12 2.1




SIGNAL LIGHTING PEDESTAL LIGHTS

SINGLE FACE, INCANDESCENT, 2 WIRE, ROUND, 1 STUD MOUNT

=
4
o)
73] + Snap-on lens simplifies bulb . o
g and lens replacement S|gnaI'Stat
4 + Tough polycarbonate housing
g prevents rust and corrosion m
z + LED upgrade Options Available: 1 YEAR
2751, 2751A and 2750 R
w
2
T
IT]
6' Part L H i H i Al
a amp f ousing ousing mps

4 Number Connector Plug Side 2 Material Color Major/Minor
@ 70310R Hardwired  Hardwired Blunt Cut Red PC Gray 12 2.1/0.59

3756 Hardwired  Hardwired Stripped End Red PC Black 12 2.1/0.59

3754 Hardwired = Hardwired Stripped End|Ring Terminal Red PC White 12 2.1/0.59

DUAL FACE, INCANDESCENT, 1 WIRE, ROUND, 1 STUD MOUNT

+ 3805Y115 requires Phillips #28S 11/4SC . o
or GE #13655 bulb Signal-Stat

« For vehicle application with vehicle width

INCANDESCENT

under 80" wide N
+ Pigtail with spring and thermoplastic wire 1 YEAR
exits via hollow stud
+ LED upgrade options available:
w 2751, 2751A and 2750
Q
g
2
=) Part Housing Housing Amps
(a] Number Connector Material Color Major/Minor
2801 Hardwired  Hardwired = Stripped End Red|Yellow Zinc Black 12 2.1
3801 Hardwired Hardwired = Stripped End Red|Yellow Zinc Gray 12 2.1 3-Screw
3802 Hardwired  Hardwired = Stripped End Red|Yellow Zinc Chrome 12 21
3860 Hardwired Hardwired = Stripped End Red|Yellow Zinc Gray 12 2.1 0-Ring

DUAL FACE, INCANDESCENT, 1 WIRE, ROUND,

=
4
i 1 STUD MOUNT, SHOCK MOUNT
(7]
wl
[a] . -
+ 3805Y115 requires Phillips #28S . .
4
< 230 11/4SC or GE #13655 bulb Signal-Stat
% —‘ : I_ + For vehicle application with vehicle
= r width under 80" wide m
462 + Pigtail with spring and thermoplastic 1 YEAR
_l_ wire exits via hollow stud
8-*8— » LED upgrade options available:

2751, 2751A and 2750

DUAL FACE

Part Housing Housing Amps
Number Material Color Major/Minor

3806 Hardwired Hardwired Stripped End Red|Yellow = Zinc Chrome 12 2.1

Lamp Connector Plug Side 1 Plug Side 2 Lens Color




DUAL FACE, INCANDESCENT, 1 WIRE, ROUND,
1 STUD MOUNT, 0-RING LENS GASKET

Signal-Stat replacement
» O-ring lens gasket seals out dirt and moisture
m + Mounting: Hollow stud, 1/2" diameter
+ Can use 9199 or 9296 mounting brackets

Ntlfniger Lamp Connector

3861 Hardwired

» Snap-Grip lens allows quick bulb and lens

Housing Housing
Material Color

Red|Yellow Zinc Chrome 12 2.1

Plug Side 1 Plug Side 2

Hardwired Stripped End

Major/Minor

PEDESTAL LIGHTS SIGNAL LIGHTING

1IN3OS3IANVONI

30v4d 1vna

DUAL FACE, INCANDESCENT, 2 WIRE, ROUND, 1 STUD MOUNT

« Snap-Grip lens allows quick bulb and lens

Part
Number

70311 Hardwired

» O-ring lens gasket seals out dirt and moisture
» Mounting: Hollow stud, 1/2" diameter
» Can use 9199 or 9296 mounting brackets

Lamp Connector

replacement

Housing Housing Amps
Material Color

Red|Yellow PC Yellow 12

Plug Side 1 Plug Side 2

Hardwired Blunt Cut 2.1/0.59

Major/Minor

Z
o
>
Z
O
m
(2]
(9]
m
z
=

30v4d 1vna

DUAL FACE, INCANDESCENT, 2 WIRE, ROUND,
1 STUD MOUNT, KNOCK DOWN

Signal-Stat and farm equipment 4.38
+ Spring-loaded "Knock-Down" feature allows
PN '
a— lamp to flex under impact and return to
L R original position 5.75
+ Meets SAE J974 for agricultural warning \~—’
i —
devices 0 88

~ I
1/2"-20

Part
Number

3853AA

Hardwired

+ l|deal for highway mowing, municipal lawn,

Lamp Connector

. Housing | Housing Amps
Plug Side 2 Material Color Major/Minor

Stripped End Yellow PC Yellow 12 2.1/0.59

Plug Side 1

Hardwired

=z
o
>
Z
=)
m
[
(9]
m
Z
—
=)
(=
>
r
iy
>
(9]
m




SIGNAL LIGHTING PEDESTAL LIGHTS

DUAL FACE, INCANDESCENT, 2 WIRE, ROUND, 1 STUD MOUNT

=
4
3
73] + 3805Y115 requires Phillips #28S . .
i - 11/4SC or GE #13655 bulb Signal-Stat
<Zt ﬂ : I_ + For vehicle application with vehicle
S " width under 80" wide . m
z : + Pigtail with spring and thermoplastic 1 YEAR
.l_ wire exits via hollow stud Dl
8-*8— + LED upgrade options available:
w 2751, 2751A and 2750
t<>
T
E
) Part Lamp . ; Housing Housing Amps
(=] Number Connector Plug Side 1 Plug Side 2 Material Color Major/Minor
2803 Hardwired Hardwired Stripped End Red|Yellow Zinc Black 12 2.1/0.59
3805Y115 Hardwired Hardwired Stripped End Red Zinc Gray 12 2.1/0.59
3812 Hardwired Hardwired Stripped End Red|Yellow Zinc Chrome 12 2.1/0.59
3862 Hardwired Hardwired Stripped End Red|Yellow Zinc Gray 12 2.1/0.59
3863 Hardwired Hardwired Stripped End Red|Yellow Zinc Gray 12 2.1/0.59

DUAL FACE, INCANDESCENT, ZINC, 3 WIRE,
ROUND, 1 STUD MOUNT,

+ 3805Y115 requires Phillips #28S . o
239 11/4SC or GE #13655 bulb Signal-Stat
—‘ I— + For vehicle application with vehicle

. @ width under 80" wide m

INCANDESCENT

+ Pigtail with spring and thermoplastic 1 YEAR
wire exits via hollow stud RS
— + LED upgrade options available: \'/

2751, 2751A and 2750

DUAL FACE

: q Number of | Housing Amps
Lamp Connector Plug Side 1 Plug Side 2 Lens Color Bulbs Color Major/Minor

3810 Hardwired Hardwired Stripped End Red|Yellow 1 Chrome 12 2.1

DUAL FACE, INCANDESCENT, POLYCARBONATE,

=
4
] 3 WIRE, ROUND, 1 STUD MOUNT, KNOCK DOWN
@ H J J
o
<zt Ideal for high i icipal
+ ldeal for highway mowing, municipal . o
% lawn, and farm equipment SIgnaI'Stat
n « Spring-loaded "Knock-Down"
feature allows lamp to flex under TN
impact and return to original position
+ Meets SAE J974 for agricultural

warning devices

DUAL FACE

Number of | Housing Amps

Part . :
Lamp Connector Plug Side 1 Plug Side 2 Bulbs Color Major/Minor
3854 Hardwired Hardwired Stripped End Red|Yellow 1 Yellow 12 2.1/0.59



_ PEDESTAL LIGHTS SIGNAL LIGHTING

DUAL FACE, INCANDESCENT, POLYCARBONATE,
1 WIRE, ROUND , 1 STUD MOUNT

1N3IOS3ANVONI

. o + High-impact black polycarbonate housing
<5|gnaI'Stat> will not rust or corrode |_ 440 _| 2,00

+ Lamp grounds through mounting stud ]_
@ + Snap-grip lens simplifies bulb and lens
replacement |
+ LED upgrade options available:

2751, 2751A and 2750

30v4 1vna

Part
Number Bulbs Color

3850 ‘ Hardwired Hardwired Stripped End Red|Yellow 1 12

3850AA Hardwired  Hardwired Stripped End  Yellow

70300 Hardwired  Hardwired Stripped End  Red|Yellow 1

Lamp Connector Plug Side 1 Plug Side 2 Lens Color Number of | Housing Volts Amps

Major/Minor

Looking for even
more product
information?

O S5 Q

o

Powerful Search 360° Product Easy-To-Find
Function Images Replacement
Parts



SIGNAL LIGHTING PEDESTAL LIGHTS

SINGLE FACE, INCANDESCENT, SQUARE, BRACKET MOUNT, KIT

+ Replaces GM #694627 (LH) and #694628 (RH)
+ Combination park, turn, side marker and
reflex reflector

+ Mounting hardware included /‘\
« Mounts on 3.20" centers and connects with 2 YEAR
spade terminals

» Unique GM harness connector (harness not
available from Truck-Lite)

Signal-Stat’

=
Z
L
O
(7}
L
(=]
4
<
(®)
b4

SINGLE FACE

Part . Lamp Housing | Housing Amps Kit Includes/
Position | onnector Material Color talis Major/Minor Replacement Parts
4854  RH Spade Red|Yellow ABS  Black 12  2.1/05 9063 lens, 9078A lens,
Terminal 9080A lens
Spade 9063 lens, 9078A lens,
4855 LH Terminal Red|Yellow ABS Black 12 2.1/0.5 0080A lens

DUAL FACE, INCANDESCENT, ZINC, 1 WIRE, SQUARE,
SURFACE MOUNT

244 ,—m—I + Blade-type connector

Die-cast base assembly
» Dual-optic lenses
. * Mounting bracket included m
1 YEAR]

DUAL FACE INCANDESCENT

Part Plug Side 1 Plug Side 2 Lens Color | Number of | Housing

Number Connector Bulbs Color Major/Minor
950 Hardwired Hardwired Packard Connector Red|Yellow = 1 Chrome 12 21

DUAL FACE, INCANDESCENT, POLYCARBONATE,
SQUARE, BRACKET MOUNT, KIT

+ GM #2029217
+ Combination park, turn, side marker,
and reflex reflector

g2+ Mounts on 3.25" centers and m
2HOLE connects with 3 spade terminals 1 YEAR

Signal-Stat’

INCANDESCENT

« Fits left or right side

+ Unigue GM harness connector
(harness not available from Truck-Lite)

w
2
L
i
<
2
(a]

Lamp Number of Amps Kit Includes

Connector Bulbs Major/Minor
4872AA Spade Terminal Yellow 1 Black 12 2.1/0.5 9083A lens




PEDESTAL LIGHTS SIGNAL LIGHTING

DUAL FACE, INCANDESCENT, ZINC, 2 WIRE, SQUARE,
BRACKET MOUNT, KIT

) S » Die-cast base assembly 2357 4375"
SlgnaI'Stat » Receptacle type connector r *l
» Mounting bracket included .

o
=
O
3375" Aozl
‘I 2625

30v4 1vna 1LNIOS3IANVONI

Part Lamp ; : Number of Amps ;
Coeser Plug Side 1 Plug Side 2 Bulbs Major/Minor Kit Includes
) . 8960 lens,
956AA Hardwired Hardwired Female .180 Bullet Yellow 1 Chrome 12 2.1/0.5 8960A lens
) . .180 Bullet/ 8960 lens,
957AA Hardwired Hardwired Female 180 Bullet Yellow 1 Chrome 12 2.1/0.5 8960A lens

DUAL FACE, INCANDESCENT, 1 WIRE, SQUARE,
1 STUD MOUNT

. o + Dual-optic lenses 438 - 244
SlgnaI'Stat - Die-cast base assembly I‘o :I | i
» Mounts left or right, horizontally
S or vertically @ 4.75
1 YEAR * Mounting hardware for stud or ® ® l
RN TS pedestal installation —
100] |

30v4 1vna LNIOS3ANVONI

AL Famp Plug Side 1 Plug Side 2 Lens Color hlousing hiousing I

Number Connector Material Color Major/Minor
955 Hardwired Hardwired Stripped End Red|Yellow  Zinc Black 12 2.1/0.5

DUAL FACE, INCANDESCENT, POLYCARBONATE,
3 WIRE, RECTANGULAR, 2 STUD MOUNT

. » + Combination lamp functions
Signal-Stat as turn signal, side marker and [~ 5% (27}
parking lamp with reflector e _r
m « High-impact plastic housing ® 1-50:[ 450
1 YEAR resists rust and corrosion ® 1/4"-20 _l_
R + Wire harness enclosed in

weather proof housing

» Ba
Q0

30v4 1vna LNIOS3ANVONI

; ; Number of | Housing Amps
Lamp Connector Plug Side 1 Plug Side 2 Diodes Color Major/Minor
4701 Hardwired Hardwired Stripped End Red|Yellow 2 Black 12 2.1/0.5
4702 Hardwired Hardwired Stripped End Red|Yellow 2 Black 12 2.1/0.5



SIGNAL LIGHTING PEDESTAL LIGHTS

DUAL FACE, INCANDESCENT, POLYCARBONATE,

=
4
] 2 WIRE, SQUARE, 1 STUD MOUNT
(7]
§ Signal-Stat’
< + Black-housed version is a popular Western Star
R3] o3 version s apopy 22\
2 3,00 replacement 1 YEAR
= ]—I. | + Chrome-housed version is a popular replacement
470 for Volvo and Peterbilt 2
w ' + Combination park, turn, side marker and reflex
(8] -l— reflector
E 1'-'88— + Standard on many OEM applications
- » High-impact non-corrosive polycarbonate housing
g + Side marker and reflector included in design
[a]
Part ; . Number of | Housing Amps
Number Lamp Connector Plug Side 1 Plug Side 2 Bulbs Color Major/Minor
4800 Hardwired Hardwired Stripped End Red|Yellow 2 Black 12 2.1/0.5
4801 Hardwired Hardwired Stripped End Red|Yellow 2 Chrome 12 2.1/0.5
4810 Hardwired Hardwired Stripped End Red|Yellow 2 Black 12 2.1/0.5

DUAL FACE, INCANDESCENT, POLYCARBONATE,

=
=
o 2 WIRE, SQUARE, 2 STUD MOUNT
(7]
a Signal-Stat’
4
< + Ground wire added for use on fiberglass fenders
CZ> » High-impact non-corrosive polycarbonate housing
= |°3-0"‘| + Mounting pad and two 1/4"-20 bolts included
+ Side marker and reflector included in design &

DUAL FACE

Part . Number of | Housing Amps
Number Plug Side 2 Bulbs Color Major/Minor

4805 Hardwired Hardwired Stripped End Red|Yellow 2 Black 12 2.1/0.5

Lamp Connector Plug Side 1




PEDESTAL LIGHTS SIGNAL LIGHTING

DUAL FACE, INCANDESCENT, POLYCARBONATE,
3 WIRE, RECTANGULAR, 2 STUD MOUNT

Signal-Stat’' » - 4805AAY115 includes OEM 7" harness
that mates with truck harness - simplifying

5
>
Z
=)
m
(%
(9]
m
Z
-

SN replacement
1 YEAR + 4805AAY118 included 75" OEM mating harness
+ Dual-optic lens
. i o)
Polycarbonate lens and housing c
+ Side marker and reflector included in design >
. . r
* Mounting pad included -n
+ Two 5/16" studs on 2" centers ‘3.’)
m
Part Plug q Lens Number of | Housing Amps
Number Lamp Connector Side 1 Plug Side 2 Color Bulbs Color Volts Major/Minor
) . Packard 12010996/
4805AAY115  Hardwired Hardwired Packard 12010973 Yellow 2 Black 12 2.1/0.5
) . Packard 12015791/
4805AAY118 Hardwired Hardwired Packard 12015792 Yellow 2 Black 12 2.1/0.5
4805AY116 Hardwired Hardwired = Packard 12052457 Red|Yellow 2 Chrome 12 2.1/0.5
4805AY117 Hardwired Hardwired Packard 12052457 Red|Yellow 2 Chrome 12 2.1/0.5
4874AY101  Hardwired Hardwired 180 Bullet/ Yellow 1 Chrome 12 2.1/05
Female .180 Bullet
5800 SERIES, DUAL FACE, INCANDESCENT, POLYCARBONATE, S
(2]
3 WIRE, RECTANGULAR, 2 STUD MOUNT >
=)
m
(7]
Signa|-Stat" + Polycarbonate snap-On/snap-off lens - no screws f.a
» Special Packard Metri-Pack connector E'
m + Combination side marker lamp and reflex reflector lens r_4'80 | 275
1 YEAR » Mounts left or right T
e » Unbreakable, easy bulb replacement one lens sealed, 525
one lens snaps on/off _[ 8
» For quick, easy connection that eliminates corrosion 'Jg
Isolates the bulb from the jarring effects of road shock —I2.00- M6 X 1.0 thread .
and vibration B
» For front turn signal, park and side marker m

Eliminates the need for separate side marker lamp and
reflex reflector

» Positive lens fit, corrosion proof, watertight

+ GM #15565531

Part Number of | Housing Amps

Lamp Connector Plug Side 1 Plug Side 2 Bulbs Color Major/Minor

Number
5800AA Packard Connector Packard Connector  Stripped End Yellow 1 Black 12 2.1/0.59

5800AAK Packard Connector Packard Connector  Stripped End Yellow 1 Black 12 2.1/0.59
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LIGHT MODULES -IEHI“:I:HI“

a 40® SERIES, LED, STOP/TURN/TAIL

w
-
+ Features universal mount designed to retrofit
a wide variety of vehicles
+ Kits include metal mounting box with side O
marker lamp and reflector 2
+ Optional mounting gasket available to
provide extra seal between module and body
+ Truck-Lite or Signal-Stat LED lighting
modules also available
Part . Mount/Trim : Harness Harness
N s Position Color S/T/T Light Part# Part# Part# Volts
40626 LH Gray 40626 44222R 50200 12
40627 RH Gray 40626 44222R 50200 12
MODULE COMPONENTS
S/TP/';rIt_éght HS;nr(ta:s Hggl]%?s Standards Met Compliance Family
Part # 40626 44222R 50200 AlI6|P2|S2|T FMVSS 108|CMVSS 108|DOT|SAE
Quantity 2 1 1
a 40°® SERIES, LED, STOP/TURN/TAIL | MARKER CLEARANCE
w
-

+ Features universal mount designed to retrofit

a wide variety of vehicles —
+ Kits include metal mounting box with side 1R

JRRAY

marker lamp and reflector
+ Optional mounting gasket available to
provide extra seal between module and body
+ Truck-Lite or Signal-Stat LED lighting
modules also available

] e

Part . Mount/Trim ; M/C Light
NUTSEr Position Color S/T/T Light Part# Part#
40637 LH Black 44326R 19250R 12
40638 RH Black 44326R 19250R 12
MODULE COMPONENTS
S/TFngt_#;ght M/lDCalthht Standards Met Compliance Family
Part # 44326R 19250R All6|P2|S2|T FMVSS 108|CMVSS 108|DOT|SAE

Quantity 2 1




-IE“I“:I:IIIIE LIGHT MODULES

40® SERIES, LED, BACK-UP | LICENSE | STOP/TURN/TAIL

1 YEAR Features heavy-gauge metal module

+ Comes with pre-assembled junction
'RA

box with wiring harness

+ 40894 features Peterbilt
replacement with red LED lamps
and excludes junction box R 26

-
m
* Mounts between frame rail
N .
4.?2{)«}

o i_ _'lo_:_'_ql‘ O o T
CL €00 }

Mount/Trim B/U Light Part# License Light S/T/T Light Grommet

Part# Part# Part#

Color

40894 Black 40204 19206 44302R 40700 12

MODULE COMPONENTS

B/U Light License S/T/T Light | Grommet - q
Parts Light Part# Part# Parti Standards Met Compliance Family
Part # 40204 19206 44302R 40700 S2|I6|AIR|T FMVSS 108|CMVSS 108|DOT|SAE
Quantity 1 1 2 3

SUPER 44®, LED, STOP/TURN/TAIL | BACK-UP |

-
m
TURN SIGNAL | SIDE MARKER =)
+ Popular on straight truck > (7]
applications . — %
+ Features metal module box with @ @ I g

id ki d back-up | 8
side marker and back-up lamps © © _L 2

=

Part Position Mount/Trim | S/T/T Light | Turn Signal | B/U Light | M/C Light | Grommet
Number Color Part# Light Part# Part# Part# Part#
44808 RH Black 44302R 44201Y 44206C 19250R 40700 12
44809 LH Black 44302R 44201Y 44206C 19250R 40700 12
MODULE COMPONENTS
Parth Light Part# Part Parth Standards Met Compliance Family

Part # 44302R 44201Y 44206C 19250R 40700 AlI6|P2|R|S2IT  FMVSS 108|CMVSS 108|DOT|SAE
Quantity 1 1 1 1 3



LIGHT MODULES -IEHI“:I:HI“

SIGNAL-STAT, LED, MARKER CLEARANCE | Signal-Stat
STOP/TURN/TAIL, KIT

LED

a wide variety of vehicles
+ Kits include metal mounting box with side 7

marker lamp and reflector
+ Optional mounting gasket available to

provide extra seal between module and body
+ Truck-Lite or Signal-Stat LED lighting

modules also available

+ Features universal mount designed to retrofit
RN
(1 YEAR]

=
ol
?
-
<
Z
o
n

Part

Position Mount/Trim M/CLight | o7 ignt Parts | Grommet Volts

Number Color Part# Part#
9536 LH Black 1960 4050 40700 12
9537 RH Black 1960 4050 40700 12

MODULE COMPONENTS
M/'g)arl_tight S/T,grl{;;ght Grgg:{;et Standards Met Compliance Family
Part # 1960 4050 40700 All6|P2|S2|T FMVSS 108|CMVSS 108|DOT|SAE
Quantity 1 2 2

40® SERIES, LED, STOP/TURN/TAIL | BACK-UP |

=
4
) TURN SIGNAL | SIDE MARKER
@
2
< 5750 + Popular on straight truck applications
g ———— I + Features metal module box with side e
= ‘ 1 YEAR
= @ @ marker and back-up lamps o
(a] 6375 R
w OO
i = E—
B o o | _2115:)0 i
I i
. Mount/Trim | S/T/T Light | Turn Signal | B/U Light | M/C Light | Grommet
sl ‘ Color Part# ‘ Light Part# | Part# Part# Part# | Volts
40808 RH Black 44302R 44201Y 40244 21201R 40700 12
40809 LH Black 44302R 44201Y 40244 21201R 40700 12
MODULE COMPONENTS
S/T/T Light | Turn Signal | B/U Light M/C Light Grommet . .
Part# Light Part# Parti Part# Part# Standards Met Compliance Family
Part # 44302R 44201Y 40244 21201R 40700 FMVSS 108|CMVSS 108

All6|P2|R|S2|T
Quantity 1 1 1 1 3 I6IP2IRIS2IT poTisae




-I‘aiilm:l:ml“ LIGHT MODULES

45® SERIES, LED/INCANDESCENT, STOP/TURN/TAIL
| BACK-UP | TURN SIGNAL

+ Features weather-resistant synthetic

rubber and polypropylene construction ”—anm—-l 71.3mmﬂ233mm

o + Three-lamp module includes one each FL
multi-volt LED S/T lamp, LED turn mmm
signal lamp and sealed reverse lamp L
+ Mounts on four studs, each set on L

78mm centers, 131mm apart
* Module includes a 1.25m harness

-
m
(]
S~
Z
(2
>
Z
o]
m
(/2]
(9]
m
z
=

Nuer Position Mount/Trim L Plug Side 1 PlugSide2 | Volts
45420 RH Black Hardwired|PL-2 PL-2 Blunt Cut 24
45423 LH Black Hardwired|PL-2 PL-2 Blunt Cut 24
45430 RH Black Hardwired|PL-2 PL-2 Blunt Cut 12
45433 LH Black Hardwired|PL-2 PL-2 Blunt Cut 12

Standards Met Compliance Family

R3|R6|R7|R23  ECE

45® SERIES, LED/INCANDESCENT, STOP/TURN/TAIL
| TURN SIGNAL | REAR FOG LAMP

m » Features weather-resistant synthetic
1 R rubber and polypropylene construction

» Three-lamp module includes one each

multi-volt LED rear position/stop lamp,
direction indicator lamp and rear fog
lamp

» Mounts on four studs, each set on
78mm centers, 131mm apart

* Module includes a 1.25m harness

-
m
O
~
Z
()
>
<
o]
m
(/2]
(@)
m
z
=

Part - Mount/Trim Lamp - :
Position Color CEmeien Plug Side 1 Plug Side 2 Volts
45421 RH Black Hardwired Hardwired Blunt Cut 12|24
45422 LH Black Hardwired Hardwired Blunt Cut 12|24

Standards Met Compliance Family

R6|R7|R38 ECE




LIGHT MODULES -IEHI“:I:HI“

45® SERIES, LED/INCANDESCENT, STOP/TURN/TAIL

=
4
g | BACK-UP | TURN SIGNAL | REAR FOG LAMP
w
% Features weather-resistant synthetic

rubber and polypropylene construction =
2 71'3mmﬂ23'3mm + Four-lamp module includes one each 1R
~ multi-volt LED rear position/stop lamp, 2
a 158 mm) LED direction indicator lamp, LED rear
|

fog lamp and sealed reverse lamp
Mounts on four studs, each set on

78mm centers, 219mm apart
* Module includes a 1.25m harness
Part . Mount/Trim Lamp ; q
Position Color SR Plug Side 1 Plug Side 2

45626 RH Black Hardwired|PL-2 PL-2 Blunt Cut 24

45627 LH Black Hardwired|PL-2 PL-2 Blunt Cut 24

Standards Met Compliance Family

R3|R6|R7|R23|R38 ECE

Part " Mount/Trim Lamp q ]

NS Position Color ConmEsitten Plug Side 1 Plug Side 2
45630 RH Black Hardwired|PL-2  PL-2 Blunt Cut 12
45631 LH Black Hardwired|PL-2 ~ PL-2 Blunt Cut 12

Standards Met ‘ Compliance Family
R6|R7|R23 ECE

40°® SERIES, INCANDESCENT, STOP/TURN/TAIL, PVC

=
4
3
» Features high-impact plastic
i [0 module box m
a . 1 YEAR
4 * Mountsin 11" x 5.12" hole Bl
g + Optional mounting gasket 2
z available to provide extra seal
between module and body
| 2300 l—asoo-l
Nfr%rger Position Moggtlg;rim S/Tlgr#ght Harness | Harness | Grommet | Housing
40742 LH Black 40202R 50200 50201 40700 40722 12
40743 RH Black 40202R 50200 50201 40700 40722 12
MODULE COMPONENTS
S/Tlé'grlt_éght Harness Harness Grommet Housing Sta&céatlrds Compliance Family
Part # 40202R 50200 50201 40700 40722 PoIS2lI6[T FMVSS 108|CMVSS 108|
Quantity 2 1 1 2 1 DOT|SAE



-IE“I“:I:IIIIE LIGHT MODULES

40° SERIES, INCANDESCENT, STOP/TURN/TAIL, STEEL

+ Features metal mounting flange with 11.600
high-impact plastic module box ‘ '_45()0_'
+ Optional mounting gasket #97938 ) Tﬂb
available to provide extra seal T
5.700
LT

between module and body

b 12,400 -J. LQSCOJ

e

lerﬁrl;er Position Trm?g:)tl/or S/T/T Light Part# | Harness | Harness | Grommet | Housing

40746 LH Black 40202R 50200 50201 40700 40722 40721 12

40747 RH Black 40202R 50200 50201 40700 40722 40721 12
MODULE COMPONENTS

S/Té;b;ght Harness Harness Grommet Housing ';/II%TJ%? Sta’\n/l%atlrds Compliance Family
Part # 40202R 50200 50201 40700 40722 40721 FMVSS 108|
- S2|I6|R|T CMVSS 108|

Quantity 2 1 1 2 3 1 DOT|SAE

40® SERIES, INCANDESCENT, STOP/TURN/TAIL
| TURN SIGNAL | SIDE MARKER, STEEL
@ e B

YEAR o (] \4 |

<
o
>
Z
O
m
(2]
(@)
m
Z
s |

+ Features metal module box with
side marker and turn signal lamps

rmrm—r -

Part Position Mount/Trim | S/T/T Light | Turn Signal M/C Light Grommet
Number Color Part# Light Part# Part# Part#

40762 LH Black 40242R 40241Y 19200R 40700 12
40763 RH Black 40242R 40241Y 19200R 40700 12
MODULE COMPONENTS
S/T/T Light | Turn Signal | M/C Light Grommet Standards : ;
Part# | Light Part# | Parth Part# Met Compliance Family

Part # 40242R 40241Y 19200R 40700 FMVSS 108|CMVSS 108|
i I6|AIP2|T DOT|SAE
Quantity 2 1 1 3




LIGHT MODULES -IEHI“:I:HI“

40® SERIES, INCANDESCENT, STOP/TURN/TAIL |

-

=

& MARKER CLEARANCE | SIDE MARKER

17}

% 3,060 » Features universal mount designed

g [2,5251“ tq re.trofit a wide variety Qf vehicles 1 R
=z + Kits include metal mounting box DA

JRRAY

with side marker lamp and reflector
+ Optional mounting gasket available
to provide extra seal between
module and body
+ Truck-Lite or Signal-Stat LED
lighting modules also available

fo— )

Part - M t/Tri g M/C Light
positon | MO | 17 Ligntpars | MOLE | crommet | vt
40756 LH Black 40202R 19200R 40700 12
40757 RH Black 40202R 19200R 40700 12
MODULE COMPONENTS
S/Té;rlt_#;ght M/gahight Grommet Sta&%at\rds Compliance Family
Part # 40202R 19200R 40700 FMVSS 108|CMVSS 108|
AlIBP2IS2IT  [oTiSAE
Quantity 2 1 2

40® SERIES, INCANDESCENT, STOP/TURN/TAIL |

=
4
3 BACK-UP | TURN SIGNAL | SIDE MARKER
:
» Popular on straight truck
E { 5750 apglications ’ m
(&) . 1 YEAR
> (R — » Features metal module box with
= | side marker and back-up lamps =
1 © © 8375 » Upgrade to LED lighting system,
® ® [ use part #40808 and 40809
= T
Ejj o] O __;%n arﬁ
| - !
Part - Mount/Trim S/T/T Light | Turn Signal | B/U Light | M/C Light
PSR Color Part# | Light Part# = Parth Parti | Grommet
40790 RH Black 40242R 40241Y 40244 21201R 40700 12
40791 LH Black 40242R 40241Y 40244 21201R 40700 12

MODULE COMPONENTS

S/T/T Light | Turn Signal | B/U Light M/C Light Standards q :
Part# | Light Part# | Parth Parté Grommet Met Compliance Family
Part # 40242R  40241Y 40244 21201R 40700
AllslP2jRis2[T  FMVSS 108

|
Quantity 1 1 1 1 3 CMVSS 108|DOT|SAE




-IE“I“:I:IIIIE LIGHT MODULES

40® SERIES, INCANDESCENT, STOP/TURN/TAIL | S
BACK-UP | SIDE MARKER §z>’
@)
m
+ Popular on straight truck applications { 5150 (7]
1 + Features metal module box with side ———t400—— ‘ f..n>
DS marker and back-up lamps | Z
OLOL0) T .
ONS4O |
o= 7T
@ o) 0 | oo “T’S
|- 21200 ] :
Position Mount/Trim comamp. Plug Side 1 Plug Side2 | Volts
40758 LH Black PL-2 PL-2 Ring Terminal 12
40759 RH Black PL-2 PL-2 Ring Terminal 12

REPLACEMENT PARTS / KIT COMPONENTS
Module S/T/T Light | B/U Light | M/C Light

Part# Part# Part# Parté Grommet Standards Met Compliance Family
40758 40242R 40244 21201R 40700 All6|P2|RIS2|T E'\c/)I\T/lsssA é08ICMVSS 108
40759 40242R 40244 21201R 40700

40® SERIES, INCANDESCENT, STOP/TURN/TAIL |
BACK-UP | LICENSE

« Mounts between frame rail

» Features heavy-gauge metal module

o + Comes with pre-assembled junction box

Z
[
>
=
o)
m
»
(@)
m
Z
=

with wiring harness

L - 4.720
o i“"‘o—;""af O o T T
O_#00)] +

Part Mount/Trim

B/U Light License Light

Number Color S/T/T Light Part# Parth Part Grommet
40850 Black 40242R 40204 19206 40700 12
MODULE COMPONENTS
S/TF/’ZrIt_ii#ght B/ILDJaIr_tight Liceg:ﬁ#ight EETER Standards Met —
Part # 40242R 40204 19206 40700 FMVSS 108|CMVSS 108|
AlI6|P2|R|S2|T DOT|SAE

Quantity 2 1 1 3




LIGHT MODULES -IEHI“:I:HI“

40® SERIES, INCANDESCENT, STOP/TURN/TAIL |

[
4
3] BACK-UP, KIT
@
% » Features high-impact plastic
< [0 module box P
(&) . " " 1 YEAR
b4 * Mountsin 11" x 5.12" hole
= » Optional mounting gasket available 2
to provide extra seal between
module and body
l—a.soo-l
Nfrﬁrtt)er Position Mogr;tlgl:rim S/-I—F/,;_tﬂght B/é’JaIFtight Harness | Housing Grommet
40748 LH Black 40242R 40244 50201 40722 40700 12
40749 RH Black 40242R 40244 50201 40722 40700 12
MODULE COMPONENTS
S/Tlgrlt_éght B/ngaIFtight Harness Housing Grommet Sta,r\1/|deatlrds Compliance Family
Part # 40242R 40244 50201 40722 40700 FMVSS 108|CMVSS 108|
P2|S2|16|T
DOT|SAE
Quantity 1 1 1 1 2
& 40° SERIES, INCANDESCENT, STOP/TURN/TAIL |
3] BACK-UP, KIT
&
% » Features metal mounting
< flange with high-impact m
(&) ) 1 YEAR
2 plastic module box
= + Optional mounting &
gasket #97938 available
to provide extra seal
between module and body
Position Mogrcm)tlgl;rim Sfré;rltight B/gahight Harness Housing | Grommet
40754 LH Black 40242R 40244 50201 40721 40722 40700 12
40755 RH Black 40242R 40244 50201 40721 40722 40700 12
MODULE COMPONENTS
S/T/T Light | B/U Light Flange : Standards ) .
Part Parti Harness | \1oint | Housing Grommet Mot Compliance Family
Part # 40242R 40244 50201 40721 40722 40700 S2|I6|RIT FMVSS 108|CMVSS 108|

DOT|SAE
Quantity 1 1 1 1 1 2 OT|S




-IE“I“:I:IIIIE LIGHT MODULES

SIGNAL-STAT, INCANDESCENT, STOP/TURN/TAIL | BACK-UP

Z

2

+ Unique housing offers shock =z

absorbency and allows lamp |-U|-|
replacement without tools 8

» Features rugged thermoplastic rubber m

housing 5

» High-impact polypropylene cover
« Pre-wired terminal contact strip included

i
()
<
>
Part i Mount/Trim | S/T/T Light | B/U Light : 7
Position Parth Housing “J_j
45740 LH Black 45202R 45204 45323 45333 12 »
45741 RH Black 45202R 45204 45323 45333 12
MODULE COMPONENTS
S/TIQHLLght B/gaIFtight Housing Cover Standards Met Compliance Family
FMVSS 108|CMVSS 108|
Part # 45202R 45204 45323 45333 P2|S2|I6|RIAIT DOTISAE
Quantity 2 1 1 1

SIGNAL-STAT, INCANDESCENT, STOP/TURN/TAIL |

Z
(2]
BACK-UP | TURN SIGNAL X
4
O
m
m » Unique housing offers shock 8
— absorbency and allows lamp ﬁ'om‘] m
replacement without tools ! 3 . E'
& » Features rugged thermoplastic rubber ’ iR
housing 550
» High-impact polypropylene cover L ) ¢ 17
+ Pre-wired terminal contact strip included —s150— 2810 o0 o)
4
>
i
(7]
=
Part i Mount/Trim | S/T/T Light | B/U Light | Turn Signal : =
Position Parti Light Part# Housing
45742 LH Black 45202R 45204 45201Y 45323 45333 12
45743 RH Black 45202R 45204 45201Y 45323 45333 12
MODULE COMPONENTS
S/T/T Light | B/U Light | Turn Signal ; : :
Part# Parti Light Part# Housing Cover Standards Met Compliance Family
Part # 45202R 45204 45201Y 45323 45333 P2|S2|I6|RIAIT E“(g%i é 08|CMVSS 108|

Quantity 1 1 1 1 1




ATTENTION!

For Signal-Stat Marker &
Clearance products, see
addendum on page 585.

MARKER &
CLEARANCE
LIGHTS




LED LIGHTS Pages 122-144

SERIES COMMON SIZE PAGES
10@ Series 2.5" 122-126
12®@ Series 2" x 3" 126

15@ Series 1" x 2" 126-127
18®@ Series 2" x 5" 128

19@ Series 1" x 4" 129-130
21® Series 2" x 6" 130-132
25® Series 2" x 5" 132-133
26 Series 2" x 5" 134

30® Series 2" 134-140
33® Series 0.75" 140-142
35® Series 1" x 4" 143

36 Series 1" x 2" 144

INCANDESCENT LIGHTS Pages 145-163

SERIES COMMON SIZE PAGES
10® Series 2" x 5" 145-146
Super 10® Series 2" x 5" 147

12® Series 2" x 3" 148

13 Series 2" x 4" 149

14 Series 2" x 3" 150

15@ Series 1" x 2" 150-151
18®@ Series 2" x 5" 151

19@ Series 1" x 4" 152

21® Series 2" x 6" 153-154
Super 21® Series 2" x 6" 154-156
25@ Series Multiple 156-157
26 Series Multiple 158-160
30® Series 2" 161-163
60® Series 2" x 6" 163
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MARKER & CLEARANCE LIGHTS

Trucklite

Marker/Clearance
Lighting

Truck-Lite’s LED marker and clearance lighting is

designed to exceed legal requirements when

correctly mounted. A variety of styles and mounting
options allow for easy customization and provide the safety
and visibility that you’ve come to expect from Truck-Lite.

Shapes Round, Oval, Rectangular, Triangular, Beehive, Winged
Grommet, Flange, Bracket, 2 Screw, 4 Screw, Adhesive,
Mount Types 2 Bolt, 1 Stud, 2 Stud
. Lamp Connector - : LAMP
Connection :
. The connector type :
Information located on the back ~ :.......!
of alamp
When it comes to choosing
the correct lamps for your Plug Side 1 LAMP PLUG
truck or trailer, it’s important The connection
to know the connection type o OF—
L between a plug and :
on your vehicle’s harness. : :
alamp
If the harness connector type
does not match your desired
light lamp connector), you Plug Side 2
will need a plug to complete The connection pPLUG TRAILER
the connection. between a plug and a O—1

trailer’s harness OO




MARKER & CLEARANCE LIGHTS

‘Y2 Manufacturing
£ & Quality

Testing
[h & Safety

Truck-Lite’s LED marker/clearance
lighting is built using premium
materials and backed by industry-
leading warranties. Designed to last
the life of your vehicle, Truck-Lite’s
solid-state construction and sealed
circuitry mean that you can depend
on your lighting to withstand shock,
vibration, moisture and debris.

All Truck-Lite lamps are subjected
to rigorous environmental,
electrical and mechanical testing
before they are validated and
released to the market.

All lamps comply with
FMVSS/CMVSS-108, SAE and DOT

standards when properly mounted.

Performance
& Maintenance

Io

* Lower energy consumption,
allowing more power for other
vehicle requirements

* Impact-resistant lenses and
rugged housing protect against
damage from even the toughest
applications

+ Sealed electronics resist damage
caused by moisture and corrosion

* Reduced lighting costs associated
with physical damage and heat
entrapment
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LIGHTS MARKER & CLEARANCE LIGHTS LED

10® SERIES, LED, GROMMET MOUNT

[a]
w
-
+ Most advanced and cost-effective 2-1/2”
clearance and marker lamp
m + Completely sealed electronics resist
o corrosion and moisture
w Less current draw, resulting in increased
(7] . . .
o battery and alternator life while allowing
O more power for other vehicle requirements
Polycarbonate lens
Nfrﬁger Lens Color ‘ Lamp Connector Volts Diodes Lighting Codes Warranty
10250R Red Fit 'N Forget M/C 12 0.03 2 P2, PC LIFETIME
10250Y  Yellow Fit 'N Forget M/C 12 0.08 2 P2 LIFETIME
10256R Red Fit 'N Forget M/C 12|24 0.05 3 P2, PC LIFETIME
10256Y  Yellow Fit 'N Forget M/C 12|24 0.05 3) P2, PC LIFETIME
10275R Red PL-10 12 0.1 8 P2, P3, PC 3-year
10275Y  Yellow PL-10 12 0.1 8 P2, P3, PC 3-year
10286R Red PL-10 12 0.1 8 P2, PC 3-year
10286Y  Yellow PL-10 12 0.1 8 P2, PC 3-year
10375R Red Fit 'N Forget M/C 12 0.1 8 P2, P3, PC LIFETIME
10375Y  Yellow Fit 'N Forget M/C 12 0.1 8 P2, P3, PC LIFETIME
10385R Red Fit 'N Forget M/C 12 0.1 8 P2, PC LIFETIME
10385Y  Yellow Fit 'N Forget M/C 12 0.1 8 P2, PC LIFETIME
a 10® SERIES, LED, GROMMET MOUNT, KIT
-
AVAILABLE Most advanced and cost-effective
CONNECTORS 2-1/2” clearance and marker lamp
ﬂ i . Completely gealed elect.ronlcs
o Q:L\ resist corrosion and moisture
w C-— Less current draw, resulting in
2 increased battery and alternator
o .180 BULLET/ FEMALE . ) )
v RING TERMINAL PL-10 life while allowing more power for
other vehicle requirements
Polycarbonate lens
NLljjrﬁEer (L;g?c)sr Lamp Connector Plug Side 1 Plug Side 2 Volts | Amps | Diodes Lci;gohétiensg Warranty
10050R Red Fit 'N Forget M/C | Fit 'N Forget M/C = Female PL-10 12 0.03 2 P2, PC LIFETIME
10050Y  Yellow  Fit 'N Forget M/C  Fit 'N Forget M/C Female PL-10 12 0.08 2 P2, PC LIFETIME
10075R Red  PL-10 PL-10 .Flso Bullet/ |, 0.1 8 P2,P3,PC  3-year
ing Terminal
10075Y  Yellow PL-10 PL-10 80 Bullst/ | 45 0.1 8 P2,P3,PC  3-year
ing Terminal
10076R Red Fit 'N Forget M/C | Fit 'N Forget M/C = Female PL-10 12 0.1 8 P2, P3, PC LIFETIME
10076Y  Yellow  Fit 'N Forget M/C  Fit 'N Forget M/C Female PL-10 12 0.1 8 P2, P3, PC LIFETIME
10085R Red Fit 'N Forget M/C | Fit 'N Forget M/C = Female PL-10 12 0.1 8 P2, P3, PC LIFETIME
10085Y  Yellow  Fit'N Forget M/C @ Fit 'N Forget M/C Female PL-10 12 0.1 8 P2, P3, PC LIFETIME
10086R  Red  PL-10 PL-10 80 Bullet/ 45 0.1 8 P2, PC 3-year
ing Terminal
10086Y  Yelow PL-10 PL-10 lEUELTRT 01 8 P2, PC 3-year

122

Ring Terminal



LED MARKER & CLEARANCE LIGHTS

10® SERIES, LED, ROUND, FLANGE MOUNT

» Most advanced and cost effective
2-1/2” clearance and marker lamp

« Completely sealed electronics
resist corrosion and moisture

» Less current draw, resulting in
increased battery and alternator
life while allowing more power for
other vehicle requirements

+ Electronics completely sealed
in epoxy to resist corrosion and
moisture

» Polycarbonate lens

LIGHTS

Nfrﬁger Lens Color | Mount Color | Lamp Connector Volts Amps Diodes Lci:gohdt?sg
10251R Red Gray Fit 'N Forget M/C 12 0.03 2 P2, PC
10251Y Yellow Gray Fit 'N Forget M/C 12 0.08 2 P2, PC
10271Y Yellow Gray Fit 'N Forget M/C 12 0.08 2 P2, PC
10279R Red Gray PL-10 12 0.1 8 P2, P3, PC
10279Y  Yellow Gray PL-10 12 0.1 8 P2, P3, PC
10379R Red Gray Fit 'N Forget M/C 12 0.1 8 P2, P3, PC
10379Y Yellow Gray Fit 'N Forget M/C 12 0.1 8 P2, P3, PC

10® SERIES, LED, ROUND, FLANGE MOUNT, KIT

* Most advanced and cost- AVAILABLE
effective 2-1/2” clearance CONNECTORS
and marker lamp

+ Completely sealed 0§r§&
electronics resist corrosion C-—

and moisture 180BULLET/  FEMALE
* Polycarbonate lens RINGTERMINAL ~ PL-10

Nfgger CoLnanrggtor Plug Side 1 | Plug Side 2 Diodes
10051R  Red  Gray 0 For@et FUNFOOet poraepi10 12 003 2
10051Y  Yellow Gray 0 For@et FUNFOrOet poraepi1o 12 008 2
10079R  Red  Gray  PL-10 PL-10 'Fliﬁg Bulet/ 12 01 8
10079Y  Yelow Gray  PL-10 PL-10 'Fliﬁg Bullet/ 12 01 8
10089R Red  Gray  PL-10 PL-10 'Fliﬁg ?:r':f%al 12 0.1 8
10090R  Red  Gray v o098t B NFOOCt peaiepro 12 0.1 8
10090Y  Yellow Gray E/Ilt/CN Forget E/Ilt/CN Forget  remale PL-10 12 0.1 8
10289R Red  Gray  PL-10 PL-10 S 0.1 8

Ring Terminal

PARTS INCLUDED IN KITS ABOVE

Lighting
Codes

P2, PC
P2, PC
P2, P3, PC
P2, P3, PC
P2, PC
P2, P3, PC
P2, P3, PC

P2, PC

Warranty
LIFETIME
LIFETIME
LIFETIME

3-year

3-year
LIFETIME
LIFETIME

Warranty

LIFETIME
LIFETIME
3-year
3-year
3-year
LIFETIME
LIFETIME

3-year

KIT # Included Parts KIT # Included Parts KIT # Included Parts

10051R  10251r light, 93745 plug 10079Y 10279y light, 94964 plug 10090Y
10051Y 10251y light, 93745 plug 10089R  10289r light, 94964 plug
10079R  10279r light, 94964 plug 10090R  10379r light, 93745 plug

10379y light, 93745 plug

a3

s3l43s ok

aa

S3143s ok
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LED

10 SERIES
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LIGHTS MARKER & CLEARANCE LIGHTS LED

10® SERIES, LED, ROUND, FLUSH MOUNT

+ Most advanced and cost-effective 2-1/2”
clearance and marker lamp

+ Completely sealed electronics resist
corrosion and moisture

+ Less current draw, resulting in increased
battery and alternator life while allowing
more power for other vehicle requirements

+ Electronics completely sealed in epoxy to
resist corrosion and moisture

+ Polycarbonate lens

Nllfr?wger Lens Color | Mount Color | Lamp Connector Volts Amps Diodes Lci:gohc;ci:sg Warranty
10288Y Yellow Black PL-10 12 0.1 8 P2, PC 3-year
10289Y Yellow Gray PL-10 12 0.1 8 P2, PC 3-year
10389R Red Gray Fit 'N Forget M/C 12 0.1 8 P2, PC LIFETIME
10389Y Yellow Gray Fit 'N Forget M/C 12 0.1 8 P2, PC LIFETIME
10391R Red Black Fit 'N Forget M/C 12 0.1 8 P2, PC LIFETIME
10391Y Yellow Black Fit 'N Forget M/C 12 0.1 8 P2, PC LIFETIME

Looking for even more
product information?

&

Powerful Search 360° Product Easy-To-Find
Function Images Replacement
Parts



LED MARKER & CLEARANCE LIGHTS LIGHTS

10® SERIES, LED, ROUND, FLUSH MOUNT, KIT

» Most advanced and cost-effective 2-1/2” AVAILABLE
clearance and marker lamp CONNECTORS
+ Completely sealed electronics resist P
corrosion and moisture 0?&\ " 1
» Less current draw, resulting in increased C-— ’

battery and alternator Ilfe.whlle aII.owmg 180 BULLET/ FEVALE
more power for other vehicle requirements RING TERMINAL PL0
« Electronics completely sealed in epoxy to
resist corrosion and moisture
» Polycarbonate lens

ot coamp .| PlugSide1 | Plug Side 2 Diodes | 9MNG | warranty
10089Y  Yellow Gray  PL-10 PL-10 Qiﬁg Bulel/ 12 0.1 8 P2, PC 3-year
10091R  Red  Gray ,f,'lt/CN Forget ,f/'lt/CN Forget remale PL-10 12 0.1 8 P2, PC LIFETIME
10091 Yelow Gray i Forget Bt NForget oo prio 12 0.1 8 P2, PC LIFETIME
10092R  Red  Black i Forget HENForget pemaieprto 12 0.1 8 P2, PC LIFETIME
10092Y  Yelow Black [N Forget Bt NForget oo prio 12 0.1 8 P2, PC LIFETIME
10288R  Red Black  PL-10 PL-10 180 Bullet/ 4, 0.1 8 P2, PC 3-year

Ring Terminal

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts KIT # Included Parts

10089Y 10289Y light, 94964 plug 10092R 10391R light, 93745 plug
10091R 10389Y light, 93745 plug 10092Y 10391Y light, 93745 plug

10091Y  10389Y light, 93745 plug

CD Quick Tip: Plug Side 1 vs. Plug Side 2

When buying a plug for your light it’s important to understand what type of connection mates with
the light and what type of termination will mate with the power harness. Plug Side 1 refers to the
side of the plug that mates directly to the light. Plug Side 2 refers to the end of the plug that will
mate with the power source.

Plug Side 1 .
Lamp Plug Side 2

To Light To Power
Connector 4_ _>

aa

S3143s ok
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LIGHTS MARKER & CLEARANCE LIGHTS LED

10® SERIES, LED, GROMMET MOUNT, BEEHIVE

LED

« Popular replacement for cab marker
or corner trailer applications

» Meets SAE 592E standards

» Less current draw, resulting in
increased battery and alternator life
while allowing more power for other
vehicle requirements

» LEDs have no filament, therefore are
not susceptible to shock and vibration

» Not recommended for use with
cam-on mounts

» Polycarbonate lens

10 SERIES

Part
Number

10276R Red PL-10 12 0.05 8 P2 3-year

Lamp
Connector

Lens Color

Volts Amps Diodes Lighting Codes Warranty

10276Y Yellow PL-10 12 0.05 8 P2 3-year

12® SERIES, LED, GROMMET MOUNT

LED

+ SAE PC-rated for combination
clearance/marker applications

+ Snap-in lamp makes installation
fast and easy

+ Lamp gasket #97921 required for
proper lamp and bracket fit

+ Polycarbonate lens

12 SERIES

Part Lamp
Number Connector

12275R Red PL-10 12 0.12 6 P2, PC 3 year
12275Y Yellow PL-10 12 0.12 6 P2, PC 3 year

Lens Color

Amps Diodes Lighting Codes Warranty

15® SERIES, LED, BRACKET MOUNT

LED

+ Designed to fit applications requiring
minimal space

+ Less susceptible to shock and vibration

+ Uses standard mounting holes and
accessories

+ Not suitable for PC applications

+ Draws less current, allowing more power
for other vehicle requirements

+ Direct pin-to-circuit board solders assure
vibration-resistant contacts

+ Polycarbonate lens

15 SERIES

Part

Lamp

N Lens Color Connector Volts Amps Diodes Lighting Codes Warranty
15250R Red PL-10 12 0.05 1 P2, P3 3 year
15250Y Yellow PL-10 12 0.05 3 P2, P3 3 year

126



LED MARKER & CLEARANCE LIGHTS LIGHTS

15® SERIES, LED, BRACKET MOUNT, KIT

+ Sure contact, self-grounding feature AVAILABLE 249

+ Submersible for marine use CONNECTORS | - |

+ Polycarbonate lens T
\ 1.20

\
STRIPPED END @-m
Ty

Plug Side 1 Plug Side 2 Volts Amps | Diodes Légorggsg Warranty

Part Lens Mount Lamp
Number Color Color Connector

.156 Bullet .156 Bullet

15033R Red Chrome Hot Wire Hot Wire Stripped End 12 0.05 1 P2, PC 3 year
.156 Bullet .156 Bullet .
15033Y Yellow  Chrome Hot Wire Hot Wire Stripped End 12 0.05 S P2, PC 3 year

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

15033R 15250R light, 793 bracket, 96904 wire
15033Y 15250Y light, 793 bracket, 96904 wire

15® SERIES, LED, BRACKET MOUNT, DUAL FACE, KIT

+ Designed for use on most AVAILABLE
utility trailer fenders CONNECTORS
+ Wire cover is marked in 1/2”
increments for easy length
modifications
+ Polycarbonate lens

BLUNT
cut

Part o Lamp Lighting
NumSEr Position Lens Color Connector Codes Warranty
15417 LH Red|Yellow Black PL-10 PL-10 Blunt Cut 12 0.05 4 P2, PC 3 year
15418 RH Red|Yellow Black PL-10 PL-10 Blunt Cut 12 0.05 4 P2, PC 3 year

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

15417 15250R light, 15731 bracket mount
15418 15250Y light, 15731 bracket mount

aan

S3y3s St

aan

S3y3s st
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LIGHTS MARKER & CLEARANCE LIGHTS LED

18® SERIES, LED, 2 SCREW BRACKET MOUNT,
REFLECTORIZED, KIT

+ Complies with SAE J592 and J594 when mounted horizontally

+ Brackets utilize standard military color scheme

+ Complies with SAE J592 when mounted horizontally between
0 degrees to 34 degrees rollback

+ Omnivolt Technology (12 or 24 volt systems will run without adjustment)

+ LED life surpasses the 2,000 hours of incandescent bulbs by nearly 50x

+ Lens and housing assemblies constructed of impact-resistant
polycarbonate

+ All electronics fully sealed in epoxy, making lamps less susceptible to
shock and vibration

+ Faster start-up times and low current draw

Part Lamp Plug Side . : Lighting
NuTmEEr CorEsGT 1 Plug Side 2 Diodes Codes Warranty
18088R Red  Tan  Hardwired  Hardwired FemaleMilitary o5 g3 3 AlP2 1-year
Boot/Ring Terminal
18088Y  Yellow Tan Hardwired  Hardwired remaleMilitary o0, o3 3 AlP2 1-year
Boot/Ring Terminal
18085R Red  Green Hardwired  Hardwired emale Military 1224 005 3 AlP2 LIFETIME
Boot/Ring Terminal
18085Y  Yelow Green Hardwired  Hardwired FemaleMilitary ——yop50  go5 3 AlP2 LIFETIME

Boot/Ring Terminal

18® SERIES, LED, 2 SCREW, REFLECTORIZED, KIT

+ Uses standard mounting holes and accessories
+ Draws less current, allowing more power for other vehicle requirements

+ OmniVolt versions also meet ECE standards
; + Not suitable for PC requirements
B + OmniVolt versions address increasing vehicle power demands by operating
equally in electrical systems ranging from 10 to 30 volts
‘; + Meets SAE J592e standards

+ Meets SAE J594f when mounted with no rollout or rollback

nat S ‘ Rount ‘ co2mp . | PlugSide1 | Plug Side 2 ‘ Volts ‘Amps ‘ Diodes‘ Lghting ‘Warranty
18011C Clear Clear Hardwired Hardwired Blunt Cut 12|24 0.02 3 E1 3-year
18011R Red Red Hardwired Hardwired Blunt Cut 12124  0.02 3 AlP2 3-year
18011Y Yellow  Yellow Hardwired Hardwired Blunt Cut 12|24 0.02 3 AlP2 3-year
18050R Red Red Hardwired Hardwired Blunt Cut 12 0.05 3 AlP2 3-year
18050Y Yellow  Yellow Hardwired Hardwired Blunt Cut 12 0.05 3 AlP2 3-year
18060R Red  Red Hardwied  Hardwired ool 12 005 3 AlP2 LIFETIME
18060Y  Yellow Yellow  Hardwired  Hardwired | aoiacd 12 005 3 AlP2 LIFETIME
18070R  Red Red Hardwired  Hardwired \1/\£e0a1tggr72 12 005 3 AlP2 LIFETIME
18070Y  Yellow  Yellow  Hardwired  Hardwired ‘{\;eoitgggz 12 005 3 AlP2 LIFETIME
18090R Red Red Hardwired Hardwired Blunt Cut 12 0.05 3 AP2 3-year
18090Y Yellow  Yellow Hardwired Hardwired Blunt Cut 12 0.05 3 A|P2 3-year



LED

19® SERIES, LED, BRACKET MOUNT

+ Innovative optic design allows combination lamp to function as two

» Draws less current, allowing more power for other vehicle requirements
» Designed to fit applications requiring minimal space
« Must be mounted horizontally
» PC-rated lamps meets requirements when mounted on a 45 degree angle
« Standard red lamps have 2-diode pattern
+ PC-rated red lamps and standard yellow lamps have 4-diode pattern
+ PC-rated yellow lamps have 6-diode pattern

Part
Number

19250R
19250Y
19251R
19251Y
19275R
19275Y
19350R
19350Y
19375R
19375Y

19® SERIES, LED, BRACKET MOUNT, REFLECTORIZED, KIT

Part
Number

19031R
19031Y
19032R
19032Y
19036R
19036Y
19037R
19037Y

Lens Color

Red
Yellow

Clear | Red

Clear | Yellow

Red
Yellow
Red
Yellow
Red
Yellow

Lamp Connector

19 Series Male Pin
19 Series Male Pin
19 Series Male Pin
19 Series Male Pin
19 Series Male Pin
19 Series Male Pin
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C

Popular in trailer and body
applications
+ Features unique plug-in design
for ease of installation
Must be mounted horizontally
+ Low-profile, extra strength base

Red
Yellow
Red
Yellow
Red
Yellow
Red

Yellow

Chrome
Chrome
Black
Black
Chrome
Chrome
Black
Black

Lamp Connector

Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit ‘N Forget M/C

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

19006R
19006Y
19020R
19020Y

19250R light, 19721 bracket
19250Y light, 19721 bracket
19275R light, 19721 bracket
19275Y light, 19721 bracket

12
12
12
12
12
12
12
12
12
12

Volts

0.05
0.05
0.05
0.05
0.05
0.12
0.05
0.05
0.05
0.12

AVAILABLE

Amps

o A ON OO PR~ OODN BN

CONNECTORS

(o el
C—

.180 BULLET/
RING TERMINAL

Plug Side 1

Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C
Fit 'N Forget M/C

19031R
19031Y
19032R
19032Y

Plug Side 2

.180 Bullet/
Ring Terminal
.180 Bullet/
Ring Terminal
.180 Bullet/
Ring Terminal
.180 Bullet/
Ring Terminal
.180 Bullet/
Ring Terminal
.180 Bullet/
Ring Terminal
.180 Bullet/
Ring Terminal
.180 Bullet/
Ring Terminal

Diodes

12
12
12
12
12
12
12
12

0.05
0.05
0.05
0.05
0.05
0.09
0.05
0.09

MARKER & CLEARANCE LIGHTS

Lighting Codes

P2|PC
P2|PC
P2|PC
P2|PC
P2|PC
P2|PC
P2|PC
P2|PC
P2|PC
P2|PC

Diodes

o A~ O A BN B DN

KIT # Included Parts

19350R light, 19748 bracket, 94718 plug
19350R light, 19748 bracket, 94718 plug
19350R light, 19728 bracket, 94718 plug
19350Y light, 19728 bracket, 94718 plug

LIGHTS

Warranty

3-year
3-year
3-year
3-year
3-year
3-year

LIFETIME
LIFETIME
LIFETIME
LIFETIME

Lighting
Codes

P2|PC
P2|PC
P2|PC
P2|PC
P2|PC
P2|PC
P2|PC
P2|PC

Warranty

LIFETIME
LIFETIME
LIFETIME
LIFETIME
LIFETIME
LIFETIME
LIFETIME
LIFETIME

aan

S3143S 61

aa

S31H3S 61
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LIGHTS MARKER & CLEARANCE LIGHTS LED

19® SERIES, LED, BRACKET MOUNT, HARDWIRED,
REFLECTORIZED, KIT

+ Innovative optic design allows combination lamp to function as two

- Draws less current, allowing more power for other vehicle requirements

———— + Designed to fit applications requiring minimal space
) + Must be mounted horizontally

+ PC-rated lamps meets requirements when mounted on a 45 degree angle

+ Standard red lamps have 2-diode pattern
+ PC-rated red lamps and standard yellow lamps have 4-diode pattern
+ PC-rated yellow lamps have 6-diode pattern

Part Lamp Diodes Lighting

Number Connector Codes Wai=nty
19006R Red Gray Hardwired Hardwired Stripped End 12 0.05 2 P2 3-year
19006Y Yellow  Gray Hardwired Hardwired Stripped End 12 0.05 4 P2|PC 3-year
19020R Red Gray Hardwired Hardwired Stripped End 12 0.1 4 P2|PC 3-year
19020Y Yellow  Gray Hardwired Hardwired Stripped End 12 0.1 6 P2|PC 3-year

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts KIT # Included Parts

19006R 19250R light, 19721 bracket 19020R 19275R light, 19721 bracket
19006Y 19250Y light, 19721 bracket 19020Y 19275Y light, 19721 bracket

21® SERIES, LED, 2 SCREW

Innovative optic design allows one PC rated
lamp the ability to function as two

+ Draws less current, allowing more power for
other vehicle requirements

+ Uses standard mounting holes and accessories

+ Standard lamps have 3-diode pattern

+ PC rated lamps have 8-diode pattern

Part Lighting

N Lens Color | Mount Color | Lamp Connector Diodes Codes Warranty
21275R Red Red Fit ‘N Forget M/C 12 0.1 8 P2|PC LIFETIME
21275Y  Yellow Yellow Fit 'N Forget M/C 12 0.1 8 P2|PC LIFETIME



LED MARKER & CLEARANCE LIGHTS LIGHTS

21® SERIES, LED, 2 SCREW, HARDWIRED

a3l

» Popular replacement on Freightliner vehicles where lamp is not
mounted on a curved location

« Electronics completely sealed in epoxy to resist corrosion and moisture

« Less susceptible to shock and vibration

» LED lamps offer superior brightness and faster start time than
incandescent versions

S3143S 61

Part Lamp Lighting

NSy o Plug Side 2 Diodes Codes Warranty
21093Y Yellow  Yellow Hardwired Hardwired 3 Position Connector 12 0.17/0.03 16 P2|PC LIFETIME
21090Y Yellow  Yellow Hardwired AMP 282105-1 AMP 282105-1 12 0.17/0.03 16 P2|PC LIFETIME
21091Y Yellow  Yellow Hardwired AMP 282105-1 AMP 282105-1 12 0.16/0.03 16 P2|PC LIFETIME
21092Y Yellow  Yellow Hardwired AMP 282105-1 AMP 282105-1 12 0.16/0.03 16 P2|PC LIFETIME
21094Y Yellow  Yellow Hardwired AMP 282105-1 AMP 282105-1 12 0.16/0.03 16 P2|PC LIFETIME
21095Y Yellow  Yellow Hardwired AMP 282105-1 AMP 282105-1 12 0.16/0.03 16 P2|PC LIFETIME
21096Y Yellow  Yellow Hardwired AMP 282105-1 AMP 282105-1 12 0.16/0.03 16 P2|PC LIFETIME
21® SERIES, LED, 2 SCREW, KIT =
o)
» Innovative optic design allows one AVAILABLE
PC rated lamp the ability to function CONNECTORS
as two . R
- Draws less current, allowing more Ny = =g | (7]
power for other vehicle requirements o= T:IE - ': E
Uses standard mounting holes and -_— R —e— m
accessories P e
« Standard lamps have 3-diode .180 BULLET/
pattern RING TERMINAL
+ PC rated lamps have 8-diode pattern
Wi Lons | Mount - Lamp - pyg side 1 Plug Side 2 Volts | Amps | Diodes | (9MINg | warranty
Fit 'N Forget = Fit 'N Forget .180 Bullet/
21075R Red Red M/C M/C Ring Terminal 12 0.1 8 P2|PC LIFETIME
Fit 'N Forget = Fit 'N Forget .180 Bullet/
21075Y Yellow  Yellow M/C M/C Ring Terminal 12 0.1 8 P2|PC LIFETIME

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

21075R  21275R light, 94862 plug
21075Y 21275Y light, 94862 plug
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LIGHTS MARKER & CLEARANCE LIGHTS LED

21® SERIES, LED, 2 SCREW, REFLECTORIZED

[a]
w
|
+ Innovative optic design allows one PC-rated lamp the
ability to function as two
ﬂ Draws less current, allowing more power for other
o vehicle requirements
% Uses standard mounting holes and accessories
—
]

NESE ar Lens Color | Mount Color | Lamp Connector Diodes L(i:gohdtzsg Warranty
21251R Red Red Fit 'N Forget M/C 12 0.1 1 A|P2|PC LIFETIME
21251Y Yellow Yellow Fit 'N Forget M/C 12 0.1 2 A|P2|PC LIFETIME
21256R Red Red Fit ‘N Forget M/C 24 0.05 3 AlP2|PC LIFETIME
21256Y Yellow Yellow Fit ‘N Forget M/C 24 0.05 3 A|P2|PC LIFETIME
21880R Red Red Fit ‘N Forget M/C 12 0.1 1 A|P2|PC LIFETIME
21880Y Yellow Yellow Fit ‘N Forget M/C 12 0.1 2 A|P2|PC LIFETIME

a 21® SERIES, LED, 2 SCREW, REFLECTORIZED, KIT
-
AVAILABLE + Innovative optic design allows
CONNECTORS one PC-rated lamp the ability to
m function as two
o M + Draws less current, allowing
% (O == more power for other vehicle
- C-_— requirements
N + Uses standard mounting holes
180 BULLET/ and accessories
RING TERMINAL
Part Lamp ; Lighting
Number Connector i Plug Side 2 Codes Warranty
Fit 'N Forget Fit 'N Forget .180 Bullet/
21051R Red Red M/C M/C Ring Terminal 12 0.1 1 AlP2|PC  LIFETIME
Fit 'N Forget Fit 'N Forget .180 Bullet/
21051Y Yellow Yellow M/C M/C Ring Terminal 12 0.1 2 AlP2|PC  LIFETIME
Fit 'N Forget Fit 'N Forget .180 Bullet/
21056R Red Red M/C M/C Ring Terminal 24 0.05 3 AlP2|PC  LIFETIME
Fit 'N Forget Fit 'N Forget .180 Bullet/
21056Y Yellow  Yellow M/C M/C Ring Terminal 24 0.05 3 AlP2|PC  LIFETIME
Fit 'N Forget Fit 'N Forget .180 Bullet/
21080R Red Red M/C M/C Ring Terminal 12 0.1 1 AlP2|PC  LIFETIME
Fit 'N Forget Fit 'N Forget .180 Bullet/
21080Y Yellow  Yellow M/C M/C Ring Terminal 12 0.1 2 AIP2|IPC  LIFETIME
a 25 SERIES, LED, 2 SCREW, HARDWIRED, KIT
-
— » Hermetically sealed lens and housing
» Electronics completely sealed in epoxy to resist
W ' - corrosion and moisture
o » Less susceptible to shock and vibration
% » Draws less current, allowing more power for
ITe) other vehicle requirements
(3

« Direct pin-to-circuit board solders assure
vibration-resistant contacts

Part Lens Mount Lamp ; . ; Lighting
NumibEr Callarr Color Connector Plug Side 1 Plug Side 2 Volts Amps | Diodes Codes Warranty
25256Y Yellow | Yellow Hardwired Hardwired PE Connector 12 0.12 6 P2|PC 1-year
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LED MARKER & CLEARANCE LIGHTS LIGHTS

25 SERIES, LED, 2 SCREW

+ Feature unique lens design for
applications requiring a surface
mount combination lamp
Mounting gasket included to improve
seal between lamp and vehicle

« Suitable for PC requirements when
mounted on a 45-degree angle

[ [ r—s.ss%.
—LTLSE_I—z.asJ

478 ——

Part
Number

25784R Red Red Socket Assembly 12 0.1 8 P2|PC 1-year
25784Y Yellow Yellow Socket Assembly 12 0.1 8 P2|PC 1-year

Lens Color | Mount Color Lamp Connector Volts Amps Diodes Légohégsg Warranty

aai

S3I43S S¢

25 SERIES, LED, 2 SCREW, HARDWIRED

» 25750Y features hardwired connections with optional field installable
butt-splice connectors .

» Hermetically sealed lens and housing I e |

» Electronics completely sealed in epoxy to resist corrosion and moisture

» Less susceptible to shock and vibration

« Draws less current, allowing more power for other vehicle requirements

« Direct pin-to-circuit board solders assure vibration resistant contacts

* Includes 97701 mounting gasket with #25250R/Y and 25750Y

« 25750Y is legal when mounted 0 to 40 degree rollback from vertical

NE;rbt o c oﬁlrggt - Plug Side 2 Diodes L(i:gohéglsg Warranty
25250R  Red Red Hardwired = Hardwired = Stripped End = 12 0.1 3 P2|PC LIFETIME
25250Y Yellow  Yellow Hardwired Hardwired = Stripped End 12 0.1 3 P2|PC LIFETIME
25750Y Yellow  Yellow Hardwired Hardwired @ Stripped End 12 0.1 3 P2|PC LIFETIME

aail

S3IH3S ¢

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498
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LIGHTS

MARKER & CLEARANCE LIGHTS

LED

26 SERIES, LED, 2 SCREW, HARDWIRED

Lamp Connector

Part
Number
26250R Red Red Hardwired
26250Y Yellow  Yellow Hardwired
26251R Red Red Hardwired
26251Y Yellow  Yellow Hardwired

Hardwired
Hardwired
Hardwired

Hardwired

+ Popular in trailer and body applications

+ Hardwired design with blunt cut or
molded bullet ends

+ Innovative optics design allows for
horizontal or vertical mounting

+ Not suitable for PC requirements

Lighting

Diodes Codes Warranty
.180 Bullet 12 0.05 3 P2|PC LIFETIME
.180 Bullet 12 0.05 3 P2|PC LIFETIME
Blunt Cut 12 0.05 3 P2|PC LIFETIME
Blunt Cut 12 0.05 3 P2|PC LIFETIME

26 SERIES, LED, 2 SCREW, HARDWIRED, KIT

Part
Number
26270R Red Red
26270Y Yellow

Lamp

Connector

Hardwired

Yellow Hardwired

+ Unique dome lens design

+ Popular in trailer and body applications

+ Hard wired design with molded .180 bullet ends

+ Innovative optics design allows for horizontal
mounting

* LEDs have no filament, therefore are not
susceptible to shock and vibration

+ Not suitable for PC requirements

Lighti

Cl)go dg;g Warranty
Hardwired .180 Bullet | 12 0.05 3 P2|PC LIFETIME
Hardwired .180 Bullet = 12 0.05 3 P2|PC LIFETIME

30® SERIES, LED, FLUSH MOUNT

Part

N e Lens Color
30272R Red
30272Y Yellow

230" 2.93"

+0.64">

+——135"—

Mount Color

Gray
Gray

Lamp Connector

Fit 'N Forget M/C
Fit 'N Forget M/C

+ Low-profile design reduces damage resulting from tree
limbs and extruded dock seals

Lighting
Codes

P2|P3
P2|P3

Diodes

Warranty

0.05 2
0.05

LIFETIME
LIFETIME

\V]



30® SERIES, LED, FLUSH MOUNT, KIT

Part

Number

30051R

30051Y

30060R

30060Y

30065Y

30066R

30066Y

30071R

30071Y

30091R

30091Y

LED

MARKER & CLEARANCE LIGHTS

+ Flange is permanently affixed to lamp

+ Lamp kits include one plug or harness

+ Direct pin-to-circuit board solders assure
vibration-resistant contacts

+ Electronics completely sealed in epoxy to
resist corrosion and moisture

» Low current draw, leaving more power for
other vehicle requirements

+ Sonically sealed lens and housing

+ LEDs are less susceptible to shock and
vibration

+ Lamp flush mounts with a grommet or

flange

+ Approved to comply with ECE regulations
for side marker and end outline marker
functions

+ OmniVolt universal lighting products
address increasing vehicle power
demands by operating equally in electrical
systems that range from 10 to 30 volts

Red

Yellow

Red

Yellow

Yellow

Red

Yellow

Red

Yellow

Red

Yellow

Gray
Gray
Gray
Gray
Gray
Gray
Gray
Gray
Gray
Gray

Gray

Lamp

Connector
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit ‘N Forget
M/C
Fit 'N Forget
M/C

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

30251R light, 93745 plug
30251Y light, 93745 plug
30251Y light, 93745 plug
30265R light, 94781 plug
30265Y light, 93745 plug
30265Y light, 94782 plug
30265Y light, 94782 plug
302272R light, 93745 plug
30272Y light, 93745 plug
30386R light, 93745 plug
30386Y light, 93745 plug

30051R
30051Y
30060R
30060Y
30065Y
30066R
30066Y
30071R
30071Y
30091R
30091Y

Plug Side 1

Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit ‘N Forget
M/C
Fit 'N Forget
M/C

AVAILABLE
CONNECTORS

Sy \

-— \
Ci—
.180 BULLET/ STRIPPED
RING TERMINAL END
FEMALE BLUNT

PL-10 CuT

Plug Side 2

Female PL-10
Female PL-10
Stripped End
Stripped End
Blunt Cut
Stripped End
Stripped End
Female PL-10
Female PL-10
Female PL-10

Female PL-10

12

12

0.05 2

0.05 2

12[24  0.05 3

12[24  0.05 3

12]24  0.05 3

12]24  0.05 3

12]24  0.05 3

12

12

12

12

0.05 2
0.05 2
0.12 6
0.12 6

LIGHTS

230" 2.93"

+0.64">

+——135"—

Lighting

Codes
P2|P3

P2|P3
E1
E1
E1
E1
E1
P2|P3
P2|P3
P2|PC

P2|PC

Warranty

LIFETIME

LIFETIME

LIFETIME

LIFETIME

LIFETIME

LIFETIME

LIFETIME

LIFETIME

LIFETIME

LIFETIME

LIFETIME

aa

S3143S 0€
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LIGHTS MARKER & CLEARANCE LIGHTS LED

30® SERIES, LED, FLANGE MOUNT

7 + Flange is permanently affixed to lamp
T + Lamp kits include one plug or harness
+ Direct pin-to-circuit board solders assure vibration-resistant contacts
230" 293" + Electronics completely sealed in epoxy to resist corrosion and moisture
-+ Low current draw, leaving more power for other vehicle requirements
+ Sonically sealed lens and housing
+ LEDs are less susceptible to shock and vibration
+ Lamp flush mounts with a grommet or flange
» Approved to comply with ECE regulations for side marker and end
outline marker functions
+ OmniVolt universal lighting products address increasing vehicle power
demands by operating equally in electrical systems that range from 10

LED

30 SERIES

+0.64">

+——135"—

to 30 volts
lerﬁrt: a Lens Color | Mount Color Lamp Connector Diodes L(i:goh(;ierlsg Warranty
30251R  Red Gray Fit 'N Forget M/C 12 0.05 2 P2|P3 LIFETIME
30251Y  Yellow Gray Fit 'N Forget M/C 12 0.05 2 P2|P3 LIFETIME
30262R  Red Gray Fit 'N Forget M/C 12|24 0.05 1 E1 LIFETIME
30262Y  Yellow Gray Fit 'N Forget M/C 12|24 0.05 1 E1 LIFETIME
30265R  Red Gray Fit 'N Forget M/C 12|24 0.05 1 E1 LIFETIME
30265Y  Yellow Gray Fit 'N Forget M/C 12|24 0.05 1 E1 LIFETIME
30269Y  Yellow Gray PL-10 12 0.1 8 P2|P3|PC 3-year
30271Y  Yellow Gray Fit 'N Forget M/C 12 0.05 2 P2|P3 LIFETIME
30279R Red Gray PL-10 12 0.1 8 P2|P3|PC 3-year
30279Y  Yellow Gray PL-10 12 0.1 8 P2|P3|PC 3-year
30288R  Red Black PL-10 12 0.12 6 P2|PC 3-year
30288Y  Yellow Black PL-10 12 0.12 6 P2|PC 3-year
30289R  Red Gray PL-10 12 0.12 6 P2|PC 3-year
30289Y  Yellow Gray PL-10 12 0.12 6 P2|PC 3-year
30379R  Red Gray Fit 'N Forget M/C 12 0.1 8 P2|P3|PC LIFETIME
30379Y  Yellow Gray Fit 'N Forget M/C 12 0.1 8 P2|P3|PC LIFETIME
30386R  Red Gray Fit 'N Forget M/C 12 0.12 6 P2|PC LIFETIME
30386Y  Yellow Gray Fit 'N Forget M/C 12 0.1 6 P2|PC LIFETIME
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LED

MARKER & CLEARANCE LIGHTS

30® SERIES, LED, FLANGE MOUNT, KIT

+ Flange is permanently affixed to lamp

» Lamp kits include one plug or harness

+ Direct pin-to-circuit board solders assure
vibration-resistant contacts

+ Electronics completely sealed in epoxy to
resist corrosion and moisture

» Low current draw, leaving more power for
other vehicle requirements

+ Sonically sealed lens and housing

» LEDs are less susceptible to shock and
vibration

+ Lamp flush mounts with a grommet or flange

+ Approved to comply with ECE regulations
for side marker and end outline marker
functions

+ OmniVolt universal lighting products address
increasing vehicle power demands by
operating equally in electrical systems that
range from 10 to 30 volts

Part

Number

30061R
30061Y
30062R
30080R
30080Y
30090R

30090Y

Red
Yellow
Red
Red
Yellow
Red

Yellow

Gray
Gray
Gray
Gray
Gray
Gray

Gray

Lamp

Connector
Fit 'N Forget
M/C
Fit ‘N Forget
M/C
Fit 'N Forget
M/C

PL-10

PL-10

Fit ‘N Forget
M/C
Fit 'N Forget
M/C

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

30061R
30061Y
30062R
30080R
30080Y
30090R
30090Y

30262R light, 94782 plug
30262Y light, 94782 plug
30262R light, 94609 plug
30279R light, 94964 plug
30279Y light, 94964 plug
30379R light, 93745 plug
30379Y light, 93745 plug

Plug Side 1

Fit 'N Forget
M/C
Fit ‘N Forget
M/C
Fit 'N Forget
M/C

PL-10

PL-10

Fit ‘N Forget
M/C
Fit 'N Forget
M/C

AVAILABLE
CONNECTORS
Sy |
0:&
Cli—
.180 BULLET/ STRIPPED
RING TERMINAL END
FEMALE BLUNT
PL-10 CuT

Plug Side 2
Stripped End
Stripped End

Blunt Cut

.180 Bullet/
Ring Terminal
.180 Bullet/
Ring Terminal

Female PL-10

Female PL-10

12]24

12]24

12]24

12

12

12

12

0.05
0.05
0.05
0.1
0.1
0.1

0.1

LIGHTS

34.7 mm:l
@ Dﬁm 0mm

Diodes L(i:gohdtiensg
3 E1
8 E1
3 E1
8 P2|P3|PC
8 P2|P3|PC
8 P2|P3|PC
8 P2|P3|PC

Warranty

LIFETIME
LIFETIME
LIFETIME
LIFETIME
LIFETIME
3-year

3-year

aai
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LIGHTS MARKER & CLEARANCE LIGHTS LED

30® SERIES, LED, GROMMET MOUNT, BEEHIVE

+ Popular replacement for cab marker or corner trailer applications

« LEDs have no filament, therefore are not susceptible to shock and
vibration

+ Meets SAE 592e standards

+ Less current draw, resulting in increased battery and alternator life while
allowing more power for other vehicle requirements

+ Red lamp has 2 diode pattern and Yellow lamp has 5 diode pattern

LED

30 SERIES

Part
Number

30276R Red Fit 'N Forget M/C 12 0.05 2 P2|PC LIFETIME
30276Y  Yellow Fit 'N Forget M/C 12 0.05 P2|PC LIFETIME

Lens Color Lamp Connector Volts Amps Diodes Lighting Codes Warranty

()]

30® SERIES, LED, GROMMET MOUNT

+ Flange is permanently affixed to lamp

+ Lamp kits include one plug or harness

+ Direct pin-to-circuit board solders assure vibration resistant contacts

+ Electronics completely sealed in epoxy to resist corrosion and moisture

-+ Low current draw, leaving more power for other vehicle requirements

+ Sonically sealed lens and housing

+ LEDs are less susceptible to shock and vibration

+ Lamp flush mounts with a grommet or flange

+ Approved to comply with ECE regulations for side marker and end outline
marker functions

» Omnivolt universal lighting products address increasing vehicle power
demands by operating equally in electrical systems that range from 10 to

LED

30 SERIES

30 volts
NESE & Lens Color Lamp Connector Volts Amps Diodes Lighting Codes Warranty
30250R  Red Fit 'N Forget M/C 12 0.05 2 P2|P3 LIFETIME
30250Y  Yellow Fit ‘N Forget M/C 12 0.05 2 P2|P3 LIFETIME
30255R  Red Fit 'N Forget M/C 12|24 0.05 3 P2|P3 LIFETIME
30255Y  Yellow Fit 'N Forget M/C  12]24 0.05 3 P2|P3 LIFETIME
30264Y  Yellow PL-10 12 0.1 8 P2|PC 3-year
30270R  Red Fit ‘N Forget M/C 12 0.05 2 P2|P3 LIFETIME
30270Y  Yellow Fit 'N Forget M/C 12 0.05 2 P2|P3 LIFETIME
30273R  Red Fit 'N Forget M/C  12]24 0.05 3 E1 LIFETIME
30273Y  Yellow Fit 'N Forget M/C 12|24 0.05 3 E1 LIFETIME
30275R  Red PL-10 12 0.1 8 P2|P3|PC 3-year
30275Y  Yellow PL-10 12 0.1 8 P2|P3|PC 3-year
30285R  Red PL-10 12 0.12 6 P2|PC 3-year
30285Y  Yellow PL-10 12 0.12 6 P2|PC 3-year
30375R  Red Fit 'N Forget M/C 12 0.1 8 P2|P3|PC LIFETIME
30375Y  Yellow Fit 'N Forget M/C 12 0.1 8 P2|P3|PC LIFETIME
30385R  Red Fit 'N Forget M/C 12 0.12 6 P2|PC LIFETIME
30385Y  Yellow Fit 'N Forget M/C 12 0.1 6 P2|PC LIFETIME
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LED

MARKER & CLEARANCE LIGHTS

30® SERIES, LED, GROMMET MOUNT, KIT

Part

Number

30050R

30050Y

30055R

30055Y

30070R

30070Y

30075R

30075Y

30085R

30085Y

30086R

30086Y

corrosion and moisture

requirements

Sonically sealed lens and housing

LEDs are less susceptible to shock and vibration
Lamp flush mounts with a grommet or flange
Approved to comply with ECE regulations for side

Flange is permanently affixed to lamp
Lamp kits include one plug or harness
Direct pin-to-circuit board solders assure vibration-
resistant contacts

Electronics completely sealed in epoxy to resist

marker and end outline marker functions

Red

Yellow

Red

Yellow

Red

Yellow

Red

Yellow

Red

Yellow

Red

Yellow

Black

Black

Black

Black

Black

Black

Black

Black

Black

Black

Black

Black

Lamp

Connector
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C

PL-10

PL-10

Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

30250R light, 30700 grommet, 93745 plug
30250Y light, 30700 grommet, 93745 plug
30255R light, 30700 grommet, 93745 plug
30255Y light, 30700 grommet, 93745 plug
30270R light, 30700 grommet, 93745 plug
30270Y light, 30700 grommet, 93745 plug
30275R light, 306700 grommet, 94964 plug
30275Y light, 306700 grommet, 94964 plug
30375R light, 30700 grommet, 93745 plug
30375Y light, 30700 grommet, 93745 plug
30385R light, 30700 grommet, 93745 plug
30385R light, 30700 grommet, 93745 plug

30050R
30050Y
30055R
30055Y
30070R
30070Y
30075R
30075Y
30085R
30085Y
30086R
30086Y

Plug Side 1

Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C

PL-10

PL-10

Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C
Fit 'N Forget
M/C

Low current draw, leaving more power for other vehicle

Omnivolt universal lighting products address increasing
vehicle power demands by operating equally in
electrical systems that range from 10 to 30 volts

Plug Side 2

Female PL-10
Female PL-10
Female PL-10
Female PL-10
Female PL-10

Female PL-10

.180 Bullet/
Ring Terminal
.180 Bullet/
Ring Terminal

Female PL-10
Female PL-10
Female PL-10

Female PL-10

AVAILABLE
CONNECTORS

o~
N —

.180 BULLET/
RING TERMINAL

L

FEMALE
PL-10

12 0.05
12 0.05
12[24  0.05
12[24  0.05
12 0.05
12 0.05
12 0.1
12 0.1
12 0.1
12 0.1
12 0.12
12 0.12

Lighting

Codes
P2|P3

P2|P3
P2|P3
P2|P3
P2|P3
P2|P3
P2|P3|PC
P2|P3|PC
P2|P3|PC
P2|P3|PC
P2|PC

P2|PC

LIGHTS

Warranty
LIFETIME
LIFETIME
LIFETIME
LIFETIME
LIFETIME
LIFETIME
LIFETIME
3-year

3-year

LIFETIME
LIFETIME

LIFETIME

a3
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LIGHTS MARKER & CLEARANCE LIGHTS LED

30® SERIES, LED, BRACKET MOUNT, KIT

[a]
1T}
-
+ Complies with FMVSS 108
requirements
ﬂ Brackets utilize standard military
o color scheme
w Kits include a deflector mount with
2 an inner bracket that allows cam-on
] of the lamp for quick installation
Manufactured out of ABS material
» OmniVolt Technology (12 or 24 volt
systems will run without adjustment)
LED life surpasses the 2000 hours
of incandescent bulbs by nearly 50x
» Lens and housing assemblies
constructed of impact-resistant
polycarbonate
Al electronics fully sealed in epoxy,
making lamps less susceptible to
shock and vibration
+ Faster start-up times and low
current draw
Nfr?]rk;ter Co%wirggtor Plug Side 2 Maﬁ)rr?l‘\)/lsinor =l LCI)gohdtg]sg SR
07394  Yellow Tan Egrg'\"at /e Egrg'\,‘et /e E?rga}‘;m'i'r':;ry BooV 4504 014/006 6 P2PC  1-year
07395 Red  Black Egrg'it /G Egrg""et /G E‘fr?;""}zr'\n’,']'i':;ry BooV' 454 0.14/006 6 P2PC  1-year
07396  Yellow Black Egrg'it G Egrg'it /G E’fr:gaim'i':;w Boo' 1514 0.14/006 6 P2PC  1-year
Fit ‘N Fit ‘N Female Military Boot/
e e L Forget M/C = Forget M/C Ring Terminalry 12j24 | 0.1 9 P2|PC UREED
s  33°SERIES, LED, FLANGE MOUNT
4
» World smallest LED marker lamp for the transportation industry
Provides increased visibility when braking or turning
ﬂ » Functions as a marker, auxiliary turn and auxiliary stop when properly
T installed
% Best-in-class auxiliary brake function is seven times brighter than marker
™ function
()

Marker function exceeds P2 legal requirements
Requires a 0.75 mounting hole
» Hardwired lamp with .180 male bullet design can be easily retrofitted
LEDs draw less current, allowing more power for other vehicle requirements
LEDs do not have a filament, therefore are not susceptible to damage from
shock and vibration
Engineered to withstand the toughest working environments
Electronics sealed in epoxy to resist corrosion and moisture
» Backed by our industry-leading limited Lifetime Warranty
+ Complies with FMVSS-108 marker/clearance requirements

Part Lamp Amps . Lighting
Number Connector Major/Minor Diodes Codes Warranty
33207R Red Black Hardwired .180 Bullet = PC 12 0.17/0.02 1 P2|PC LIFETIME
33208R Red Chrome  Hardwired .180 Bullet  PC 12 0.17/0.02 1 P2|PC LIFETIME
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LED MARKER & CLEARANCE LIGHTS LIGHTS

33® SERIES, LED, FLANGE MOUNT, KIT

« World smallest LED marker lamp for the transportation industry

» Provides increased visibility when braking or turning

» Functions as a marker, auxiliary turn and auxiliary stop when properly
installed

- Best-in-class auxiliary brake function is seven times brighter than marker
function

« Marker function exceeds P2 legal requirements

* Requires a 0.75 mounting hole

» Hardwired lamp with .180 male bullet design can be easily retrofitted

« LEDs draw less current, allowing more power for other vehicle requirements

» LEDs do not have a filament, therefore are not susceptible to damage from
shock and vibration

» Engineered to withstand the toughest working environments

« Electronics sealed in epoxy to resist corrosion and moisture&Backed by our
industry-leading limited Lifetime Warranty

» Complies with FMVSS-108 marker/clearance requirements

WM 0o 05 Gomenor | PuoSidel  PlgSide2 | Vois | SR | Diodes | ST | waanty
33080R Red Black Hardwired Hardwired .180 Bullet 12 0.14 1 P2|PC LIFETIME
33051R Red Black Hardwired Hardwired .180 Bullet 12 0.05 1 P2|PC LIFETIME
33051Y Yellow | Black Hardwired Hardwired .180 Bullet 12 0.05 1 P2 LIFETIME
33080Y Yellow  Black Hardwired Hardwired .180 Bullet 12 0.14 1 PC LIFETIME
33207Y Yellow | Black Hardwired Hardwired .180 Bullet 12 0.12/0.03 1 P2 LIFETIME
33208Y Yellow Chrome Hardwired Hardwired .180 Bullet 12 0.12/0.03 1 P2|PC LIFETIME

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

33080R 33275R light, 33800 grommet
33051R 33250R light, 33800 grommet
33051Y 33250Y light, 33800 grommet
33080Y 33275Y light, 33800 grommet
33207Y 33275Y light, 33800 grommet

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498

aan

S3IH3S €€
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LIGHTS MARKER & CLEARANCE LIGHTS LED

33® SERIES, LED, GROMMET MOUNT

[a]
w
-
» World’s smallest LED marker lamp for the transportation industry
» Exceeds legal requirements
ﬂ Hardwired lamp design is easily retrofitted
= LEDs draw less current, allowing more power for other vehicle requirements
g + Electronics completely sealed in epoxy to resist corrosion and moisture
® + Offers trailer engineers and manufacturers new trailer and rear door
G structure design flexibility
+ Requires 3/4” mounting hole
Reduces lighting costs due to physical damage and heat entrapment
Part Lamp ; Lighting
Number Connector Sl Codes TG
33275R Red Black Hardwired  Hardwired .180 Bullet 12 0.14 1 P2|PC LIFETIME
33285Y Yellow Chrome Hardwired Hardwired .180 Bullet 12 0.14 1 P2|PC LIFETIME
33285R Red Chrome Hardwired  Hardwired .180 Bullet 12 0.14 1 P2|PC LIFETIME
33256Y Yellow  Chrome Hardwired  Hardwired Ring Terminal 12 0.03 1 P2|PC LIFETIME
33250R Red Chrome Hardwired  Hardwired .180 Bullet 12 0.05 1 P2|PC LIFETIME
33250Y Yellow Chrome Hardwired Hardwired .180 Bullet 12 0.05 1 P2|PC LIFETIME
33275Y Red Chrome Hardwired  Hardwired .180 Bullet 12 0.14 1 P2|PC LIFETIME
a 33® SERIES, LED, GROMMET MOUNT, KIT
-
AVAILABLE + World’s smallest LED marker lamp for the
CONNECTORS transportation industry
ﬂ Provides increased visibility when braking or turning
T + Functions as a marker, auxiliary turn and auxiliary
% stop when properly installed
™ + Best-in-class auxiliary brake function is seven times
()

brighter than marker function

180 BULLET - Requires a 3/4” mounting hole
* Hardwired lamp with .180 male bullet design can be
easily retrofitted

Part Lamp Amps Lighting

Number Connector Major/Minor Diodes Codes Warranty
33075R Red Black  Hardwired  Hardwired .180 Bullet 12 0.14 1 PC LIFETIME
33203R  Red Black  Hardwired  Hardwired .180 Bullet 12 0.17/0.02 1 P2|PC LIFETIME
33204R  Red Black  Hardwired = Hardwired @ .180 Bullet 12 0.17/0.02 1 P2|PC LIFETIME
33205R Red Black  Hardwired Hardwired  .180 Bullet 12 0.17/0.02 1 P2|PC LIFETIME
33206R Red Black Hardwired Hardwired  .180 Bullet 12 0.17/0.02 1 P2|PC LIFETIME
33070R  Red Black  Hardwired  Hardwired .180 Bullet 12 0.06 1 P2 LIFETIME
33071R  Red Black  Hardwired  Hardwired .180 Bullet 12 0.06 1 P2|P3|PC LIFETIME
33072R  Red Black  Hardwired = Hardwired @ .180 Bullet 12 0.06 1 P2|P3|PC LIFETIME
33050R Red Black Hardwired Hardwired  .180 Bullet 12 0.05 1 P2 LIFETIME
33050Y Yellow Black  Hardwired Hardwired  .180 Bullet 12 0.05 1 2 LIFETIME
33075Y  Yellow Black @ Hardwired  Hardwired .180 Bullet 12 0.14 1 PC LIFETIME
33203Y  Yellow Black Hardwired  Hardwired .180 Bullet 12 0.12/0.02 1 P2|PC LIFETIME
33206Y Yellow Black  Hardwired Hardwired  .180 Bullet 12 0.12/0.03 1 P2|PC LIFETIME
33209Y  Yellow Black  Hardwired  Hardwired .180 Bullet 12 0.12/0.03 1 P2|PC LIFETIME
33204Y  Yellow Black  Hardwired  Hardwired .180 Bullet 12 0.12/0.03 1 P2|PC LIFETIME
33205Y  Yellow Black Hardwired  Hardwired .180 Bullet 12 0.12/0.03 1 P2|PC LIFETIME

PARTS INCLUDED IN KITS ABOVE KIT # Included Parts
KIT # Included Parts KIT # Included Parts 33050R 33250R light, 33700 grommet

33075R 33275R light, 33700 grommet 33071R 33720 grommet 33050Y 33250Y light, 33700 grommet
33070R 33700 grommet 33072R 33725 grommet 33075Y 33275Y light, 33700 grommet
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LED

35® SERIES, LED, 2 SCREW

+ US patent 7,658,524
» Exceeds legal requirements

MARKER & CLEARANCE LIGHTS

=T T E—

LIGHTS

—

» Hardwired lamp design is easily retrofitted —
* Requires 3/4” mounting hole | 1016 mm L
Part Lens Color | Mount Color | Lamp Connector Volts Amps Diodes Lighting Warrant
Number P P Codes Y
35200R Red Red Fit 'N Forget M/C 12 0.05 1 P2|PC LIFETIME
35200Y Yellow Yellow Fit 'N Forget M/C 12 0.05 2 P2|PC LIFETIME
35201R Clear|Red Clear Fit 'N Forget M/C 12 0.05 1 P2|PC LIFETIME
35201Y Clear|Yellow Clear Fit 'N Forget M/C 12 0.05 2 P2|PC LIFETIME
35207Y Yellow Yellow Fit 'N Forget M/C 12 0.08 7 E1 LIFETIME
35209Y Yellow Yellow Fit 'N Forget M/C 24 0.04 7 E1 LIFETIME
35375R Red Red Fit 'N Forget M/C 12 0.12 5 P2|PC LIFETIME
35375Y Yellow Yellow Fit 'N Forget M/C 12 0.12 5 P2|PC LIFETIME
35880R Red Red Fit 'N Forget M/C 12 0.05 1 P2|PC LIFETIME
35880Y Yellow Yellow Fit 'N Forget M/C 12 0.05 2 P2|PC LIFETIME
35890R Red Red Fit 'N Forget M/C | 12|24 0.05 2 P2|P3 LIFETIME
35890Y Yellow Yellow Fit 'N Forget M/C 12|24 0.05 2 P2|P3 LIFETIME
35% SERIES, LED, 2 SCREW, KIT
+ OmniVolt Technology (12 or 24 volt systems will run AVAILABLE y N T T
. ) CONNECTORS = AN 3omm 319
without adjustment) J_
« Form/Fit/Function replacements for current product
+ Lens and housing assemblies constructed of \\ l‘ 1ot mn Lﬁéi
impact-resistant polycarbonate O——
« All electronics fully sealed in epoxy, making lamps C-_—
less susceptible to shock and vibration 180 BULLET/
» Faster start-up times and low current draw : U
RING TERMINAL
Part Lens Mount Lamp g ; - Lighting
NUITsEr Color Color S e Plug Side 1 Plug Side 2 Volts | Amps | Diodes Codes Warranty
Fit 'N Forget = Fit 'N Forget .180 Bullet/
35001R Red Red M/C M/C Ring Terminal 12 0.05 1 P2|PC LIFETIME
Fit 'N Forget = Fit 'N Forget .180 Bullet/
35001Y Yellow  Yellow M/C M/C Ring Terminal 12 0.05 1 P2|PC LIFETIME
Fit 'N Forget = Fit 'N Forget .180 Bullet/
35004R Red Red M/C M/C Ring Terminal 12|24  0.05 2 P2|P3 LIFETIME
Fit 'N Forget = Fit 'N Forget .180 Bullet/
35004Y Yellow  Yellow M/C M/C Ring Terminal 12|24  0.05 2 P2|P3 LIFETIME
Fit 'N Forget Fit 'N Forget .180 Bullet/
35007Y Yellow  Yellow M/C M/C Ring Terminal 12 0.08 7 E1 LIFETIME
Fit 'N Forget Fit 'N Forget .180 Bullet/
35009Y Yellow  Yellow M/C M/C Ring Terminal 24 0.04 7 E1 LIFETIME
Fit 'N Forget = Fit 'N Forget .180 Bullet/
35075R Red Red M/C M/C Ring Terminal 12 0.12 5 P2|PC LIFETIME
Fit 'N Forget = Fit 'N Forget .180 Bullet/
35075Y Yellow  Yellow M/C M/C Ring Terminal 12 0.12 B P2|PC LIFETIME
Fit 'N Forget = Fit 'N Forget .180 Bullet/
35080R Red Red M/C M/C Ring Terminal 12 0.05 1 P2|PC LIFETIME
Fit 'N Forget = Fit 'N Forget .180 Bullet/
35080Y Yellow  Yellow M/C M/C Ring Terminal 12 0.05 2 P2|PC LIFETIME

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts KIT # Included Parts KIT # Included Parts KIT # Included

35001R = 35200R light, 94862
35001Y  35200Y light, 94862
35004R  35890R light, 94862

35004Y 35890V light, 94862
35007Y 35207Y light, 94862 plug
35009Y 35209Y light

35075R  35375R light, 94892 plug
35075Y  35375Y light, 94892 plug
35080R  35880R light, 94862 plug

35880Y light,

35080Y 94862 plug

aIl
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LIGHTS MARKER & CLEARANCE LIGHTS LED

36 SERIES, LED, ADHESIVE MOUNT

+ Lamps operate in minor and major output levels:
e major function activated by the brake function or

turn signal

» Yellow major function is three times brighter than
minor function

» Red major function is seven times brighter than
minor function

+ Provides marker/clearance solution that requires
no mounting brackets or installation screws

» Lamps adhere directly to application surface
through use of heavy-duty adhesive backing

» P2-Rated

+ Electronics are completely sealed in epoxy to
resist damage caused by moisture and corrosion

» Easy-to-install, peel-off liner

» Rear exit wire version requires a 3/8” mounting
hole, and self-seals hole upon installation

« Care should be taken for proper installation

LED

36 SERIES

Part Lamp Amps
Number Connector Major/Minor

36203R  Red Black = Hardwired Hardwired  .180 Bullet 12 0.06/0.01
36203Y  Yellow Black  Hardwired Hardwired  .180 Bullet 12 0.06/0.02
36105R Red Black  Hardwired Hardwired .180 Bullet = 12 0.03
36105Y Yellow Black  Hardwired Hardwired .180 Bullet = 12 0.05
36115R Red Black  Hardwired Hardwired .180 Bullet = 12 0.03
36115Y Yellow Black  Hardwired Hardwired .180 Bullet = 12 0.05

Lighting

Diodes Codes Warranty

P2 LIFETIME
P2 LIFETIME
P2|PC LIFETIME
P2|PC LIFETIME
P2|PC LIFETIME
P2|PC LIFETIME

W W W w w w

36 SERIES, LED, ADHESIVE MOUNT/2 SCREW, WINGED

LED

» Winged housing provides option for mounting
around corners on a radius

» Provides a clearance/marker solution that requires

no mounting brackets or installation screws

Lamps adhere directly to application surface

through the use of heavy-duty adhesive backing

» Easy-to-install, peel-off liner

» Hardwired lamp design is easily retrofitted

» Rear exit wire version requires a 3/8” mounting
hole, and self-seals hole upon installation

+ Side mount options can be mounted without any
mounting holes

» LEDs draw much less current, allowing more
power for other vehicle requirements

+ Electronics are completely sealed in epoxy to
resist damage caused by moisture and corrosion

» Reduces lighting costs caused by physical
damage and heat entrapment

36 SERIES

Part Lamp : Amps Lighting
Number Connector Plug Side 2 Major/Minor Codes

Warranty

36100R Red  Black Hardwired Hardwired .180 Bullet 12 003 3 P2IPC  LIFETIME
36100Y  Yellow Black Hardwired Hardwired  .180 Bullet 12 005 3 P2IPC  LIFETIME
36110R Red  Black Hardwired Hardwired  .180 Bullet 12 003 3 P2IPC  LIFETIME
36110Y  Yellow Black Hardwired Hardwired  .180 Bullet 12 005 3 P2IPC  LIFETIME
36213R  Red  Black Hardwired Hardwired  .180 Bullet 12 006001 3 P2IPC  LIFETIME
36130R Red  Black Hardwired Hardwired Qesrga?:'_'fgo Bulet | 12124 0.05 3 P2PC  LIFETIME
36130Y  Yellow Black Hardwired Hardwired .10 BulleV 12]24 0.0 3 P2PC  LIFETIME

Female .180 Bullet
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INCANDESCENT MARKER & CLEARANCE LIGHTS LIGHTS

10® SERIES, INCANDESCENT, GROMMET MOUNT

=
2
» Lens and housing are sonically sealed Z
» High-impact polycarbonate construction r?1
» 15,000-hour-rated bulb life B\ 8
+ Available in either 12 volt or 24 volt { m
» Meets PC requirement on a 45-degree angle in E'
mounting devices #10708, #10720, #00803 or #00804
» Replaces Signal-Stat 1010 and 1011 series
—r
(=)
P L a
Nunz'al[)ter Lens Color Con?]rggtor Volts Lighting Codes Warranty E
10202B Blue PL-10 12 0.33 1 P2|PC 1-year 5")
10202G  Green PL-10 12 0.33 1 P2|PC 1-year
10202R Red PL-10 12 0.33 1 P2|PC 1-year
10202Y Yellow PL-10 12 0.33 1 P2|PC 1-year
10204R Red PL-10 24 0.17 1 P2|PC 1-year
10204Y Yellow PL-10 24 0.17 1 P2|PC 1-year
10® SERIES, INCANDESCENT, GROMMET MOUNT,
REFLECTORIZED z
(¢
» Lens and housing are sonically sealed :Z>
» High-impact polycarbonate construction o)
- 15,000-hour-rated bulb life o
» Available in either 12 volt or 24 volt f_'n’
» Meets PC requirement on a 45-degree angle in mounting =z
devices #10708, #10720, #00803 or #00804 —
» Replaces Signal-Stat 1010 and 1011 series
)
Part Lens Mount Lamp . ; Lighting
NumaE? Color Color R Plug Side 1 Plug Side 2 Volts Amps Bulbs Codes Warranty (rﬁ
10205R Red PL-10 12 0.33 1 A|P2|PC 1-year %
10205Y Yellow PL-10 12 0.33 1 A|P2|PC 1-year ®
10® SERIES, INCANDESCENT, GROMMET MOUNT, =
REFLECTORIZED, KIT 2
<
o]
+ Lens and housing are sonically sealed AVAILABLE 'J',
« High-impact polycarbonate construction CONNECTORS Fn’
» 15,000-hour-rated bulb life Z
+ Available in either 12 or 24 volt o= =
+ Meets PC requirement on a 45-degree 0:1§
angle in mounting devices #10708, N
#10720, #00803 or #00804 (=)
+ Replaces Signal-Stat 1010 and 1011 series  RING TERMINAL ‘rﬁ
/ STRIPPED END -
m
Part Lens Mount Lamp : : Lighting (/7]
NUmsEr Color Color SormEsEr Plug Side 1 Plug Side 2 Volts | Amps | Bulbs Codes Warranty
10525R  Red Black  PL-10 PL-10 Ring Terminal/ | 4, 033 1 AlP2|PC 1-year
Stripped End
10525Y  Yelow Black  PL-10 PL-10 Al el | op 033 1 AP2PC  1-year

Stripped End

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

10525R 10205R light, 10700 grommet, 94902 plug
105625Y 10205Y light, 10700 grommet, 94902 plug
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LIGHTS MARKER & CLEARANCE LIGHTS INCANDESCENT

10® SERIES, INCANDESCENT, BRACKET MOUNT, KIT

=
4
11}
8 AVAILABLE + Rust-resistant stainless steel mount
L CONNECTORS . Quick cam-on, cam-off lamp installation
[=] ) .
Z + Suitable for PC requirements on a
< . . _ » g
o “ 45-degree angle using all 2-1/2” diameter
2 (@ SN lamps
= + Mounts with screws to surface
* Model 10 kits available
@ RINGTERMINAL . Not recommended for use with Signal-Stat
w / STRIPPED END LED products
E + Replaces Signal-Stat 9394
(7]
= Part Lamp ; Lighting
T Number Connector Plug Side 2 Codes PR
10520R Red Gray PL-10 PL-10 Ring Terminal|Stripped End = 12 0.33 1 P2|PC 1-year
10520Y  Yellow Gray PL-10 PL-10 Ring Terminal|Stripped End = 12 0.33 1 P2|PC 1-year
10004R Red Silver  PL-10 PL-10 Ring Terminal|Stripped End = 12 0.33 1 AlP2|PC | 1-year
10004Y  Yellow  Silver  PL-10 PL-10  Ring Terminal|Stripped End 12 0.33 1 AP2|IPC  1-year
PARTS INCLUDED IN KITS ABOVE
KIT # Included Parts KIT # Included Parts
10520R 10202R light, 10700 grommet, 94902 plug 10004R 10720 bracket, 94902 grommet
10520Y 10202Y light, 10700 grommet, 94902 plug 10004Y 10720 bracket, 94902 grommet
N 10® SERIES, INCANDESCENT, GROMMET MOUNT, BEEHIVE
4
11}
8 + Features a beehive lens
E designed for cab marker use
Z + Lens and housing are sonically
g sealed
= + High impact polycarbonate
construction
12 volt, 15,000-hour-rated bulb
) + Suitable for PC requirements on
w a 45-degree angle in mounting
E devices #10708, #10720,
7)) #00801, #00803, or #00804
=] + Upgrade to LED use Truck-Lite

146

part no. 10276R/Y or Signal-
Stat part no. 1075/1075A

Nllfr?\rger Lens Color Co&l?‘ggtor Volts Amps Bulbs Lighting Codes Warranty
10203B Blue PL-10 12 0.33 1 P2|P3|PC 1-year
10203G  Green PL-10 12 0.33 1 P2|P3|PC 1-year
10203R Red PL-10 12 0.33 1 P2|P3|PC 1-year
10203Y  Yellow PL-10 12 0.33 1 P2|P3|PC 1-year



INCANDESCENT MARKER & CLEARANCE LIGHTS LIGHTS

SUPER 10® SERIES, INCANDESCENT, GROMMET MOUNT

=
2
+ Unique shock-mount extends bulb life Z
+ 15,000-hour-rated bulb life =
+ Sealed polycarbonate lens and housing (7]
+ Meets PC requirements on a 45-degree |<'.n>
angle using all mounting devices 5
(/2]
c
)
m
b
L o -
Nfgger Lens Color Con?ln;gtor Volts Amps Bulbs Lighting Codes Warranty 8
10212Y Yellow PL-10 12 0.33 1 P2|PC 2-year g
10213Y Yellow PL-10 12 0.33 1 P2|PC 2-year 'J',
SUPER 10® SERIES, INCANDESCENT, GROMMET MOUNT, KIT =
2
» Unique shock-mount AVAILABLE Z
extends bulb life CONNECTORS g
» 15,000-hour-rated bulb life 8
» Sealed polycarbonate lens o= m
and housing (o =ouu =
* Meets PC requirements on
a 45-degree angle using all
mounting devices RING TERMINAL A ”
/STRIPPED END c
)
m
b
Part Lamp . Lighting =
Number Connector Plug Side 2 Codes IR 7
10028R  Red Black  PL-10 PL-10  Ring Terminal/Stripped End 12 0.33 1 P2|PC 2-year g
10028Y Yellow  Black PL-10 PL-10 Ring Terminal/Stripped End 12 0.33 1 P2|PC 2-year (r;',
PARTS INCLUDED IN KITS ABOVE
KIT # Included Parts
10028R 10208r light, 10700 grommet, 94902 plug
10028Y 10208y light, 10700 grommet, 94902 plug
SUPER 10® SERIES, INCANDESCENT, S
GROMMET MOUNT, REFLECTORIZED 2
4
m
* Unique shock-mount extends bulb life )
- 15,000-hour-rated bulb life o
+ Sealed polycarbonate lens and housing =z
+ Meets PC requirements on a 45 degree =
angle using all mounting devices
(/2]
Cc
)
m
)
—
o
m
Part Lens Lamp Lighting
Number Color Connector el | cuipe | Siles Codes TS r!IiI
10208R Red PL-10 12 0.33 1 A|P2|PC 2-year »
10208Y  Yellow PL-10 12 0.33 1 A|P2|PC 2-year
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LIGHTS MARKER & CLEARANCE LIGHTS INCANDESCENT

12® SERIES, INCANDESCENT, BRACKET MOUNT, KIT

=
4
11}
8 AVAILABLE * High-impact plastic branch
g CONNECTORS deflector mount
2 + Snap-in lamp design for easy
< oy replacement
g o= + SAE PC-rated for combination
= O — clearance/marker applications
+ Standard replacement on
7)) .180 BULLET/ 156 BULLET UPS models
w RING TERMINAL
2
L
(7]
N Part Lamp ' Lighting
T Number Connector Plug Side 2 Codes RIS
12004R Red Brown @ PL-10 12 0.33 1 P2|PC 1-year
12004Y Yellow  Brown PL-10 12 0.33 1 P2|PC 1-year
12001R Red Brown = PL-10 PL-10 .156 Bullet 12 0.33 1 P2|PC 1-year
12001Y Yellow  Brown PL-10 PL-10 .156 Bullet 12 0.33 1 P2|PC 1-year
12003R  Red  Gray  PL-10 PL-10 gmgg‘fﬂggv 12 033 1 P2|PC 1-year
Ring Terminal/
12003Y  Yellow  Gray PL-10 PL-10 Stripped End 12 0.33 1 P2|PC 1-year
PARTS INCLUDED IN KITS ABOVE
KIT # Included Parts
12004R 12200R light, 12724 bracket
12004Y 12200Y light, 12724 bracket
12001R 12200R light, 94850 plug
12001Y 12200Y light, 94850 plug
12003R 12200R light, 12723 bracket, 94919 plug
12003Y 12200Y light, 12723 bracket, 94919 plug
N 12® SERIES, INCANDESCENT, GROMMET MOUNT
Z
w
8 - Features a beehive lens designed for cab
g <—1.600—‘ ) 5900 marker use
= ( ) + Lens and housing are sonically sealed
< + High impact polycarbonate construction
(&) 1.400
> ’ + 12 volt, 15,000-hour-rated bulb
= I, + Suitable for PC requirements on a 45-degree
angle in mounting devices #10708, #10720,
o #00801, #00803, or #00804
w + Upgrade to LED use Truck-Lite part
E #10276R/Y or Signal-Stat part #1075/1075A
(7]
o
-
Part Lens Color Lamp Volts Amps Bulbs Lighting Codes Warrant
Number Connector P ghting Y
12200R Red PL-10 12 0.33 1 P2|PC 1-year
12200Y  Yellow PL-10 12 0.33 1 P2|PC 1-year
12201R Red PL-10 24 0.17 1 P2|PC 1-year
12201Y  Yellow PL-10 24 0.17 1 P2|PC 1-year
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INCANDESCENT

MARKER & CLEARANCE LIGHTS

13 SERIES, INCANDESCENT, BOLT & NUT MOUNT

+ Sonically sealed lens and housing

LIGHTS

I
protect a heavy-duty, shock- 6
mounted, single-filament bulb 1087 mm 42.4mm
+ High-impact polycarbonate ' _L
construction 76.2mm
+ Functions include front outline l—sza "“'“_l

marker (clear), ABS warning

(green), end outline marker (red) 9

and side marker (yellow)

Part L.

Nurﬁber Lens Color | Mount Color Con?lnggtor Volts Amps Warranty
13200C Clear Clear Super 21 Plug 24 0.35 1 E1 1-year
13200R Red Red Super 21 Plug 24 0.35 1 E1 1-year
13200Y Yellow Yellow Super 21 Plug 24 0.35 1 E1 1-year
13210C Clear Clear Super 21 Plug 12 0.69 1 E1 1-year
13210R Red Red Super 21 Plug 12 0.69 1 E1 1-year
13210Y Yellow Yellow Super 21 Plug 12 0.69 1 E1 1-year

13 SERIES, INCANDESCENT, BOLT & NUT MOUNT, KIT

+ Sonically sealed lens and AVAILABLE T
housing protect a heavy- CONNECTORS 6
duty, shock-mounted, 1067 mm 42.4mm
single-filament bulb '
High-impact 76.2mm
polycarbonate l—sza "“'“_l
construction
Functions include front STRIPPED END 9
outline marker (clear),
ABS warning (green), end
outline marker (red) and
side marker (yellow)
Part Lens Mount Lamp Plug q Lighting

Number Color Color Connector Side 1 Plug Side2 | Volts | Amps Bulbs Codes Warranty
13001R Red Red Super 21 Plug  Super 21 Plug ~ Stripped End = 24 0.35 1 E1 1-year
13001Y Yellow  Yellow Super21 Plug Super21 Plug Stripped End 24 0.35 1 E1 1-year
13011C Clear Clear Super 21 Plug  Super 21 Plug  Stripped End = 12 0.69 1 E1 1-year
13011R Red Red Super 21 Plug  Super 21 Plug  Stripped End = 12 0.69 1 E1 1-year
13011Y Yellow  Yellow Super21 Plug Super21 Plug Stripped End 12 0.69 1 E1 1-year
13001C Clear White  Super 21 Plug = Super 21 Plug = Stripped End 24 0.35 1 E1 1-year
13001G Green | Clear Super 21 Plug  Super 21 Plug  Stripped End 24 0.35 1 E1 1-year

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

13001R
13001Y
13011C
13011R

13200R light, 96930 plug
13200Y light, 96930 plug

13210C light, 95911 hardware, 96930 plug
13210C light, 95911 hardware, 96930 plug

13011Y 13210C light, 95911 hardware, 96930 plug
13001C 13200C light, 96930 plug
13001G 13200C light, 96930 plug

1NIOS3ANVONI

S3ly3s €1

1NIOS3ANVONI

S3H3s €1
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LIGHTS MARKER & CLEARANCE LIGHTS INCANDESCENT

14 SERIES, INCANDESCENT, GROMMET MOUNT,

=

=z

g REFLECTORIZED

&

2 + Sonically sealed lens and housing

g + Features snap-in lamp with reflector

Z + 12 and 24-volt versions available

= 1.938 + Long-life, 15,000-hour ,12 volt bulb

+ Grommets flush-mount the lamp to vehicle
+ Not suitable for PC requirements

@ 2.88 700 * Replaces Signal-Stat 1017/1017A and 9138

o

7]

A Part Lens Color Lamp Volts Amps Bulbs Lighting Codes Warrant

- Number Connector P ghting Y
14200R Red PL-10 12 0.33 1 AlP2 1-year
14200Y Yellow PL-10 12 0.33 1 AlP2 1-year

- 15® SERIES, INCANDESCENT, BRACKET MOUNT

4

1T}

8 + Fits in most narrow header rails

g + Mounts vertically or horizontally

2 + Long-life, 15,000-hour bulb

g + Snap-lock tabs allow quick and easy installation

=z + Suitable for PC requirements on a 45-degree

angle

(/7]

w

E Part Lens Color Lamp Volts Amps Bulbs Lighting Codes Warrant

g Number Connector P ghting Y

- 15200R Red PL-10 12 0.33 1 P2|PC 2-year
15200Y Yellow PL-10 12 0.33 1 P2|PC 2-year
15201R Red PL-10 24 0.17 1 P2|PC 2-year
15201Y Yellow PL-10 24 0.17 1 P2|PC 2-year

- 15® SERIES, INCANDESCENT, BRACKET MOUNT, ABS

4

o)

ﬂ — ) . |'\:/i|ts in most narrow heagier rails

o 3 i * Mounts vertically or horizontally

= b | + Long-life, 15,000-hour bulb

g ’ ’ + Snap-lock tabs allow quick and easy installation.

=z -+ Suitable for PC requirements on a 45-degree angle

[2)

u

E Part Lens Color Lamp Volts Amps Bulbs Lighting Codes Warrant

g’) Number Connector P ghting Y

- 15203Y Yellow PL-10 12 0.33 1 P2|PC 2-year
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INCANDESCENT

MARKER & CLEARANCE LIGHTS

LIGHTS

15® SERIES, INCANDESCENT, BRACKET MOUNT, KIT

Extra-strength plastic AVAILABLE
construction CONNECTORS
Features top cut-out area on
mount #15727 for narrow rail 03;\ \
design CE—
EaSy snap-in lamp lr?Stallatlon RING TERMINAL BLUNTCUT  STRIPPED END
+ Suitable for PC requirements , strippep END
with incandescent lamps
Part Mount Lamp : . Lighting
NUToEr Lens Color Color Connector Plug Side 1 Plug Side 2 Volts | Amps | Bulbs Codes Warranty
; Ring Terminal/
15006R  Red White  PL-10 PL-10 SR oen iy | 12 033 1 P2PC  1-year
: Ring Terminal/
15006Y  Yellow White  PL-10 PL-10 oo Eng | 12 033 1 P2PC  1-year
; Ring Terminal/
15008R  Red White  PL-10 PL-10 SR oo i | 12 033 1 P2PC  1-year
: Ring Terminal/
15008Y  Yellow White  PL-10 PL-10 oo Ena | 12 033 1 P2PC  1-year
15415 RedYellow Black v Forget it NForget gyt gyt 12 033 1 P2PC  1-year
15416 RedYellow Black v rorget it NForget gy ot gyt 12 033 1 P2PC  1-year
15506R  Red Chrome 158 Bulet 156 Bulet  siripped End 12 033 1 P2PC  1-year
15506Y  Yellow Chrome 158 Bullet 156 Bullet  syripped End 12 033 1 P2PC  1-year
15507R  Red Black ~ jjoopulet 158 Bulet  siippedEnd 12 033 1 P2PC  1-year
15507Y  Yellow Black ~ jjoopulet 18 Bulet  siippedEnd 12 033 1 P2PC  1-year

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

KIT # Included Parts

15006R 15200R light, 15727 bracket, 94924 plug 15416 15200Y light, 15731 bracket

15006Y 15200Y light, 15727 bracket, 94924 plug 15506R 15200R light, 793 bracket, 96904 plug
15008R 15200R light, 15728 bracket, 94924 plug 15506Y 15200Y light, 793 bracket, 96904 plug
15008Y 15200Y light, 15728 bracket, 94924 plug 15507R 15200R light, 809 bracket

15415 15200R light, 15731 bracket 15507Y 15200Y light, 809 bracket

18® SERIES, INCANDESCENT, 2 SCREW, REFLECTORIZED, KIT

Sonically welded AVAILABLE

e CONNE:\TORS -
Replaceable bulb

Not suitable for o =S\l 1?50

PC requirements C-—— _1 2125 X R

Replaces Signal- RING TERMINAL |-—1.525—-| mo ‘ \_--*’:'/

Stat 1572/1572A

/STRIPPED END

Part Lamp ; Lighting
Number Connector Plug Side 2 Codes RS
Socket Socket Ring Terminal/
18300R Red Red Assembly Assembly Stripped End 12 0.27 1 AlP2 1-year
Socket Socket Ring Terminal/
18300Y Yellow  Yellow Assembly Assembly Stripped End 12 0.27 1 AlP2 1-year

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts
18300R 99012R light, 97927 grommet, 94940 plug
18300Y 99012Y light, 97927 grommet, 94940 plug

1NIOS3IANVONI

S31H3s St

1NIOS3IANVONI

S3143S 8t

151



INCANDESCENT

19 SERIES

INCANDESCENT 19 SERIES INCANDESCENT

19 SERIES

152

LIGHTS

MARKER & CLEARANCE LIGHTS

INCANDESCENT

19%® SERIES, INCANDESCENT, 2 SCREW, KIT

3.780 ]' IP.SSO"I

Part
Number

19002R
19002Y
19009R
19009Y

31 G

Lamp

Connector

Red Gray Hardwired
Yellow = Gray Hardwired
Red Chrome  Hardwired
Yellow Chrome Hardwired

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

19002R
19002Y

19200R light, 19721 bracket
19200R light, 19721 bracket

Plug Side1 | Plug Side 2

Hardwired Stripped End
Hardwired Stripped End
Hardwired Stripped End
Hardwired Stripped End

12
12
12
12

+ Features unique plug-in design for

ease of installation

+ Low profile extra-strength base
+ Suitable for pc requirements on a

45-degree angle

L(i:gohéiensg Warranty
0.33 2 P2|PC 1-year
033 2 P2|PC 1-year
033 2 P2|PC 1-year
0.33 2 P2|PC 1-year

KIT # Included Parts

19009R 19200R light, 19739 bracket
19009Y 19200Y light, 19739 bracket

19® SERIES, INCANDESCENT, BRACKET MOUNT

Part
Number

19200R
19200Y
19205Y

= [ﬁ_ — | i 3.780 ]' I‘—BSO‘I

. . ‘ C}_T

— = 128

19205Y gl

Lens Color Lamp Connector Volts Amps

Red 19 Series Male Pin 12 0.33
Yellow Fit 'N Forget M/C 12 0.33
Yellow Fit 'N Forget M/C 12 0.33

+ Designed to fit in limited mounting areas

+ Fits in most narrow header rails

+ Can be mounted vertically or horizontally

+ Snap-lock tabs allow quick and easy installation
+ Replaces Signal-Stat 1900 series

Bulbs Lighting Codes Warranty
P2|P3|PC 1-year
P2|P3|PC 1-year
P2|P3|PC 1-year

19%® SERIES, INCANDESCENT, BRACKET MOUNT, KIT

Part
Number

19016R
19016Y

3.780

)

Lens Color | Mount Color | Lamp Connector Volts
Red Black 19 Series Male Pin 12 0.33
Yellow Black 19 Series Male Pin 12 0.33

PARTS INCLUDED IN KITS ABOVE

KIT #

19016R
19016Y

19200R light, 19728 bracket
19200Y light, 19728 bracket

Included Parts

Amps

Features unique plug-in design
for ease of installation

+ Low profile extra strength base

Suitable for pc requirements
on a 45-degree angle

Bulbs L(':gohc}g]sg Warranty
2 P2|PC 1-year
2 P2|PC 1-year



INCANDESCENT MARKER & CLEARANCE LIGHTS LIGHTS

21® SERIES, INCANDESCENT, 2 SCREW

Z
2
+ Available with standard or reflectorized lens | 5.881 — T 4
+ Features male pin connections | — — T 023 g
+ Suitable for PC requirements on a 45-degree fi 1 1.495 8
angle with additional reflectors - - m
= z
Gy
Part L Lighti 2
al amp ighting
NUeEn Lens Color | Mount Color CEeaEn Volts Amps Bulbs Codes Warranty ‘rﬁ
29202R Red Red Male Pin 12 0.33 2 P2|PC 1-year )
m
29202Y  Yellow Yellow Male Pin 12 0.33 2 P2|PC 1-year (]
21® SERIES, INCANDESCENT, 2 SCREW, KIT =
()
. . . AVAILABLE >
Avallablg with standard or CONNECTORS =
reflectorized lens g
» Features male pin connections [72]
« Suitable for PC requirements .y o
on a 45-degree angle with O—— Z
. C— -1
additional reflectors
.180 BULLET/
RING TERMINAL N
[72]
Part Lamp : Lighting m
Number Connector Riug Sidai2 Codes UEE ) )
29002R Red  Red  MalePin Male Pin 180 Bullet/ ., 033 2 P2IPC 1-year &
Ring Terminal ’
. . .180 Bullet/
29002Y Yellow  Yellow Male Pin Male Pin Ring Terminal 12 0.33 2 P2|PC 1-year
PARTS INCLUDED IN KITS ABOVE
KIT # Included Parts
29002R 29202R light, 96106 plug
29002Y 29202Y light, 96106 plug
21 SERIES, INCANDESCENT, 2 SCREW, REFLECTORIZED =
2
» Available with standard or reflectorized lens 4
+ Features male pin connections rUn
+ Suitable for PC requirements on a 45-degree (7
angle with additional reflectors Fn’
4
=
()
—r
— @
Nuprig - Lens Color | Mount Color c oﬁln;gt o Volts Amps Bulbs Légohégsg WE 1010 %
29203R Red Red Male Pin 12 0.33 2 A|P2|PC 1-year ®
29203Y Yellow Yellow Male Pin 12 0.33 2 A|P2|PC 1-year
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LIGHTS MARKER & CLEARANCE LIGHTS INCANDESCENT

21® SERIES, INCANDESCENT, 2 SCREW,

=
4
3 REFLECTORIZED, KIT
i
% -~ AVAILABLE  Available with standard or
< CONNECTORS reflectorized lens
g + Features male pin connections
= %,\ + Suitable for PC requirements
O on a 45-degree angle with
* C— additional reflectors
w
o .180 BULLET/
5‘; RING TERMINAL
—
N
Lamp . : Lighting
Connector Plug Side 1 Plug Side 2 Codes Warranty
29003R Red  Red Male Pin Male Pin 180 Bullet/. ., 033 2 AP2PC  A1-year
Ring Terminal
. . .180 Bullet/
29003Y Yellow  Yellow Male Pin Male Pin . . 12 0.33 2 A|P2|PC 1-year
Ring Terminal
PARTS INCLUDED IN KITS ABOVE
KIT # Included Parts
29003R 29203R light, 96106 plug
29003Y  29203Y light, 96106 plug
y SUPER 21® SERIES, INCANDESCENT, 2 SCREW
4
w
8 + Available with standard or reflectorized lens
L » Suitable for PC requirements on a 45-degree
[=] . "
= angle with additional reflectors
< + Version available for ABS requirements
(&) ; . }
Z + Optional gaskets available to improve seal
= between lamp and body
+ Kits with extension brackets are a direct
» replacement for Utility Trailer #03-5100-0-097/8
=
o
]
@ Part Lighti
& Nurﬁber Lens Color | Mount Color | Lamp Connector Volts Amps Bulbs (Ii‘,godgsg Warranty
E 21200R Red Red Super 21 Plug 12 0.33 1 P2|PC 2-year
o
C:I)) 21200Y Yellow Yellow Super 21 Plug 12 0.33 1 P2|PC 2-year
21205R Red Red Super 21 Plug 24 0.17 1 P2|PC 2-year
21205Y  Yellow Yellow Super 21 Plug 24 0.17 1 A|P2|PC 2-year
21210Y Yellow Yellow Super 21 Plug 12 0.33 1 P2|PC 2-year
21506R Red Red Self-Piercing Plug 12 0.33 1 P2|PC 2-year
21506Y Yellow Yellow Self-Piercing Plug 12 0.33 1 P2|PC 2-year
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INCANDESCENT

MARKER & CLEARANCE LIGHTS

SUPER 21® SERIES, INCANDESCENT,

2 SCREW, KIT

+ Available with standard or reflectorized lens
+ Suitable for PC requirements on a 45-degree

angle with additional reflectors
» Version available for ABS requi

+ Optional gaskets available to improve seal

between lamp and body

+ Kits with extension brackets are a direct
replacement for Utility Trailer #03-5100-0-097/8

Part Lens Mount
Number Color Color

21001R Red Red
21001Y Yellow  Yellow
21005R Red Red
21005Y Yellow  Yellow

AVAILABLE
CONNECTORS
Y
rements \
STRIPPED END
Lamp Plug )
Connector Side 1 Plug Side 2

Super 21 Plug  Super 21 Plug

Super 21 Plug  Super 21 Plug

Super 21 Plug  Super 21 Plug

Super 21 Plug  Super 21 Plug

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

21001R  21200R light, 96930 plug
21001Y 21200Y light, 96930 plug
21005R  212065R light, 96930 plug
21005Y 21205Y light, 96930 plug

Stripped End
Stripped End
Stripped End
Stripped End

SUPER 21® SERIES, INCANDESCENT,
2 SCREW, REFLECTORIZED

« Available with standard or reflectorized lens
+ Suitable for PC requirements on a 45-degree angle with additional

reflectors
« Version available for ABS requi

rements

« Optional gaskets available to improve seal between lamp and body
+ Kits with extension brackets are a direct replacement for Utility

Trailer #03-5100-0-097/8

Nuprirt:er Lens Color | Mount Color | Lamp Connector
21201R Red Red Super 21 Plug
21201Y Yellow Yellow Super 21 Plug

12

12

0.33

0.33

Volts
12
12
24
24

Amps
0.17
0.17
0.17
0.17

—_ A a4

Bulbs

Lighting
Codes

P2|PC
P2|PC
P2|PC
P2|PC

Lighting
Codes

AlP2

AlP2

LIGHTS

Warranty
2-year
2-year
2-year

2-year

Warranty

2-year

2-year

1NIOS3IANVONI

S3143S ¢ H3dNS

1N3IOS3ANVONI

S3143S ¢ H3dNS
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INCANDESCENT

SUPER 21 SERIES SUPER 21 SERIES

INCANDESCENT

25 SERIES

156

LIGHTS

MARKER & CLEARANCE LIGHTS

INCANDESCENT

SUPER 21® SERIES, INCANDESCENT, 2 SCREW,

KIT, REFLECTORIZED

AVAILABLE

CONNECTORS
\

NN

180 BULLET STRIPPED END

+ Available with standard or reflectorized lens

+ Suitable for PC requirements on a 45-degree
angle with additional reflectors

+ Version available for ABS requirements

+ Optional gaskets available to improve seal
between lamp and body

+ Kits with extension brackets are a direct
replacement for Utility Trailer #03-5100-0-097/8

le’ne'l\rtt)er Lamp Connector Plug Side 1 Plug Side 2
21002R Red Red Super 21 Plug Super 21 Plug = Stripped End
21002Y Yellow  Yellow Super 21 Plug Super 21 Plug  Stripped End
21501R Red Red Super 21 Plug Super 21 Plug  .180 Bullet
21501Y Yellow  Yellow Super 21 Plug Super 21 Plug  .180 Bullet

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

21002R

21201R light, 96930 plug

21201Y light, 96930 plug

Légohc}ié’lsg Warranty
12 0.33 1 AlP2 2-year
12 0.33 1 AlP2 2-year
12 0.33 1 AlP2IPC  2-year
12 0.33 1 AIP2|PC  2-year

KIT # Included Parts

21002Y

SUPER 21® SERIES, INCANDESCENT, 2 SCREW,
KIT, REFLECTORIZED, SELF-PIERCING PLUG

Part Lens Mount

+ Available with standard or reflectorized lens.

- Suitable for PC requirements on a 45-degree angle with additional
reflectors.

+ Version available for ABS requirements.

» Optional gaskets available to improve seal between lamp and body.
Kits with extension brackets are a direct replacement for Utility
Trailer #03-5100-0-097/8

Lighting

Niurmiser Color Color Lamp Connector Volts Amps | Bulbs Codes Warranty Included Parts
21507R Red Red Self-Piercing Plug = 12 0.33 1 AlP2 2-year 21201R light
21507Y Yellow = Yellow Self-Piercing Plug = 12 0.33 1 AlP2 2-year 21201Y light

25® SERIES, INCANDESCENT, 2 SCREW

Features surface mount design for replacement
on many Ford trucks

+ Contains #94940 plug assembly and one #194
wedge base bulb

% 1 A = : Lens and housing are sonically sealed
| = |,_2500_J [ ! 6.125 ] + Suitable for PC requirements on a 45-angle
ﬂ f 7500 Replaces Signal-Stat 1360A
Part Lamp - - Lighting
Nurrelsar Connector Plug Side 1 Plug Side 2 Codes Warranty
Socket Socket Ring Terminal/
25760Y Yellow = Gray Assembly Assembly Strigped End 12 0.27 1 P2|PC 1-year
Socket Socket Ring Terminal/
25761Y Yellow  Gray Assembly Assembly Strigped End 12 0.27 1 P2|PC 1-year
Socket Socket 2 Position .180
2 Red Black Assembly Assembly Bullet Terminal 0.27 1 P2|PC 1-year



INCANDESCENT MARKER & CLEARANCE LIGHTS LIGHTS

25® SERIES, INCANDESCENT, 2 STUD MOUNT

+ Aerodynamic design for replacement on
Ford trucks #F81B-15442-A

+ Screw on polycarbonate lens and housing

+ Mounts on 1-3/4” centers with foam gasket
seal and M5 mounting studs

+ Suitable for PC requirements on a
45-degree angle

Part Lens
Number Color

25762Y Yellow = AMP 174928-1 12 0.27 1 P2|PC 1-year

Lighti
Lamp Connector | Volts Amps Bulbs (I)go dg]sg Warranty

25® SERIES, INCANDESCENT, 2 STUD MOUNT, KIT

» Aerodynamic design for replacement on
Ford trucks #F81B-15442-A

» Screw-on polycarbonate lens and housing
Mounts on 1-3/4” centers with foam gasket
seal and M5 mounting studs
Kit includes #95119 plug assembly to
connect socket (mating to AMP 174928-1)

+ Suitable for PC requirements on a -
45-degree angle = Py =
O
anig ar Lamp Connector Plug Side 2 L(i)gohdti:sg Warranty
25062Y  Yellow AMP 174921-1 AMP 174928-1  Stripped End 12 0.27 1 P2|PC 1-year

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

25062Y 25762Y light, 95119 plug

25® SERIES, LED, 2 SCREW, REFLECTORIZED,
SOCKET ASSEMBLY

+ Features surface-mount design for

replacement on Mack trucks ‘ r
+ Sonically sealed lens and housing © © 2424 \1_;33
+ Mounting gasket included to improve \

seal of lamp and body
* Recommend Truck-Lite’s #94940 plug ——3.626—
and #194 bulb

+ Not suitable for PC requirements 1_1230
+ Upgrade to LED using part #25250R/Y —
P9 9P Lza&t—J
—— 4743
NLTI’?IEGI’ Lens Color ‘ Mount Color ‘ Lamp Connector ‘ Lighting Codes ‘ Warranty
25765Y  Yellow Yellow Socket Assembly A|P2|PC 1-year
25766R Red Red Socket Assembly A|P2|PC 1-year
25766Y  Yellow Yellow Socket Assembly A|P2|PC 1-year

1NIOS3ANVONI

S3143S S¢

1NIOS3ANVONI

S3143S S¢

1NIOS3IANVONI

S3143S S¢
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LIGHTS MARKER & CLEARANCE LIGHTS INCANDESCENT

26 SERIES, INCANDESCENT, BRACKET MOUNT, KIT

=
Z
1T}
8 + Surface mounts on two screws at 1.5” centers
g + Ground-through base
2 « Popular for use on school and commercial buses
5 « Heavy-duty steel and acrylic construction
=z + Lens attaches to base with one center screw
+ Optional zinc-plated steel guard provides
additional protection
(7]
u
o
w
(7]
8 Part Lamp Lighting
Number Connector Codes SRR
26311R Red Silver Hardwired Hardwired Stripped End 12 0.35 1 P2|PC 1-year
26311Y Yellow  Silver  Hardwired Hardwired Stripped End 12 0.35 1 P2|PC 1-year
26313R Red Silver Hardwired Hardwired Stripped End 12 0.35 2 P2|PC 1-year
26313Y Yellow = Silver  Hardwired Hardwired Stripped End 12 0.35 2 P2|PC 1-year
26315R Red Silver  Hardwired Hardwired Stripped End 12 0.27 1 P2|PC 1-year
26315Y Yellow  Silver  Hardwired Hardwired Stripped End 12 0.27 1 P2|PC 1-year
26353R Red Hardwired Hardwired Stripped End 12 0.35 1 P2|PC 3-year
26353Y Yellow Hardwired Hardwired Stripped End 12 0.35 1 P2|PC 3-year
PARTS INCLUDED IN KITS ABOVE
KIT # Included Parts KIT # Included Parts
26311R 99160r lens 26315R 8930 lens
26311Y 99160y lens 26315Y 8930a lens
26313R 99160r lens 26353R 99170r lens
26313Y 99160y lens 26353Y 99170y lens
3 26 SERIES, INCANDESCENT, 2 SCREW, BEEHIVE
Z
w
8 + Features a beehive lens
g designed for cab marker use
= + Lens and housing are
g sonically sealed
Z + High impact polycarbonate
= \ construction
(2]
u
o
L
»n
&
lene;rl; e Lens Color c oh?wn;gtor Volts Amps Bulbs Lighting Codes Warranty
26762Y Yellow PL-10 12 0.33 1 P2|PC 1-year
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INCANDESCENT MARKER & CLEARANCE LIGHTS LIGHTS

26 SERIES, INCANDESCENT, 2 SCREW, KIT, BEEHIVE

+ Features chrome-plated plastic housing
with contour base and rubber mounting pad
+ Includes one #67 bulb L J ‘ ‘
3.600 r 15.300 1
Part Lamp ; Lighting
Number Connector Plug Side 1 Codes BN

Ring Terminal/
Stripped End

26760Y Yellow  Silver Hardwired Hardwired 12 0.35 1 P2|PC 1-year

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

26760Y 99066Y lens, 97046 pad, 97905 grommet

26 SERIES, INCANDESCENT, 2 SCREW, OVAL
. mg;/iitri]v:slivrvg design allows one lamp the ability to ’64430‘1

1
when mounted both horizontally and vertically > P
* Newly designed wire grommet provides improved water

resistance between the lamp and wiring _—_
+ Polycarbonate lens offers added impact and heat resistance _ 1520

+ Lamp is designed to comply with SAE J2042 requirements

—so0—

NErﬁrtEer CoLrlar]rggtor Plug Side 2 L(i:gohégsg Warranty
26901Y Yellow Hardwired Hardwired .180 Bullet 12 0.5 2 P2|P3|PC 1-year
26310R Red Black  Hardwired Hardwired Stripped End 12 0.27 2 P2|PC 1-year
26310Y Yellow @ Black  Hardwired Hardwired Stripped End = 12 0.27 2 P2|PC 1-year
26312R Red Red Hardwired  Hardwired Stripped End 12 0.27 2 P2|PC 1-year
26312Y  Yellow  Yellow Hardwired Hardwired  Stripped End 12 0.27 2 P2|PC 1-year

26 SERIES, INCANDESCENT, 2 SCREW, RECTANGULAR

+ High-impact Permastat housing protects against rust and corrosion
+ Shock/Mount (1213 model) for maximum bulb life

+ Snap-on lens makes bulb and lens replacement easy

+ Two bulb design-if one burns out, the other remains lighted

+ Lamp meets requirements with only one bulb

+ Not suitable for PC requirements

+ Replaces Truck-Lite 26302 series

Part Lens Lamp Plug ;
NUFilsER Color Connector Side 1 Plug Side 2 Volts Amps Bulbs | Warranty
26302B Blue Hardwired Hardwired Stripped End = 12 0.27 2 1-year
26302G Green Hardwired Hardwired Stripped End 12 0.27 2 1-year

1LNIOS3IANVONI

S3143S 9¢

LNIOS3IANVONI

S3143S 9¢
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LIGHTS MARKER & CLEARANCE LIGHTS INCANDESCENT

26 SERIES, INCANDESCENT, 2 SCREW, ROUND

=
4
w
8 [-95-4:76 + Popular in bus applications
g » Provide marker and auxiliary side-turn
= indicator functions
fj Q| 328 + Features stainless steel and two holes
Z for #10 screws on 1.625” centers
- + Clearance hole of .812 diameter required
3.05— 221—
4.03
(7]
w
o
1T}
(7]
© Part Lamp - Lighting
o Number Connector Plug Side 2 Codes Ui
26390Y Yellow  Silver Hardwired Hardwired Stripped End = 12 0.27 1 P2 1-year
N 26 SERIES, INCANDESCENT, 2 SCREW, TRIANGLE
=
]
8 + Surface mounts on two pass-through
E lens screws at 1.5” centers
= » Ground-through base
g « Popular for use on school buses and
2 commercial vehicles
- + Heavy-duty steel and acrylic construction
» Lens attaches to base with one screw
n » Optional zinc-plated steel guard provides
w additional protection
o
7]
Part Lens Mount Lamp . ; Lighting
8 NmsEr Color Color CEreGn Plug Side 1 Plug Side 2 Volts | Amps | Bulbs Codes Warranty
26771Y Yellow @ Black Hardwired Hardwired Stripped End 12 0.69 1 P2|PC 1-year
26354R Red Silver Hardwired Hardwired Stripped End 12 0.69 1 P2|PC 1-year
26354Y Yellow = Steel Hardwired Hardwired Stripped End 12 0.69 1 P2|PC 1-year
Socket Socket .
26765R Red Black Assembly Assembly Stripped End 12 0.59 1 P2|PC 1-year
Socket Socket .
26765Y Yellow  Black Assembly Assembly Stripped End 12 0.59 1 P2|PC 1-year
26771R Red Black Hardwired Hardwired Stripped End 12 0.69 1 P2|PC 1-year
N 26 SERIES, INCANDESCENT, BRACKET MOUNT, OVAL
=
w
8  Innovative lamp design allows one lamp the ability to function as two
E » Lamp is designed to comply with SAE J2042 requirements when
2 4.00 mounted both horizontally and vertically
g - » Newly designed wire grommet provides improved water resistance
=z 1'33 between the lamp and wiring
» Polycarbonate lens offers added impact and heat resistance
2.00
(7]
w
o
1T}
(7]
&
Part Lens Mount Lamp . : Lighting
Number Color Color Connector Plug Side 1 Plug Side 2 Volts Amps Bulbs Codes Warranty
26901R Red White Hardwired Hardwired .180 Bullet 12 0.5 2 P2|P3|PC 1-year
26902R Red White Hardwired Hardwired .180 Bullet 12 0.5 2 P2|P3|PC 1-year
26902Y Yellow Hardwired Hardwired .180 Bullet 12 0.5 2 P2|P3|PC 1-year
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INCANDESCENT MARKER & CLEARANCE LIGHTS LIGHTS

30® SERIES, INCANDESCENT, GROMMET MOUNT

« Wabash and Monon replacement

+ “ABS” version complies with FMVSS 108
requirement for ABS malfunction indicator lamp
on trailer and ABS braking systems

» 12 volt, 15,000-hour-rated bulb life

» Lamp designed for PC requirements on a
45-degree angle in mounting devices #30720,
#00801, #00803, #00804 or surface-mount flange

L. I
Nfgger Lens Color Con?ln;gtor Volts Lighting Codes Warranty
302008 Blue PL-10 12 0.33 1 1-year
30200G Green PL-10 12 0.33 1 1-year
30200R Red PL-10 12 0.33 1 P2|P3|PC 1-year
30200Y Yellow PL-10 12 0.33 1 P2|P3|PC 1-year
30204R Red PL-10 12 0.33 1 P2|PC 1-year
30204Y Yellow PL-10 12 0.33 1 P2|PC 1-year
30206G Green PL-10 24 0.17 1 1-year
30206R Red PL-10 24 0.17 1 P2|P3|PC 1-year
30206Y Yellow PL-10 24 0.17 1 P2|P3|PC 1-year
30230Y Yellow PL-10 12 0.33 1 P2|P3|PC 1-year
30257Y Yellow PL-10 12 0.33 1 P2|P3|PC 1-year
30% SERIES, INCANDESCENT, GROMMET MOUNT, KIT
+ Wabash and Monon replacement AVAILABLE 2.00
- “ABS” version complies with FMVSS 108 CONNECTORS
requirement for ABS malfunction indicator
lamp on trailer and ABS braking systems <
+ 12 volt, 15,000-hour-rated bulb life O
+ Lamp designed for PC requirements on
a 45-degree angle in mounting devices
#30720, #00801, #00803, #00804 or RING TERMINAL
surface mount flange / STRIPPED END *s90
Part Lamp . Lighting
Number Connector RHgSiaes Codes IR
30503R Red Black PL-10 PL-10  Ring Terminal/Stripped End 12 0.33 1 P2|P3|PC  1-year
30503Y Yellow  Black PL-10 PL-10  Ring Terminal/Stripped End 12 0.33 1 P2|P3|PC  1-year

PARTS INCLUDED IN KITS ABOVE

KIT # Included Parts

30503R  30200R light, 30700 grommet, 94902 plug
30503Y  30200Y light, 30700 grommet, 94902 plug

1NIOS3IANVONI

S3143S 0€

1NIOS3ANVONI

S3143S 0€

161



LIGHTS MARKER & CLEARANCE LIGHTS INCANDESCENT

30® SERIES, INCANDESCENT, BRACKET MOUNT, KIT

=
4
o AVAILABLE
8 2.00 CONNECTORS * Rust-resistant stainless steel mount
E » Quick cam-on, cam-off lamp installation
<zt + Meets PC requirements on a 45-degree
) S — angle
= 10 =y N » Mounts with screws to surface, not included
+ Not recommended for Signal-Stat LED lamps
RING TERMINAL
ﬂ / STRIPPED END
&
Part Lamp ; : Lighting
g N CEmEeier Plug Side 1 Plug Side 2 Codes Warranty
() ) ) _ Stripped End/ ~
30001R Red Silver PL-10 PL-10 Ring Terminal 12 0.33 1 P2|PC 1-year
) Stripped End/
30001Y Yellow = Silver PL-10 PL-10 Ring Terminal 12 0.33 1 P2|PC 1-year
Ring Terminal/
30504R Red Gray PL-10 PL-10 Stripped End 12 0.33 1 P2|P3|PC 1-year
Ring Terminal/
30504Y Yellow  Gray PL-10 PL-10 Stripped End 12 0.33 1 P2|P3|PC 1-year
PARTS INCLUDED IN KITS ABOVE
KIT # Included Parts
30001R 30200R light, 30720 bracket, 94902 plug
30001Y 30200Y light, 30720 bracket, 94902 plug
30504R 30200R light, 30701 grommet, 30722 bracket, 94902 plug
30504Y 30200Y light, 30701 grommet, 30722 bracket, 94902 plug
- 30° SERIES, INCANDESCENT, FLANGE MOUNT
=
)
8 I-—me.o—- * Innovative design allows one lamp the ability
E to function as two
= \ ‘ + 12 volt, 15,000-hour-rated bulb
g ‘ + Lamp designed for PC requirements on
Z a 45-degree angle in grommet mounting
- 250 devices #30700, #30702, #30704, #30706
5 and #30707
(/2]
=
E Part Lighting
g Ny Lens Color | Mount Color CorEier Codes Warranty
Ge 30222R Red Gray PL-10 12 0.33 1 P2|PC 1-year
30222Y  Yellow Gray PL-10 12 0.33 1 P2|PC 1-year
30223R Red Gray PL-10 12 0.33 1 P2|P3|PC 1-year
30223Y  Yellow Gray PL-10 12 0.33 1 P2|P3|PC 1-year
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INCANDESCENT MARKER & CLEARANCE LIGHTS LIGHTS

30® SERIES, INCANDESCENT, FLUSH MOUNT

+ Flanges are permanently affixed to lamp

* 12 volt, 15,000-hour-rated bulb

+ Flush mount is not suitable for PC
requirements

Part Lamp Lighting
Nurrelsar Lens Color | Mount Color SorEer Volts Amps Bulbs Codes Warranty
30221R Red Gray PL-10 12 0.33 1 P2 1-year
30221Y Yellow Gray PL-10 12 0.33 1 P2 1-year

30® SERIES, INCANDESCENT, GROMMET MOUNT, BEEHIVE

» Features a beehive lens designed for cab marker use —1740

» Lens and housing are sonically sealed

» High impact polycarbonate construction
» 12, volt 15,000-hour-rated bulb

+ Suitable for PC requirements on a 45 angle 2010
Part Lens Color Lamp Volts Amps Bulbs Lighting Codes Warrant
Number Connector p ghting Yy
30201R Red PL-10 12 0.33 1 P2|PC LIFETIME
30201Y Yellow PL-10 12 0.33 1 P2|PC LIFETIME

60® SERIES, INCANDESCENT, GROMMET MOUNT,
REFLECTORIZED

- Features a beehive lens designed for cab marker use
» Lens and housing are sonically sealed

» High-impact polycarbonate construction

« 12 volt, 15,000-hour-rated bulb

+ Suitable for PC requirements on a 45-angle

Part Lamp
Number Connector

60215R Red PL-3 12 0.49/2.1 1 AlP2 1-year

Lens Color Volts Amps Bulbs Lighting Codes Warranty

1NIOS3IANVONI

S3143S 0€

1N3OS3IANVONI

S31H3S 0€

1N3OS3IANVONI

S3143S 09
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33® Series 166
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LIGHTS IDENTIFICATION BARS

15® SERIES, LED, ID LIGHT ASSEMBLY, GROMMET MOUNT, KIT

+ Designed to fit applications requiring
minimal space Standards Met

» Features stainless steel bar with three LED P2
Model 15 lamps on 6” centers

+ Electronics completely sealed in epoxy to
resist corrosion and moisture

+ Sonically sealed lens and housing

+ Less susceptible to shock and vibration

» Draws less current, allowing more power
for other vehicle requirements

+ Direct pin-to-circuit board solders assure

1
vibration-resistant contacts
TR ) 2 <t

LED

RED

Center

Distance Kit Includes

15250R light,
J80Bulet gy Silver  6in 00808 bar,
9 93943 harness

15250Y light,
180Bulet/ |45 13 Silver  6in 00808 bar,
9 93943 harness

Lamp Plug Side 2 Diodes

Connector

—_

15050R Red PL-10 PL-10

=

15050Y Yellow  PL-10 PL-10

33® SERIES, LED, ID LIGHT ASSEMBLY, GROMMET MOUNT

+ US patent #6612728

» World smallest LED marker lamp for the
transportation industry
» Hardwired lamp design is easily retrofitted

LED

Requires 3/4” mounting hole
Standards Met

P2
Part Lens Lamp Plug q Amps ; Mount
Color Connector Side 1 Pl Sl 2 VI Major/Minor I Color
33740R Red Hardwired Hardwired  .180 Bullet 12 0.05 1 Black
q q .180 Bullet/Female
33751R Red Hardwired Hardwired "180 Bullet 12 0.05 1 Black

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




IDENTIFICATION BARS LIGHTS

35® SERIES, LED, ID LIGHT ASSEMBLY, GROMMET MOUNT, KIT

-
m
(=]
-+ Designed to fit applications requiring minimal space -
SSEESEE - slim 1" width is perfect for upper rail mounting T R
P2|P3 . Drayvs less gurrent, allowing more power for other 15050R
vehicle requirements
| o0 R S i
1.000] [i==. E——p] —
T 6000 15050Y
1680] ¢
17.000
Part Lamp q : Center -
CRmEs O Plug Side 2 Diodes Distance Kit Includes
o o 35200R light,
35740R Red [N Forget Hit NForget 180Bulley —qp 4 Silver  6in 00815 bar
9 96989 harness
o o 35200V light,
35740Y Yellow fif N Forget Fit NForget 180Bulet —yp g Silver  6in 00815 bar,
9 96989 harness
o o 35200R light,
35741R Red [N Forget Hit NForget 180Bulley —qp 4 Silver  9in 00816 bar,
9 96996 harness
o o 35200V light,
35741y Yellow fif N Forget Fit NForget 180Bullet/ 5 g Silver  9in 00816 bar,
9 96996 harness
35%® SERIES, LED, DUAL FUNCTION, ID LIGHT ASSEM- -
(w)

BLY, BRACKET MOUNT, 3 LIGHTS, KIT

+ Allows marker and clearance lamps to
operate in two output levels

+ Brighter lighting activated by the brake
function

+ Great for retrofitting existing lighting systems

» Provides added safety benefit to trailing
drivers with additional braking awareness at
a higher level on the vehicle notifying drivers
more quickly of vehicle stops
Internal electronics protect vehicle from
electrical feedback

» Heavy-duty design allows for carefree
maintenance

Part Lens Lamp Plug
Numbers| Color Connector Side 1

Fit 'N Forget

Standards Met

P2|PC

35033R Red  FI'! No Plug No Plug 12 5
35035R Red  pl'ONFOrOet No piug No Plug 12 5

Plug Side 2 | Volts | Diodes

Mount

Color Kit Includes

35200R light,
Red 00815 bar
96989 harness

35200R light,
Red 00816 bar,
96996 harness




LIGHTS IDENTIFICATION BARS

35® SERIES, LED, DUAL FUNCTION, ID LIGHT ASSEM-
BLY, BRACKET MOUNT, KIT, 5 LIGHTS

» Allows marker and clearance lamps to
operate in two output levels
. Brigh.ter lighting activated by the brake P2|PC
function
» Great for retrofitting existing lighting systems
» Provides added safety benefit to trailing
drivers with additional braking awareness at
a higher level on the vehicle notifying drivers
more quickly of vehicle stops
« Internal electronics protect vehicle from
electrical feedback
» Heavy-duty design allows for carefree
maintenance

LED

Part Lens Lamp Plug . ; Mount .
Color Connector Side 1 Plug Side 2 | Volts | Diodes Color Kit Includes
. 35200 light,
35034R Red N FO'Get N plug No Plug 12 5 Red 00815 bar,
96989 harness
. 35200 light,
35036R Red 10N FO'8et No Plug No Plug 12 5 Red 00816 bar,

96996 harness

Quick Tip: Plug Side 1 vs. Plug Side 2

When buying a plug for your light it’s important to understand what type of connection mates with
the light and what type of termination will mate with the power harness. Plug Side 1 refers to the
side of the plug that mates directly to the light. Plug Side 2 refers to the end of the plug that will
mate with the power source.

0,

Plug Side 1 _
Lamp Plug Side 2

To Light To Power
Connector hg ﬁ

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




IDENTIFICATION BARS LIGHTS

10® SERIES, INCANDESCENT, 4 SCREW BRACKET
MOUNT, KIT

» Features rugged stainless steel or black
Standards Met enameled ID bar
P2

+ Lamps are mounted on 6" or 9" centers

Z
o
>
Z
O
m
(/2]
(9]
m
z
=

Part Lens Lamp Plug g Mount | Center :
Color | Connector Side 1 Plug Side 2 | Volts | Bulbs Color | Distance i lelveles
. 35200R light,
10744R Red  PL-10 PL-10 Stripped End/' 45 4 Black  6in 00815 bar
Ring Terminal 96989 harness
) 10202R light,
10745R Red  PL-10 PL-10 Stripped End/ ;5 4 Black  9in 00798 bar,
Ring Terminal 93906 harness

15® SERIES, INCANDESCENT, 4 SCREW BRACKET
MOUNT, KIT

+ Features rugged stainless steel ID bar
Standards Met designed to fit in limited mounting areas
» Lamps are mounted on 6" centers
P2 .
+ Direct replacement for Ford

+ Fits in most narrow header rails RED
+ Snap-lock tabs allow easy installation

YELLOW

-
1.610
‘4—6,DC0—~

(1 Je=l Jesi o)
|1 16,080 ]
! 17.450 |
Part Lamp q Center -
SormEsEr Plug Side 2 Distance Kit Includes
15200R light,
15741R Red  PL-10 PL-10 AS0BUley 12 4 Silver  6in 00808 bar,
9 93943 harness
10202R light,
15745R Red  PL-10 PL-10 Stripped End 12 1 Black  6in 00798 bar,
93906 harness
15200 light,
15745Y Yellow PL-10 PL-10 Stripped End 12 1 Black  6in 00817 bar,

93945 harness




LIGHTS IDENTIFICATION BARS

26 SERIES, INCANDESCENT, 4 SCREW BRACKET MOUNT,
KIT, BEEHIVE

+ Features zinc-plated steel bar in either 15"
Standards Met

or 20" lengths
O“ : __]O'i i 16, - Bar contains three lamps with #67 bulb and P2

lens retention snap ring

=
Z
w
O
n
L
(=]
Z
<
(®)
=

L 14.940 |
| 20 |2 @
r CGr_ ()
|

Part Lens Lamp Plug - Mount | Center -
Color | Connector Slde 1 Plug Side 2 | Volts | Bulbs | ‘coo | pistance il ue e
26740R Red  Hardwired Hardwired  Stripped End 12 1 Silver  9in 9004 light,

97947 snap ring

. . . . - 9004 light,
26741R Red Hardwired Hardwired Stripped End 12 1 Silver  6in 97947 snap ring

30® SERIES, INCANDESCENT, 4 SCREW BRACKET MOUNT, KIT

+ Features rugged stainless steel or black
enameled ID bar Standards Met

P2
| 1&000 | @
| g

IO O Ofr (T] 2o

m INCANDESCENT

Part Lens Lamp Plug . Mount | Center .
Color | Connector Side 1 Pl ez | el Eulke Color | Distance | KitIncludes
30200R light,
30740R Red  PL-10 PL-10 gmp%ee?rﬁﬂgl/ 12 1 Black  6in 00798 bar,
9 93906 harness
: 35200 light,
30742R Red  PL-10 PL-10 Stripped End/ 4, 4 Black  9in 00816 bar,

Ring Terminal 96996 harness




IDENTIFICATION BARS LIGHTS

SIGNAL-STAT, INCANDESCENT, 1"X 2", ( signal-Stat »

Z
2 SCREW BRACKET MOUNT, KIT §z>’
=)
+ Popular economy identification bar for light <'}'§
duty applications f.'n’
+ Acrylic lens and housing Z
P2 + Coated polycarbonate bar - - - ~
f 17.00 |
] (Lo 1 J eor ] g
[ 15.375 | =z
s B i i | '2
1_7'5_0/ ™~ é',
5
sons | ogame o, Plug Side 2 | Volts | Bulbs | "OUM | it includes
: 35200R light,
. . St d End/ ;
1508R Red Hardwired Hardwired Ri:\ISPI'ZrmiQaI 12 1 White 828;8 gggness
SIGNAL-STAT, INCANDESCENT, 2"X 4", ( signal-stat »

BRACKET MOUNT, KIT

+ Popular economy identification bar for light
Standards Met duty applications . .
+ Acrylic lens and housing - - -
P2|PC
| + Coated polycarbonate bar
RED

LN3OS3IANVONI

—— 16.00 4|
1.12‘ [ ) | ] | )
T :

| 7.50 —— 7.50 —|

2.00 (0 ‘o===p===01 o)

1V1S-TVNDIS

Lamp

Plug Side 2 Kit Includes

35200R light,
1215 Red Hardwired Hardwired Stripped End 12 2 Black 00815 bar
96989 harness

35200R light,
1216 Red Hardwired Hardwired Stripped End 12 2 White 00815 bar
96989 harness

35200R light,
1216A Amber = Hardwired Hardwired Stripped End 12 2 White = 00815 bar
96989 harness

Connector
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LED TRAILER KITS Page 174

SERIES PAGES
Signal-Stat Square 174

INCANDESCENT TRAILER KITS Pages 175-176

SERIES PAGES
Signal-Stat Rectangular 175-176



LIGHTS PERSONAL TRAILER KITS

SIGNAL-STAT, LED, SQUARE, LH S/T/T & RH S/T/T, KIT
Signal-Stat’

N\

D
IRRA

hﬁ-'—: '-"'Mvﬂi

oo ReD0 Left Hand S/T/T, Right Hand S/T/T
b \

Popular on camping, motorcycle, horse and utility trailers
+ Kit provides all legal lamps and reflective products for trailer less than 80 inches wide
Roadside lamp includes license plate lamp
+ Solid-state LED lamps offer greater resistance from damage due to vibration
» Rugged plastic design prevents corrosion
12 diode stop, turn and tail lamp with 1 diode side marker lamp, 1 diode marker clearance lamp

Part

Lamp Amps

~siilen Connection i i Major/Minor

Replacement Parts

8947 M/C lens, 8948 trailer
5050DK RH/LH Bracket = Hardwired Hardwired = Stripped End 12 0.16/0.05 light lens, 8947A yellow M/C
lens

Number

Signal-Stat’

oo

2 YEAR

Functions Include

Left Hand S/T/T, Right Hand S/T/T,
Left Hand M/C, Right Hand M/C

Popular on camping, motorcycle, horse and utility trailers
+ Kit provides all legal lamps and reflective products for trailer less than 80 inches wide
Roadside lamp includes license plate lamp
+ Solid-state LED lamps offer greater resistance from damage due to vibration
» Rugged plastic design prevents corrosion
12 diode stop, turn and tail lamp with 1 diode side marker lamp, 1 diode marker clearance lamp

Lamp Amps
Connection i i Major/Minor

Position

5051DK RH/LH Bracket = Hardwired Hardwired = Stripped End = 12 0.16/0.05




PERSONAL TRAILER KITS LIGHTS

SIGNAL-STAT, INCANDESCENT, RECTANGULAR

Signal-Stat —

4 9/18" 21318"

Z
o
>
Z
O
m
(/2]
(9]
m
z
=

%ﬁ;\% ana]r;er Functions Include

RAES 534D Left Hand S/T/T

535D Right Hand S/T/T 2 1"2']:@12 ne
=

« For use on camping, motorcycle, horse and utility trailers

 Kit provides all legal lamps and reflective products for trailers less than 80" wide
» Special electrical connections eliminate external wiring splices

» Rugged plastic design prevents corrosion

« S/T/T Lamps mount on two studs, at 2” centers

» Upgrade to Truck-Lite LED systems using part #5050DK or 5051DK

Lamp Amps

Connection Major/Minor Replacement Parts

. . . 1570 light, 1570A light, 8947
534D LH Bracket  Hardwired Hardwired = Stripped End 12 2.1/0.59 lens, 8948 lens, 8947A lens
1570 light, 1570A light, 8947

535D RH Bracket = Hardwired Hardwired = Stripped End = 12 2.1/0.59 lens, 8948 lens, 8947A lens

SIGNAL-STAT, INCANDESCENT, RECTANGULAR, KIT

Signal-Stat’ |°_ 5._.,'
/.\ 4 9]: 213/16"

A
Functions Include
-

Left Hand S/T/T, Right Hand S/T/T,
Left Hand M/C, Right Hand M/C

?.zi':"‘t;lﬁ?r sene

Z
(2]
>
Z
O
m
(2]
(@)
m
Z
s |

» For use on camping, motorcycle, horse and utility trailers

+ Kit provides all legal lamps and reflective products for trailers LESS than 80" wide

+ Special electrical connections eliminate external wiring splices

« Front side marker lamps include built-in reflectors

» Rugged plastic design prevents corrosion

» Kit includes two lamps, 20’ four-wire split Y-harness, a flexible license bracket, two
S/T/T lamps, two side marker lamps, frame clips, wire nuts and easy to read instructions

« S/T/T lamps mount on two studs at 2” centers

» Upgrade to Truck-Lite LED systems using part #5050DK or 5051DK

Part - Lamp Amps
FEEILET Connection Major/Minor Replacement Parts

533DK RH/LH Bracket  Hardwired Hardwired = Stripped End 12 2.1/0.59 1570 light, 1570A light




LIGHTS PERSONAL TRAILER KITS

TRUCK-LITE, INCANDESCENT, RECTANGULAR, KIT

=
4
3
7 » Popular on boat trailers under 80" wide
g + Kits without side marker lamps are intended
Z for trailers under 6’ long 52
< TS
g
= Part .
N5y Functions Include @
o« 55554 Left Hand S/T/T, Right Hand S/T/T
; 55554-1 Left Hand S/T/T, Right Hand S/T/T
(O]
2
o
- Lamp Amps Package
E Position Connection Major/Minor Replacement Parts Type
Strioped 99127R lens,
55554 RH/LH Bracket Hardwired Hardwired Endpp 12 2.1/0.59 80722 bracket
mount, 99126R lens
Strioped 99127R lens,
55554-1 RHALH  Bracket Hardwired  Hardwired £ PP% 12 2.1/0.59 80722 bracket Display

mount, 99126R lens

SIGNAL-STAT, INCANDESCENT, RECTANGULAR

-
P4
1]
8 Part
g Number Functions Include Signal-Stat
Z 528 Left Hand S/T/T
(8]
4 529 Right Hand S/T/T
S
2
5 Position ) 9 Plug Side 2 AlES
= Connection 9 Major/Minor
(O) ) . Stripped End/
fzf 528 LH Bracket  Hardwired Hardwired Ring Terminal 12 0.33
O )
w 529 RH Bracket ~Hardwired  Hardwired SUPPdENd/yy 555

Ring Terminal

SIGNAL-STAT, INCANDESCENT, RECTANGULAR, KIT

« Deluxe kit features a sealed lamp capsule that - o
protects the bulb and electrical contacts from SIQnaI'Stat
damage by water and corrosion

+ Left hand lamp includes license plate illuminator

S/T/T lamp 8L x 2-7/8H x 2-3/4D 1 R

RRAN
Functions Include

Left Hand S/T/T, Right Hand S/T/T,
Left Hand M/C, Right Hand M/C

Q)

Lamp Amps
Connection Major/Minor

Stripped End/
Ring Terminal

Position

Replacement Parts

RECTANGULAR INCANDESCENT
S

528 light, 529 light,

530DK RH/LH Bracket Hardwired Hardwired 9676 lens

12 2.1/0.59




Looking for even
more product
information?
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LICENSE &
BACK-UP
LIGHTS

LICENSE LIGHTS

LED

SERIES COMMON SIZE
15@ Series 1" x 2"

33® Series 0.75"

36 Series 1" x 2"

INCANDESCENT

SERIES COMMON SIZE PAGES
15@ Series 1" x 2" 185

17 Series 2" 185-186
19®@ Series 2" 186

21® Series 2" x 6" 187
Super 21@ 2" x 6" 187-188
26 Series 1" 188-189
Signal-Stat Multiple 190

178



BACK-UP LIGHTS

LED

SERIES

Super 44®

Signal-Stat

66 Series

Signal-Stat Oval
Signal-Stat Rectangular

INCANDESCENT

SERIES

40@ Series
Super 40®
45@ Series
Super 45®

60® Series

60® Economy

80 Series

1 Bulb 4in
Signal-Stat 1 Bulb 4in
1 Bulb 2in x 6in

1 Bulb 4in x 6in

3" x 5"
3" x 5"
2" x 6"
2" x 6"
"
"
"
2" x 6"
4" x 6"

Pages 191-206

191-195
195-196
196
197
197

198-199
200
201
201
202
203
203-204
204-205
205
206
206

179



BACK-UP & LICENSE LIGHTS

Trucklite

License &
Back-Up Lights

Introduced orginally by Truck-Lite, these bright,
dependable LED back-up and license lighting and
space-saving combination lamps come in a variety of

shapes and sizes.

Shapes Round, Oval, Rectangular
Mount Types Grommet, Flange, 2 Screw, 4 Screw, Adhesive
. Lamp Connector - : LAMP
Connection " :
i e connector type :
Information located on the back

When it comes to choosing
the correct lamps for your
truck or trailer, it’s important
to know the connection type
on your vehicle’s harness.

If the harness connector type
does not match your desired
light (lamp connector), you
will need a plug to complete
the connection.

of alamp
Plug Side 1 LAMP PLuG
The connection o —A]
between a plug and
alamp e
Plug Side 2
PLUG TRAILER
The connection
between a plug and a O—=

trailer’s harness

OO




BACK-UP & LICENSE LIGHTS

2 Manufacturing
£ & Quality

Testing
Ml & Safety

Truck-Lite’s LED license and back-
up lighting is built using premium
materials and backed by industry-
leading warranties.

Designed to last the life of your
vehicle, Truck-Lite’s solid-state
construction and sealed

circuitry mean that you can depend
on your lighting to withstand shock,
vibration, moisture and debris.

All Truck-Lite lamps are

subjected to rigorous
environmental, electrical and me-
chanical testing before they are vali-
dated and released to the market.

All lamps comply with
FMVSS/CMVSS-108, SAE and DOT
standards when properly mounted.

Performance
& Maintenance

@

* Lower energy consumption

* Impact-resistant, non-yellowing
lenses and rugged housing
protect against damage from
even the toughest applications

* Robust, cost-effective design




LIGHTS -I‘aaiail‘a“’

15® SERIES, LED, 3 DIODE, 1"x2", BRACKET MOUNT 222\

LIFETIME
> %

Meets SAE J587 and European ECE

w
-
Regulations 4
+ Hardwired design with adapter plug for
quick changeover without rewiring
Functions as utility lamp or license lamp
when properly mounted using license

plate brackets #00820, #15729, #15730,
#15732 or #15736

Part Lamp Plug Plug Lens Lens

Number Connector Side 1 Side 2 Color | Material el e
15905 Hardwired Hardwired Stripped End = Clear PC 24 0.03
15205 Hardwired Hardwired Female PL-10 Clear PC 12 0.03
15226 Hardwired Hardwired Female PL-10 Clear PC 12 0.03
15227 Hardwired Hardwired .180 Bullet Clear PC 12 0.03

15® SERIES, LED, 3 DIODE, 1"x2", BRACKET MOUNT, KIT =

@ LIFME
+ Meets SAE J587 and European ECE W
Regulations 4
+ Hardwired design w/ adapter plug for
quick changeover without rewiring
» Functions as utility lamp or license lamp
when properly mounted using license
plate brackets #00820, #15729, #15730,

#15732 or #15736

Part Lamp Lens

Number Connector Material Kit Includes

15040 Hardwired Hardwired Eir_qa(l)le Clear PC Gray 12 0.03 :nsozl?nst,l ig;w(t),;gS;g:kgtracket
15041 Hardwired  Hardwired +o'10° Clear  PC Black 12 008 e
15042 Hardwired  Hardwired S0P Glear  PC Gray 24 008
15043 Hardwired  Hardwired S0P Clear  PC Black 24 003 % ig;‘ééfgg’gkz:ac"et
15053 Hardwired ~ Hardwired Lo'13°  Clear  AC Gray 12 003 e
15054 Hardwired Hardwired gfl?et Clear PC Gray 12 0.03 ;5025;,' ig?(t)g;;:gkgtracket
15055 Hardwired Hardwired EeLr_q%Ie Clear PC Chrome 12 0.03 :nsozl?r?t,l ig?(t),;;;:gkglt'acket
15056 Hardwired  Hardwired S0P Clear  PC Chrome 24 003 %90 ig%g;g:szkg{a"ket
15058 Hardwied ~ Hardwired o0~ Clear  PC Black 12 003 Ll
15059 Hardwied ~ Hardwired Lo'13° Clear  PC Chome 12 008 8 T
15060 Hardwied ~ Hardwired o~ Clear  PC Chome 12 0038 O
15061 Hardwired Hardwired EeLr_qaole Clear PC Black 12 0.03 :nSozuzr?t,l 'g? 823125;2&::%‘(&




-I‘aaiailﬁii“ LIGHTS

33® SERIES, LED, 1 DIODE, 0.75", GROMMET MOUNT

aIl

Hardwired lamp design is easily retrofitted, with only a

1-3/16” mounting hole required for grommet installation
« US Patent 5,943,798
» Product designed to fit in 33705 grommet

+ Top and side plate mounting options

» When mounted into a module, all wires are hidden inside
module, protecting against damage from corrosion
Does not require a bracket, so it can be mounted
directly into the vehicle

+ Stealth, low-profile design is resistant to damage, and
hides lamp away from view to help prevent theft

» LEDs draw less current, allowing more power for other
vehicle requirements
Reduces lighting costs due to physical damage and
heat entrapment
Electronics are completely sealed in epoxy to resist
corrosion and moisture

Lens
Material

Lamp

Connector Lens Color

33210C Hardwired Hardwired .180 Bullet Clear PC 12 0.15

33® SERIES, LED, 1 DIODE, 0.75", GROMMET MOUNT, KIT

aai

Hardwired lamp design is easily retrofitted, with only a

1-3/16” mounting hole required for grommet installation
US Patent 5,943,798
Product designed to fit in 33705 grommet

» Top and side plate mounting options

» When mounted into a module, all wires are hidden inside
module, protecting against damage from corrosion

» Does not require a bracket, so it can be mounted
directly into the vehicle

+ Stealth, low-profile design is resistant to damage, and
hides lamp away from view to help prevent theft
LEDs draw less current, allowing more power for other
vehicle requirements

» Reduces lighting costs due to physical damage and
heat entrapment
Electronics are completely sealed in epoxy to resist
corrosion and moisture

Part Lamp Lens

Kit Includes

33210C light,
33705 grommet

Number Connector Material
33010C Hardwired Hardwired .180 Bullet Clear PC Black 12 0.15




LIGHTS -I‘iaiailaiil

36 SERIES, LED, 3 DIODE, 1"X2", ADHESIVE MOUNT

+ Provides license lamp solution that requires no mounting
brackets or installation screws
+ Lamp adheres directly to mounting surface through use of heavy-
duty adhesive backing, with an easy-to-install, peel-off liner
+ OmniVolt
+ Hardwired with rear and side exit wires complete with .180
molded bullets
+ Can be mounted without any mounting brackets or fasteners
LEDs draw much less current and are rated at 100,000 hours
+ Electronics are completely sealed in epoxy to resist damage
caused by moisture, corrosion, shock and vibration
+ When properly mounted the lamps are designed to conform to
the applicable requirements of FMVSS - 108

LED

Part Lamp f f Lens Lens Mount
Number Connector Al S Flrg el 2 Color Material Color veliis i

36145C Hardwired Hardwired .180 Bullet Clear PC Black 12|24 0.05

36140C Hardwired Hardwired .180 Bullet Clear PC Black 12|24 0.05

36 SERIES, LED, 3 DIODE, 1"X2", ADHESIVE MOUNT, KIT

+ Provides license lamp solution that requires no mounting
brackets or installation screws

+ Lamp adheres directly to mounting surface through use of heavy-
duty adhesive backing, with an easy-to-install, peel-off liner

+ OmniVolt

+ Hardwired with rear and side exit wires complete with .180
molded bullets

+ Can be mounted without any mounting brackets or fasteners

» LEDs draw much less current and are rated at 100,000 hours

+ Electronics are completely sealed in epoxy to resist damage
caused by moisture, corrosion, shock and vibration

+ When properly mounted the lamps are designed to conform to
the applicable requirements of FMVSS - 108

LED

Part Lamp q q Lens Lens Mount :
NumilsEr CormEsien Plug Side 1 Plug Side 2 Color Material | Color Volts | Amps Kit Includes
36041C Hardwired Hardwired 1180 Bullet Clear  PC Gray 1224 005  So149Cloht
36140C light,

36042C Hardwired Hardwired .180 Bullet Clear PC Black 12|24 0.05 36711 bracket




-Iaaiail‘aii’ LIGHTS

15® SERIES, INCANDESCENT, 1 BULB, 1"x2", BRACKET MOUNT

+ High-impact polycarbonate, sonically sealed 2490 830 e
lens and housing _I_ r 1 Fa——

+ Available in 12 or 24-volt versions , = _;i*
» Features 15,000-hour-long life 12v bulb 1.20 i b
» Must be used with Model 15 mounting brackets

+ Replaces Signal-Stat 1502W
» Upgrade to LED lighting systems using Truck-
Lite’s 15 Series LED license lamps

Part Lamp Lens Lens
Connector Color Material Volts Amps

15208 PL-10 Clear PC 12 0.33

e rap—

15209 PL-10 Clear PC 24 0.17

15® SERIES, INCANDESCENT, 1 BULB, 1"x2",
BRACKET MOUNT, KIT

» Features snap-fit mount for quick installation
and easy replacement
» Bracket may be surface mounted

,
~
| | s

Part Lamp Lens Lens Mount :
Connector Color | Material | Color | Volts | Amps il ue.es
15208 light,
15011 PL-10 Clear PC Gray 12 0.33 15729 bracket
97032 grommet
15208 light,
15012 PL-10 Clear PC Black 12 0.33 15730 bracket
97032 grommet
15208 light,
15013 PL-10 Clear PC Chrome 12 0.33 15732 bracket,

97032 grommet

17 SERIES, INCANDESCENT, 1 BULB, 2", 2 SCREW

m » High-impact polycarbonate, sonically

sealed lens and housing

+ Designed to mount with bracket, #17720
» Horizontal mount only

Part Lamp Lens Lens Mount
Connector Color Material Color el .
17200 ;‘lﬁeg”se Lamp G PC Gray 12 0.33

¢
L &)
S3y3as L1 1N3IOS3ANVONI




LIGHTS -I‘iaiailaiil

17 SERIES, INCANDESCENT, 1 BULB, 2", 2 SCREW, KIT

» High-impact polycarbonate, sonically
sealed lens and housing
+ Designed to mount with bracket, #17720

» Horizontal mount only

=
4
w
O
(7}
w
(=]
4
<
(@)
b4

{5

ﬁ ana"\ger Coﬁ]n;gtor SFi’(lil:eg1 SFi’(lilégz Iég?osr Mﬁgﬁal ,\CA)g?cTrt Volts | Amps Kit Includes

= 17001 ',;ilﬁznse Lamp E;%';;f;’l‘gée License  pgintcut  Clear  PC White 12 033 7200 lriﬂ;'
17002 ',;ilﬁznse Lamp E;ﬁigrglbgense BluntCut Clear  PC White 12 033 17200 'FL?LT;

17 SERIES, INCANDESCENT, 1 BULB, 2",
BRACKET MOUNT, KIT

» High-impact polycarbonate, sonically m
X

sealed lens and housing
+ Designed to mount with bracket, #17720 O
* Horizontal mount only

INCANDESCENT

17 SERIES

Part Lamp Plug Plug Lens Lens Mount .
Number Connector Side 1 Side 2 Color | Material | Color Volts | Amps Kit Includes
License Lamp  Right Angle License 17200 light,
17003 Plug Lamp Plug Blunt Cut Clear PC Black 12 0.33 94922 plug

19%® SERIES, INCANDESCENT, 2 BULB, 2",

=
4
3] BRACKET MOUNT, KIT
(77)
w
[a)

P ; , ; » Fruehauf replacement lamp
<Zf. | 7 ] "_8301 » High-impact polycarbonate, sonically m
(8] . 1 YEAR
Z { ] 123 @ sealed lens and housing

» Long-life, 15,000-hour bulbs

» License or utility applications
* Replaces Signal-Stat 1901W

Part Lamp Lens Lens

Number Connector Color Material Volts Amps
19 Series
19206 Male Pin Clear PC 12 0.33




-Iaaiail‘aii’ LIGHTS

21® SERIES, INCANDESCENT, 2 BULB, 2"x6", 2 SCREW

m » Features male pin connections 5.881
= » Polycarbonate lens and housing withstands /—-—*
impact and corrosion / \:I;
= + Shock mount absorbs road shock and vibration | |
» Replaces Grote #60331
T
© © | 2023
l

Part Lamp Lens Lens Mount Volts
Number Connector Color Material Color

29204C

Male Pin Clear PC Clear 12

0.33

Amps

(ereE| | e

21® SERIES, INCANDESCENT, 2 BULB, 2"x6", 2 SCREW, KIT

AR

(km

+ Features male pin connections 5.881
» Polycarbonate lens and housing withstands /——‘<—T—
impact and corrosion / N 1.495
» Shock mount absorbs road shock and vibration l |_'1_
Replaces Grote #60331 _
] T
© | 2023
= l

Part Lamp , i

29004C

; : .180 Bullet|Ring
Male Pin Male Pin Terminal Clear

Lens

Material

Clear

SUPER 21®, INCANDESCENT, 1 BULB, 2"x6", 2 SCREW

+ Acrylic lens and ABS housing are ——4.810——

A\
2 YEAR

d

« Unique bulb cradle shock mount

o]
» Long life bulb is rated for 15,000 hours h

» Lamp kit includes #96930 hot wire

sonically sealed

absorbs shock and vibration,
prolonging bulb life

6.000

T4
=

Standard Lens

Part Lamp Lens Lens Mount Volts
Number Connector Color Material Color

21204C

Super 21 Plug = Clear AC Clear 12

2.

8
S

1

1.2

B

1

Amps

S3IY3S 12 H3dNS 1NIOS3ANVONI m 1NIOS3IANVONI




LIGHTS -I‘iaiail‘aiil

SUPER 21®, INCANDESCENT, 1 BULB, 2"x6", 2 SCREW, KIT

|——a4810—— + Acrylic lens and ABS housing are

sonically sealed

@: :@ ;I; « Unique bulb cradle shock mount absorbs
’ shock and vibration, prolonging bulb life

Long-life bulb is rated for 15,000 hours

’;e.oooﬂ o ;
—_ Lamp kit includes #96930 hot wire

Standard Lens

Ai
<G

}_

Part Lamp Plug Plug Lens Lens Mount
Number Connector Side 1 Side 2 Color | Material | Color

21004C Super 21 Plug gm%erm Stripped End  Clear  AC Clear 12 033

Volts Amps Kit Includes

21004C light,
96930 plug

SUPER 21 SERIES INCANDESCENT
-5

26 SERIES, INCANDESCENT, 1 BULB, 1",
GROMMET MOUNT, ROUND

——2.100 + Features chrome-plated brass housing
1.&T—| : /o

Snap-fit design uses standard 1-1/4”

diameter hole D

» Commonly used to illuminate a license
1:500 ED:D plate on step bumpers

» Two units required for license illumination
Ideal for courtesy, map, instrument,
license or step lighting

» Snaps securely into any panel thickness
up to .187”

Replaces Signal-Stat 430W

Part Lamp ; ; Lens
Connector Plug Side 1 Fitgisideis Material

26331 Hardwired Hardwired .180 Bullet Clear PC Chrome 12 0.59

m INCANDESCENT

26 SERIES, INCANDESCENT, 1 BULB, 1", 2 SCREW, ROUND

used on GM vehicles

+ Two lamps required for
license plate illumination

» Rubberized, single-contact
electrical plug
Replaces Signal-Stat 436W

[

4

s

7] 2625 i + Features a chrome-plated

& steel lens shade 1 VEAR
<zt Design is similar to lamps
(&)

£

Part Lamp q q Lens Lens Mount
Connector Plug Side 1 Plug Side 2 Color Material Color s Amps

26336 Hardwired Hardwired .156 Bullet Clear PC Chrome 12 0.59




-I‘aaiailﬁii“ LIGHTS

26 SERIES, INCANDESCENT, 1 BULB,
BRACKET MOUNT, KIT

+ Features high-impact housing with 2625"
aerodynamic design -|—
20"

+ Mounts on 1-3/4” hole centers

3

E

JI‘»

£

> ‘

%,
&

» Replaces Signal-Stat 420W and 423W

Part Lamp Lens
Number Connector Material

26335 Hardwired Hardwired Stripped End = Clear PC Gray 12 0.59 26380 hood

Kit Includes

26 SERIES, INCANDESCENT, 1 BULB,
2 SCREW BRACKET MOUNT

1 + Screw lock cover cams on/off for easy bulb replacement

o + Ideal for license, instrument or step lighting

+ Extra-rugged cadmium-plated steel housing 2625"
20"

+ Surface mounts, grounds through screw
+ Replaces Signal-Stat 431W J_
« 1/4” screw hole diameter

175"

e
1625"
N

Part Lamp ; ; Lens Lens Mount
Connector Plug Side 1 Plug Side 2 Color Material Color Volts Amps
26330 Hardwired Hardwired Stripped End Clear PC Chrome 12 0.59
26371 Hardwired Hardwired Stripped End Clear PC Black 12 0.59

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




LIGHTS -I‘aaiailﬁii-

SIGNAL-STAT, INCANDESCENT, 1 BULB, 1"X2",

=

4

i BRACKET MOUNT, KIT, RECTANGULAR

(7]

wl

[a] . . .

<Zt 1.75 I_ 187 — /:‘Ijuurzilr?;m or gray-painted steel SignaI-Stat”

% _l— o o = + Fully protected lens with high guard

= 4.87 3.75 + Pressure pad tightly seals lens m
° o | + Quick-click lens removal

a1l

=
o
@
-
<
=z
o
(7]

Part Lamp : : Lens
Connector Plug Sids 1 Plug Side 2 Material

1105W Hardwired Hardwired Stripped End Clear PC Gray 12 0.35

SIGNAL-STAT, INCANDESCENT, 1 BULB, 2"X6",

'—
4
3] 2 SCREW BRACKET MOUNT, RECTANGULAR
4
2 " + Original equipment on Airstream . o
g T —y + Chrome-plated steel lamp body Signal-Stat
> 3375" A - Rubber pad between lamp and frame
= T
( 2N
1 YEAR
= I —— a—— =
e ;
o 4937
-
2
O Part Lam ; ; Lens Lens Mount
7] Conne(F:)tor FiE e Pl e Color Material Color jalts T
435W Hardwired Hardwired Stripped End Clear AC Chrome 12 0.59

SIGNAL-STAT, INCANDESCENT, 1 BULB, 1"X3",
2 SCREW BRACKET MOUNT, TRIANGULAR

T — + Snap-grip lens hood for easy bulb . ! .
20" replacement Signal-Stat
| - Ideal for license, instrument or step lighting

| + Surface mount, grounds through screw

Permastat housing will not rust

=
4
w
(8]
(72}
wl
[a]
Z
<
o
b4

3

[ + Wire length 7 1/2” e
< !
= "
".’ 2i0 o o
o
> 3.0
S
(7))
Part Lamp f f Lens Lens Mount
Number Connector Plug Side 1 Plug Side 2 Color Material Color Volts Amps
425WD Hardwired Hardwired Stripped End Clear PC Gray 12 0.59
426W Hardwired Hardwired Stripped End Clear PC Chrome 12 0.59



BACK-UP LIGHTS LIGHTS

SUPER 44°, LED, 6 DIODE, 4", GROMMET MOUNT

-
m
O
m » Features robust, cost-effective, efficient design
LIFME « Surpasses back-up specifications with one-lamp, wnis
7 eliminating two-lamp systems : 2]
+ Resembles Super 44 Series S/T/T lamp diode appearance i i R \ %
for consistent look g L
Epoxy-encapsulated with exclusive Fit ‘N Forget™ plug e ;;«: £ t
assembly keeps corrosives away from lamp i
* Not recommended for dome lamp use
+ U.S. Registered TM #3483147
Commebior | Gar | Maneal | Vots | ames | OEnon
44990C Et NForget  Glear AC 12 0.53 Yes
44350C Et NForget  Glear PC 12 0.53 No
SUPER 44°®, LED, 6 DIODE, 4", GROMMET MOUNT, HARDWIRED =
(]
m » Features robust, cost-effective, efficient design
LIFME + Surpasses back-up specifications with 1 lamp, eliminating 2 e,
W lamp systems /B 1.0 ‘é’
+ Resembles Super 44 Series S/T/T lamp diode appearance f P i!ﬂ"j;_ it )
for consistent look fop— ?” =il g
» Epoxy-encapsulated with exclusive Fit ‘N Forget™ plug e = 'S
assembly keeps corrosives away from lamp / =
Not recommended for dome lamp use
+ U.S. Registered TM #3483147
co2mp .| Plug Side 1 Plug Side 2 oons Mane Volts Amps
44347C Hardwired Hardwired PL-3 Clear PC 12 0.53
SUPER 44°®, LED, 6 DIODE, 4", FLANGE MOUNT, KIT =
(]
m Features robust, cost-effective, efficient design
+ Surpasses back-up specifications with 1 lamp, eliminating 2
lamp systems ‘é’
Resembles Super 44 Series S/T/T lamp diode appearance )
for consistent look g
» Epoxy-encapsulated with exclusive Fit ‘N Forget™ plug g

assembly keeps corrosives away from lamp
Not recommended for dome lamp use
U.S. Registered TM #3483147

Part Lamp Lens ; Diamond
Connector i i Material i lrslie e Shell

_ _ 44350C light
Fit 'N Fit 'N Female ’
44180C Clear PC Black 12 0.24 40700 grommet  No
Forget S.S.  Forget S.S. PL-2 94789 plug
Fit ‘N Fit ‘N 2 Position 44350C light,
44183C Forget S.S.  Forget S.S. Plug Clear | PC Black 12 0.24 40700 grommet No
. 6 44990C light
Fit ‘N Fit ‘N Female ’
44184C ForgetS.S. ForgetS.S. PL-2 Clear AC Black 12 0.24 40700 grommet = Yes

94789 plug




LIGHTS BACK-UP LIGHTS

SUPER 44°, LED, 6 DIODE, 4", FLANGE MOUNT

+ Features robust, cost-effective, efficient design
+ Surpasses back-up specifications with 1 lamp,

2 oy eliminating 2 lamp systems N
PEEEN + Resembles Super 44 Series S/T/T lamp diode
paso ) appearance for consistent look
= : + Epoxy-encapsulated with exclusive Fit ‘N Forget™ plug
= assembly keeps corrosives away from lamp
* Not recommended for dome lamp use
+ U.S. Registered TM #3483147

LED

SUPER 44
E

Part Lamp Lens Lens Mount Diamond
Connector Color Material Color walliz HIEE Shell
44344C Et NForget  Glear PC Gray 12 0.53 No

44345C g"S'N Forget  Gjear PC White 12 0.53 No

44346C g”S'N Forget  (jear PC Black 12 053 No

44991C Et NForget  Glear AC Gray 12 0.53 Yes

44992C g”S'N Forget  (jear AC Black 12 053 Yes

SUPER 44°, LED, 6 DIODE, 4", FLANGE MOUNT, HARDWIRED

Features robust, cost effective, efficient design
+ Surpasses back-up specifications with 1 lamp, eliminating 2 LE
lamp systems N
+ Resembles Super 44 Series S/T/T lamp diode appearance W
for consistent look
+ Epoxy-encapsulated with exclusive Fit ‘N Forget™ plug
assembly keeps corrosives away from lamp
Not recommended for dome lamp use
+ U.S. Registered TM #3483147

LED

SUPER 44

Part Lamp ] ] Lens Lens Mount
Number Connector Pl EEE | g SR 2 Color Material Color e Amps

44348C Hardwired Hardwired Stripped End Clear PC Black 12 0.53

44349C Hardwired Hardwired Stripped End Clear PC White 12 0.53

SUPER 44°®, LED, 6 DIODE, 4", FLANGE MOUNT, KIT

Features robust, cost-effective, efficient design

+ Surpasses back-up specifications with 1 lamp, eliminating 2
lamp systems
Resembles Super 44 Series S/T/T lamp diode appearance for
consistent look
Epoxy-encapsulated with exclusive Fit ‘N Forget™ plug
assembly keeps corrosives away from lamp

» Not recommended for dome lamp use

+ U.S. Registered TM #3483147

LED

SUPER 44

® @

Part Lamp Plug Plug Lens Lens Mount .
Connector Side 1 Side 2 Color | Material | Color | Vo'ts | Amps N s s
Fit 'N Forget Fit 'N Forget _ 44344C light,
44181C S.S. S.S. Female PL-2  Clear PC Gray 12 0.24 94789 plug
Fit 'N Forget Fit 'N Forget _ 44346C light,
44182C S.S. S.S. Female PL-2 Clear PC Black 12 0.24 94789 plug



BACK-UP LIGHTS

SUPER 44°, LED, 27 DIODE, 4", GROMMET MOUNT

LIGHTS

-
m
O
» Most advanced and cost-
effective 4” LED back-up lamps
‘ R + 27-LED pattern lamps require SR L e @
RRAY B 0 0 B O i D Cc
the purchase of two lamps, one AR LMy o
. nnniﬂuuu}-uul-n-ulv:unu 3 m
for each side b T R b LA Al )
R TR TSI ﬁ
MR
IR
Thaqadedt]
Part Lamp Lens Lens Mount
Number Connector Color Material Color i i
44206C Et NForget  Glear PC 12 0.1
n
SUPER 44°, LED, 27 DIODE, 4", GROMMET MOUNT, KIT =
(@)
Most advanced and cost-effective 4”
LED back-up lamps
» 27-LED pattern lamps require the ‘é
> purchase of two lamps, one for each side o
+ 54-LED pattern lamps require the g
purchase of only 1 lamp ﬁ
Part Lamp Plug Plug Lens Lens Mount ] Diamond
Number Connector Side 1 Side 2 Color | Material | Color Volts | Amps Kit Includes Shell
Fit 'N Forget Fit 'N Forget Female 44206C light,
44041C S.S. S.S. PL-2 Clear PC Black @ 12 0.1 40700 grommet No
Fit 'N Forget Fit 'N Forget Female 40700 grommet,
44141C S.S. S.S. PL-2 Clear AC Black 12 0.1 94789 plug Yes
n
SUPER 44°, LED, 27 DIODE, 4", FLANGE MOUNT -
(w)
» Most advanced and cost-effective 4”
LED back-up lamps e
« 27-LED pattern lamps require the ",*i"""","'"‘“-,"" ‘é’
2 purchase of two lamps, one for each side “:x"m""::::“; ]
« 54-LED pattern lamps require the ",,,,',,m,,,;,.,.;.m;..._m g
purchase of only one lamp "f'nuunzlulu;!luu'!inlfu!n ; ﬁ

Part Lamp Lens Lens Mount
Number Connector (070][]3 Material Color Volts Amps
44236C Et NForget  Glear PC Gray 12 0.1
44239C Et NForget  Glear PC White 12 0.1
44240C Et NForget  Glear PC Black 12 0.1




LIGHTS BACK-UP LIGHTS

SUPER 44°, LED, 27 DIODE, 4", FLANGE MOUNT, KIT

[a]
(1T}
|
» Most advanced and cost-effective 4” LED
Back-up lamps
3 + 27- LED pattern lamps require the i
x &7
o purchase of two lamps, one for each side
E » 54-LED pattern lamps require the
(?) purchase of only one lamp @
Part Lamp Lens f Diamond
Number Connector Material el Shell
Fit 'N Forget Fit 'N Forget Female 44236C light,
44045C S.S. S.S. PL-2 Clear PC Gray 12 0.1 94789 plug No
Fit 'N Forget Fit 'N Forget Female
44145C S.S. S.S. PL-2 Clear AC Gray 12 0.1 94789 plug Yes
Fit 'N Forget Fit 'N Forget Female 44240C light,
44146C s.S. S.S. PL-D Clear PC Black 12 0.1 94789 plug No
n
a SUPER 44°%, LED, 54 DIODE, 4", GROMMET MOUNT
=
Most advanced and cost-effective 4” LED
Back-up lamps
I + 27-LED pattern lamps require the
< p ps req W
o purchase of two lamps, one for each side
E + 54-LED pattern lamps require the
a purchase of only one lamp
Part Lamp Lens Lens Mount
Number Connector Color Material Color Volts Amps
44205C Kt NForget  Glear PC 12 0.13
n
a SUPER 44°®, LED, 54 DIODE, 4", GROMMET MOUNT, KIT
=
Most advanced and cost-effective 4” LED
Back-up lamps
g + 27-LED pattern lamps require the W
o purchase of two lamps, one for each side
E + 54-LED pattern lamps require the
=]
(7))

purchase of only one lamp @

Part Lamp Plug Plug Lens Lens Mount

Number Connector Side 1 Side 2 Color Material | Color Volts Amps Kit Includes
Fit 'N Forget Fit 'N Forget ~ 44205C light,
44040C S.S. s.s. Female PL-2 Clear PC Black 12 0.13 40700 grommet




BACK-UP LIGHTS LIGHTS

SUPER 44°, LED, 54 DIODE, 4", FLANGE MOUNT

-
m
O
m * Most advanced and cost-effective 4”
-_— LED Back-up lamps
+ 27- LED pattern lamps require the ‘é’
purchase of two lamps, one for each side o
» 54-LED pattern lamps require the g
purchase of only one lamp ﬁ
Part Lamp Lens Lens Mount
Number Connector Color Material Color el P
44235C Et NForget  Glear PC Gray 12 0.13
n
SUPER 449, LED, 54 DIODE, 4", FLANGE MOUNT, KIT -
(]
» Most advanced and cost-effective 4”
LED Back-up lamps
W + 27- LED pattern lamps require the 8
purchase of two lamps, one for each side o
+ 54-LED pattern lamps require the g
purchase of only one lamp ﬁ
Part Lamp Plug Plug Lens Lens Mount :
Connector Side 1 Side 2 Color | Material | Color | Volts | Amps A lrslielze
Fit ‘N Forget Fit 'N Forget _ 44235C light,
44044C ss. S.S. Female PL-2  Clear PC Gray 12 0.13 94789 plug
1
SIGNAL-STAT, LED, 24 DIODE, 4", GROMMET MOUNT, ROUND ~
) ) H H ) m
(]
. . + Popular on owner/operator show trucks
S|gnaI'Stat + Uses standard right-angle connection
+ Unique LED array displays a full pattern light (2]
N\ output design 2
2 YEAR + Epoxy-encapsulated electronics resist damage >
from moisture and corrosion ";
+ Less current draw, resulting in increased -
battery and alternator life while allowing more 1’|

power for other vehicle requirements

+ Two lamps required for back-up

+ LEDs do not have a filament, therefore are
not susceptible to damage from shock and
vibration

Part Lamp Lens Lens
Connector Color Material el A

4060C PL-2 Clear PC 12 0.13




LIGHTS BACK-UP LIGHTS

SIGNAL-STAT, LED, 24 DIODE, 4", FLANGE MOUNT, ROUND

[a]
(1T}
|
Housing and flange are molded together to . o
form one piece Signal-Stat
'2 » Uses standard right-angle PL-3 connection
7 + When properly mounted, exceeds FMVSS DOT N\
A requirements for back-up
§ + Unique LED array displays full pattern light output design
] Must be used as a two-lamp system for back-up
(77) + Designed with impact-resistant polycarbonate

LEDs do not have a filament, therefore are not
susceptible to damage from shock and vibration

» Epoxy-encapsulated electronics resist damage from
moisture and corrosion

Part Lamp Lens Lens Mount
Number Connector Color Material Color Volts Amps
4063C PL-3 Clear PC Gray 12 0.15

66® SERIES, LED, 1 DIODE, 2"x6", GROMMET MOUNT

LED

Less current draw, resulting in increased battery
and alternator life while allowing more power for

other vehicle requirements N
+ Single-diode Technology
» Uses Fit ‘N Forget™ connection for increased
corrosion resistance
+ Two lamps required for back-up
Meets specifications for dome lamp applications
» Must be mounted vertically
Patent No. - USA: 6811287, Canada: 2477643,
Mexico: 250259, Australia: 2003208501

Part Lamp Lens Lens
Number Connector Color Material

66205C g”S'N Forget  (jear PC 12 0.3

Volts Amps

66® SERIES, LED, 1 DIODE, 2"x6", FLANGE MOUNT

+ Less current draw, resulting in increased battery
and alternator life while allowing more power for

other vehicle requirements o
+ Single-diode Technology
» Uses Fit ‘N Forget™ connection for increased
corrosion resistance
+ Two lamps required for back-up
Meets specifications for dome lamp applications
* Must be mounted vertically
+ Patent No. - USA: 6811287, Canada: 2477643,
Mexico: 250259, Australia: 2003208501

LED

Part Lamp Lens Lens Mount
Number Connector Color Material Color Volts Amps
66206C EtNForget  Glear PC Black 12 0.3



BACK-UP LIGHTS LIGHTS

SIGNAL-STAT, LED, 24 DIODE, 2"X6", GROMMET MOUNT, OVAL

. o + Popular on owner/operator show trucks
SlgnaI'Stat » Uses standard right-angle connection

aIi

» Less current draw, resulting in increased battery and alternator life
while allowing more power for other vehicle requirements
LEDs do not have a filament, therefore are not susceptible to damage
from shock and vibration

+ Two lamps required for back-up
Legal mounted horizontally or vertically

Part Lamp Lens Lens
Connector Color Material poits Amps

6060C PL-2 Clear PC 12 0.25

+ 24-diode pattern 2]

SO, » Unique LED array displays a full pattern light output design 2

2 YEAR + Epoxy-encapsulated electronics resist damage from moisture and IJ:
corrosion b
-

=

SIGNAL-STAT, LED, 24 DIODE, 2"X6", FLANGE MOUNT, OVAL

-
m
(]

. o » Housing and flange are molded together to form one piece

SlgnaI'Stat » Uses standard right-angle PL-2 connection

* When properly mounted, exceeds FMVSS DOT (]
m requirements for back-up 2
2 YEAR » Unique LED array displays full pattern light output design >
» Must be used as a two-lamp system for back-up I
» Designed with impact-resistant polycarbonate ‘ﬁ
LEDs do not have a filament, therefore are not susceptible J_’|

to damage from shock and vibration

» Epoxy-encapsulated electronics resist damage from
moisture and corrosion

+ 6063 can be legally mounted horizontally or vertically

Part Lamp Lens Lens Mount
Number Connector Color Material Color

6063C PL-2 Clear PC Gray 12 0.25

Volts Amps

SIGNAL-STAT, LED, 24 DIODE, 3"X5", GROMMET
MOUNT, RECTANGULAR

-
m
(o)

Signal-Stat’

R
2 YEAR

1VIS-TVNDOIS

Part Lamp Lens Lens
Number Connector Color Material

4560C PL-2 Clear PC 12 0.18

Volts Amps




LIGHTS BACK-UP LIGHTS

40® SERIES, INCANDESCENT, 1 BULB, 4", GROMMET MOUNT

JRRAY
» Not recommended for dome lamp use

+ Replaces Signal-Stat 4041W and 4047W
» Upgrade to LED lighting systems using Truck-Lite’s Super 44
series products

=
=

3]

73] + Polycarbonate lens and housing are sonically sealed

g + Bulb is shock-mounted for extended life
<Zt + Legal only for back-up function O
(&)

=z

Part Lamp Lens Lens -
Number Connector Color Material i R Housing Color
40204 PL-2 Clear PC 12 2.1 White
40206C PL-2 Clear PC 12 2.1 Clear
40212 PL-2 Clear PC 24 1.02 White

40® SERIES, INCANDESCENT, 1 BULB, 4", GROMMET MOUNT, KIT

+ Polycarbonate lens and housing are vibration sealed
Bulb is shock-mounted for extended life m
+ Legal only for back-up function

» Not recommended for dome lamp use
Replaces Signal-Stat 4041W and 4047W

+ Upgrade to LED lighting systems using Truck-Lite’s Super 44
series products

W INCANDESCENT

Part Lamp Plug Plug Lens Lens Mount .
Connector Side 1 Side 2 Color | Material | Color | Volts | Amps A vl

~ ~ Stripped End/ 40204 light, 40700 grommet,
40004 PL-2 PL-2 Ring Terminal Clear PC Black 12 2.1 94922 plug

~ ~ Stripped End/ 40700 grommet,
40012 PL-2 PL-2 Ring Terminal Clear PC Black 24 2.1 94922 plug
40306 Socket Socket Stripped End/ Clear PC Black 12 21 99010C light,

Assembly Assembly | Ring Terminal 40700 grommet

When buying a plug for your light it’s important to understand what type of connection mates with
the light and what type of termination will mate with the power harness. Plug Side 1 refers to the
side of the plug that mates directly to the light. Plug Side 2 refers to the end of the plug that will
mate with the power source.

@ Quick Tip: Plug Side 1 vs. Plug Side 2

Plug Side 1 _
Lamp Plug Side 2

To Light To P
Connector 4& ﬂ}




BACK-UP LIGHTS LIGHTS

40® SERIES, INCANDESCENT, 1 BULB, 4", FLANGE MOUNT

<
o
>
Z
(@)
m
(7]
(@)
m
Z
s |

m » Polycarbonate lens and housing are sonically sealed
= + Bulb is shock-mounted for extended life
2R + Legal only for back-up function
IRRRS
» Not recommended for dome lamp use
- Replaces Signal-Stat 4041W and 4047W
» Upgrade to LED Lighting Systems using Truck-Lite’s Super 44
series Products
Part Lamp Lens Lens Mount
Number Connector Color Material Color Volts Amps
40224 PL-2 Clear PC Gray 12 2.1
40262 PL-2 Clear PC Black 12 2.1

40® SERIES, INCANDESCENT, 27 DIODE, 4", FLANGE
MOUNT, KIT

m » Polycarbonate lens and housing are vibration sealed
» Bulb is shock-mounted for extended life
Legal only for back-up function
Not recommended for dome lamp use
» Replaces Signal-Stat 4041W and 4047W
@ + Upgrade to LED Lighting Systems using Truck-Lite’s

super 44 Series Products

<
&
m IN3OSIANVONI

Part Lamp Plug Plug Lens Lens Mount .
Number Connector Side 1 Side 2 Color Material | Color Volts Amps Kit Includes
Stripped End/ 40224 light,
40024 PL-2 PL-2 Ring Terminal Clear PC Gray 12 2.1 94922 piug
Stripped End/ 40262 light
40071 PL-2 PL-2 Ring Terminal Clear PC Black 12 2.1 94992 piug

Keep Your Connections Safe.
Don’t Forget Your Dielectric Gel.

Dielectric gel protects your lights by protecting the points of contact
between elements of your lighting and harness system. Our dielectric
compounds prevent arcing and corrosion and keep your lights
performing as they should.

You can find our dielectric products on page 498




LIGHTS BACK-UP LIGHTS

SUPER 40°%, INCANDESCENT, 1 BULB, 4",

-

Z

3 GROMMET MOUNT

@

[a] . . .

Z + Uniquely designed shock mount extends lamp life

g » Sealed polycarbonate lens and housing resist heat and impact
2 » Flange and flush-mount grommets designed for mounting in a D2

2,
3
%,

4-1/2” hole

« Not recommended for dome lamp use

» Two lamps required to meet federal lighting regulations

» Upgrade to LED lighting systems using Truck-Lite’s Super 44
series products

Part Lamp Lens Lens
Connector Color Material vl HT(EE

40244 PL-2 Clear PC 12 2.1

SUPER 40

SUPER 40%®, INCANDESCENT, 1 BULB, 4",
GROMMET MOUNT, KIT

Uniquely designed shock mount extends lamp life

Sealed polycarbonate lens and housing resist heat and impact
Flange and flush mount grommets designed for mounting in a
4-1/2” hole

» Not recommended for dome lamp use

» Two lamps required to meet federal lighting regulations

» Upgrade to LED lighting systems using Truck-Lite’s Super 44
series products

b

(%)
<
iy
>
)

S
;‘
>
Z
<G

®

SUPER 40 INCANDESCENT

Part Lamp Plug Plug Lens Lens Mount .
Connector Side 1 Side 2 Color | Material | Color Volts Amps Kit Includes
" 40244 light,
40044 PL-2 PL-2 Stripped End/ 100 pg Black 12 2.1 40700 grommet,
Ring Terminal 94992 plug

SUPER 40®, INCANDESCENT, 1 BULB, 4",
FLANGE MOUNT

Uniquely designed shock mount extends lamp life
Sealed polycarbonate lens and housing resist heat and impact 3YEA
Flange and flush mount grommets designed for mounting in a
4-1/2” hole

» Not recommended for dome lamp use

» Two lamps required to meet federal lighting regulations

» Upgrade to LED lighting systems using Truck-Lite’s Super 44

series products

b

)

SUPER 40 INCANDESCENT

Part Lamp Lens Lens Mount
Number Connector Color Material Color Volts Amps
40260 PL-2 Clear PC Black 12 214

40261 PL-2 Clear PC Gray 12 2.14




BACK-UP LIGHTS LIGHTS

45® SERIES, INCANDESCENT, 1 BULB, 3"x5",
GROMMET MOUNT, KIT, REFLECTORIZED

+ Direct replacement for approved lamps on United
States Postal Service L.L.V. (Long Life Vehicle)

+ Designed for mounting on a 7 - 11 degree rollback
from the vertical plane

« Three versions: each features turn and hazard
functions, stop and tail functions or back-up functions

Z
o
>
Z
O
m
(7]
(@)
m
Z
s |

Part Lamp
Number Connector
45024 PL-2 Rig_ht Angle = Packard Connector PC White 12 21 45701 grommet,

PL-2 12020398 Clear 60701 grommet

SUPER 45°®, INCANDESCENT, 1 BULB, 3"x5",
GROMMET MOUNT, REFLECTORIZED

+ Heavy-duty bulb for longer life
* Mount horizontally or vertically

Part Lamp Lens Lens Mount
Number Connector Color Material Color Volts Amps
45204 PL-2 Clear PC Black 12 2.1

SUPER 45®, INCANDESCENT, 1 BULB, 3"x5",
GROMMET MOUNT, KIT, REFLECTORIZED

* Mount horizontally or vertically
+ Heavy-duty, dual filament cartridge bulb
* Unique shock mount absorbs shock and vibration

1NIOS3ANVONI

Lamp

Connector Kit Includes
- i 45204 light,
45004 PL-2 Right Angle  Stripped Endl/ 0, pg Black 12 2.1 45700 grommet,
PL-2 Ring Terminal 94992 plug



LIGHTS BACK-UP LIGHTS

60® SERIES, INCANDESCENT, 1 BULB, 2"X6",

=
<
L
O
(7}
w
(=]
4
<
(&)
b4

GROMMET MOUNT

i 6.375

|

2250
820
Part Lamp Lens Lens Volts
Number Connector Color Material
60284C PL-2 Clear PC 12

+ High-impact polycarbonate lens and
housing are sonically sealed
+ Heavy-duty, shock mounted bulb DN

Legal mounted vertically or horizontally

+ Only one lamp required to meet federal

lighting regulations
Not recommended for dome lamp use

+ Replaces Signal-Stat 4071W
+ Upgrade to LED lighting systems using

Truck-Lite’s 66 Series products

INCANDESCENT

60® SERIES, INCANDESCENT, 1 BULB, 2"X6",

GROMMET MOUNT, KIT,

i 6.375

]; | r2.375<]
2250

Z |

Lamp

Connector

Stripped End/
60004C PL-2 PL-2 Ring Terminal Clear
60345C Socket Socket Stripped End/ Clear

Assembly Assembly  Ring Terminal

» Heavy-duty, shock mounted bulb

+ Only one lamp required to meet federal

+ Replaces Signal-Stat 4071W
+ Upgrade to LED lighting systems using

High-impact polycarbonate lens and
housing are sonically sealed

Legal mounted vertically or horizontally

lighting regulations
Not recommended for dome lamp use

Truck-Lite’s 66 Series products

Kit Includes

60204C light,
60700 grommet,
94922 plug

99184C light,
60700 grommet,
95415 plug

Black 12 2.1

Black 12 2.1




BACK-UP LIGHTS LIGHTS

60® ECONOMY, INCANDESCENT, 1 BULB, 2"X6",
GROMMET MOUNT

+ Vibration welded lens and housing ' 5375 " 2375
+ Shock-mounted bulb to extend life | ]| | r <]
" » Legal mounted horizontally or vertically 2250
+ Only one lamp required to meet federal
lighting regulations
» Not recommended for dome lamp use 920

+ Upgrade to LED lighting systems using Truck-
Lite’s 66 Series products

Part Lamp Lens Lens
Connector Color Material vl AT

60284C PL-2 Clear PC 12 2.1

ANONOO3 09 1N3OS3IANVONI

60® ECONOMY, INCANDESCENT, 1 BULB, 2"X6",
GROMMET MOUNT, KIT

/-\ + Vibration welded lens and housing [ 6375 ] rz_:ﬂs
| 1 el

YEAR Shock-mounted bulb to extend life
Zim

» Legal mounted horizontally or vertically ( 2250
+ Only one lamp required to meet federal |

lighting regulations
Not recommended for dome lamp use

@ Upgrade to LED lighting systems using
Truck-Lite’s 66 Series products

Part Lamp Lens ;
Connector Material Kit Includes

AWNONOO3 09 LNIOS3IANVONI

: 60284C light,
60092C PL-2 PL-2 alripped End/ - Glegr  pG Black 12 2.1 60700 grommet,
9 94992 plug

80 SERIES, INCANDESCENT, 1 BULB, 4" ROUND,
BRACKET MOUNT, 2 SCREW, KIT

+ Features rubber body which helps absorb

3.380
shock and vibration
+ Can be used as back-up or utility lamp
GL

g

+ Requires two lamps to meet federal Lighting

Regulations as a back-up lamp '
@ Not recommended for dome lamp use

1375

o]
(=]
%)
m
3
i
n

Part Lamp Plug Plug Lens Lens Mount :
Connector Side 1 Side 2 Color | Material | Color Volts Amps Kitilncludes

80340 Hardwired Hardwired Blunt Cut Clear AC Black 12 21 99095C lens




INCANDESCENT

80 SERIES

LIGHTS BACK-UP LIGHTS

80 SERIES, INCANDESCENT, 1 BULB, 4",
BRACKET MOUNT, KIT

» Features rubber body which helps
2,090
[ r_ absorb shock and vibration
+ Can be used as back-up or utility lamp 52

o 0 T * Requires two lamps to meet federal
lighting regulations as a back-up lamp

5,500 3.950
» Not recommended for dome lamp use @

Part Lamp Lens -
Connector Material Kit Includes

80304 Hardwired Hardwired Stripped End  Clear PC Black 12 2.1 97945 seal

-
Z
]
(o]
(%)
w
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Z
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o
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80 SERIES, INCANDESCENT, 1 BULB, 4",
FLANGE MOUNT, KIT

'—1.&0-‘ + Features flush-mount housing with recessed lens

. r L . Sk,
Snap-in retaining ring holds lens in place 1 YEAR

+ Available in three finishes - black painted steel, =Y
stainless steel or polished stainless steel

5.380 + Model 80342 requires two lamps to meet federal
lighting regulations

fﬁ * Replaces Signal-Stat 4111W
o — » Upgrade to LED Ighting systems using Truck-
51, Lite’s Super 44 series products
o
©
Part Lamp : : Lens Lens Mount
Number Connector Plug Side 1 Plug Side 2 Color Material Color Volts Amps

80342 Hardwired Hardwired Blunt Cut Clear PC Black 12 2.1

80344 Hardwired Hardwired Blunt Cut Clear PC Gray 12 2.1

80345 Hardwired Hardwired Blunt Cut Clear PC Silver 12 2.1

1]
e INCANDESCENT, 1 BULB, 4", GROMMET MOUNT, ROUND
(I.Ijl
7] Features male pin connections
'g High-impact polycarbonate lens and housing
4 « Shock mount resists road shock and vibration
5 + Two lamps required to meet federal lighting £
=z regulations
Not recommended for dome lamp use
Replaces Grote #62211

o 4,300 2,003 » Upgrade to LED lighting systems using Truck-
51 Lite’s Super 44 series products
oM
-

Part Lamp Lens Lens
Connector Color Material Hols HT(EE

49203C PL-2 Clear PC 12 2.1




BACK-UP LIGHTS LIGHTS

INCANDESCENT, 1 BULB, 4", GROMMET MOUNT, ROUND, KIT

+ Features male pin connections

» High-impact polycarbonate lens and housing

+ Shock mount resists road shock and vibration

+ Two lamps required to meet federal lighting
regulations

» Not recommended for dome lamp use

+ Replaces Grote #62211

LN3OS3IANVONI

» Upgrade to LED lighting systems using Truck- 4,300 2,003
Lite’s Super 44 series products
Part Lamp Plug Plug Lens Lens Mount -
Connector Side 1 Side 2 Color | Material | Color | Volts | Amps A sl
. 49203C light,
49003C PL-2 Straight PL-2 SiPRed End/giepr pg Black 12 2.1 40700 grommet,
9 96107plug

SIGNAL-STAT, INCANDESCENT, 1 BULB, 4", FLANGE MOUNT

Z
g
. N *+ Narrow depth behind flange allows 2.00 =
Signal-Stat lamp to fit where other lamps cannot 5.25 - r?1
+ Mounts through 4-1/2” dia. cutout, (8
S, 2” depth below flange TN N | m
+ Upgrade to Truck-Lite LED lighting 7 @ 4.05 i % . =z
systems using Super 44 products e~ o) | - \ A =
.
1.33 .
Part Lamp : : Lens Lens Mount Shock Mount
Number Connector Plug Side 1 Plug Side 2 Color Material Color Volts | Amps Y/N
3613W Hardwired  Hardwired = Stripped End = Clear PC Chrome 12 21 Y
3691W Hardwired  Hardwired = Stripped End = Clear PC White 12 21 N
3693W Hardwired  Hardwired = Stripped End = Clear PC Chrome 12 21 N
1]
SIGNAL-STAT, INCANDESCENT, 1 BULB, 4", —
4 SCREW BRACKET MOUNT 9
>
4
m
. 5 * Heavy-duty, economical and efficient 3.31 2.00 v
s'QnaI'Stat + Allows one light instead of two to comply 7 I(_'n)
with back-up lamp regulations 2
m + Polycarbonate twist-off lens and O-ring seal =
1 R » Black plate housing: heavy gauge anodized
aluminum with staked tubular bulb socket
and waterproof grommet on exit wire —12.001—
Part Lamp . . Lens Lens Mount
Number Connector Plug Side 1 Plug Side 2 Color Material Color Volts Amps

92WD Hardwired Hardwired Stripped End Clear PC Silver 12 2.1




LIGHTS BACK-UP LIGHTS

=
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INCANDESCENT, 1 BULB, 2"X6",
GROMMET MOUNT, RECTANGULAR

ro— ) _ Features male pin connections
= ‘.ﬁ:?’\\\\\\\\w.’-“Fﬂh ‘ 6476 High-impact polycarbonate lens and housing
S e

1 .
' ] + Shock mount resists road shock and vibration
o 2303 - Two lamps required to meet federal lighting regulations
7 l » Not recommended for dome lamp use

Replaces Grote #62241
W 2.6912

Part Lamp Lens Lens
Number Connector Color Material

69203C PL-2 Clear PC 12 2.1

< -
)

Volts Amps

INCANDESCENT, 1 BULB, 2"X6", GROMMET MOUNT,
RECTANGULAR, KIT

> . .
| ) _ ) » Features male pin connections
8 ‘ ] oare | + High-impact polycarbonate lens and housing
Ial C ! ] » Shock mount resists road shock and vibration
> < ° ) 2303 . Two lamps required to meet federal lighting
g : | regulations
Z + Not recommended for dome lamp use
= —] + Replaces Grote #62211
ﬁ 2602 » Upgrade to LED lighting systems using Truck-
" W J Lite’s Super 44 series products
|
=]
[a1]
= Part Lamp Lens ;
Number Connector Material Kitlincludes
: 69203C light,
69003C PL-2 Straight PL-2 g}gg%‘r’n‘ﬁgg{ Clear  PC Black 12 2.1 80700 grommet,
96108 plug

INCANDESCENT, 1 BULB, 4"X6", 4 SCREW

BRACKET MOUNT, RECTANGULAR
>
L - = + Polycarbonate lens and housing are sealed
3 + Bulb socket cams-in for ease of repair/
g replacement (sold separately) o
2 + Recess mounts using two screws at 3.0”
(‘_t) centers and two screws at 4.2” centers
Z

Part
Number

07082C 3 Blade Terminals  Clear PC Clear 12 2.1

Lens ‘ Lens ‘ Mount

Color Material Color ‘ s ‘ ——

‘ Lamp Connector ‘

07096C Socket Assembly  Clear PC White
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LED WORK LIGHTS
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WORK LIGHTS

Work Lights

Put brighter, truer light right where you need it with
Truck-Lite’s LED work lamps. With beam patterns
ranging from direct to diffused, these auxiliary lamps
get the job done in any situation.

Shapes Round, Oval, Rectangular, Square
Mount Types Stud, Bracket-mount

Work
Beam Patterns Broad and balanced

area lighting

Spot

Focused and
far-reaching

Flood

The perfect mix of
distance and spread

l“




WORK LIGHTS

‘M Manufacturing

M & Quality

Testing
h‘l_l_!l & Safety

Truck-Lite’s LED auxiliary
lighting is built using premium
materials and backed by
industry-leading warranties.

Designed to last the life of your
vehicle, Truck-Lite’s solid-state
construction and sealed

circuitry mean that you can depend
on your lights to withstand shock,
vibration, moisture and debris.

All Truck-Lite auxiliary lamps are
subjected to rigorous

environmental, electrical and
mechanical testing before they are
validated and released to the market.

Performance
& Maintenance

Io

L] Customer

g g Support

* True-to-life light color output
* Lower energy consumption

* Highly controlled beam
patterns

* Impact-resistant, non-yellowing
lenses and rugged housing
protect against damage from
even the toughest applications.

Work Light Warranties

LR\ R\ LR\ LR\
LirerivER 1 YEAR Bl 2 YEAR Bl 3 YEAR
= o &




LIGHTS WORK LIGHTS LED

44® SERIES, LED, 4", ROUND, FLOOD

[a]
1T}
= LIGHT, GROMMET MOUNT
» Features robust, cost-effective, efficient design
7Y et + Utilizes same six-diode pattern as traditional Truck-
i Lite 4” round LED lamps (STT, back-up, dome, etc.) N
JI 'i' ik | t + Virtually impervious to shock and vibration
= e - Epoxy-encapsulated electronics protect lamp from
\ L J damage caused by chemicals and moisture
» Designed to operate in extremely cold temperatures
Hgtélsoir:g Lumens | Diodes Corlqﬁrencpt)ion Plug Side 1 Plug Side 2
44304C White 250 6 Hardwired Hardwired Blunt Cut 12 0.53
] n
a 60® SERIES, LED, 2"X 6", OVAL, WORK
w
-

LIGHT, GROMMET MOUNT

» Optic-free lens allows for smooth, ambient distribution of light
« Lens/housing constructed of high-grade, impact-resistant polycarbonate
+ White LEDs offer daylight-bright visibility, cleaner and clearer than other

light source options
« Fits into Truck-Lite 60 Series footprint, allowing for a simple retrofit of

3 6.5" - existing incandescent lamps as well as the use of existing 60 Series
s —— accessories (grommets, flanges, etc.)
[ PR = 114 « Less current draw, resulting in increased battery and alternator life while

allowing more power for other vehicle requirements
23" » Fit ‘N Forget™ connection for increased corrosion resistance

@ » Perfect for lighting instruments beneath vehicle

Lamp
Number Color Connection

60354C White 450 6 Fit 'N Forget S.S. 12 0.78

Part Housing

Lumens Diodes

81 SERIES, LED, 4", ROUND, WORK LIGHT,
GROMMET MOUNT

AR\
1 YEAR
G

Part Housi : L : -
Nun‘:ber 83%?9 Lumens | Diodes Conﬁrenc?ion Plug Side 1 Plug Side 2 Volts Amps

81261 Black 250 6 Hardwired Hardwired Stripped End 12 0.55

LED




81 SERIES, LED, 4", ROUND, MULTIPLE PATTERNS

« Manufactured under design patent# US D572,856 S
* Rugged, all-purpose work lamp

+ 81360/81374/81365-overvoltage protection @ 17v-18v
81240/81270/81245-overvoltage protection @ 34v-36v

BLACK

WORK LIGHTS <«

Part
Number

81365
81245
81374
81270
81371
81240
81360

FLOOD LIGHTS @&

Part
Number

81250
81255
81260
81380
81385

LED

WORK LIGHTS

More even lighting than comparable incandescent work lamps

LED light is whiter and brighter than comparable incandescent lamps

LEDs have no filament, therefore are extremely resistant to shock and vibration

Includes stainless steel mounting hardware

Mounts on one 5/16”-18 stud

Housing
Color

Chrome
Chrome
White
White
Black
Black
Black

Housing
Color

Black
Chrome
Black
Black

Chrome

WHITE

Lumens

361
500
500
500
500
500
388

CHROME

Diodes

D OO O O O O O

Broad and balanced area lighting

Lamp
Connection

Hardwired
Hardwired
Hardwired
Hardwired
Hardwired
Hardwired

Hardwired

WORK

Plug Side 1

Hardwired
Hardwired
Hardwired
Hardwired
Hardwired
Hardwired

Hardwired

The perfect mix of distance and spread

Lumens

500
453
250
388
500

SPOT LIGHTS s

Part
Number

81390
81391
81290
81291
81295
81395

Housing
Color

Black
White
Black
White
Chrome

Chrome

Lumens

417
362
500
500
500
417

Diodes

10

Focused and far-reaching

Diodes

D OO O O O O

Lamp
Connection

Hardwired
Hardwired
Hardwired
Hardwired

Hardwired

Lamp
Connection

Hardwired
Hardwired
Hardwired
Hardwired
Hardwired

Hardwired

Plug Side 1

Hardwired
Hardwired
Hardwired
Hardwired

Hardwired

Plug Side 1

Hardwired
Hardwired
Hardwired
Hardwired
Hardwired

Hardwired

FLOOD

Plug Side 2

Stripped End
Stripped End
Blunt Cut

Stripped End
Stripped End
Blunt Cut

Stripped End

Plug Side 2

Stripped End
Blunt Cut
Blunt Cut
Stripped End
Blunt Cut

Plug Side 2

Stripped End
Stripped End
Stripped End
Blunt Cut

Stripped End
Stripped End

Volts

12
24
12
24
12
24
12

Volts

24
24
12
12
12

Volts

12
12
24
24
24
12

LIGHTS

SPOT

Replacement Hardware:
Part No. 97432

Amps
1.2
0.5
1.2
0.5
1.2
0.5
1.2

Amps
0.5
0.5
0.53
1.2
1.2

Amps
1.2
1.2
0.5
0.5
0.5
1.2

-
m




LIGHTS WORK LIGHTS LED

a 81 SERIES, LED, 7", ROUND, MULTIPLE PATTERNS

» Provides a robust, LED, solid-state solution to
applications in need of additional lighting

» Popular for use as auxiliary lighting for off-road, utility,
construction applications and more

« Offers a unique appearance, especially when installed
with Truck-Lite LED headlight

+ Displays a wide, uniform, symmetrical light output
pattern

» Offers longer life than comparable incandescent lights

» Provides a brighter, crisper and whiter light output
closer to the color temperature of daylight, dramatically
improving light projection distance and overall visibility

» Metalized reflector directs light output effectively,
increasing visibility

» Hardwired design and fully encapsulated electronics
protect from damage caused by corrosive element

« Voltage spike protected to 600v

1T}
-l

@

WORK FLOOD SPOT

WORK LIGHTS <« Broad and balanced area lighting

Part Housing " Lamp -

81702 Black 1420 10 Hardwired Hardwired Blunt Cut 12 4.2 Bracket
: : Integral
81712 Black 1420 10 Hardwired Hardwired Blunt Cut 12 4.2 Bracket

FLOOD LIGHTS @& The perfect mix of distance and spread

Housing ; Lamp .
Color Lumens | Diodes SonnEsien Plug Side 2
81704 Black 1500 10 Hardwired Hardwired Blunt Cut 12 4.2 Bracket
. . Integral
81714 Black 1500 10 Hardwired Hardwired Blunt Cut 12 4.2 Bracket
81804 Black 1500 10 Hardwired Hardwired Blunt Cut 24 1.5 Bracket
SPOT LIGHTS e Focused and far-reaching
Part Housing " Lamp n
Color Lumens | Diodes Connection Plug Side 2
81701 Black 1200 10 Hardwired Hardwired Blunt Cut 12 4.2 Bracket
: : Integral
81711 Black 1200 10 Hardwired Hardwired Blunt Cut 12 4.2 Bracket

81801 Black 1200 10 Hardwired Hardwired Stripped End 24 1.6 Bracket




LED

WORK LIGHTS

81 SERIES, LED, 2"X 4", RECTANGULAR, WORK LIGHT

Part
Number

81335C

+ Adds up to five feet of valuable lighting to the perimeter of

your vehicle, increasing visibility in areas in which dome or
back-up lighting will not reach

Low-profile lamp protrudes only 2.5” from vehicle surface,
while projecting light far beyond lamp surface

Heavy-duty, die-cast aluminum housing with gray powder-
coated surface

Impact-resistant polycarbonate lens

Rear fins keep heat away from LEDs and lamp circuity

+ White LEDs offer daylight-like visibility, cleaner and clearer

than other light source options

Minimal electrical draw (1.2a) allows for the use of multiple
lamps, without demanding significant power from vehicle
Hardwired .180 bullet terminals prevent pin corrosion at
lamp, and install without adapters or additional wiring
connections

Ideal for use with liftgate trailers and body vehicles

+ Care should be taken to install this device so that it

cannot operate while the trailer or vehicle is in motion

Housing
Color

Lamp

Lumens | Diodes CerEater

Plug Side 1

Chrome 359 4 Hardwired Hardwired .180 Bullet

Plug Side 2

Volts
12

LIGHTS

Amps
1.2

-
m

81 SERIES, LED, 4"X 6", RECTANGLUAR,
FORKLIFT WORK LIGHT

B“ )

» UL recognized

« 12V to 48V operation

» Advanced LED technology designed for all types of material handing applications
» Vertical beam pattern is ideal for handling of large loads with obstructed views
» Elongated pattern lights up aisles and loading paths while preventing glare caused by

light reflecting off carried boxes
« Pattern lights up stocking racks from floor to ceiling
» Solid-state design is ideal for use in high shock and vibration applications
+ Sealed lens and potted electronics are suitable for exterior use

» Low-profile design and impact-resistant aluminum housing and polycarbonate lens

prevent damage from collisions with racking systems
+ OmniVolt design allows a single lamp to be stocked for all material handling

applications, eliminating the need to carry multiple lamps with varying voltage systems

- Significantly lower current draw than traditional material handling lighting systems

Part
Number

81560

H i . L. i )
gglsc')r:g Lumens | Diodes Conﬁrencrt)ion Plug Side 1 Plug Side 2
Black 766 12 Hardwired Hardwired Stripped End

Volts

12[24(36/48

Amps
1.24

aIl



LIGHTS WORK LIGHTS LED

SUPER 81 SERIES, LED, 4", SQUARE, WORK LIGHTS

[a]
1T}
-1
+ Heavy-duty housing is constructed of die-cast aluminum
» Lens manufactured of impact-resistant polycarbonate
'-'Iﬁ - Circuitry protected by triple-pass conformal coating
o + Rear fins keep heat away from leds and lamp circuity
tl-;J, + Allowing for increased light output and lamp longevity
- + White leds offer daylight-like visibility
@ + Current-regulated switching circuit
E + 18 gauge ADR Compliant wires
% + ECE Reg 10-3 EMI Compliant
(7] 10V-30V OnmiVolt

+ SAE voltage spike protected

81500 81510 81520
Part Housing Lamp ; ;
N5 Color Lumens SoneEsiton Plug Side 1 Plug Side 2
81500 Black 2650 12 Hardwired Hardwired Blunt Cut 12|24 2.52
81510 Black 1890 8 Hardwired Hardwired Blunt Cut 12|24 2.04
81520 Black 774 4 Hardwired Hardwired Blunt Cut 12|24 .86

81500 LIGHT PATTERN




LED WORK LIGHTS LIGHTS

SIGNAL-STAT, LED, 3", ROUND, FLOOD LIGHT

source options

Current-regulated switching circuit
+ Overvoltage protection

+ SAE voltage shock protection
EMC protection and IP 67 certified

Part Housing Lamp ] "
el = Plug Side 1 Plug Side 2

8140 Black 700 4 Hardwired Hardwired Blunt Cut 12|24/36  0.49

-
m
(]

. o + Heavy-duty, die-cast aluminum housing

SIgnaI'Stat + Impact-resistant polycarbonate lens

+ Rear fins keep heat away from LEDs (2]
P and lamp circuitry 2
2 YEAR + White LEDs offer daylight-like visibility, >
cleaner and clearer than other light g
<
5

SIGNAL-STAT, LED, 4", ROUND, WORK LIGHT

-
m
(]

. o + Work pattern is ideal for light utility, construction,

Slgnal'Stat agricultural, airport and tow trucks, state and

highway departments (2]
m + Provides a brighter, crisper and whiter light cz>
output, closer to the color temperature of daylight >
+ OmniVolt technology allows use at 9 to 36 volts [
without switching c_n|
Internal electronics completely encapsulated in :E|

epoxy, protecting against damage caused by
moisture and corrosion

+ Black powder-coated aluminum housing offers
impact and corrosion resistance

«+ Offers longer life than incandescent lamps,
saving time and money on replacements

Part Housi : L . ;
ggls(;r:g Lumens | Diodes Congggion Plug Side 1 Plug Side 2 Volts Amps
8150 Black 654 8 Hardwired Hardwired Stripped End 12|24/36  1.03

SIGNAL-STAT, LED, 4", ROUND, WORK LIGHT

-
m
(v]
. o + Fits into any standard Par 36 bulb application
SlgnaI'Stat - Perfect for retrofitting inefficient incandescent Par 36
lamps to high-efficiency LED lighting (2]
& + Offers clear, white LED auxiliary illumination needed for 527
many off-road, agricultural or general lighting needs >
+ Heavy-duty powder coating provides excellent protection L
against the elements ‘f|
+ Die-cast aluminum housing :E|
+ Vertical heat sink pulls heat from the housing, increasing
LED lifespan
+ Blunt-cut terminals allow for a diverse range of
applications
+ OmniVolt (9V-36V) design, works for 12V and 24V system
HOUSING | Lumens | Diodes | MR, Plug Side 1 Plug Side 2 Volts | Amps

80220 Black 521 8 Hardwired Hardwired Stripped End 12|24/36  1.06




LIGHTS WORK LIGHTS LED

a SIGNAL-STAT, LED, 4", ROUND, FLOOD LIGHT

« Fits into any standard Par 36 bulb application

« Perfect for retrofitting inefficient incandescent Par 36 lamps
to high-efficiency LED lighting

« Offers clear, white LED auxiliary illumination needed for
many off-road, agricultural or general lighting needs
Heavy-duty powder coating provides excellent protection
against the elements
Die-cast aluminum housing

+ Vertical heat sink pulls heat from the housing, increasing
LED lifespan
Blunt-cut terminals allow for a diverse range of applications
500 Lumen output designed at 1.06 amps

+ OmniVolt (9V-36V) design, works for 12V and 24V system

LE

=
s
?
-1
<
Z
o
()

Signal-Stat’

=0

N/

Part Housing : Lamp : :
NmSErT Color Lumens | Diodes SornEsiten Plug Side 1 Plug Side 2
80240 Black 736 8 Hardwired Hardwired 8?#”3:&” 12|24|36 0.5
n 1
a SIGNAL-STAT, LED, 4" X 6", OVAL, FLOOD LIGHT
4
Heavy-duty, die-cast aluminum housing . .
Lens manufactured with impact-resistant polycarbonate SlgnaI'Stat
material
Rear fins keep heat away from LEDs and lamp circuitry, m
allowing for increased light output and light longevity 2 YEAR

» White LEDs offer daylight-like visibility, cleaner and clearer
than other light source options

+ Current-regulated switching circuit

« Overvoltage protection

» SAE voltage shock protection
EMC protection and IP 67 certified

=
s
@
-
<
Z
o
n

than other light source options
+ Current-regulated switching circuit

Part Housing : Lamp ; .
N5 Color Lumens SonrEsiton Plug Side 1 Plug Side 2
8180 Black 1400 8 Hardwired Hardwired Blunt Cut 12|24136 1
n n
a SIGNAL-STAT, LED, 4" X 6", OVAL, WORK LIGHT
-
Heavy-duty, die-cast aluminum housing . .
Lens manufactured with impact-resistant acrylic material SIgnaI'Stat
'<_t » Rear fins keep heat away from LEDs and lamp circuitry,
5 alloyving for increased. Iightloutp.)u.t gpd light longevity m
A » White LEDs offer daylight-like visibility, cleaner and clearer 2 YEAR
< DN
2
14
(7]

EMC protection

Housing

Lumens | Diodes el Plug Side 1 Plug Side 2

Color Connection

Deutsch Deutsch ’
8193 Black 1900 8 Connector Connector Stripped End

12|24 1.21




LED WORK LIGHTS LIGHTS

SIGNAL-STAT, LED, 4" X 3.75", RECTANGULAR, WORK LIGHT

-
m
(]
. o + Work pattern is ideal for light utility, construction,
SIgnaI'Stat agricultural, airport and tow trucks, state and highway
departments 2}
m + Provides a brighter, crisper and whiter'light output,. cz’
2 YEAR closer to the color temperature of daylight, dramatically >
improving light projection distance and overall visibility t'll_b
Internal electronics completely encapsulated in epoxy, —
protecting against damage caused by moisture and a
corrosion
+ Black powder-coated aluminum housing offers resistance
to impact and corrosion
- Offers longer life than incandescent lamps, saving time
and money on replacements
N HOUSING | Lumens | Diodes | o -amP. Plug Side 1 Plug Side 2 Volts | Amps
8155 Black 638 8 Hardwired Hardwired Stripped End 12|24/36  1.03
8160 Black 819 10 Hardwired Hardwired Stripped End 12|24/36 1.08

SIGNAL-STAT, LED, 3" X 3", SQUARE, WORK LIGHT

-
m
(]
. o * Heavy-duty, die-cast aluminum housing
SIgnaI'Stat + Lens manufactured with impact-resistant acrylic material
* Rear fins keep heat away from LEDs and lamp circuitry, (2]
m allowing for increased light output and light longevity Cz>
2 YEAR + White LEDs offer daylight-like visibility, cleaner and clearer >
W than other light source options r
+ Current regulated switching circuit ‘_”|
* EMC protection :E|
* Includes stainless steel bracket mount
Part Housing ; Lamp q q
sy Color Lumens | Diodes CennEaiten Plug Side 1 Plug Side 2 Volts Amps
8192 Black 1200 5 Hardwired Hardwired Blunt Cut 12|24 .58

SIGNAL-STAT, LED, 4" X 4", SQUARE, FLOOD LIGHT

-
m
(w)
. o + Provides a brighter, crisper and whiter light output,
Slgnal'Stat closer to the color temperature of daylight, dramatically
improving light projection distance and overall visibility (72}
m + Internal electronics completely encapsulated in epoxy, 2
protecting against damage caused by moisture and >
corrosion ol
+ Black powder-coated aluminum housing offers impact and ‘ﬂ
corrosion resistance J_’|
+ Offers longer life than incandescent lamps, saving time
and money on replacements
HOUSING | Lumens | Diodes | o mamP. Plug Side 1 Plug Side 2 Volts | Amps

8170 Black 846 9 Hardwired Hardwired Stripped End 12|24/36  1.51




LIGHTS WORK LIGHTS INCANDESCENT

INCANDESCENT, 5", ROUND, WORK LIGHT

=
4
3]
73] » Durable synthetic rubber housing resists corrosion
g * Includes mounting hardware
2 » Contains one clear Par 36 sealed trapezoid beam
5 with multipurpose terminals 2
4 Fluted lens disperses light evenly
Mounts on one 5/16”-18 stud
(et Lam Plug Side 1 Plug Side 2
Color Connection 9 9
80438 Black 1 Hardwired Hardwired Blunt Cut 12 2.9
80378 Black 1 Hardwired Hardwired S reWMLD 45 59
80375 Black 1 Hardwired Hardwired Stripped End 24 2.1
. . Rear
80373 Black 1 Hardwired Hardwired Blunt Cut 12 2.9 Mounted
n
= INCANDESCENT, 5", ROUND, WORK LIGHT
4
1]
8 » Heavy-gauge steel housing is powder-
w coated in black epoxy T
n - -3.000-
Z { A‘ * Includes mounting hardware 1¢R
Z’; 5000 + Contains one clear Par 36 sealed trapezoid
4 beam with multipurpose terminals
T « Fluted lens disperses light evenly
» Mounts on one 5/16”-18 stud
Part Housing Lamp : :
Number Color Bulbs CarrEs e Plug Side 1 Plug Side 2 Volts Amps
80364 Black 1 Hardwired Hardwired Stripped End 12 2.9
n
INCANDESCENT, 5", ROUND, WORK LIGHT
Durable synthetic rubber housing resists corrosion
+ Includes mounting hardware
+ Contains one clear Par 36 sealed trapezoid beam
RA

with multipurpose terminals
+ Fluted lens disperses light evenly
Mounts on one 5/16”-18 stud

-
Z
1T}
O
0
L
(=]
Z
<
(®)
p

Part Housing Lamp ] ]
Niumlses Color Bulbs Gonnaction Plug Side 1 Plug Side 2 Volts Amps
80361 Black 1 Hardwired Hardwired Blunt Cut 12 2.9

80360 Black 1 Hardwired Hardwired Stripped End 12 2.9




INCANDESCENT WORK LIGHTS LIGHTS

INCANDESCENT, 5", ROUND, WORK LIGHT

+ Durable synthetic rubber housing resists corrosion
* Includes mounting hardware
+ Contains one clear Par 36 sealed trapezoid beam
with multipurpose terminals
+ Fluted lens disperses light evenly
+ Mounts on one 5/16” -18 stud

Part Lamp g .
Bulbs CETTEs TG Plug Side 1 Plug Side 2 Volts Amps

1LNIOS3IANVONI

Two Screw

80203 1 Terminal No Plug No Plug 24 2.1
Two Screw

80200 1 Trminel No Plug No Plug 12 2.9

SIGNAL-STAT, INCANDESCENT, 5", ROUND, WORK LIGHT

=
Q)
. o * Rugged, all-purpose lamp >
SlgnaI'Stat + Screw-on bulb connections for positive contact and easy savs —]msl» Z
bulb replacement |-U|-|
52N -+ Single wire-stud ground g
= + Weatherproof rubber shell for extended bulb life u ]
1 YEAR ; . I =
A + Shell remains flexible from -40°F to 125°F =
ARRASS 20 STUD =
. Housing available separately
1/2” diameter adjustable ball stud
+ Replaces Truck-Lite 80384
Part Housing Lamp : :
Color Bulbs CoTE TG Plug Side 1 Plug Side 2 Volts Amps
630W Black 1 Hardwired Hardwired Stripped End 12 3.9
630W4 Black 1 Hardwired Hardwired Stripped End 24 2.3

SIGNAL-STAT, INCANDESCENT, 5", ROUND, WORK LIGHT

Z
: P Q)
. o + |deal for agricultural applications >
+ Functions as tractor, utility, alley or hook-up lamp for fifth whee
Signal-Stat Functions as tractor, utility, alley or hook-up lamp for fifth wheel . z
« Screw-on bulb connections for positive contact and easy bulb ]—’: 1 ﬁ
replacement s 8
/0 + Single wire, stud ground J_UQ m
1 YEAR . _¥ Z
o + Weatherproof rubber shell protects sealed beam for longer life S16 8 5TUD =

+ Shell remains flexible from -40°F to 125°
+ Adjustable bracket with 5/16” diameter stud

Part Housing Lamp : :
Color Bulbs CorE TG Plug Side 1 Plug Side 2 Volts Amps
620W Black 1 Hardwired Hardwired Blunt Cut 12 2.9
620W4 Black 1 Hardwired Hardwired Stripped End 24 2.1

INCANDESCENT, 5", ROUND, SPOT LIGHT

80202 80374 =
m + Durable synthetic rubber g
R housing resists corrosion Z
l,; + Includes mounting hardware %
.
+ Contains one clear Par 36 8
sealed trapezoid beam with m
multipurpose terminals 5
+ Mounts on one 5/16”-18 stud
Part Housing Lamp : :
Color Bulbs ConTEGn Plug Side 1 Plug Side 2 Volts Amps
80202 1 %Vrfmsn‘;rlew No Plug No Plug 12 8.3

80374 Black 1 Hardwired Hardwired Stripped End 12 8.3




HALOGEN

<
©
x
<
<

LIGHTS WORK LIGHTS HALOGEN

HALOGEN, 4" X 6", RECTANGULAR, WORK LIGHT

+ Intelligent, high-performance solution for wide variety of work
I lamp applications
:h » Two beams mean twice the lighting output of a conventional
= 650 single beam unit
J + For single installations, this translates to significant cost savings
M while producing the same output as two traditional lamps

+ For true high performance, installation of 2 two-beam lamps
results in phenomenal four lamp illumination
+ Bracket allows full tilt and 360° rotation adjustment

Part Housing | | ,mens Lamp Plug Side 1 Plug Side 2

Number Color Connection

80498 Black 1450 2 Hardwired Hardwired Stripped End 12 4.5

HALOGEN

<
©
x
<
<

HALOGEN, 4" X 6", RECTANGULAR WORK LIGHTS

Durable synthetic rubber housing resists
o e corrosion
—[— T * Includes mounting hardware o
aico + Universal mount uses one 5/16”-18 stud
L + Contains one glass rectangular sealed

halogen beam with two right-angle terminals
+ Fluted lens disperses light evenly

80394 80388
Driving Beam
Part Housing Lamp g .
N5y Color Bulbs ConnEsiten Plug Side 1 Plug Side 2 Volts Amps
80394 Black 1 Hardwired Hardwired Stripped End 12 4.2
80388 Black 1 Hardwired Hardwired Stripped End 12 4.2

HALOGEN

z
©
x
<
<

HALOGEN, 4" X 6", RECTANGULAR, MEDIUM FLOOD LIGHT

+ Durable synthetic rubber housing resists
corrosion

b

oo e . . 1 YEAR
T T : Includes mounting hardware

Universal mount uses one 5/16”-18 stud
+ Contains one glass rectangular sealed
halogen beam with two right-angle

ri

terminals
+ Fluted lens disperses light evenly
Part Housing Lamp : :
Color Bulbs CoTEGn Plug Side 1 Plug Side 2 Volts Amps
80395 Black 1 Hardwired Hardwired Stripped End 12 4.2

HALOGEN

4INX6IN

HALOGEN, 4" X 6", RECTANGULAR, WIDE FLOOD LIGHT

» Durable synthetic rubber housing resists corrosion.
Includes mounting hardware. —

r_””ﬁT — T + Universal mount uses one 5/16”-18 stud. 1
a0 - Contains one glass rectangular sealed halogen beam with two =
L right angle terminals.

+ Fluted lens disperses light evenly.

Part Housing Lamp ] ]
NmSEr Color Bulbs ConnEstten Plug Side 1 Plug Side 2 Volts Amps
80396 Black 1 Hardwired Hardwired Stripped End 12 4.2




HALOGEN WORK LIGHTS LIGHTS

HALOGEN, 4" X 6", RECTANGULAR

I
>
[y
(o]
o 2
1 YEAR 4
IS
80207 80205 5
x
()
z
80209 80206
Part Lamp Plug Plug Beam
s Connection Side 1 Side 2 el TS Pattern
80205 1 [‘LVSSR'ght Angle  NoPlug  NoPlug 12 42 Wide Flood
80206 1 I‘I’JV;’SRight Angle  NoPlug  NoPlug 12 42 Work
80207 1 [‘ggjight Angle  NoPlug  NoPlug 12 42 Medium Flood
80209 1 [‘{JVSSRight Angle  NoPlug  NoPlug 12 3.91 Spot
] n
HALOGEN, 4" X 6", RECTANGULAR T
5
+ Durable synthetic rubber housing resists corrosion I 6.40 > 375 o)
* Includes mounting hardware — _7‘ E
+ Universal mount uses one 5/16”-18 stud I
RRAN, . d
+ Contains one glass rectangular sealed halogen 6.50
beam with two right-angle terminals
» Fluted lens disperses light evenly J

NI9 X NI ¥

Part Housing Lamp Beam
Color Lumens Connection Pattern

80491 Black 1450 2 Hardwired Hardwired @ Stripped End 12 4.5 Flood
80492 Black 1450 2 Hardwired Hardwired = Stripped End 12 4.5 Spot
80493 Black 1450 2 Hardwired  Hardwired Stripped End 12 4.5 Flood

(Single Beam)
80494 Black 1450 2 Hardwired Hardwired = Stripped End 12 4.5 Flood w/switch

HALOGEN, 4" X 6", RECTANGULAR, SPOT LIGHT

I
>
Q
+ Clear lens increases output by 30-50% 6500 4300 o
= » Compact 3” x 5” design m
1 YEAR . ) 2
o » Performs brighter and wider than larger lamps
« Bracket allows full tilt and 360° rotation adjustment 4400
* Pre-wired with bulb ~
z
x
()
z
Part Housing Lamp : :
ol Bulbs Connection Plug Side 1 Plug Side 2 Volts Amps

80397 Black 1 Hardwired Hardwired Stripped End 12 4.2




LIGHTS WORK LIGHTS HALOGEN

SIGNAL-STAT, HALOGEN, 4" X 6", RECTANGULAR, WORK LIGHT

=z

w

19 |—4-312"j + Direct Hobbs replacement . A

9 T + Durable hard plastic housing will not Signal-Stat

< 25"

T 328 lion weather or rust

» Advanced 55W H3 bulb technology means /‘\m

inexpensive bulb replacement instead of 1 R
captive sealed beam replacement DA

JRRAY
» To convert these lamps to 24V - change

bulb to #80561
» 1/2” adjustable hollow stud

6.81"

£
©
X
£
<

Housing

Lamp
Color

Connection
610W Black 1450 1 Hardwired Hardwired Blunt Cut 12 4.5

Lumens

Plug Side 1 Plug Side 2

SIGNAL-STAT, HALOGEN, 4" X 6", RECTANGULAR, WORK LIGHT

4
Ll
19 47— » Rugged molded PVC housing will not break or . o
9 N ﬁ weather - remains flexible from -40° to 120°F SIgnaI'Stat
§ %&b * Advanced 55W H3 bulb design eliminates the
need for expensive sealed beam replacement
+ Precision optics
+ Adjustable bracket with 5/16” stud
RA!
l* 681" —l
Part Housing Lamp ; ;
Color Lumens Bulbs Connection Plug Side 1 Plug Side 2 Volts Amps
627WD Black 1450 1 Hardwired Hardwired Stripped End 12 4.5

SIGNAL-STAT, HALOGEN, 4" X 6", RECTANGULAR, SPOT LIGHT

[~ 47— « Direct Hobbs replacement
3125"_ + Durable hard plastic housing will not weather or rust
» Advanced 55W H3 bulb technology means
inexpensive bulb replacement instead of captive

sealed beam replacement
» To convert these lamps to 24V - change bulb to

Signal-Stat’

1l

B
— #80561 s
’ » 1/2” adjustable hollow stud
Part Housing Lamp : :
N Color Lumens Bulbs e Plug Side 1 Plug Side 2 Volts Amps
629WD Black 1450 1 Hardwired Hardwired Stripped End 12 4.5

n n
> SIGNAL-STAT, HALOGEN, 4" X 6", RECTANGULAR, SPOT LIGHT
w
9 =47 « Direct Hobbs replacement . o
3 N ﬁ * Durable hard plastic housing will not weather or rust SlgnaI'Stat
§ &b + Advanced 55W H3 bulb technology means
inexpensive bulb replacement instead of captive
sealed beam replacement
» To convert these lamps to 24V - change bulb to Dol
#80561 =
ser — » 1/2” adjustable hollow stud
Part Housing Lamp : :
NUmlsE? Color Lumens Bulbs ConnEsten Plug Side 1 Plug Side 2 Volts Amps
628WD Black 1450 1 Hardwired Hardwired Stripped End 12 4.5



HALOGEN, 6",
Signal-Stat’

HALOGEN WORK LIGHTS

ROUND, FLOOD LIGHT

* Rugged, all-purpose lamp

+ Screw-on bulb connections for positive contact

0N
1 YEAR

+ Weatherproof rubber shell for extended bulb life

6.375™ —I 3.875"
and easy bulb replacement T “ ]— I—
-+ Single wire-stud ground 7501 (]:m%

+ Shell remains flexible from -40°F to 125°F =

20 STUD

* Housing available separately
+ 1/2” diameter adjustable ball stud
* Replaces Truck-Lite 80384

Housing
Color

Black

Black

Lamp
Bulbs Connection

Plug Side 1

1 Hardwired Hardwired Stripped End 12

1 Hardwired Hardwired Stripped End 12

Plug Side 2 Volts

LIGHTS

N3IOO01VH

NI 9 X NI ¥

Amps
3.9

3.9

Looking for even

more product

information?

O
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[
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HEADLIGHTS
& FOG LIGHTS

LED

SERIES PAGES
4II x 6II 230

5II x 7II 231
7in Round 232-233
ECE 234

HALOGEN

SERIES
4II x 6II

5II x 7II
7" Round




FOG & DRIVING LIGHTS

LED

SERIES PAGES
4" Round 238

44 Series 238
45 Series 239
Rigid Industries 240-243

INCANDESCENT

SERIES

4" Round

5" Round

6" Round

3" x 5" Driving Light

HALOGEN

SERIES PAGES
3" x 5" Rectangular 245-246
3" x 6" Rectangular 246

3" x 7" Driving Light 246-247
4" x 6" Rectangular 247

SNOW PLOW LIGHTS

LED

SERIES PAGES
7" Round 248-249
5" x 7" 250

INCANDESCENT

SERIES PAGES

4" x 6" 251-255

227



LIGHTS -Ila:ﬂ‘a“’

Headlights and
Fog Lights

Trucklite

Orginally developed for the United States military,
Truck-Lite’s LED headlights bring combat-ready
ruggedness and true-to-life color output to the civilian
market in a variety of applications, whether it’s heavy-duty
trucks, off-road vehicles, motorcycles or classic cars.

Shapes 7” Round, 5”x7” Rectangular, 4”x6” Rectangular

DOT - Department of Transportation

Standards The DOT functions as a governmental umbrella for anything
dealing with transportation. DOT lettering is often put on lights
to show that they conform to all government regulations.

NHTSA - National Highway Traffic Safety Administration
The NHTSA regulates lighting requirements for new road ve-
hicles. Regulations take precedence over state laws and have
the power to implement fines, recalls, and new regulations.

FMCSA - Federal Motor Carrier Safety Administration
The FMCSA issues Federal Motor Carrier Safety Regulations
(FMCSR), which regulate vehicles over 80” wide

FMVSS-108 - Federal Motor Vehicle Safety Standard 108
The federal code that regulates lighting and performance
requirements. NHTSA publishes the 108 regulations.

CMVSS-108 - Canadian Motor Vehicle Safety Standard 108
Canada’s regulation code, analogous to FMVSS 108. The
primary differences are that the CMVSS 108 requires daytime
running lamps and allows European headlights, while FMVSS
108 does not.




-I|all‘aii_ LIGHTS

‘M Manufacturing
M & Quality

Testing
h‘l_l_!l & Safety

Truck-Lite’s LED forward
lighting is built using premium
materials and backed by
industry-leading warranties.

Designed to last the life of your
vehicle, Truck-Lite’s solid-state
construction and sealed

circuitry mean that you can depend
on your lights to withstand shock,
vibration, moisture and debris.

All Truck-Lite forward lighting

is subjected to rigorous
environmental, electrical and
mechanical testing before they are
validated and released to the market.

All Truck-Lite forward lighting
conforms with DOT, FMVSS-108
and CMVSS-108 requirements when
properly mounted.

Performance

& Maintenance

* True-to-life light color output
* Lower energy consumption
* Highly controlled beam patterns

* Impact-resistant, non-yellowing
lenses and rugged housing
protect against damage from
even the toughest applications

* Plug-and-play, drop-in
replacements

+ 30x the lifespan of halogen lights
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a HEADLIGHT, LED, 4"X 6"

L\
E SHEAR
3
-
[a)
<
w
I
z
© LOW BEAM
b
z
<
HIGH BEAM

+ Best-in-class beam pattern
Excellent option for light, medium and heavy-duty trucks, off-road and agricultural vehicles, classic cars and more
+ Metalized reflector optics provide a lighting experience that’s smooth and clean across the driving surface
+ When properly mounted, exceeds FMVSS-108 and CMVSS-108 DOT requirements for low beam
Provides a brighter, crisper and whiter light output that is closer to the color temperature of daylight
Dramatically improves light projection distance and overall visibility
Durability of LEDs provides a solid-state, bulb-free headlight design that’s impervious to damage from shock and vibration
Durable housing and non-yellowing, hard-coated polycarbonate lens offer optimum protection against damage from impact, roadside
debris and other hazards
» Advanced circuitry protects against voltage spikes
Low beam is a drop-in replacement for 2A1, 4652, H4652, H4656, H4662, H4739, and H5062 headlight designs
+ Uses standard H4, 3-blade wiring connector
» Up to 50x longer life than halogen technology

LOW BEAM

Part Lamp ; : Current ; Lens : : Beam
S et Plug Side 1 Plug Side 2 Major/Minor Diodes Material Housing Material Patern

. ! H4 t . .
27640C Hardwired  Hardwired Strigggg%ﬁ]g” 12|24 2.7/1.52 2 PC Aluminum High|Low

HIGH BEAM

Part Lamp : q Current : Lens ; q
CoTEs T Plug Side 1 Plug Side 2 Major/Minor Diodes Material Housing Material

. ) H4 Connector/ i i
27645C Hardwired Hardwired Stripped End 12|24 2.7/1.52 2 PC Aluminum High|Low
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HEADLIGHT, LED, 5"X 7", COMPLEX REFLECTOR

a3

+ When properly mounted, the lamp is designed to conform to the requirements listed in the Department of
Transportation (DOT), FMVSS-108 and Transport Canada (TC), CMVSS-108

+ Headlights marked with the DOT symbol are street-legal

+ Excellent option for light, medium and heavy-duty trucks, off-road vehicles, classic cars, motorcycles and more

+ Metalized reflector optics provide a lighting experience that is smooth and clean across the driving surface

+ Provides a brighter, crisper and whiter light output, closer to the color temperature of daylight, dramatically
improving light projection distance and overall visibility

+ Durability and dependability of LED lighting provides a solid-state, bulb-free headlight design that impervious
to damage from shock and vibration

+ Military-grade, die-cast aluminum housing and non-yellowing, polycarbonate lens offer optimum protection
against damage from impact, roadside debris and other hazards

+ Electronics are sealed in epoxy to resist from damage caused by corrosion or moisture

+ Advanced circuitry protects against voltage spikes up to 600V

+ Drop-in replacement for #6052, 6053, H6054, and HD6054 headlight designs

+ Uses standard H4, 3-blade wiring connector

(5]
z
X
~J
z
I
iy
>
(=]
=
(]
I
|

Part Lamp

. . Current : Lens . .
Plug Side 1 Plug Side 2 Major/Minor Diodes Material Housing Material

27450C Hardwired Hardwired = H4 Connector 12|24 2.95/1.45 2 PC E-Coat Aluminum = High|Low

Number Connection

RECOMMENDED ACCESSORIES

» Connects Truck-Lite’s LED Headlight to a

1 R vehicle requiring a H13 connection

96630 - H4 to H13 adapter

m + Compatible with 2007-2013 Jeep JK models
1 R + The anti-flicker adaptor eliminates headlight
flicker in 2007-2017 Jeeps and regular JK
models utilizing PWM electrical systems
» Alimited number of Jeep JK users may see a
flicker as a result of the PWM electrical system
used on these vehicle models
+ This adapter will store power during on-time, . .
and deliver power during off-time, allowing the 96830 - PWM pigtail with
lamp to receive consistent energy delivery H4 to H13 adapter
Made to withstand rugged terrain
+ Electronics are sealed in epoxy to resist damage
caused by corrosion or moisture
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HEADLIGHT, LED, 7", COMPLEX REFLECTOR

[a)
w
-l
RN
- 3 YEAR
I l“hkm*é
(0]
|
o
<
w
I
Z
N~

» When properly mounted, the lamp is designed to conform to the requirements listed in the Department of Transportation (DOT),
FMVSS-108 and Transport Canada (TC), CMVSS-108

+ Headlights marked with the DOT symbol are street-legal

+ Excellent option for light, medium and heavy-duty trucks, off-road vehicles, classic cars, motorcycles and more
Metalized reflector optics provide a lighting experience that is smooth and clean across the driving surface

+ Provides a brighter, crisper and whiter light output, closer to the color temperature of daylight, dramatically improving light projection
distance and overall visibility
Durability and dependability of LED lighting provides a solid-state, bulb-free headlight design that impervious to damage from shock
and vibration
Military-grade, die-cast aluminum housing and non-yellowing, polycarbonate lens offer optimum protection against damage from
impact, roadside debris and other hazards

+ Electronics are sealed in epoxy to resist damage caused by corrosion or moisture

+ Advanced circuitry protects against voltage spikes up to 600V
Drop-in replacement for #6014, 6015, 6016, H6024 and Par 56 headlight designs

» Uses standard H4, 3-blade wiring connector

Part Lamp ; : Current ; Lens : :
Connaction Plug Side 1 | Plug Side 2 Major/Minor Diodes Material Housing Material

27270C Hardwired Hardwired = H4 Connector 1224 2.95/1.45 2 PC E-Coat Aluminum  High|Low

RECOMMENDED ACCESSORIES

+ Connects Truck-Lite’s LED Headlight
to a vehicle requiring a H13 connection. 1 YEAR

NG
nmn‘é

7~

96630 - H4 to H13 adapter

. Compatlble with 2007-2013 Jeep JK models

The anti-flicker adaptor eliminates headlight 1 R
flicker in 2007-2017 Jeeps and regular JK R
models utilizing PWM electrical systems

« Alimited number of Jeep JK users may see
a flicker as a result of the PWM electrical
system used on these vehicle models

. L + This adapter will store power during on-time,
96830 - PWM pigtail with and deliver power during off-time, allowing
H4 to H13 adapter the lamp to receive consistent energy delivery

+ Made to withstand rugged terrain

+ Electronics are sealed in epoxy to resist
damage caused by corrosion or moisture
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HEADLIGHT, LED, 7", HEATED LENS

a3

» World’s first heated lens LED headlight heats constantly under 10°C / 50°F

» When properly mounted, is designed to conform to the requirements listed in the DOT FMVSS-108 and the TC CMVSS-108. The
DOT symbol on the headlight signifies that it is street-legal

» Unique heat pattern is designed to prevent ice, slush and snow buildup on the lens

» Excellent option for light, medium and heavy-duty trucks and off-road vehicles that are frequently exposed to extreme weather
conditions

» Metalized reflector optics provide a lighting experience that is smooth and clean across the driving surface

» Provides a brighter, crisper and whiter light output, closer to the color temperature of daylight, dramatically improving light projection
distance and overall visibility

+ Durability and dependability of LED lighting provides a solid-state, bulb-free headlight design that is impervious to damage from
shock and vibration

» Military-grade, die-cast aluminum housing and non-yellowing, polycarbonate heated lens offer optimum protection against damage
from impact, roadside debris and other hazards

» Electronics are sealed in epoxy to resist damage caused by corrosion or moisture

« Advanced circuitry protects against voltage spikes up to 600V

» Drop-in replacement for #6014, 6015, 6016, H6024 and Par 56 headlight designs

» Uses standard H4, 3-blade wiring connector

~J
z
I
=
=
m
O
u
iy
>
=]
=
Q)
I
|

Part Lamp

Plug Side 1 | Plug Side 2 Current | pioges | LNS | hoising Material | B%2M

Number Connection Major/Minor Material Patern

27275C Hardwired Hardwired = H4 Connector 1224 3.85/2.2 2 PC E-Coat Aluminum  High|Low

RECOMMENDED ACCESSORIES

+ Connects Truck-Lite’s LED Headlight
to a vehicle requiring a H13 connection.

LR\
1 YEAR

96630 - H4 to H13 adapter

. Compatlble with 2007-2013 Jeep JK models

/-\ The anti-flicker adaptor eliminates headlight

a— flicker in 2007-2017 Jeeps and regular JK

models utilizing PWM electrical systems
+ Alimited number of Jeep JK users may see

a flicker as a result of the PWM electrical

system used on these vehicle models
+ This adapter will store power during on-time,

and deliver power during off-time, allowing . .

the lamp to receive consistent energy delivery 96830 - PWM pigtail with
- Made to withstand rugged terrain H4 to H13 adapter
+ Electronics are sealed in epoxy to resist

damage caused by corrosion or moisture
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a HEADLIGHT, LED, ECE, 7" & 5"X 7"

ECE and ROHS compliant
LED sealed beam technology with polycarbonate lens and sealed electronics
+ Up to 50x longer life than halogen headlights, lowering lifecycle costs
Perfect for medium/heavy-duty trucks, off-road vehicles, automotive, motorcycles, military applications and more
Provides a brighter, crisper and whiter light output, closer to the color temperature of daylight, dramatically improving light projection
distance and overall visibility
+ Available in left hand traffic and right hand traffic versions
Includes built-in position lamp with optional wiring
» Improved roadside coverage and highly controlled beam patterns, offering glare protection to oncoming traffic
Dipped/passing beam and main/driving beam functionality
+ Ultra-bright output for maximum night visibility
» H4, 3-blade connector system

@

(72)
=
I
o
-l
(=]
<
w
I
w
(&}
w

7" RIGHT HAND TRAFFIC

Part Lamp - q Current . Lens ; q Beam
Connection | Plug Side1 | Plug Side2 | Volts Major/Minor Diodes | \1aterial | Housing Material | 5 i 0

27290C Hardwired  Hardwired gﬁigggg%ﬁg” 12124 2.7/1.52 2 PC E-Coat Aluminum  High|Low

7" LEFT HAND TRAFFIC

Part Lamp - ; Current : Lens - q Beam
ceneanen Plug Side 1 | Plug Side 2 Major/Minor Diodes Material Housing Material e

27291C Hardwired  Hardwired g‘ﬁigggg%ﬁg” 1224  2.7/1.52 2 PC E-Coat Aluminum = High|Low

5"X 7" RIGHT HAND TRAFFIC

Part Lamp - ] Current . Lens : q Beam
Conneotion | Plug Side 1 | Plug Side 2 Major/Minor Diodes | \1aterial | Housing Material | 5.0
27490C Hardwired  Hardwired ~R4.Connector/ 4o 509/100 2 PC Aluminum High|Low

Stripped End

5"X 7" LEFT HAND TRAFFIC

Part Lamp - ; Current - Lens - f Beam
o Eaitern Plug Side 1 Plug Side 2 Major/Minor Diodes Material Housing Material Patern
27491C Hardwired  Hardwired ~H4.Connector/ 4o 509/100 2 PC Aluminum High|Low

Stripped End
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HEADLIGHT, HALOGEN, 4"X 6"

m « Exceeds DOT minimum requirements by an
_‘ average of 300% low beam and 225% high beam
1R » Mechanical aim
» Review for appropriate bucket fit for installing
Retrofits ANSI #H4656

I
>
-
o
(0]
m
2

. N

+ Adapter #95846 may be needed to retrofit, —

included with kit =

Not recommended for certain buckets on o

Freightliner, Kenworth or Western Star Trucks >

m

Part Lamp : - Current - Lens Housing Beam >
Number Connection Plug Side 1 Plug Side 2 Major/Minor Diodes Material Material Patern Ig
Die-Cast : o)

27010 H5 Connector = No Plug No Plug 12 5.08/4.3 1 Glass Aluminum High|Low %

HEADLIGHT, HALOGEN, 5"X 7"

Exceeds DOT minimum requirements by an

R :
1 YEAR average of 300% and 225% high beam

N3IY01VH

O * Mechanical aim
» Review for appropriate bucket fit for installing
Retrofits ANSI #6052, 6053, H6054, and HP6054

JRRAY

4]
Z
b
~
Z
: I
Lamp . : Current : Lens Housing
Connection Plug Side 1 Plug Side 2 Major/Minor Diodes Material Material E
Die-Cast :
27009 H4 Connector = No Plug No Plug 12 4.69/4.3 1 Glass Aluminum High|Low GE)
I
-

LIGHT WITH DISPLAY PACKAGING
Part Lamp Plug Side 1 Plug Side 2 Current Lens Housing Beam

Number Connection

Major/Minor Material Material Patern

27009-1 H4 Connector NoPlug  No Plug 12 4.69/4.3 1 Glass ~ po-cast High|Low
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n
= HEADLIGHT, HALOGEN, 7
17|
(O]
9 * Mechanical aim
< + Polycarbonate lens provides up to 30x 1 R
s greater impact resistance than glass
+ Easy-to-remove bulb changes out 4
- through the back of the lamp
T + Bulb connector uses seal around
() bulb base to create weatherproof
a' construction, preventing corrosion
ﬁ * Review for appropriate bucket fit
T before installing
Z
N~
Part Lamp g g Current Diodes Lens Housing Beam
Number | Connection Major/Minor Material Material Patern
27004 H4 Connector No Plug No Plug 12 5.1/4.3 1 PC BMC High|Low
n
HEADLIGHT, HALOGEN, 7
+ Exceeds DOT minimum requirements by an
average of 300% low beam and 225% high beam
» Mechanical aim Bl
RA

» Review for appropriate bucket fit for installing
-+ Retrofits ANSI #6014, 6015, 6016, and H6024

Lamp Plug Side 1 | Plug Side 2 Current | pyoyeg | LENS Housing

7 IN HEADLIGHT HALOGEN

Connection Material Material

27012 H4 Connector = No Plug No Plug 12 4.69/4.3 1 Glass Aluminum High|Low

Major/Minor

LIGHT WITH DISPLAY PACKAGING
Part Lamp Plug Side 1 Plug Side 2 Current Lens Housing Beam

Number Connection
27012-1 H4 Connector =~ No Plug No Plug 12 4.69/4.3 1 Glass Aluminum High|Low

Major/Minor Material Material Patern
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LIGHTS FOG & DRIVING LIGHTS

AUXILIARY LIGHT, LED, 4", GROMMET MOUNT

Provides a clean, streamlined look when installed along with Truck-
Lite 27270C LED Headlight
Pure white light output is closer to the color temperature of R
daylight, dramatically improving light projection distance and
overall visibility with a bright, crisp output
» Complex reflector design optimizes and evenly distributed light for
the best visibility pattern
» LEDs are bulb-free, and offer a solid-state design, encapsulated in
hardened epoxy, to resist damage caused by shock and vibration,
offering as much as 50x longer life than comparable incandescent
lamps
+ Solid-state LED design does not use a filament or bulb tube, and is
unaffected by rigorous shock and vibration
Die-cast aluminum housing is corrosion and impact-resistant
J1306 » Non-yellowing, impact-resistant polycarbonate lens stays clear and
protects against damage from deflecting rocks and roadside debris

Part Lamp q : Current - Mount
Connection | U9 Side 1 Plug Side 2 Major/Minor Dlgies Material

) ) Packard Connector
80275 Hardwired Hardwired 12048159 12 0.7 1 Clear PC

LED

FOG LIGHT

Standards Met

44 SERIES, FOG LIGHT, LED, 4", GROMMET MOUNT o

N
l + Designed to comply with ECE Regulation 38 w
+ Sealed polycarbonate lens and housing
+ Electronics completely sealed in epoxy to
resist moisture and corrosion
+ Voltage range: OmniVolt 10V to 30V

Part Lamp q - Current . Mount Lens
Connection Fllgg e Flg) idle 2 Major/Minor DIgeEs Material | Material

44931R Hardwired Hardwired .180 Bullet 12]24  0.71/0.13 2 Red PC




FOG & DRIVING LIGHTS LIGHTS
1] n
45 SERIES, REAR FOG LIGHT, LED, 3"X 5",
m + Direct pin-to-circuit board solders assure vibration resistant
-_— contacts
« ECE-approved for rear position/stop direction indicator and rear
fog functions
Electronics completely sealed in epoxy to resist corrosion and
moisture
+ Lamps are hardwired with standard .180 molded bullet connectors
Module receptacle wires with ring terminals available for
retrofitting LED lamps to existing modules
+ OmniVolt universal lighting products address increasing vehicle
power demands by operating equally in electrical systems that
range from 10 to 30 volts
+ Sonically sealed lens and housing
Part Lamp : q Current q Lens Mount Lens
Number Connection Plug Side 1 Plug Side 2 Volts Major/Minor Diodes Color Material | Material
45931R Hardwired Hardwired .180 Bullet 12124  0.24 19 Red Red PC
45933R Hardwired Hardwired PL-2 12124  0.24 19 Red Red PC

-
]

45 SERIES, REAR FOG LIGHT, LED, 3"X 5",
GROMMET MOUNT, KIT

R\
=

Part
Number

45041R

+ OmniVolt universal lighting products address increasing T

vehicle power demands by operating equally in
electrical systems that range from 10 to 30 volts

+ Lamps are hardwired with standard .180 molded bullet 1349 mm

connectors

Module receptacle wires with ring terminals available
for retrofitting LED lamps to existing modules |___ 864mm_1 —
Direct pin-to-circuit board solders assure vibration ‘

resistant contacts %‘36.1 mm
+ Electronics completely sealed in epoxy to resist e

corrosion and moisture

» Low current draw, leaving more power for other vehicle

requirements
Sonically sealed lens and housing

» LEDs are less susceptible to shock and vibration
+ Approved to comply with ECE regulations for Rear

position/stop, direction indicator and rear fog functions

Lamp Current Mount

Connection Major/Minor Material
Hardwired = Hardwired .180 Bullet 12|24  0.24 19 Red PVC

Lens
Material

PC

Kit
Includes

45931R light,
45700 grommet

-
m
O




Introducing LED fog light kits for Class 8
T'uc kLh vehicles including the Freightliner Cascadia,
Volvo VN, International ProStar and
oy =il v Kenworth T680



FOG & DRIVING LIGHTS LIGHTS

RIGID INDUSTRIES, D-SERIES, FOG LIGHT, LED, 3"X 3",
BRACKET MOUNT, KIT, FREIGHTLINER

« Designed as a direct replacement for 2007-2016 Freightliner
m g P ° Standards Met
E
st

aIl

LIFETIM Cascadia fog lights

» Waterproof H11 Deutsch adapter plugs directly into factory F
harness

=

» SAE J583 compliant fog lights project high-intensity, crisp light

» Pure white light output is closer to the color temperature of
daylight, dramatically improving overall visibility

- Built as a low profile, solid state design

» Durable die-cast housing and polycarbonate lens offer a robust
package to combat damage caused by shock and vibration
Low power draw
Lifespan up to 50,000+ hours

=
=
O
m
o
o)
=
(@)
I
]

Lamp

Diodes Mount Lens

Current Material Material

Connection
84760 Hardwired Hardwired Deutsch Connector 12|24|36  2.29 4 Clear Steel PC

RIGID INDUSTRIES, D-SERIES, FOG LIGHT, LED, 3"X 3",
BRACKET MOUNT, KIT, VOLVO

» Designed as a direct replacement for 20013-2017 Volvo® VN®

fog lights Standards Met
_W » Waterproof H11 to Deutsch adapter plugs directly into factory E
harness

aan

» SAE J583 compliant fog lights project high-intensity, crisp light

» Pure white light output is closer to the color temperature of
daylight, dramatically improving overall visibility
Built as a low-profile, solid-state design

» Durable die-cast housing and polycarbonate lens offer a robust
package to combat damage caused by shock and vibration
Low power draw

« Lifespan up to 50,000+ hours

1HOIT D04 AIDIid

Lamp

Mount Lens
Material Material

84780 Hardwired  Hardwired = Deutsch Connector 12|24|36 1.5 4 Clear Steel PC

Current Diodes

Connection

RIGID INDUSTRIES, D-SERIES, FOG LIGHT, LED, 3"X 3",
BRACKET MOUNT, KIT, INTERNATIONAL

Designed as a direct replacement for 2008-2017 International®
ProStar® fog lights Standards Met

Waterproof H11 to Deutsch adapter plugs directly into factory F

harness

» SAE J583 compliant fog lights project high-intensity, crisp light

Pure white light output is closer to the color temperature of

daylight, dramatically improving overall visibility

Built as a low-profile, solid-state design

» Durable die-cast housing and polycarbonate lens offer a robust
package to combat damage caused by shock and vibration
Low power draw

« Lifespan up to 50,000+ hours

aan

r

il
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o=
22
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1HOIT D04 Ay

Part Lamp ‘ Plug ‘

Mount Lens
Number Connection Side 1 Material Material

84770 Hardwired Hardwired Deutsch Connector 12|24|36 1.5 4 Clear Steel PC

‘ Volts ‘ Current




LIGHTS FOG & DRIVING LIGHTS

RIGID INDUSTRIES, D-SERIES, FOG LIGHT, LED, 3"X 3",

[a]
1T}
= BRACKET MOUNT, KIT, KENWORTH
= - Designed as a direct replacement for 20013-2017 Kenworth®
T Standards Met 9 : P LN\
T680® fog lights
o . . LIFETIME]
| F + Waterproof H11 to Deutsch adapter plugs directly into factory —
(0] harness
E + SAE J583 compliant fog lights project high-intensity, crisp light
a jj + Pure white light output is closer to the color temperature of
§ daylight, dramatically improving overall visibility
o @ - Built as a low-profile, solid-state design
+ Durable die-cast housing and polycarbonate lens offer a robust
@ package to combat damage caused by shock and vibration
+ Low power draw
+ Lifespan up to 50,000+ hours
Lamp " Mount
Connection Current Diodes Material
84761 Hardwired  Hardwired Deutsch Connector 12[24|36 1.5 4 Clear Steel PC
[a]
1T}
|

+ Designed as an aftermarket fog light kit for D-Series Universal
+ Full XL harness with switch included B &
F + SAE J583 compliant fog lights project high-intensity, crisp light
+ Pure white light output is closer to the color temperature of
daylight, dramatically improving overall visibility
+ Built as a low-profile, solid-state design
+ Durable die-cast housing and polycarbonate lens offer a
robust package to combat damage caused by shock and
vibration
+ Low power draw
+ Lifespan up to 50,000+ hours

-
I
o
-l
19
o
T8
-
o
2

Part Lamp Plug Plug : Lens Mount Lens
Number | Connection Side 1 Side 2 Volts Current Diodes Color Material Material
84764 Hardwired  Hardwired Deutsch Connector 12[24|36 1.5 4 Clear Steel PC

RIGID INDUSTRIES, E-SERIES, FOG LIGHT, LED, 6",

[a]
w
= BRACKET MOUNT, KIT
+ Designed as a Universal aftermarket LED auxiliary highbeam
= kit using E-Series lights LN
T Standards Met ) ) ) LIFETIME]
(0] + Full XL harness with switch included
- F + SAE J583 compliant fog lights project high-intensity, crisp light 2
8 + Pure white light output is closer to the color temperature of
L daylight, dramatically improving overall visibility
[a] - + Built as a low-profile, solid-state design
(Y} i + Durable die-cast housing and polycarbonate lens offer a robust
o

: package to combat damage caused by shock and vibration
+ Low power draw
+ Lifespan up to 50,000+ hours

Part Lamp Plug Plug . Lens Mount Lens
Number | Connection Side 1 Side 2 i Current ~loiles Color Material Material
84720 Deutsch ~ Deutsch  pging Terminal 122436 1.5 12 Clear  Steel PC

Connector  Connector



FOG & DRIVING LIGHTS LIGHTS

RIGID INDUSTRIES, SR-SERIES, AUXILIARY HIGH
BEAM, LED, 6", BRACKET MOUNT, KIT

Designed as a Universal aftermarket LED fog light kit usin
P g 9 light Kt using

LIFETIME SR-Series lights Standards Met
W Full XL harness with switch included F
SAE J583 compliant fog lights project high-intensity, crisp light

Pure white light output is closer to the color temperature of
daylight, dramatically improving overall visibility

Built as a low-profile, solid-state design

Durable die-cast housing and polycarbonate lens offer a robust
package to combat damage caused by shock and vibration
Low power draw

Lifespan up to 50,000+ hours

1HDIT 904 Ay

Part Lamp Plug Plug Volts Current Diodes Lens Mount Lens
Number | Connection Side 1 Side 2 Major/Minor Color Material Material

Deutsch Deutsch : :
84740 Connector  Connector Ring Terminal 122436  2.29 6 Clear Steel PC

Tucklde

> FUCID




LIGHTS FOG & DRIVING LIGHTS

£ REPLACEMENT FOG LIGHT, INCANDESCENT,

3] 4", GROMMET MOUNT

(2]

L

= » Heavy gauge steel housing is

<zt powder-coated in black epoxy.

g fny 18] + Includes mounting hardware.

= ' :::: . + Fluted lens disperses light evenly &=
* Mounts on one 5/16”-18 stud

=

X

<)

|

(O]

2

80201 WO SCIEW  No Plug No Plug 12 2.7 1 Yelow  Glass

E REPLACEMENT FOG LIGHT, INCANDESCENT,

] 5",1 STUD MOUNT, KIT

(2]

L

% » Heavy-gauge steel housing is

< powder-coated in black epoxy -

g * Includes mounting hardware 1,,R

= « Fluted lens disperses light evenly S
+ Mounts on one 5/16"-18 stud

=

=

o

-

(O]

() Part L C t ; Mount L Repl t

Sorrenmor | Diodes oot | My | PePfcemen

) . 88021 light,
80368 Hardwired Hardwired Blunt Cut 12 2.73 1 Yellow = Steel Glass 95910 hardware

SIGNAL-STAT, FOG LIGHT, INCANDESCENT,

=
4
n
3] 6", 1 STUD MOUNT, KIT
&
g » Rugged, all-purpose lamp
g . « Screw-on bulb connections for positive contact 1 R
> _1 ' r and easy bulb replacement o
- ]_ + Single wire-stud ground
+ Weatherproof rubber shell for extended bulb life
750 + Shell remains flexible from -40°F to 125°F

| » Housing available separately
E— + 1/2" dia. adjustable ball stud
+ Replaces Truck-Lite 80384

-
I
o
-l
o
o
TS

Part Lamp Current Diodes Mount Lens Replacement
Number Connection Major/Minor Material | Material Parts

631W Hardwired Hardwired E:]r(ijpped 12 2.73 1 Clear Steel Glass 630H housing




FOG & DRIVING LIGHTS LIGHTS

SIGNAL-STAT, DRIVING LIGHT, INCANDESCENT, Signal-Stat’

=z

3"X 5",1 STUD MOUNT ‘5’

o)

m » Rugged moldgd. PVC hpusing will not break or 4‘312-'—1 §

1 R weather, remaining flexible from -40°F to 120°F ]— o

Bl + Advanced 55-watt H3 bulb design eliminates the 225 ',@, 5
need for expensive sealed-beam replacement

» Precision optics
+ Adjustable bracket with 5/16” stud

6.81"

Lamp | pjyq Side 1 Plug Side 2 Current Mount | Lens

Connection
613W Hardwired Hardwired

Major/Minor Material | Material

Stripped End/
Blade Terminal

o
2
s
P4
)
C
o)
I
e |

12 4.5 1 Clear Steel Glass

FOG LIGHT, HALOGEN, 3"X 5", 1 STUD MOUNT, KIT

I
>
-
m » Features computer-designed optics and a 8
&= vacuum-metalized steel reflector m
1 + Simple bulb replacement through front of lamp <
2 + Kit contains two lamps, mounting hardware,
wiring kit with switch, fuse and installation o
instructions (]
+ Compact design fits bumpers and spoilers for a 9]
low-profile look 5
+ Flexible designs allows mounting above or T
below bumper Standards Met o
+ Ideal for many light and recreational vehicles J583
+ Meets or exceeds DOT/SAE and ECE standards
Part Lamp Current Mount Lens Kit
Number Connection Major/Minor Material | Material Includes
80579 light,
. . 80603 cover,
80526 Hardwired Hardwired .180 Bullet 12 4.5 1 Clear Steel Glass 80571 bulb,
192 relay
80578 light,
f f 80603 cover,
80525 Hardwired Hardwired .180 Bullet 12 4.5 1 Clear Steel Glass 80571 bulb,
192 relay
n n
REPLACEMENT FOG LIGHT, HALOGEN, 3"'X 5", 1 STUD MOUNT T
E
AR s
1 YEAR Z
-
o
©
c
(2]
=
Lamp ; : Current ; Lens
Connection Plug Side 1 Plug Side 2 Major/Minor Diodes Material
Two Right
80208 Angle Lugs No Plug No Plug 12 4.2 1 Clear Glass



LIGHTS FOG & DRIVING LIGHTS

FOG LIGHT HALOGEN

SIGNAL-STAT, FOG LIGHT, HALOGEN, 3"X 5", 1 STUD MOUNT

Part
Number

612W

Lamp

Connection

Hardwired

-

4.312"—|
[\

it

J_

6.81"

Plug
Side 1

Hardwired

Plug
Side 2

Stripped End/
Blade Terminal

+ Rugged molded PVC housing will not break or

weather, remaining flexible from -40°F to 120°F S'QnaI'Stat

+ Advanced 55-watt H3 bulb design eliminates the

need for expensive sealed-beam replacement N
- Precision optics 1 YEAR
+ Adjustable bracket with 5/16” stud Dol

IRRANY

Current ; Lens Mount Lens Replacement
‘ el Major/Minor ‘ Diodes ‘ Color ‘ Material | Material ‘ Parts
80208 light,
4.5 1 Clear Steel Glass 95910 hardware,

12

9789 housing

FOG LIGHT HALOGEN

FOG LIGHT, HALOGEN, 3'X 6", 1 STUD MOUNT, KIT

Part
Number

80519

Lamp

Connection

Hardwired

Hardwired

Stripped End/
Ring Terminal

12

J583
+ Single-bolt, multi-position fastening system
allows mounting from any angle and makes
adjustments easier
» Simple replacement of bulb through front of lamp
» Meets or exceeds DOT/SAE and ECE standards
+ One year manufacturer’s warranty
« Ideal for use on heavy or medium-duty trucks
and various off-highway vehicles

)

-t
<
Y
>
)

® ¢

Mount Lens Kit

Material | Material Includes
80569 light,
80571 bulb,

4.5 1 Yellow  Plastic PC 80594 switch,

192 relay, 80593

wiring kit

Current
Major/Minor

Diodes

HALOGEN

-
I
o
-l
9}
o
'8

FOG LIGHT, HALOGEN, 3"X 7", 1 STUD MOUNT, KIT

Part

Number

80521

80514

80522

Lamp
Connection

Hardwired

Hardwired

Hardwired

Hardwired

Hardwired

Hardwired

Stripped End/
Ring Terminal

Stripped End/
Ring Terminal

Stripped End/
Ring Terminal

12

12

12

J583
+ Single-bolt, multi-position fastening system
allows mounting from any angle and makes
adjustments easier
» Simple replacement of bulb through front of lamp
» Meets or exceeds DOT/SAE and ECE standards
» One year manufacturer’s warranty
+ Ideal for use on heavy or medium-duty trucks
and various off-highway vehicles

b

—
<
iy
>
X

® ¢

Mount Lens Kit
Material | Material Includes
80573 light,80592
stone guard,192
4.5 1 Clear Plastic Glass relay,80571 bulb,
80593 wiring
kit,80594 switch
80568 light, 80592
stone guard, 192
4.5 1 Clear Plastic PC relay, 80571 bulb,
80593 wiring kit,
80594 switch
80574 light, 80592
stone guard, 192
4.5 1 Yellow  Plastic Glass relay, 80571 bulb,
80593 wiring kit,
80594 switch

Current

Major/Minor Diodes




FOG & DRIVING LIGHTS LIGHTS

DRIVING LIGHT, HALOGEN, 3"X 7", 1 STUD MOUNT, KIT

+ Single-bolt, multi-position fastening system
allows mounting from any angle and makes

D adjustments easier

+ Simple replacement of bulb through front of lamp 37
Meets or exceeds DOT/SAE and ECE standards

I
>
[y
o
(9}
m
Z

o

+ One year manufacturer’s warranty g
Ideal for use on heavy or medium-duty trucks g
and various off-highway vehicles g
(-
Standards Met é’.':)
-
J583
Lamp Current Diodes Mount Lens Kit
Connection Major/Minor Material | Material Includes
880567 light
80592 stone guard
: : Stripped End/ : 192 relay
80513 Hardwired  Hardwired Ring Terminal 12 4.5 1 Clear Plastic PC 80571 bulb

80593 wiring kit
80594 switch

80572 light
80592 stone guard
: : Stripped End/ ] 192 relay
80520 Hardwired  Hardwired Ring Terminal 12 4.5 1 Clear Plastic Glass 80571 bulb

80593 wiring kit
80594 switch

FOG LIGHT, HALOGEN, 4"X 6", 1 STUD MOUNT

X
>
Q
+ Durable synthetic rubber housing resists corrosion o)
m + Includes mounting hardware 050 490 m
1 YEAR ; " 4
= + Universal mount uses one 5/16"-18 stud
» Contains one glass rectangular sealed halogen 4400
beam with two right-angle terminals -
Fluted lens disperses light evenly o
o)
(-
(@)
I
Part Lamp Current Diodes Mount Lens Replacement =
Number Connection Major/Minor Material | Material Parts
Stripped 80208 light,
80389 Hardwired Hardwired Endpp 12 2.93 1 Clear Steel Glass 95910 hardware,

9789 housing




LIGHTS ‘ i i:::i:l I I:I:i:-

SNOW PLOW LIGHT, LED, 7", 1 STUD MOUNT, KIT

LED

2R\
1 YEAR

Ai
<

SNOW PLOW

RIGHT-HAND SIDE LEFT-HAND SIDE SNOW PLOW KIT

» Advanced white LED technology reduces concerns with EMI and offers
substantially longer life than comparable incandescent lamps

» Lamps are hardwired with fully encapsulated electronics to protect
from damage caused by corrosive elements and moisture

» Pedestal lamp (front/park/turn) features a unique LED diode array with
a full pattern appearance

+ Complex reflector design spreads light in a clean, more uniform pattern

» DOT-compliant LED Headlight provides a brighter, crisper and whiter
light output closer to the color temperature of daylight, dramatically
improving light projection distance and increasing visibility

RIGHT HAND SIDE

Part Lens Lamp. Plug Side Plug Side 2 Maps Mount Housing
Number Material | Connection 1 Major/Minor | Material Material
Packard ;
80878  Clear | PC Hardwired ~ Hardwired Connector 12]24  3.6/1.8 Steel Black R;e'QaS‘
12020829 uminum
LEFT HAND SIDE
Part Lens Lamp. Plug Side Plug Side 2 Maps Mount Housing
Number Material | Connection 1 Major/Minor | Material Material
Packard :
80879  Clear PC Hardwired  Hardwired =Connector 12124 3.6/1.8 Steel Black RI'G'Q""S*
12020829 uminum
SNOW PLOW KIT
Part Lens Lamp. Plug Side Plug Side 2 Maps Mount Housing
Number Material | Connection 1 Major/Minor | Material Material
Packard ;
80880  Clear  PC Hardwired  Hardwired Connector 12|24  3.6/1.8 Steel Black ~ Die-Cast
12020829 Aluminum

80880 Kit Includes

80878 light, 80879 light, 80898 harness




‘ i ‘:I:::I I I:I:::- LIGHTS

SNOW PLOW LIGHT, LED, 7", 1 STUD MOUNT,

—
m

HEATED LENS, KIT o
2

AR\ 2\ ]
1 YEAR 1 YEAR s
AT -

o

(k) .

SNOW PLOW KIT RIGHT-HAND SIDE LEFT-HAND SIDE

» World’s first heated-lens LED headlight heats constantly under 10°C/50°F

« Provides a robust, LED, solid-state solution to plowing applications in need of
durable lighting that can withstand shock and vibration, replacing headlights
and turn signal lights blocked by the plow assembly

« Utilizes Truck-Lite’s 27275C seven inch round heated LED headlight

» Heated lens prevents snow, ice, and slush buildup

+ Popular for utility/municipality use and more, as LED design draws less current,
allowing more power for other vehicle requirements

+ DOT-compliant LED headlight provides a brighter, crisper and whiter light
output, closer to the color temperature of daylight, dramatically improving light
projection distance and increasing visibility

» Advanced white LED technology reduces concerns with EMI and offers

substantially longer life than comparable incandescent lights

Complex reflector design spreads light in a clean, more uniform pattern

Pedestal light (front/park/turn) features a unique LED diode array with a full

pattern appearance

« Lights are hardwired, with fully encapsulated electronics to protect from damage
caused by corrosive elements and moisture

» Corrosion-resistant, powder-coated aluminum housing dissipates heat efficiently

« Impact-resistant polycarbonate lenses protect against damage caused by
debris and other hazards

RIGHT HAND SIDE

Part Lens Lamp Plug Side Plug Side 2 Maps Mount Housing
Number Material | Connection 1 9 Major/Minor | Material Material
Packard Connector
' ’ 12020829/ Die-Cast
80988 Clear PC Hardwired Hardwired Packard Connector 12|24 3.8/2.1 Steel Black Aluminum
12015793
LEFT HAND SIDE
Part Lens Lamp Plug Side Plug Side 2 Maps Mount Housing
Number Material | Connection 1 9 Major/Minor | Material Material
Packard Connector
’ ’ 12020829/ Die-Cast
80989 Clear PC Hardwired Hardwired Packard Connector 12|24 3.8/2.1 Steel Black Aluminum
12015793
SNOW PLOW KIT
Part Lens Lamp Plug Side Plug Side 2 Maps Mount Housing
Number Material | Connection 1 9 Major/Minor | Material Material
Packard Connector
) ) 12020829/ Die-Cast
80990 Clear PC Hardwired Hardwired Packard Connector 12|24  3.8/21 Steel Black Aluminum
12015793

80990 Kit Includes

80988 light, 80989 light, 80898 harness




LIGHTS ‘ i i:::i:l I I:I:i:-

SNOW PLOW LIGHT, LED, 5"X 7", 1 STUD MOUNT, KIT

[a]

(1T}

-

S

3 A\ AR\
d 1 YEAR 1 YEAR
>
o

2

w @

RIGHT-HAND SIDE LEFT-HAND SIDE SNOW PLOW KIT

+ Advanced white LED technology eliminates EMI and offers substantially longer life than
comparable incandescent lamps

+ Both lamps are hardwired with fully encapsulated electronics to protect from damage
caused by corrosive elements and moisture

+ Brighter and crisper light output improves light projection distance and increases visibility

+ Complex reflector design spreads light in a clean, more uniform pattern

+ Pedestal lamp features a unique LED diode array with a full pattern

+ Provides a robust LED solid-state solution to applications in need of durable lighting that
can withstand shock and vibration popular for utility/municipality use

+ LED design draws less current and allows more power for other vehicle requirements

LEFT HAND SIDE

Part Lens Lamp Plug Side 2 (T Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Packard Aluminum/
80873 Clear PC Hardwired Hardwired = Connector 12|24  3.6/1.8 Steel Black Die Cast
12020829 Zinc
RIGHT HAND SIDE
Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Packard Aluminum/
80874 Clear PC Hardwired Hardwired = Connector 12|24  3.6/1.8 Steel Black Die Cast
12020829 Zinc
SNOW PLOW KIT
Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Packard Aluminum/
80875 Clear PC Hardwired Hardwired = Connector 12|24  3.6/1.8 Steel Black Die Cast
12020829 Zinc

80880 Kit Includes

80873 light, 80874 light, 80898 harness
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SNOW PLOW, HALOGEN, 4"X 6", 1 STUD MOUNT, ATL-DRL, KIT

I
>
[y
o
()
m
Z

22\

1 YEAR
S
[72]
4
o
=
)
[y
(]
=
RIGHT-HAND SIDE LEFT-HAND SIDE
SNOW PLOW KIT
10980 5700 + High-impact polycarbonate and steel construction
— — [_ 41 + Features high/low beam halogen headlights and integrated park/turn lamps
T + Adapts easily to vehicle equipped with daytime running light (DRL) systems
S0 + Unique plug-in adapter design allows installation without cutting or splicing existing wiring
+ Mounts on one 1/2” - 13 stud
2400 » Normal DRL function transferred to snow plow lights
—L + Use matrix to determine appropriate adapter plug kit, sold separately
+ Wiring system features weatherproof Packard connectors to prevent corrosion problems
+ DRL kit includes a switch and a heavy-duty flasher
+ Not compatible with vehicles using quad headlight or separate DRL headlights
LEFT HAND SIDE
Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Packard
80910 Clear PC Hardwired Hardwired Connector 12 5.08/3.52 Steel Black PC
12010975

RIGHT HAND SIDE

Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Packard
80920 Clear PC Hardwired Hardwired Connector 12 5.08/3.52 Steel Black PC
12010975
SNOW PLOW KIT
Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Packard
80900 Clear PC Hardwired Hardwired Connector 12 5.08/3.52 Steel Black PC
12010975

80900 Kit Includes

80910 light, 80920 light, 80930 harness,
97224 switch, 80940 hardware




LIGHTS ‘ i i:::i:l I I:I:i:-

HALOGEN

SNOW PLOW

SNOW PLOW, HALOGEN, 4"X 6" 1 STUD MOUNT, PN
SIX POLE .180 BULLET MOLDED PLUG

+ High-impact polycarbonate and steel
construction

+ Features high beam/low beam
halogen headlights and integrated
park/turn lamps

+ Lamp functions as a snow plow, all-
terrain light or off-road/auxiliary light

+ Mounts on one 1/2"-13 stud

+ Kit also includes a switch, a grommet

RIGHT-HAND SIDE LEFT-HAND SIDE that protects Wiring at the switch and

a heavy-duty flasher

+ One-piece harness runs from switch
to the front of the vehicle and
attaches with Scotch lock connectors

LEFT HAND SIDE

Part Lens Lamp Plug Side Plug Side 2 Maps Mount Housing
Number Material | Connection 1 9 Major/Minor | Material Material
Six Pole .180
80810 Clear PC Hardwired Hardwired Bullet Molded = 12 5.08/3.52 Steel Black PC
Plug
RIGHT HAND SIDE
Part Lens Lamp Plug Side Plug Side 2 T Mount Housing
Number Material | Connection 1 9 Major/Minor | Material Material
Six Pole .180
80820 Clear PC Hardwired Hardwired Bullet Molded = 12 5.08/3.52 Steel Black PC

Plug
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SNOW PLOW, HALOGEN, 4"X 6" 1 STUD MOUNT, SIX POLE

I
>

180 BULLET MOLDED PLUG, ECONOMY, KIT g
B
=z

o\ D

1 YERR
o

() :
)
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(]
=

RIGHT-HAND SIDE LEFT-HAND SIDE
SNOW PLOW KIT
f———t0980——— : + High-impact polycarbonate and steel construction
— [_570041 + Features high beam/low beam halogen headlights and integrated park/turn lamps

i

- Lamp functions as snow plow, all-terrain or an off-road/auxiliary light
+ Kit also includes a switch
2400 » Two vehicle harnesses run from lamps and attach with twist-type connections

T D + Mounts on one 1/2"-13 stud
5.100

LEFT HAND SIDE

Part Lens Lamp Plug Side Plug Side 2 Maps Mount Housing
Number Material | Connection 1 g Major/Minor | Material Material
Six Pole .180
80860 Clear PC Hardwired Hardwired Bullet Molded 12 5.08/3.52 Steel Black PC
Plug

RIGHT HAND SIDE

Part Lens Lamp Plug Side Plug Side 2 Maps Mount Housing
Number Material | Connection 1 9 Major/Minor | Material Material
Six Pole .180

80870 Clear PC Hardwired Hardwired Bullet Molded 12 5.08/3.52 Steel Black PC
Plug

SNOW PLOW KIT
Part Lens Lamp Plug Side Plug Side 2 Maps Mount Housing

Number Material | Connection 1 9 Major/Minor | Material Material
Six Pole .180

80888 Clear PC Hardwired Hardwired Bullet Molded 12 5.08/3.52 Steel Black PC
Plug

80900 Kit Includes

80860 light, 80870 light, 80831 harness,
80844 hardware




LIGHTS ‘ i i:::i:l I I:I:i:-

HALOGEN

SNOW PLOW

SNOW PLOW, HALOGEN, 4"X 6" 1 STUD MOUNT, o
SIX POLE .180 BULLET MOLDED PLUG,
UNIVERSAL, KIT

» High-impact polycarbonate and steel
construction
+ Features high beam/low beam

10980 hsmﬂ halogen headlights and integrated

———
——o—— park/turn lamps
_I_ » Lamp functions as a snow plow, all-
R terrain light, or off-road/auxiliary light
T L + Mounts on one 1/2"-13 stud
2400 « Kit also includes a switch, a grommet
T g

that protects wiring at the switch and
a heavy-duty flasher

+ One-piece harness runs from switch
to the front of the vehicle and

80800 attaches with Scotch lock connectors

+ Incorporates complex reflector
technology to help reduce driver
fatigue

* Increased beam pattern output and
improved beam pattern formation

» High-impact polycarbonate and steel
construction

+ Features high beam/low beam
halogen headlights and integrated
park/turn lamps

* Mounts on one 1/2” - 13 stud

80839 « Lamp functions as a snow plow
lights, all-terrain, or an off-road/
auxiliary lights

+ Kit also includes a switch and wiring

harness kit
80800
Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Six Pole .180
80800 Clear PC Hardwired Hardwired Bullet Molded 12 5.08/3.52 Steel Black PC
Plug
80800 Kit Includes
80810 light, 80820 light, 80830 harness,
80840 hardware
80839
Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Six Pole .180
80893 Clear Glass Hardwired Hardwired Bullet Molded 12 3.8/3.2 Steel Black PC
Plug

80893 Kit Includes

27010 light, 80831 harness, 80844 hardware
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SNOW PLOW, HALOGEN, 4"X 6" 1 STUD MOUNT,

I
>
PACKARD CONNECTOR 12065158, UNIVERSAL, KIT 5
(2]
m
=z
o\
1 YEAR 1 YEAR
S )
z
o
=2
)
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o
=
RIGHT-HAND SIDE LEFT-HAND SIDE
SNOW PLOW KIT
« Features weatherproof connectors
* High-impact polycarbonate and steel construction
+ Features high beam/low beam halogen headlights and integrated park/turn lamps
Mounts on one 1/2” - 13 stud
» Lamp functions as snow plow, all-terrain light, or off-road/auxiliary light
+ Kit also includes a switch, a grommet that protects wiring at the switch and a
heavy-duty flasher
+ One-piece harness runs from switch to the front of the vehicle and attaches with
Packard weather proof connectors
LEFT HAND SIDE
Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Packard
80848 Clear PC Hardwired Hardwired Connector 12 5.08/3.52 Steel Black PC
12065158
RIGHT HAND SIDE
Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection 9 Major/Minor | Material Material
Packard
80849 Clear PC Hardwired Hardwired Connector 12 5.08/3.52 Steel Black PC
12065158
SNOW PLOW KIT
Part Lens Lamp Plug Side 2 Maps Mount Housing
Number Material | Connection g Major/Minor | Material Material
Packard
80805 Clear PC Hardwired Hardwired Connector 12 5.08/3.52 Steel Black PC
12065158

80900 Kit Includes

80848 light, 80849 light, 80839 harness,
80840 hardware




WARNING &
EMERGENCY

Pages 260-273

STROBE LIGHTS

LED

256

SERIES

30%® Series
Super 44®
Super 60®

4 Diode 1"

16 Diode Self-Contained

Surface Mount

Grommet Mount

STROBE TUBE

SERIES

1in 1 Bulb

2in x 5in 1 Bulb
2in x 6in 1 Bulb
3in x 5in 1 bulb
4in 1 Bulb

7in 1 Bulb

Hide-A-Way Systems

COMMON SIZE
on

4"

2" x 6"

v

3" x 5"

Multiple
Multiple

COMMON SIZE
qn

2" x 5"

2" x 6"

3" x 5"

4"

7n

PAGES
260
260-263
264-266
267

267
268-270
270




LED HALOGEN

SERIES PAGES SERIES
Class 1 High Profile 274 Class 1
Class 1 Medium Profile 274-275 Class 2
Class 1 Low Profile 275

Class 2 Low Profile 275-276

GAS DISCHARGE

SERIES PAGES
Class 1 High Profile 278

Class 1 Medium Profile 278-279
Class 1 Low Profile 279-280

LED INCANDESCENT

SERIES SERIES PAGES

Permanent Mount 4" x 36" 5" x 46" 283

Permanent Mount 5" x 19"

Permanent Mount 5" x 47"

HALOGEN GAS DISCHARGE

SERIES SERIES
4.5" x 16" 4.5" x 16"
5" x 36" 5" x 36"

5" x 46"
5" x 47"

TRAFFIC CONTROL LIGHT BARS

SERIES PAGES SERIES PAGES

LED 286 Halogen 287

257



WARNING & EMERGENCY

Warning &
Emergency

Trucklite

Developed through Truck-Lite’s experience in both
LED design and heavy-duty warning lighting systems,
these strobes and beacons offer rugged and
dependable conspicuity regardless of the application.

Flange, Grommet, Surface, Stud, 1-Screw,

Mount type 2-Screw, 4-Screw, Bracket, Magnetic, Permanent
Strobe

Sh Round, oval, rectangular

apes
P Beacon
Low profile, medium profile, high profile
. . Class |

Classifications The brightest of all warning lighting, Class | lights most often
appear on emergency vehicles, such as police cars, fire trucks and

Before selecting any warning ambulances.

or safety lighting, it’s

important to know the legal Class Il

clasgific.ations fora given Class Il warning lights produce no more than 25% of the intensity

application. of Class | strobes and beacons. These usually appear on utility and

construction vehicles.

Class Il
Producing approximately 40% of the intensity of Class Il strobes

and beacons, Class lll warning lights are typically used indoors,
such as on a forklift.




WARNING & EMERGENCY

O\ Manufacturing
£ & Quality

Testing
M & Safety

Truck-Lite’s LED warning
lighting is built using premium
materials and backed by
industry-leading warranties.

Designed to last the life of your
vehicle, Truck-Lite’s solid-state
construction and sealed circuitry
mean that you can depend on your

lights to withstand shock, vibration,

moisture and debris.

All Truck-Lite warning and safety
lighting is subjected to rigorous envi-
ronmental, electrical and mechanical
testing before they are validated and
released to the market.

Performance

& Maintenance

g Customer

g g Support

* Lower energy consumption

* Impact-resistant lenses and
rugged housing protect against
damage from even the
toughest applications

* Solid-state electronics
designed for long-term
dependability

Warning & Emergency Warranties

LR\ /‘\ oo N
LIFETIMEll 1 YEAR B 2 YEAR B 3 YEAR
T O O O




LIGHTS STROBE LIGHTS

30® SERIES, LED, 3 DIODE, SELF CONTAINED,
GROMMET MOUNT

w
-l

Part
Number

30286Y
30286R

Yellow
Red

Lens
Color

Lamp
Connector

Plug Side 1

Fit ‘N Forget M/C = No Plug
Fit ‘N Forget M/C  No Plug

+ External power pack not required.
+ Features internal circuitry to create self-flashing lamp. m
) LIFETIME
+ Flashes when power supplied (80 FPM).
GL

Not for standard marker applications, for auxiliary/strobe
use only.

+ Uses Fit ‘N Forget connector for added corrosion &

moisture resistance.

+ Utilized to warn operator of fault conditions.

Plug Side 2 Volts Amps
No Plug 12 0.06
No Plug 12 0.06

LED

<
<
oc
w
%
=)
(7]

SUPER 44°, LED, 6 DIODE, SELF CONTAINED,
GROMMET MOUNT

Part
Number

44217Y

44218Y

44110Y

44248Y

44249Y

44114Y

Lens

Color

Yellow

Yellow

Yellow

Yellow

Yellow

Yellow

Lamp Plug
Connector Side 1
Hardwired = Hardwired
Hardwired = Hardwired
Hardwired = Hardwired
Hardwired = Hardwired
Hardwired = Hardwired
Hardwired = Hardwired

Packard Connector 282087/
Weather Connector 12015791

Packard Connector 282087/
Weather Connector 12015791

Packard Connector 282087/
Weather Connector 12015791

Stripped End

Stripped End

» New Super 44 Series Rear Turn Strobe lamp provides m
Z__ N

a quad flash pattern with solid-state LED technology

) - ] ) LIFETIME
+ Turn signal override feature momentarily overrides
strobe function allowing lamps to signal for turn 2
functions
+ Lateral system allows alternating flash patterns
without the need of a separate box, saving on cost
and additional installation time
+ Uses Truck-Lite 6-Diode round optics pattern to
compliment S/T/T and B/U applications
+ Fully encapsulated electronics and hard-wired design
protect the lamp from corrosion and damage caused
by chemicals and moisture
» New lamp design features a slim profile for mounting
in areas of limited space
+ Using 2 in-phase lamps or 2 out-phase lamps
provide a synchronized flash, 1 in-phase lamp and 1
out-phase lamp provides alternating flash
+ Features the Truck-Lite Limited Lifetime Warranty
; Mount | Warning
Plug Side 2 Volts AMpPS | ~01or Class Phase
12 0.7 White Il in-phase
12 0.7 White 1] out-phase
12 0.7 White |l
12 0.7 White Il in-phase
12 0.7 White Il out-phase
12 0.7 White |l

Stripped End



STROBE LIGHTS LIGHTS

LED, 42 DIODE, 4", REMOTE, GROMMET MOUNT, KIT

-
o
+ LED retrofit kit for front loader waste haulers

= -+ Features 2 LED Model 60 front, park and turn
LE lamps and 4 LED Super 44 turn signal lamps (7]
JRRAY Cc
)
m
=)
'S
'y

Part

Kit Includes

Lens Lamp Plug Plug
Number Color

Mount
Color Connector Side 1 Side 2 ‘ e ‘ s ‘

‘ Position ‘

Fit 'N Forget = Fit 'N Forget Straight 44201y, 60290y,
B Front Yellow g g S.S. PL-3 12054 Black 40700 grommet, 88824 plug
Fit 'N Forget = Fit 'N Forget Straight 44201y, 40700 grommet,
30286R  Rear Yellow SS. SS. PL-3 12 0.54 Black 88824 plug, 94706 plug

SUPER 44°, LED, 42 DIODE, SELF CONTAINED, GROMMET MOUNT

+ External power pack not required
2R\

+ Metalized reflector version offers more intense focused light r"_-l
LIFETIME ) . . o
+ Non-metalized version offers wider viewing angle O
2 + Dual or quad flashing patterns
+ Meets recommended SAE J1318 and J845 photometric specifications
+ Synchronized alternating feature ‘é’
+ Lamp life rated at 100,000 hours )
+ Resistance to shock and vibration g
- Fit ‘N Forget S.S adapter plug provides corrosion and moisture k
resistance
+ Integral flange option features built-in lens
Nuprﬁger Lens Color Coll_‘lanrgtr:)tor Plug Side 1 Plug Side 2 Volts Amps
44211Y Yellow Fit 'N Forget S.S. No Plug No Plug 12 0.5
SUPER 44°®, LED, 42 DIODE, SELF CONTAINED, -
GROMMET MOUNT, KIT o
m + External power pack not required (7))
LIFME + Metalized reflector version offers more intense focused light %
+ Non-me